NEKO / FUSION/
Adjustable LED Downlight

2700K 25mm 60 t
CRI90 24° UGR @ c E é
22W 3000K | 930 IP20 c us I o
‘ ‘CRIBO 2000K 497 |50,000naL80810 < 10 % ZE?SBX53 Gling Thickness -
300x70
LED Power System Power LED \oltage LED Current CRI CCT Beam LED Qutput System Output Code
22 W 24 W 30V 700mA 80 2700K 24°  2400Im 1600Im FA10-8272422X-WB
40°  2400lm 1600Im FA10-8274022X-WB
3000K 24°  2600Im 1800Im FA10-8302422X-WB
40°  2600Im 1800Im FA10-8304022X-WB
4000K 24°  2800Im 2000Im FA10-8402422X-WB
40°  2800Im 2000Im FA10-8404022X-WB
Black Reflector
22 W 24 W 30V 700mA 80 2700K 24°  2400lm 1600Im FA10-8272422X-BB
40°  2400Im 1600Im FA10-8274022X-BB
3000K 24°  2600Im 1800Im FA10-8302422X-BB
40°  2600Im 1800Im FA10-8304022X-BB
4000K 24°  2800Im 2000Im FA10-8402422X-BB
40°  2800Im 2000Im FA10-8404022X-BB
Black Reflector
22 W 24 W 30V 700mA 80 2700K 24°  2400lm 2000Im FA10-8272422X-WS
40°  2400Im 2000Im FA10-8274022X-WS
3000K 24°  2600Im 2100Im FA10-8302422X-WS
40°  2600Im 2100Im FA10-8304022X-WS
4000K 24°  2800Im 2300Im FA10-8402422X-WS
40°  2800Im 2300Im FA10-8404022X-WS
Specular Reflector
22 W 24 W 30V 700mA 80 2700K 24°  2400Im 2000Im FA10-8272422X-BS
40°  2400lm 2000Im FA10-8274022X-BS
3000K 24°  2600Im 2100Im FA10-8302422X-BS
40°  2600Im 2100Im FA10-8304022X-BS
4000K 24°  2800Im 2300Im FA10-8402422X-BS
40°  2800Im 2300Im FA10-8404022X-BS
Specular Reflector Code Remark: X=F(ON-OFF) X=P(Phase Dim) X=A(1-10V Dim) X=D(DALI Dim)





