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Ceiling mounted Light & Pendant Light Installation instruction

GAME 350/450/600
SUGAR 350/450/600

Questo prodotto contiene una sorgente luminosa di classe di efficienza energetica: E

This product contains a light source of energy efficiency class: E

/S

is to be installed/ removed in accordance with IEEE
regulations and installation instructions.
The size clearance between the base and parts of building

DE Die Leuchte ist ausschliesslich fiir Beleuchtungszwecke
vorgesehen. Der Einbau/Ausbau hat gemass den
einschlagigen nationalen Richtlinien und Vorschriften

FR

Le luminaire ne doit étre utilisé qu'a des fins d'éclairage
et doit étre installé ou retiré conformément aux réglemen-

must be at least 55mm and top ceiling must be at least 15mm.

sowie den beiliegenden Montageanweisungen zu erfolgen.

tations relatives aux DEEE et aux instructions d'installation.

A EN To secure safety, a qualified electrician is required  |T Per garantire massima sicurezza, far eseguire il
to install/remove the luminaire. lavoro di installazione/rimozione della lampada
The light source contained in this luminaire shall da un elettricista specializzato.
only be replaced by the manufacturer or his service ) .
agent or a similar qualified person. ES Para asegurar I_a_ segurldad,_se requiere un
electricista cualificado para instalar / retirar
DE Aus Sicherheitsgriinden ist der Einbau/Ausbau la luminaria.
dieser Leuchte nur durch eine Elektrofachkraft o -
vorzunehmen. PT Para a sua segurancga, um eletricista qualificado
deve atuar na instalagdo/remocéo da lumin
FR Afin de garantir la sécurité du luminaire, celui-ci n
doit étre installé ou retiré par un électricien qualifié.
I
EN The luminaire is used exclusively for lighting and

IT Lalampada va utilizzata esclusivamente per funzioni di
illuminazione e va installata/rimossa ai sensi dei regolamenti
IEEE e delle istruzioni di installazione.

ES Laluminaria se utiliza exclusivamente para iluminar y
tiene que instalarse / retirarse de acuerdo con las
instrucciones de instalacion y las normativas de la IEEE.

PT Aluminaria é utilizada exclusivamente para iluminagéo e

deve ser instalada/removida de acordo Com as regulagdes
e instrugdes de instalagbes IEEE.

Prevent the ceiling pan from directly contacting the ceiling
and scratching the back; It can also be used when the
ceiling is uneven
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Ceiling mounted and wall mounted
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