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65 W� 8046 V 1400 mA 2700K 90°68 W GDSM-8279065 -BNN
3000K 90° GDSM-8309065 -BNN
4000K 90°

9900lm 7600lm
10500lm 8000lm
11000lm 8400lm GDSM-8409065 -BNN

White

  NEKO / GAME900
Ceiling Light System

65 W� 8046 V 1400 mA 2700K 90°68 W GDSM-8279065 -WNN
3000K 90° GDSM-8309065 -WNN
4000K 90° GDSM-8409065 -WNN

50,000h@L80B10

White

Black

White

Black

65 W� 8046 V 1400 mA 2700K 90°68 W GDPW-8279065 -BNN
3000K 90° GDPW-8309065 -BNN
4000K 90° GDPW-8409065 -BNN

65 W� 8046 V 1400 mA 2700K 90°68 W GDPW-8279065 -WNN
3000K 90° GDPW-8309065 -WNN
4000K 90° GDPW-8409065 -WNN

65 W� 8046 V 1400 mA 2700K 90°68 W GDPR-8279065 -BNN
3000K 90° GDPR-8309065 -BNN
4000K 90° GDPR-8409065 -BNN

65 W� 8046 V 1400 mA 2700K 90°68 W GDPR-8279065 -WNN
3000K 90° GDPR-8309065 -WNN
4000K 90° GDPR-8409065 -WNN

9900lm 7600lm
10500lm 8000lm
11000lm 8400lm

9900lm 7600lm
10500lm 8000lm
11000lm 8400lm

9900lm 7600lm
10500lm 8000lm
11000lm 8400lm

9900lm 7600lm
10500lm 8000lm
11000lm 8400lm

9900lm 7600lm
10500lm 8000lm
11000lm 8400lm

25 W� 8036 V 700 mA 2700K28 W UM90-827A125 -NNN
3000K UM90-830A125 -NNN
4000K UM90-840A125 -NNN

GDPR-8309065 -WNN -U
Code plight Module for GDPR-8309065 -WNN  with U

2500lm 2200lm
2700lm 2400lm
2900lm 2600lmMagnetic Uplight Module 900

Optional accessory

Ø900

5078

Ø350

110°
110°
110°

Standard pendant length: 1200mm

Standard pendant length: 1200mm

Standard pendant length: 1000mm (customized lengths available) Remark: Field cuttable pendant rod solution optional

Standard pendant length: 1000mm (customized lengths available) Remark: Field cuttable pendant rod solution optional

< 19
UGR IP40

343 344

Code Remark: =(NO Driver)   =(ON-OFF)   =(1-10V Dim)  =(DALI Dim)  N F A  D

Code Remark: =(NO Driver)   =(ON-OFF)   =(1-10V Dim)  =(DALI Dim)  N F A  D

Code Remark: =(NO Driver)   =(ON-OFF)   e Dim) =(1-10V Dim)  =(DALI Dim)  N F P A  D=(Phas   




