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LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code

13 W 15w 36V 350mA 90 2700K 15°  1400Im 1100lm  PUS1-9271515X-WB
25°  1400Im 1100lm  PUS1-9272515¢X-WB

30°  1400Im 1100m  PUS1-9273015X-WB

3000K 15°  1500im 1200lm  PUS1-9301515X-WB

25°  1500Im 1200lm  PUS1-9302515X-WB

30°  1500Im 1200lm  PUS1-9303015X-WB

3000K 15°  1600Im 1300lm  PUS1-9401515X-WB

25°  1600Im 1300lm  PUS1-9402515X-WB

30°  1600Im 1300lm  PUS1-9403015X-WB

18w 21 W 36V 500 mA 90 2700K 15°  1900Im 1500lm  PUS2- 9271521X-WB
25°  1900Im 1500lm  PUS2- 9272521X-WB

30°  1900Im 1500im  PUS2- 9273021X-WB

3000K 15°  2000Im 1600lm  PUS2- 9301521X-WB

25°  2000Im 1600lm  PUS2- 9302521X-WB

30°  2000Im 1600lm  PUS2- 9303021X-WB

4000K 15°  2100im 1700lm  PUS2- 9401521X-WB

25°  2100Im 1700lm  PUS2- 9402521X-WB

30°  2100Im 1700lm  PUS2- 9403021X-WB

18W 15w 36V 350mA 90 2700K 15°  1400Im 1100lm  PUS1-9271515X-BB
25°  1400Im 1100lm  PUS1-9272515X-BB

30°  1400Im 1100lm  PUS1-9273015X-BB

3000K 15°  1500Im 1200lm  PUS1-9301515X-BB

25°  1500Im 1200lm  PUS1-9302515X-BB

30°  1500Im 1200lm  PUS1-9303015X-BB

4000K 15°  1600Im 1300lm  PUS1-9401515X-BB

25°  1600Im 1300lm  PUS1-9402515X-BB

30°  1600Im 1300im  PUS1-9403015X-BB

18 W 21 W 36V 500 mA 90 2700K 15°  1900Im 1500lm  PUS2- 9271521X-BB
25°  1900Im 1500im  PUS2-9272521X-BB

30°  1900Im 1500im  PUS2- 9273021X-BB

3000K 15°  2000Im 1600lm  PUS2- 9301521X-BB

25°  2000Im 1600lm  PUS2- 9302521X-BB

30°  2000Im 1600lm  PUS2- 9303021X-BB

4000K 15°  2100Im 1700lm  PUS2- 9401521X-BB

25°  2100Im 1700lm  PUS2- 9402521X-BB

30°  2100Im 1700lm  PUS2- 9403021X-BB

Code Remark: X=F(ON-OFF) X=P(Phase Dim)

Optional accessory
Code for PUS1-930 1515X-WB with Honeycomb
PUS1-930 1515X-WB-H

Honeycomb
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LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code

13W 15w 36V 350mA 90 2700K 15°  1400Im 1100lm  PUS1-9271516D-WB
25°  1400Im 1100lm  PUS1-9272515D-WB

30°  1400m 1100m  PUS1-9273015D-WB

3000K 15°  1500Im 1200lm  PUS1-9301515D-WB

25°  1500Im 1200lm  PUS1-9302515D-WB

30°  1500Im 1200lm  PUS1-9303015D-WB

4000K 15°  1600Im 1300lm  PUS1-9401515D-WB

25°  1600Im 1300lm  PUS1-9402515D-WB

30°  1600Im 1300im  PUS1-9403015D-WB

18 W 21 W 36V 500 mA 90 2700K 15°  1900Im 1500m  PUS2-9271521D-WB
25°  1900Im 1500lm  PUS2-9272521D-WB

30°  1900Im 1500lm  PUS2-9273021D-WB

3000K 15°  2000Im 1600lm  PUS2-9301521D-WB

25°  2000m 1600lm  PUS2- 9302521D-WB

30°  2000Im 1600lm  PUS2- 9303021D-WB

4000K 15°  2100Im 1700lm  PUS2-9401521D-WB

25°  2100m 1700lm  PUS2- 9402521D-WB

30°  2100Im 1700lm  PUS2- 9403021D-WB

18w 15w 36V 350 mA 90 2700K 15°  1400Im 1100lm  PUS1-9271515D-BB
25°  1400m 1100lm  PUS1-9272515D-BB

30°  1400Im 1100lm  PUS1-9273015D-BB

3000K 15°  1500Im 1200lm  PUS1-9301515D-BB

25°  1500m 1200lm  PUS1-9302515D-BB

30°  1500Im 1200lm  PUS1-9303015D-BB

4000K 15°  1600Im 1300lm  PUS1-9401515D-BB

25°  1600m 1800im  PUS1-9402515D-BB

30°  1600Im 1300lm  PUS1-9403015D-BB

18w 21 W 36V 500 mA 90 2700K 15°  1900Im 1500lm  PUS2- 9271521D-BB
25°  1900Im 1500lm  PUS2- 9272521D-BB

30°  1900Im 1500im  PUS2- 9273021D-BB

3000K 156°  2000Im 1600m  PUS2- 9301521D-BB

25° 2000Im 1600lm  PUS2-9302521D-BB

30°  2000Im 1600lm  PUS2-9303021D-BB

4000K 156°  2100Im 1700lm  PUS2- 9401521D-BB

25°  2100Im 1700lm  PUS2-9402521D-BB

30°  2100Im 1700lm  PUS2- 9403021D-BB

Code Remark: DALI Dim Version

/| Codefor PUS1-9301515D-WB with Honeycomb
i\ J]‘ PUS1-9301515D-WB-H

Track System

£3

Compatible with GLOBAL / POWERGEAR 3-Circuit Track System
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