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NEKO vereint europaisches Denken

und chinesische Effizienz

Die Schweizer Firma NEKO LIGHTING bietet
seit 2013 effiziente und qualitativ hochwertige
LED Architekturbeleuchtung zu einem
attraktiven Preis-Leistungsverhéltnis.
Kombiniert werden européisches Denken und
chinesische Effizienz zur gemeinsamen
Firmenphilosophie ,,Think Design®.

Eigentiimer ist Sven Speissegger (Schweiz),
welcher Uber eine langjahrige und
umfangreiche Erfahrung im
Beleuchtungsmarkt verfugt.

Firmensitz und Zentrale des Unternehmens
sind in der Schweiz. Aktuell betreibt NEKO
eine eigene Produktions- und
Beschichtungsanlage in China.

In Deutschland, Frankreich, England,
Nordamerika/Canada, Peking und Shanghai
befinden sich im NEKO Besitz
Vertriebsstitzpunkte. Eigene Lagerhaltung ist
in Deutschland und China vorhanden.

NEKO Leuchten werden exklusiv Uber ein
Distributorennetz in zwischen mehr als 90
Landern weltweit vertrieben.

Von Beginn an produzierte NEKO
nachhaltige LED Leuchten. Fir die
Produkte setzt NEKO ausschlieBlich
hochwertige LED-Chips namenhafter
Hersteller, z. B. Osram, Samsung, Citizen
ein. Die verwendeten Treiber besitzen das
ENEC-Zeichen.

Jedes NEKO Produkt flir den Innenbereich
hat eine Garantie von 5 Jahren (NEKO
Produkte flr den AuBenbereich haben 3
Jahre Garantie). 2019 investierte NEKO in
die Produktionsanlage und in die
lichttechnischen Labore in China. Die
Expansion erforderte gréBere Rdume und
einen neuen Standort fUr die Firma.
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NEKO: the union of European thinking
and Chinese efficiency

NEKO: the union of European thinking
and Chinese efficiency.
NEKO LIGHTING provides high quality as well

as efficient LED-lighting solutions at a very

competitive price/performance ratio since 2013.

By uniting European thinking and Chinese
efficiency NEKO created its corporate
philosophy “Think Design”.

NEKO is owned by Sven Speissegger
(Switzerland), with a long track record and
extensive know-how in the lighting market.

NEKO with its registered and head office in
Switzerland owns a production facility as well
as a coating plant in China.

The corporation runs with NEKO owned offices
in Germany, France, Great Britain, North
America/Canada, Beijing and Shanghai.

NEKO lights are exclusively sold via a
distributor network in more than 90
countries worldwide.

NEKO LED-lights were sustainably
produced right from the beginning and are
solely fitted with premium LED-Chips by
renowned manufacturers such as Osram,
Samsung and Citizen. All drivers installed
come with ENEC-labeling.

Each and every NEKO interior lighting
product with a 5-Year Warranty (exterior
lighting products with a 3-Year Warranty).
In 2019 NEKO expanded due to needing
larger premises and a new site and
invested in its production facility and
lighting laboratories in China.
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INDEX

MINUX 38 MINUX 44 MINUX 57
W 005-006 mO007-008 W009-0010
SENSE 45 Series
- o=
S45R1 S4581
W027-028 W 029-030
SENSE 68 Series NEW
S68R1-G2 S68S81-G2
W033-036 W037-040
SENSE 100 Series NEW
S100R1-G2 S100HR1-G2 S100S1-G2 S100HS1-G2 S100R7-G2 S100HR7-G2 S100R2-G2
W045-048 W049-050 m051-054 W055-056 W057-058 W059-060 W061-062
S100HR2-G2 S100S2-G2 S100HS2-G2 S100R3-G2 S100HR3-G2 S100S3-G2 S100HS3-G2
H063-064 m065-066 H067-068 |_[oFal 072 H073 H074
SENSE 125 Series NEW
S125R1-G2 S12581-G2 S125R2-G2 S12582-G2 S125R3-G2 S12583-G2
W077-078 W079-080 m081-082 m083-084 m085 m086
SENSE 150 Series NEW
S150R1-G2 S15081-G2 S150R2-G2 S15082-G2 S150R3-G2 S15083-G2
W089-090 W091-092 m093-094 m095-096 m097 m098

VISION Series NEW

Wi
VISION VF68 VISION VW68
m101-102 H103-104

TAKEO Pro Series NEW

T100 Pro T150 Pro T200 Pro TS100 Pro TS150 Pro TS200 Pro
m111-112 m113-114 m115-116 T150C Pro m119 m120 m121-122
m117-118

TAKEO Series

T75 T100 T150 T200

W125-126 W127-130 H131-134 W135-138 T150C
W139-140

TS68 TS100 TS150 TS200

W143-144 145 146 W147-148

NEKO Code Introduction
[Code_Prefix]-[Electrical-optical Info.]-[Color Info]-[Accessories]

*kkkk = % kk k% k% %

SSR1 - 93 28 183 Db - WS - H

T N

Acronym of CRI CCT Beam Lighting
Model Angle Control

Power

SSR1-9302813D-WS-H

- SENSE100, Round Trim, Adjustable Version,

- CRI9Q0, CCT3000K, Beam 28D, 13W, DALI Control,
- White Trim, Specular 2™ Reflector,

- with Honeycomb.

SLS3-940WW25A-WM

- SENSE150, Square Trim, Wall Washer,

- CRIQ0, CCT4000K, Wall Washer, 25W, 1-10V Control,
- White Trim, Matt 2™ Reflector.

- % % - %

I I

Fixture Accessories
Color

Reflector / Decoration Ring
Color

INTERIOR RANGE



CLUB LED Module

M3 M4
W153-154 W155-156

Hnew)

M4 Pro
W157-164

CLUB Trim Series

TAS TAB

TSA1 TSA1-1P44

TSA1D TSA2D
W165-194

TA7 TA8

TSA2 TSA3

TSA3D

Hnew)

TRF1

Hnew]

TRF1-1P44

SKYJACK Series

SKYJACK A6G8 SKYJACK D

W197-198 m199-200

SKYJACKF
w201

SKYJACK A145
m203

KENZO Series

K1X30 K1X55
207 m208

K1X70
W209-210

FUSION Fixed

FUSIONFF1  FUSIONFF2  FUSION FF3

221 223 m225

FUSION FX4
w227

FUSION FF5
m229

FUSION FF10
231

FUSION IP65 Series
LL

FUSION FF2-IP65

NEW

FUSION FF3-IP65 FUSION FF5-1P65

PEYVEVELed

FUSION FF10-1P65

233 W234 W235 W236
FUSION Fixed Trimless
- O O @ B R L L 2 L 2 ¢ 4

FUSION FFT5 FUSION FFT10
W237 238
FUSION Adjustable

eeeee eevevevees
FUSION FA5 FUSION FA10
m239 m241
FUSION Wall Washer FUSION General Light

L i | e ¥ -
FUSION FW5 FUSION FW10 FUSION FG5 FUSION FG10
W243 m245 m247 m248

FUSION Adjustable Spotlight

FUSION FS1
W253

FUSION FF3 FS1
257

FUSION Fixed Higher Efficiency H NEW|

FUSION FS2 FUSION FS3 FUSION FS6

W254 H255 H256

FUSION FF6 FS2
m258

- e L b i
FUSION FFE1 7 FUSION FFE3 FUSION FFE5 FUSION FFE10
W260 H261 262 W263

INTERIOR RANGE



FUSION Linear System GAME Ceiling Light Series

GAME
W413-420

SUGAR Ceiling Light Series

FUSION Linear System
W265-300

DASH 40 & DASH 50 Series NEW

SUGAR
W425-440

GINGER & PEPPER Series

Surface Mounted Pendant Trim Recessed Wall Mounted
W301-326

GINGER 400 GINGER 600 PEPPER 400

: W443-444 W445 W447-448
SPACE 60 Linear System NEW

MINT Ceiling Light Series u@

MINT 280

. W449-452
SPACE 60 Linear System

W327-338

SKY Family Ceiling Light

MODULINE 26 Linear System NEW

SKYDRIVER SDRC  SKYDRIVER SDSC SKYJOY Single SUISC  SKYJOY Double SUDC  SKYLINE SL5C
W455 W456 W457-458 W459-460 W461

MODULINE 26 Linear System
W339-402

INTERIOR RANGE



MIU Series

MIU-CM MIU-C L
W465-466 W467-468
MIU-P S MIU-P M MIU-P L
WA71-472 W473-474 W475-476
BREEZE Series
BREEZE Single BREEZE Double BREEZE Triple
m480 W481 482

VIBES Series HNEWI

V1iRC V2RC V1SC V2SC
W485 486 m487 m488
V1RR V2RR V1SR V2SR
W489 m490 H491 492
Ceiling Mounted PURE Series

o=
PURE Art-C PURE S-C
W495 W496

PURE Series Tracklight

PURE ART PURE S PURE M
H501 W503-504 W505-506

ROXY Series Tracklight

o
ROXY ART ROXY S
W509-510 m511-512

Zooming
ROXY K ROXY Art-Z
m513-514 s

Zooming
ROXY S-Z
m518

INLINE Series Tracklight

=
J

INLINE ST
m523

=
INLINE SP
w524

KOl Series Wall Light

Small KOI Large KOI
W529-530 W531

VANILLA Neon Flex Series NEW

VANILLA Neon Flex Series
W533-572

INTERIOR RANGE



INDEX

SEAPOINT Series

SEAPOINT
w577

LAKEPOINT Series NEW

LAKEPOINT Fixed LAKEPOINT Adjustable
m579 W581

CARMEL Series

SKYSURFER SSRC CARMEL Round CARMEL Square
W583 W585 m585

CLIFTON Series

CLIFTON
m587

e

RIVA Round RIVA Square
W589 W591

CAMPSBAY Series

CAMPSBAY Single CAMPSBAY Double
W593 W593

LAGOON Series

LAGOON
W595

CRUZ D Series

CRUZ D
m597

NEW

CAPRI Series

CAPRI
W599

NEW

BAY Series

HG601

ASCONA Series

ASCONA
W603

NICE Series

NICE 250S & NICE 250D
WE05

NEW

NICE 500S & NICE 500D
WG07

EXTERIOR RANGE



St. Tropez Series POSITANO Series NEW

St.Tropez
W609

Capetown-Recessed Series

POSITANO 300 POSITANO 600
H619 H619

Capetown Round-Recessed Capetown Square-Recessed

mot me PORTOFINO Series
Capetown-Surface Series

PORTOFINO S PORTOFINO M PORTOFINO L PORTOFINO Adjustable

Capetown Round-Surface Capetown Square-Surface 621 oy o1 603

H613 HG13

AFTERY7 Seri
CALIFORNIA Series

AFTER7 Mini AFTER7 Maxi
WG25 H626

TERARACE Series

CALIFORNIA 12 CALIFORNIA 16
HG615 HG15

DURBAN Series

TERARACE Micro TERARACE Nano TERARACE Mini TERARACE Maxi
G627 HG628 HG629 WG30

DURBAN

w617 EXTERIOR RANGE



NEKO / MINUX
Slim & Powerful Fixed Downlight

www.nekolighting.com m




NEKO /MINUX

Slim & Powerful Fixed Downlight

Model No.

Product Photo

Dimension (mm)

Cutout (mm)

Wattage

CCT

CRI

Beam Angle

Lumen Output

P

Dimming

Accessory

Trimless Version

Reflector Color

Trim Color

NEW

MINUX 38

MINUX 44

W 9w
2700K/ 3000K/ 4000K 2700K/ 3000K/ 4000K
>90 >90
18°/38°/50° 20°/ 40°/ 50°
450lm @CRI90 3000K 850lm @CRI90 3000K

IP54

On/ Off, Phase Dim, 0/1-10V Dim, DALI Dim

honeycomb

@ ©

Dark Light Matt White Black Gold

Standard: White
Available: Black/ Customized

MINUX 57

13W

2700K/ 3000K/ 4000K

>90

18°/36°/50°

1000lm @CRI90 3000K

IP54

On/ Off, Phase Dim, 0/1-10V Dim, DALI Dim

honeycomb

Dark Light Matt White Black Gold

Standard: White
Available: Black/ Customized

www.nekolighting.com m



NEKO / | m
Slim & Powerful Fixed Downlight N

BW 8 W 12V 500mA 90 2700K 18°  500im 420Im MIF3-9271806N-WW
38°  500m 420Im MIF3-9273806N-WW
50° 500 420Im MIF3-9275006N-WW

3000K 18°  550im 450im MIF3-9301806N-WW

38°  550Im 450im MIF3-9303806N-WW

50°  550Im 450im MIF3-9305006N-WW

4000K 18° 600 500Im MIF3-9401806N-WW

White Reflector 38° 600 500Im MIF3-9403806N-WW
... 500 600m_ __ _ 500m @ MIF3-9405006N-WW

6W 8 W 12V 500mA 90 2700K 18°  500Im 420im MIF3-9271806N-WG

38° 500 420im MIF3-9273806N-WG

50°  500Im 420im MIF3-9275006N-WG

3000K 18°  550Im 450im MIF3-9301806N-WG

38°  550Im 450im MIF3-9303806N-WG

50°  550Im 450im MIF3-9305006N-WG

4000K 18° 600 500im MIF3-9401806N-WG

Gold Reflector 38°  600Im 500Im MIF3-9403806N-WG
50° 600 500Im MIF3-9405006N-WG

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

Trimless Version available

Trimless code for MIF3-9405006N-WM —MIT3-9405006N-WM

i dp W

Ceiling Thickness
037

104

Preinstall Trimless code for MIF3-9405006N-WM —MIE3-9405006N-WM

1-26mm & g[
bm om 4

2700K | 18° freans) -25mm
B6W |CRI90 3000K | 38° E‘-Eé@i UGR IP54 CB CE @w C@? vz% 1111 Ceiling Thickness
4000K  50° 50,000haLsoBio < 19 cuanaires intertek 8 | Ciing Thickness G5
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
6W 8 W 12V 500mA 90 2700K 18° 500Im 420lm MIF3-9271806N-WM
38° 500Im 420lm MIF3-9273806N-WM
50° 500Im 420lm MIF3-9275006N-WM
3000K 18° 550Im 450lm MIF3-9301806N-WM
38° 550Im 450lm MIF3-9303806N-WM
50° 550Im 450Im MIF3-9305006N-WM
4000K 18° 600Im 500Im MIF3-9401806N-WM
Matt Reflector 38° 600Im 500Im MIF3-9403806N-WM
. _.____.....%0 600m____ 800m | MIF3-9405006N-WM
6W 8 W 12V 500mA 90 2700K 18° 500Im 420lm MIF3-9271806N-WB
38° 500Im 420lm MIF3-9273806N-WB
50° 500Im 420lm MIF3-9275006N-WB
3000K 18° 550Im 450lm MIF3-9301806N-WB
38° 550Im 450Im MIF3-9303806N-WB
50° 550Im 450Im MIF3-9305006N-WB
4000K 18° 600Im 500Im MIF3-9401806N-WB
38° 600Im 500Im MIF3-9403806N-WB
Black Reflector . _______..__.%0> 600m_____ 500m | MIF3-9405006N-WB
6W 8 W 12V 500mA 90 2700K 18° 500Im 420lm MIF3-9271806N-WC
38° 500Im 420lm MIF3-9273806N-WC
50° 500im 420lm MIF3-9275006N-WC
3000K 18° 550Im 450lm MIF3-9301806N-WC
38° 550Im 450Im MIF3-9303806N-WC
50° 550Im 450Im MIF3-9305006N-WC
4000K 18° 600Im 500Im MIF3-9401806N-WC
38° 600Im 500Im MIF3-9403806N-WC
50° 600Im 500Im MIF3-9405006N-WC

Dark Light Reflector ~ — - -~ """ """ T T T T T T T T T T T T T T T T TS ST o T T
Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

Optional accessary

N Code for MIF3-9305006N-WM with Honeycomb
& / MIF3-9305006N-WM-H

Honeycomb

m www.nekolighting.com m



NEKO / | m
Slim & Powerful Fixed Downlight N

9w W 36V 250mA 90 2700K 20° 950Im 800Im MIF4-9272009N-WW

40° 950Im 800Im MIF4-9274009N-WW

50° 950Im 800Im MIF4-9275009N-WW

3000K 20°  1000Im 850Im MIF4-9302009N-WW

40°  1000Im 850Im MIF4-9304009N-WW

50°  1000Im 850Im MIF4-9305009N-WW

4000K 20°  1050Im 900Im MIF4-9402009N-WW

White Reflect 40°  1060Im 900Im MIF4-9404009N-WW
e reestor ... 50° 1050m ____900m ____| MIF4-9405009N-WW
9w 11w 36V 250mA 90 2700K 20° 950Im 800Im MIF4-9272009N-WG

40° 950Im 800Im MIF4-9274009N-WG

50° 950Im 800Im MIF4-9275009N-WG

3000K 20°  1000Im 850Im MIF4-9302009N-WG

40°  1000Im 850Im MIF4-9304009N-WG

50°  1000Im 850Im MIF4-9305009N-WG

4000K 20°  1050Im 900Im MIF4-9402009N-WG

40°  1050Im 900Im MIF4-9404009N-WG

,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, 50°__1050m ____900m ____ MIF4-9405000N-WG

Gold Reflector Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

Trimless Version available

Trimless code for MIF4-9405009N-WM —MIT4-9405009N-WM

5-15mm &\ S
dé [aksa) 55 z@

Ceiling Thickness

(=
—0oig
Preinstall Trimless code for MIF4-9405009N-WM —MIE4-9405009N-WM
1-25mm 8[
2700K | 20° = -25mm [awan|
9W |CRI90 3000K | 40° E‘-Eé@i UGR IP54 CB CE @w Cgﬁ vz% 1111 Ceiling Thickness 51
4000K  50° 50,000haLsoBio < 19 conmares intertek 44 ' | Ciing Thickness — 85—
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code

9w 11w 36V 250mA 90 2700K 20° 950Im 800Im MIF4-9272009N-WM
40° 950Im 800Im MIF4-9274009N-WM
50° 950Im 800Im MIF4-9275009N-WM
3000K 20° 1000Im 850Im MIF4-9302009N-WM
40° 1000Im 850Im MIF4-9304009N-WM
50° 1000Im 850Im MIF4-9305009N-WM
4000K  20° 1050Im 900Im MIF4-9402009N-WM
Matt Reflect 40° 1050Im 900Im MIF4-9404009N-WM
o reteeer ... 500 _1050m ____900m I MIF4-9405009N-WM
9w 11w 36V 250mA 90 2700K 20° 950Im 800Im MIF4-9272009N-WB
40° 950Im 800Im MIF4-9274009N-WB
50° 950Im 800Im MIF4-9275009N-WB
3000K 20° 1000Im 850Im MIF4-9302009N-WB
40° 1000Im 850Im MIF4-9304009N-WB
50° 1000Im 850Im MIF4-9305009N-WB
4000K  20° 1050Im 900Im MIF4-9402009N-WB
40° 1050Im 900Im MIF4-9404009N-WB
.80 108Qm_____ 900m I MIF4-9405009N-WB
Black Reflector 9w 11w 36V 250 mA 90 2700K 20° 950Im 800Im MIF4-9272009N-WC
40° 950Im 800Im MIF4-9274009N-WC
50° 950Im 800Im MIF4-9275009N-WC
3000K 20° 1000Im 850Im MIF4-9302009N-WC
40° 1000Im 850im MIF4-9304009N-WC
50° 1000Im 850Im MIF4-9305009N-WC
4000K 20° 1050Im 900Im MIF4-9402009N-WC
40° 1050Im 900Im MIF4-9404009N-WC
50° 1050Im 900Im MIF4-9405009N-WC

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
Dark Light Reflector

Optional accessary

N Code for MIF4-9305009N-WM with Honeycomb
& / MIF4-9305009N-WM-H

Honeycomb

007 www.nekolighting.com 008



NEKO / | m
Slim & Powerful Fixed Downlight N

2700K | 18° freans) -25mm
13W |CRI90 3000K | 36° w UGR |pgq CB CE (GDIM (é\ D% LTI
4000K | 50° 50,000neLeoBio < 19 eunnaires interiek 57 | Gliing Thickness
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
13W 1B5W 36V 350mA 90 2700K 18° 1200Im 950Im MIF5-9271813N-WM
36° 1200Im 950Im MIF5-9273613N-WM
50° 1200Im 950Im MIF5-9275013N-WM
3000K 18° 1300Im 1000Im MIF5-9301813N-WM
36° 1300Im 1000Im MIF5-9303613N-WM
50° 1300Im 1000Im MIF5-9305013N-WM
4000K 18° 1400Im 1050Im MIF5-9401813N-WM
Matt Reflector 36° 1400Im 1050Im MIF5-9403613N-WM
... B50°  1400m ___ 1050m _ MIF5-9405013N-WM
13W 1B5W 36V 350mA 90 2700K 18° 1200Im 950Im MIF5-9271813N-WB
36° 1200Im 950Im MIF5-9273613N-WB
50° 1200Im 950Im MIF5-9275013N-WB
3000K 18° 1300Im 1000Im MIF5-9301813N-WB
36° 1300Im 1000Im MIF5-9303613N-WB
50° 1300Im 1000Im MIF5-9305013N-WB
4000K 18° 1400Im 1050Im MIF5-9401813N-WB
36° 1400Im 1050Im MIF5-9403613N-WB
Black Reflector ... .80° 1400l 1050Im ___ MIF5-9405013N-WB
13W 15W 36V 350mA 90 2700K 18° 1200Im 950Im MIF5-9271813N-WC
36° 1200Im 950Im MIF5-9273613N-WC
50° 1200Im 950Im MIF5-9275013N-WC
3000K 18° 1300Im 1000Im MIF5-9301813N-WC
36° 1300Im 1000Im MIF5-9303613N-WC
50° 1300Im 1000Im MIF5-9305013N-WC
4000K 18° 1400Im 1050Im MIF5-9401813N-WC
36° 1400Im 1050Im MIF5-9403613N-WC
50° 1400Im 1050Im MIF5-9405013N-WC

Dark Light Reflector Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

Optional accessary

N Code for MIF5-9305013N-WM with Honeycomb
& / MIF5-9305013N-WM-H

Honeycomb

18W 15W 36V 350mA 90 2700K 20° 1200im 950Im MIF5-9271813N-WW
40° 1200im 950Im MIF5-9273613N-WW

50° 1200im 950Im MIF5-9275013N-WW

3000K 20° 1300im 1000Im MIF5-9301813N-WW

40° 1300Im 1000Im MIF5-9303613N-WW

50° 1300Im 1000Im MIF5-9305013N-WW

4000K 20° 1400im 1050Im MIF5-9401813N-WW

40° 1400im 1060Im MIF5-9403613N-WW

White Reflector ... 507 1400m  1050m _ MIF5-9405013N-WW
183W 15W 36V 350mA 90 2700K 20° 1200im 950Im MIF5-9271813N-WG
40° 1200lm 950Im MIF5-9273613N-WG

50° 1200im 950Im MIF5-9275013N-WG

3000K 20° 1300im 1000Im MIF5-9301813N-WG

40° 1300Im 1000Im MIF5-9303613N-WG

50° 1300im 1000Im MIF5-9305013N-WG

4000K 20° 1400im 1050Im MIF5-9401813N-WG

40° 1400im 1050Im MIF5-9403613N-WG

50° 1400im 1050Im MIF5-9405013N-WG

Gold Reflector Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

Trimless Version available

Trimless code for MIF5-9405013N-WM = MIT5-9405013N-WM

e LD

Ceiling Thickness
@57

3 —
138

Preinstall Trimless code for MIF5-9405013N-WM —MIE5-9405013N-WM

e di ® ‘@,
177
Ceiling Thickness 64

@57

@102

www.nekolighting.com m



NEKO / SENSE PR
Project: House Residence in Ramat Hasharon, Israel




NEKO / SENSE
Project: MICHAEL KORS,Hongkong

m www.nekolighting.com m



S45R1
4W 330Im-380Im

¢

O

S4551
4W 330Im-380im

S68R1-G2
7.5W 620Im-720Im
11W  800Im-950Im

&

Q

S68S1-G2

7.5W 600Im-720Im
11W  800Im-950Im

Nids

S100R1-G2

13W 1150Im-1450im
18W 1700Im-2000im

I

S100S1-G2

18W 1150Im-1450im
18W 1700Im-2000im

S100HR1-G2
25W 2000Im-2300Im

I

S100HS1-G2
25W 2000Im-2300Im

S125R1-G2
18W 1500Im-1800im
25W 2100Im-2400Im

S$12581-G2

18W 1500Im-1800Im
25W 2100Im-2400im

ﬁ 122x122

S150R1-G2
25W 2200Im-2500Im
38W 3400Im-3900Im

&

S$150S81-G2

25W 2200Im-2500Im
38W 3400Im-3900Im

ZEE1 a7

www.nekolighting.com m



S100R7-G2

13W 950Im-1100Im
18W 1300im-1500im

=

017

White

White

S100HR7-G2

25W 1500Im-1900Im

S100R2-G2

S$100S2-G2

18W 1000Im-1200Im
18W 1500Im-1700Im

S100HR2-G2

S100HS2-G2

25W 1900Im-2200Im

/A §96X96

S125R2-G2 S150R2-G2

S§$12582-G2 S$150S2-G2
18W 1400Im-1600Im 25W 2100Im-2400Im
25W 2000Im-2300Im 38W 3100Im-3500Im

= I

Black

Black

www.nekolighting.com m



S100R3-G2

S100S3-G2

13W 650Im-750Im
18W 850Im-1000Im

@96

White

White

S100HR3-G2

S100HS3-G2

25W 1000Im-1200Im

dm
ZE&;S

S125R3-G2

S$12583-G2

18W 850Im-1000Im
25W 1100Im-1300Im

@1 22

Black

Black

S150R3-G2

S$150S3-G2

25W 1100Im-1300Im
38W 1600Im-1800Im

£158

www.nekolighting.com m



SENSE

NEW

LED DOWNLIGHT SYSTEM

Adjustable
Model No. S45R1 S68R1-G2 S100R1-G2 S100HR1-G2 S125R1-G2 S150R1-G2 S4551-G2 S68S1-G21 S100S1-G2 S100HS1-G2 S12551-G2 S15081-G2
Product Photo

Dimension (mm)

Cutout (mm)

dz

Wattage 4W 8.5W/7.5W/11W TW/13W /18W 25W 18W/25W 25W /38W
CCT 2700K/ 3000K/ 4000K 2700K/ 3000K/ 4000K 2700K/ 3000K/ 4000K 2700K/ 3000K/ 4000K 2700K/ 3000K/ 4000K 2700K/ 3000K/ 4000K
Optional Dim to Wam/ Tunable White Tunable White Tunable White Tunable White
CRI >90 >90 >90 >90 >90 >90
Beam Angle 18°/24°/35°/ 50° 12°/ 18°/ 30°/ 40°/ 55° 10°/ 18°/ 30°/ 40°/ 45° 18°/ 30°/ 40°/ 45° 20°/38°/ 50° 18°/36°/ 50°
Lumen Output 350lm @4W 3000K  800Im @11W 3000K 1800Im @18W 3000K 2100Im @25W 3000K 2200Im @25W 3000K  3600Im @38W 3000K
IP IP20 P54
Dimming On/ Off, Phase Dim, 0/1-10V Dim, DALI Dim
Accessory - .

Honeycomb Honeycomb Diffusion Cover Honeycomb  Linear Spread Filter  Diffusion Filter Honeycomb
Trimless Version  Not Available

Reflector Color Q Q e

Matt White Black Specular Dark Light  Matt White Black

Standard: White
Available: Black/ Customized

Trim Color

@

Gold

131
157
159

omxior T 107x107 W
4W 8.5W/7.5W/ 11W 7W/13W/18W 25W 18W/25W
2700K/ 3000K/ 4000K 2700K/ 3000K/ 4000K 2700K/ 3000K/ 4000K 2700K/ 3000K/ 4000K 2700K/ 3000K/ 4000K
Dim to Wam/ Tunable White Tunable White Tunable White
>90 >90 >90 >90 >90
18°/24°/35°/ 50° 12°/ 18°/ 30°/ 40°/ 55° 10°/ 18°/ 30°/ 40°/ 45° 18°/30°/ 40°/ 45° 20°/ 38°/ 50°
350lm @4W 3000K 800Im @11W 3000K 1800Im @18W 3000K 2100Im @25W 3000K 2200Im @25W 3000K
IP20 IP54

On/ Off, Phase Dim, 0/1-10V Dim, DALI Dim

Honeycomb Diffusion Cover Honeycomb  Linear Spread Filter  Diffusion Filter

Honeycomb

Not Available

GDO@ D O @ @

Matt White Black Specular Dark Light — Matt White Black Gold

Standard: White
Available: Black/ Customized

190

159x159

&ﬂd 47

25W / 38W

2700K/ 3000K/ 4000K
Tunable White

>90

18°/36°/50°

3600Im @38W 3000K

Honeycomb

www.nekolighting.com m



SENSE

LED DOWNLIGHT SYSTEM

Fixed

Model No. S100R7-G2

Product Photo

Dimension (mm) 2

oo

Cutout (mm) (@\
100

Wattage 13W/18W
ccT 2700K/ 3000K/ 4000K
Optional Dim to Wam/ Tunable White
CRI >90
Beam Angle 20°/ 36°/ 45°
Lumen Output  4,450im @18w 3000K
IP
Dimming
Accessory

Trimless Version

Reflector Color

Trim Color

NEW

S100HR7-G2

157

2700K/ 3000K/ 4000K

>90

20°/36°/ 45°

1800Im @25W 3000K

S100R2-G2 S100HR2-G2
2 5
o R
dm dim
13W/18W 25W
2700K/ 3000K/ 4000K 2700K/ 3000K/ 4000K
Dim to Wam/ Tunable White
>90 >90
20°/ 36°/ 45° 20°/ 36°/ 45°

1600Im @18W 3000K 2000Im @25W 3000K

IP54

On/ Off, Phase Dim, 0/1-10V Dim, DALI Dim

S125R2-G2

159

18W/25W

2700K/ 3000K/ 4000K
Tunable White

>90

24°/36°/ 45°

2100Im @25W 3000K

©

Specular Dark Light ~ Matt White Black Gold

Standard: White
Available: Black/ Customized

S150R2-G2

190

i
i

2162

=

25W /38W

2700K/ 3000K/ 4000K
Tunable White

>90
24°/36°/ 45°

3300Im @38W 3000K

§100S2-G2

131

107x107

13W/18W

2700K/ 3000K/ 4000K
Dim to Wam/ Tunable White

>90
20°/ 36°/ 45°

1600Im @18W 3000K

S100HS2-G2 S12552-G2
5 2
A 134x134
25W 18W /25W
2700K/ 3000K/ 4000K 2700K/ 3000K/ 4000K
Tunable White
>90 >90
20°/36°/ 45° 24°/36°/ 45°
2000Im @25W 3000K 2100im @25W 3000K

IP54

On/ Off, Phase Dim, 0/1-10V Dim, DALI Dim

©

Specular  Dark Light ~ Matt White Black Gold

Standard: White
Available: Black/ Customized

§150S2-G2

190

0
=)

159x159

Zgﬂa 47

25W /38W

2700K/ 3000K/ 4000K
Tunable White

>90
24°/ 36°/ 45°

3300Im @38W 3000K

www.nekolighting.com m




SENSE NEW
LED DOWNLIGHT SYSTEM

Wall Washer

Model No. S100R3-G2 S100HR3-G2 S125R3-G2 S150R3-G2 §100S3-G2 S100HS3-G2 §12583-G2 §150S3-G2

Product Photo

- 5 2 2 ® S 2 g
Dimension (mm) @ B - ; T 0 =
T e 2137 2162 107x107 P 134%134 159%159
Cutout (mm) &\ (@\ (@\ q%\ Lgﬁ Lgﬁ LEﬁ ﬁéﬁ
100 100 125 150 96x96 96x96 122x122 147x147
Wattage 13W/18W 25W 18W/25W 25W / 38W 13W/18W 25W 18W/25W 25W / 38W
CCT 2700K/ 3000K/ 4000K 2700K/ 3000K/ 4000K 2700K/ 3000K/ 4000K 2700K/ 3000K/ 4000K 2700K/ 3000K/ 4000K 2700K/ 3000K/ 4000K 2700K/ 3000K/ 4000K 2700K/ 3000K/ 4000K
Optional Dim to Wam/ Tunable White Tunable White Tunable White Dim to Wam/ Tunable White Tunable White Tunable White
CRI >90 >90 >90 >90 >90 >90 >90 >90
Beam Angle Wall Washer Wall Washer Wall Washer Wall Washer Wall Washer Wall Washer Wall Washer Wall Washer
Lumen Output 900Im @18W 3000K 1100Im @25W 3000K 1200Im @25W 3000K 1700Im @38W 3000K 900Im @18W 3000K 1100Im @25W 3000K 1200Im @25W 3000K 1700Im @38W 3000K
IP IP54 IP54
Dimming On/ Off, Phase Dim, 0/1-10V Dim, DALI Dim On/ Off, Phase Dim, 0/1-10V Dim, DALI Dim
Accessory
Trimless Version
Reflector Color
Matt Matt
Standard: White Standard: White
Available: Black/ Customized Available: Black/ Customized

Trim Color

www.nekolighting.com m



NEKO / SENSE 45/
Adjustable LED Downlight

2700K  18. a -20mm
v o 3 cxees it v () CB (€ & @ a7
4000K | 50° 50,000n@L80810 < 19 = intertek 45 Ceiling Thickness

Ultra Tiny

LED Power System Power LED Vbltage LED Current CRI CCT Beam LED Output System Output Code
4 W 6 W 12V 35%0mA 90 2700K 18°  480Im 330Im  SUR1-9271804N-WM
24°  480Im 330im  SUR1-9272404N-WM
35°  480Im 330Im  SUR1-9273504N-WM
50" 480Im 330Im  SUR1-9275004N-WM
3000K 18°  500im 350Im  SUR1-9301804N-WM
24°  500lm 350Im  SUR1-9302404N-WM
35°  500Im 350lm  SUR1-9303504N-WM
50°  500Im 350im  SUR1-9305004N-WM
4000K 18°  550im 380Im  SUR1-9401804N-WM
24°  550lm 380Im  SUR1-9402404N-WM
35°  550im 380im  SUR1-9403504N-WM
Matt Reflector R N LU 380m __ SUR1-9405004N-WM
4 W 6 W 12V 350mA 90 2700K 18°  480Im 330Im  SUR1-9271804N-WW
24°  480Im 330Im  SUR1-9272404N-WW
35°  480Im 330Im  SUR1-9273504N-WW
50°  480Im 330im  SUR1-9275004N-WW
3000K 18°  500im 350m  SUR1-9301804N-WwW
24°  500lm 350Im  SUR1-9302404N-WW
35°  500Im 350lm  SUR1-9303504N-WW
50°  500Im 350im  SUR1-9305004N-WW
4000K 18°  550im 380Im  SUR1-9401804N-WW
24°  550lm 380Im  SUR1-9402404N-WW
35°  550Im 380Im  SUR1-9403504N-WW
' 50°  550Im 380Im  SUR1-9405004N-WW
White Reflector
4 W 6 W 12V 350mA 90 2700K 18°  480Im 330Im  SUR1-9271804N-WB
24°  480Im 330Im  SUR1-9272404N-WB
35°  480Im 330Im  SUR1-9273504N-WB
50°  480Im 330im  SUR1-9275004N-WB
3000K 18°  500im 350Im  SUR1-9301804N-WB
24°  500Im 350lm  SUR1-9302404N-WB
35°  500im 350Im  SUR1-9303504N-WB
50°  500Im 350im  SUR1-9305004N-WB
4000K 18°  550im 380Im  SUR1-9401804N-WB
24°  550Im 380Im  SUR1-9402404N-WB
35°  550Im 380Im  SUR1-9403504N-WB
50°  550Im 380im  SUR1-9405004N-WB

Black Reflector

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
Optional accessary

Code for SUR1-9302404N-WM with Honeycomb
(Q SUR1-9302404N-WM-H

Honeycomb

027 www.nekolighting.com m



NEKO / SENSE 45/
Adjustable LED Downlight

‘4W

18°
24°
35°
50°

CRI90

2700K
3000K
4000K

UGR
<19

CREE+

50,000n@L80B10

Intertek

wE e

VA

-20mm

1171
Ceiling Thickness

60

-355°
55x55

Matt Reflector

White Reflector

Black Reflector

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
4 W 6 W 12V 350mA 90 2700K 18°  480Im 330Im  SUS1-9271804N-WM
24°  480Im 330Im  SUS1-9272404N-WM
35°  480Im 330Im  SUS1-9273504N-WM
50°  480Im 330lm  SUS1-9275004N-WM
3000K 18°  500im 350lm  SUS1-9301804N-WM
24°  500im 350lm  SUS1-9302404N-WM
35°  500lm 350im  SUS1-9303504N-WM
50°  500lm 350lm  SUS1-9305004N-WM
4000K 18°  550im 380Im  SUS1-9401804N-WM
24°  550im 380Im  SUS1-9402404N-WM
35°  550lm 380Im  SUS1-9403504N-WM
7”77777”77777”77777”77777””””””””59"””550Im 380Im  SUS1-9405004N-WM
4 W 6 W 12V 350mA 90 2700K 18°  480Im 330Im  SUS1-9271804N-WW
24°  480Im 330Im  SUS1-9272404N-WW
35°  480Im 330Im  SUS1-9273504N-WW
50°  480Im 330Im  SUS1-9275004N-WW
3000K 18°  500Im 350lm  SUS1-9301804N-WW
24°  500im 350lm  SUS1-9302404N-WW
35°  500lm 350lm  SUS1-9303504N-WW
50°  500im 350lm  SUS1-9305004N-WW
4000K 18°  550im 380Im  SUS1-9401804N-WW
24°  550im 380Im  SUS1-9402404N-WW
35°  550im 380Im  SUS1-9403504N-WW
50°  550Im 380Im  SUS1-9405004N-WW
4 W 6 W 12V 350mA 90 2700K 18°  480Im 330Im  SUS1-9271804N-WB
24°  480Im 330Im  SUS1-9272404N-WB
35°  480Im 330lm  SUS1-9273504N-WB
50°  480Im 330Im  SUS1-9275004N-WB
3000K 18°  500Im 350lm  SUS1-9301804N-WB
24°  500lm 350lm  SUS1-9302404N-WB
35°  500lm 350lm  SUS1-9303504N-WB
50°  500im 350im  SUS1-9305004N-WB
4000K 18°  550Im 380Im  SUS1-9401804N-WB
24°  550lm 380Im  SUS1-9402404N-WB
35°  550Im 380Im  SUS1-9403504N-WB
50°  550im 380Im  SUS1-9405004N-WB
”””””””” Gode Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

Optional accessary

O

Honeycomb

Code for SUS1-9302404N-WM with Honeycomb
SUS1-9302404N-WM-H

Ultra Tiny

www.nekolighting.com 030



NEKO / SENSE 68
Modular Design

LED Engine
S68G2 LED Engine
\
Accessory
Honeycomb Diffusion Cover
I’ I’
Trim i !
I’ I’
1 1
1 1
1 1
Round Trim Round Trimless Square Trim Square Trimless
\
Reflector
Black Dark Light Gold White Specular Matt Black Dark Light Gold White Specular Matt
Model
S68R1-G2 S68RT1-G2 S68RT1-EI-G2 S68S1-G2 S68ST1-G2 S68ST1-EI-G2

NEW

wy

i
Specular

w

Dark Light

O

White

©

Matt

@

Black

©

Gold

www.nekolighting.com m



NEKO / SENSE 68/
Adjustable LED Downlight

Tunable Whits

See Details @www.nekolighting.com

7.5W
11W

CITIZEN

CRIQO
400 50 000h@L80B10

ZEneEaEasd

Interlek

T

d

70
Metal Ceiling

-20mm

1171
Ceiling Thickness

Specular Reflector

033

LED Power System Power LED Voltage LED Current CRI

CCT Beam LED Output System Output

Code

7.5 W 9 W 31V 250 mA 90 2700K 18° 850Im 620Im STR1G2-9271808N-WS
30° 850Im 620im STR1G2-9273008N-WS
40° 850Im 620Im STR1G2-9274008N-WS
55° 850Im 620Im STR1G2-9275508N-WS

3000K 18° 900Im 650Im STR1G2-9301808N-WS

30° 900Im 650Im STR1G2-9303008N-WS

40° 900Im 650Im STR1G2-9304008N-WS

55° 900Im 650Im STR1G2-9305508N-WS

4000K 18° 1000Im 700Im STR1G2-9401808N-WS

30° 1000Im 700Im STR1G2-9403008N-WS

40° 1000Im 700Im STR1G2-9404008N-WS
... 55 1000m _ 700m  STR1G2-9405508N-WS
11w 183 W 31V 350 mA 90 2700K 18° 1100Im 770Im STR1G2-9271811N-WS
30° 1100Im 770Im STR1G2-9273011N-WS

40° 1100Im 770Im STR1G2-9274011N-WS

55° 1100Im 770Im STR1G2-9275511N-WS

3000K 18° 1200im 800Im STR1G2-9301811N-WS

30° 1200Im 800Im STR1G2-9303011N-WS

40° 1200im 800Im STR1G2-9304011N-WS

55° 1200Im 800Im STR1G2-9305511N-WS

4000K 18° 1300Im 850Im STR1G2-9401811N-WS

30° 1300Im 850Im STR1G2-9403011N-WS

40° 1300Im 850Im STR1G2-9404011N-WS

55° 1300Im 850Im STR1G2-9405511N-WS

75 W 9 W 31V 250 mA 90 2700K 18° 850Im 620Im STR1G2-9271808N-WM
30° 850Im 620Im STR1G2-9273008N-WM
40° 850Im 620Im STR1G2-9274008N-WM
55° 850Im 620Im STR1G2-9275508N-WM

3000K 18° 900Im 650Im STR1G2-9301808N-WM

30° 900Im 650Im STR1G2-9303008N-WM

40° 900Im 650Im STR1G2-9304008N-WM

55° 900Im 650Im STR1G2-9305508N-WM

4000K 18° 1000Im 700Im STR1G2-9401808N-WM

30° 1000Im 700Im STR1G2-9403008N-WM

40° 1000Im 700Im STR1G2-9404008N-WM
. 55 1000m 700  STR1G2-9405508N-WM

11 W 13 W 31V 350 mA 90 2700K 18° 1100Im 770Im STR1G2-9271811N-WM
30° 1100Im 770Im STR1G2-9273011N-WM
40° 1100Im 770Im STR1G2-9274011N-WM
55° 1100Im 770Im STR1G2-9275511N-WM

3000K 18° 1200im 800Im STR1G2-9301811N-WM
30° 1200im 800Im STR1G2-9303011N-WM
40° 1200im 800Im STR1G2-9304011N-WM
55° 1200im 800Im STR1G2-9305511N-WM
4000K 18° 1300im 850Im STR1G2-9401811N-WM
30° 1300Im 850Im STR1G2-9403011N-WM
40° 1300Im 850Im STR1G2-9404011N-WM
55° 1300Im 850Im STR1G2-9405511N-WM

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim)

A=A(1-10V Dim) D=D(DALI Dim)

LED Power System Power LED \bltage LED Current CRI CCT Beam LED Output System Output Code
75 W 9w 31V 250mA 90 2700K 18°  850Im 620lm  STR1G2-9271808N-WB
30°  850Im 620im  STR1G2-9273008N-WB
40°  850Im 620lm  STR1G2-9274008N-WB
55°  850Im 620lm  STR1G2-9275508N-WB
3000K 18°  900Im 650im  STR1G2-9301808N-WB
30°  900Im 650lm  STR1G2-9303008N-WB
40°  900Im 650m  STR1G2-9304008N-WB
55°  900Im 650lm  STR1G2-9305508N-WB
4000K 18°  1000im 700m  STR1G2-9401808N-WB
30°  1000Im 700m  STR1G2-9403008N-WB
40°  1000im 700m  STR1G2-9404008N-WB
55°  1000Im 700m  STR1G2-9405508N-WB
11w 13 W 31V 350mA 90 2700K 18°  1100Im 770m  STR1G2-9271811N-WB
30°  1100Im 770m  STR1G2-9273011N-WB
40°  1100im 770m  STR1G2-9274011N-WB
55°  1100im 770m  STR1G2-9275511N-WB
3000K 18°  1200im 800im  STR1G2-9301811N-WB
30°  1200im 800lm  STR1G2-9303011N-WB
Black Reflector 40°  1200Im 800m  STR1G2-9304011N-WB
55°  1200Im 800lm  STR1G2-9305511N-WB
4000K 18°  1300Im 850lm  STR1G2-9401811N-WB
30°  1300Im 850lm  STR1G2-9403011N-WB
40°  1300im 850lm  STR1G2-9404011N-WB
55°  1300Im 850lm  STR1G2-9405511N-WB
75 W 9w 31V 250mA 90 2700K 18°  850Im 620im  STR1G2-9271808N-WC
30°  850Im 620im  STR1G2-9273008N-WC
40°  850im 620im  STR1G2-9274008N-WC
55°  850Im 620lm  STR1G2-9275508N-WC
3000K 18°  900Im 650im  STR1G2-9301808N-WC
30°  900im 650m  STR1G2-9303008N-WC
40°  900Im 650m  STR1G2-9304008N-WC
55°  900Im 650lm  STR1G2-9305508N-WC
4000K 18°  1000im 700lm  STR1G2-9401808N-WC
30°  1000im 700m  STR1G2-9403008N-WC
40°  1000im 700m  STR1G2-9404008N-WC
... .55 1000m _ 700m  STR1G2-9405508N-WC
1w 13 W 31V 350mA 90 2700K 18°  1100Im 770lm  STR1G2-9271811N-WC
30°  1100im 770m  STR1G2-9273011N-WC
40°  1100im 770m  STR1G2-9274011N-WC
55°  1100Im 770m  STR1G2-9275511N-WC
3000K 18°  1200Im 800m  STR1G2-9301811N-WC
, 30°  1200im 800lm  STR1G2-9303011N-WC
Dark Light Reflector 40°  1200im 800lm  STR1G2-9304011N-WC
55°  1200Im 800lm  STR1G2-9305511N-WC
4000K 18°  1300Im 850lm  STR1G2-9401811N-WC
30°  1300im 850m  STR1G2-9403011N-WC
40°  1300im 850m  STR1G2-9404011N-WC
55°  1300im 850m  STR1G2-9405511N-WC
75 W 9w 31V 250mA 90 2700K 18°  850Im 620im  STR1G2-9271808N-WW
30°  850im 620lm  STR1G2-9273008N-WW
40°  850im 620lm  STR1G2-9274008N-WW
55°  850im 620im  STR1G2-9275508N-WW
3000K 18°  900Im 650lm  STR1G2-9301808N-WW
30°  900im 650m  STR1G2-9303008N-WW
40°  900Im 650lm  STR1G2-9304008N-WW
55°  900Im 650m  STR1G2-9305508N-WW
4000K 18°  1000Im 700lm  STR1G2-9401808N-WW
30°  1000Im 700m  STR1G2-9403008N-WW
40°  1000Im 700lm  STR1G2-9404008N-WW
... .. 55" 1000m _ 700m  STR1G2-9405508N-WW
11 W 13 W 31V 350mA 90 2700K 18°  1100Im 770lm  STR1G2-9271811N-WW
30°  1100Im 770m  STR1G2-9273011N-WW
40°  1100Im 770m  STR1G2-9274011N-WW
55°  1100Im 770m  STR1G2-9275511N-WW
3000K 18°  1200Im 800Im  STR1G2-9301811N-WW
, 30°  1200Im 800lm  STR1G2-9303011N-WW
White Reflector 40°  1200Im 800im  STR1G2-9304011N-WW
55°  1200Im 800lm  STR1G2-9305511N-WW
4000K 18°  1300Im 850lm  STR1G2-9401811N-WW
30°  1300im 850lm  STR1G2-9403011N-WW
40°  1300Im 850lm  STR1G2-9404011N-WW
55°  1300Im 850m  STR1G2-9405511N-WW

Optional accessary

Code Remark: N=N(No Driver) F=

F(ON-OFF) P=P(Phase Dim)

A=A(1-10V Dim) D=D(DALI Dim)

()

N

Honeycomb

STR1G2-9304008N-WM-H

Code for STR1G2-9304008N-WM with Honeycomb
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NEKO / SENSE 68/
Adjustable LED Downlight

Tunable Whits

See Details @www.nekolighting.com

7.5W 2700K 187 CITIZEN uGR . c € ‘ & (%\ uﬁmmm
CRI90 3000K IP54 wa]
‘ 11w 4000K gg° 50,000h0L80BA0| < 19 CB & Interlek 68 Metal C7e%g Ceiling Thickness

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code

75 W 9 W 31V 250mA 90 2700K 18° 850Im 620Im STR1G2-9271808N-WG

30° 850Im 620Im STR1G2-9273008N-WG

40° 850Im 620Im STR1G2-9274008N-WG

55° 850Im 620Im STR1G2-9275508N-WG

3000K 18° 900Im 650Im STR1G2-9301808N-WG

30° 900Im 650Im STR1G2-9303008N-WG

40° 900Im 650Im STR1G2-9304008N-WG

55° 900Im 650Im STR1G2-9305508N-WG

4000K 18°  1000Im 700Im STR1G2-9401808N-WG

30°  1000Im 700Im STR1G2-9403008N-WG

40°  1000Im 700Im STR1G2-9404008N-WG

.55 1000m ____ 700m __ STR1G2-9405508N-WG

11w 13 W 31V 350mA 90 2700K 18°  1100Im 770Im STR1G2-9271811N-WG

30°  1100m 770Im STR1G2-9273011N-WG

40°  1100Im 770Im STR1G2-9274011N-WG

55°  1100Im 770Im STR1G2-9275511N-WG

3000K 18°  1200Im 800Im STR1G2-9301811N-WG

30°  1200Im 800Im STR1G2-9303011N-WG

Gold Reflector 40° 1200Im 800m  STR1G2-9304011N-WG

55°  1200Im 800Im STR1G2-9305511N-WG

4000K 18°  1300Im 850Im STR1G2-9401811N-WG

30°  1300Im 850Im STR1G2-9403011N-WG

40°  1300Im 850Im STR1G2-9404011N-WG

55°  1300Im 850Im STR1G2-9405511N-WG

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-1

Trimless Version available

OV Dim) D=D(DALI Dim)

Trimless code for STR1G2-9304008N-WM = STR3G2-9304008N-WM

-22.5mm 5
- GE_“
Ceiling Thickness 73 -

Trimless code for STR1G2-9304008N-WM = ETR1G2-9304008N-WM

1-25mm <§\ >
fm o 72 |

Ceiling Thickness

035

2700K CITIZEN uGR - -20mm
BW CRI90 3000K  12° IP54 CE A anaa)
‘ ‘ 4000K 5° ooonaLsosio < 19 CB intertek 68 Metal C7e?ing Céiling Thickness
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
6 W 8 W 12V 500mA 90 2700K 12° 670Im 350Im STR1G2-9271206N-WS
3000K 12° 700Im 400Im STR1G2-9301206N-WS
4000K 12° 750Im 450Im STR1G2-9401206N-WS
Specular Reflector
LED Power System Power LED \bltage LED Current CRI CCT Beam LED Output System Output Code
6 W 8 W 12V 500mA 90 2700K 12° 670Im 350Im STR1G2-9271206N-WM
3000K 12° 700Im 400Im STR1G2-9301206N-WM
4000K 12° 750lm 450Im STR1G2-9401206N-WM
Matt Reflector
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
6 W 8 W 12V 500mA 90 2700K 12° 670Im 350Im STR1G2-9271206N-WB
3000K 12° 700Im 400Im STR1G2-9301206N-WB
4000K 12° 750im 450im STR1G2-9401206N-WB
Black Reflector
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
6 W 8 W 12V 500mA 90 2700K 12° 670Im 350Im STR1G2-9271206N-WC
3000K 12° 700Im 400Im STR1G2-9301206N-WC
4000K 12° 750im 450lm STR1G2-9401206N-WC
Dark Light Reflector
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
6 W 8 W 12V 500mA 90 2700K 12° 670Im 350Im STR1G2-9271206N-WW
3000K 12° 700Im 400Im STR1G2-9301206N-WW
4000K 12° 750Im 450lm STR1G2-9401206N-WW
white Reflector
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
6 W 8 W 12V 500mA 90 2700K 12° 670Im 350Im STR1G2-9271206N-WG
3000K 12° 700Im 400Im STR1G2-9301206N-WG
4000K 12° 750lm 450Im STR1G2-9401206N-WG

Gold Reflector Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

Optional accessary

S Code for STR1G2-9301206N-WM with Honeycomb
( > STR1G2-9301206N-WM-H

Honeycomb

www.nekolighting.com 036



NEKO / SENSE 68/
Adjustable LED Downlight

LED Power System Power LED \bltage LED Current CRI CCT Beam LED Output System Output Code
75 W 9w 31V 250mA 90 2700K 18°  850Im 620m  STS1G2-9271808N-WB
30°  850Im 620m  STS1G2-9273008N-WB
40°  850Im 620m  STS1G2-9274008N-WB
55°  850Im 620im  STS1G2-9275508N-WB
3000K 18°  900Im 650m  STS1G2-9301808N-WB
30°  900Im 650m  STS1G2-9303008N-WB
40°  900Im 650m  STS1G2-9304008N-WB
55°  900Im 650m  STS1G2-9305508N-WB
4000K 18°  1000Im 700m  STS1G2-9401808N-WB
30°  1000Im 700m  STS1G2-9403008N-WB
40°  1000Im 700m  STS1G2-9404008N-WB
55°  1000Im 700m  STS1G2-9405508N-WB
11w 13 W 31V 350mA 90 2700K 18°  1100Im 770m  STS1G2-9271811N-WB
30°  1100m 770m  STS1G2-9273011N-WB
40°  1100Im 770m  STS1G2-9274011N-WB
55°  1100Im 770m  STS1G2-9275511N-WB
3000K 18°  1200Im 800m  STS1G2-9301811N-WB
Slack Refloctor 30°  1200Im 800m  STS1G2-9303011N-WB
40°  1200Im 800m  STS1G2-9304011N-WB
55°  1200Im 800m  STS1G2-9305511N-WB
4000K 18°  1300Im 850m  STS1G2-9401811N-WB
30°  1300Im 850m  STS1G2-9403011N-WB
40°  1300Im 850m  STS1G2-9404011N-WB
‘ 55°  1300Im 850m  STS1G2-9405511N-WB
| — Se—— 00000 o557 1300m_ ____850im _STS1G2-9405511N-WB
75 W 9w 31V 250mA 90 2700K 18°  850Im 620m  STS1G2-9271808N-WC
30°  850m 620m  STS1G2-9273008N-WC
40°  850Im 620m  STS1G2-9274008N-WC
55°  850Im 620m  STS1G2-9275508N-WC
3000K 18°  900Im 650m  STS1G2-9301808N-WC
30°  900m 650m  STS1G2-9303008N-WC
40°  900Im 650m  STS1G2-9304008N-WC
Tunable White 55° 900Im 650Im STS1G2-9305508N-WC
S - 4000K 18°  1000Im 700m  STS1G2-9401808N-WC
R B G e e 30°  1000Im 700m  STS1G2-9403008N-WC
40°  1000Im 700m  STS1G2-9404008N-WC
... 55" 1000m _ 700m  STS1G2-9405508N-WC
11 W 13 W 31V 350mA 90 2700K 18°  1100Im 770m  STS1G2-9271811N-WC
700K ” 30°  1100m 770Im gg 82-927301 1 vavg
7.5W 30° CITIZEN UGR c € D% mm 40c 1100Im 770lm 1G2-9274011N-
‘ 11w OFI90 3000K 0 areers <19 P94 CB . >4 sexts S0 T 55° 1100 770m  STS1G2-9275511N-WG
g Thickness 3000K 18°  1200im 800m  STS1G2-9301811N-WC
, 30°  1200Im 800m  STS1G2-9303011N-WC
Dark Light Reflector 40°  1200Im 800Im 3%1 82-930401 1 ng
55°  1200Im 800Im 1G2-9305511N-
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code 4000K 18: 1300Im 850Im STS1G2-9401811N-WC
75 W ow 31V 250mA 90 2700K 18°  850Im 620im  STS1G2-9271808N-WS 9. 1559m geom g%] gg'gjgﬁgl ! ng
30°  850Im 620m  STS1G2-9273008N-WS . m - -
S aeom o STelGs 9srat0aNa 55°  1300Im 850m  STS1G2-9405511N-WC
000k T Sogm B e 75 W 9w 31V 250mA 90 2700K 18  850m 620m  STS1G2-9271808N-WW
30° 900Im 650Im STS1G2-9303008N-WS 300 850Im 620Im STS1G2-9273008N-WW
40°  900Im 650m  STS1G2-9304008N-WS 407 850Im 620m  STS1G2-9274008N-WW
55°  900im 650m  STS1G2-9305508N-WS %9 850m 020m  STS1C2-9275508N-WW
4000K 18> 1000Im 700m  STS1G2-9401808N-WS SO00K-187 - 900im E50Im - STS1G2-9301808N-WW
30°  1000im 700m  STS1G2-9403008N-WS 807 900Im 650im  STS1G2-9303008N-WW
40°  1000Im 700im  STS1G2-9404008N-WS 407 900m 650im  STS1G2-9304008N-WW
55°__ 1000im 700m  STS1G2-9405508N-WS 55, 200m 650m  STS1G2-9308508N-WW
———————————————————————————————————————————————————————————————————————————————— 4000K 18°  1000im 700m  STS1G2-9401808N-WW
11w 183 W 31V 350mA 90 2700K 18° 1100Im 770Im STS1G2-9271811N-WS 30° 1000Im 700Im STS1G2-9403008N-WW
30° 1100Im 770m STS1G2-9273011N-WS 40° 1000Im 700lm STS1G2-9404008N-WW
40°  1100im 770lm  STS1G2-9274011N-WS 55°  1000Im 700lm  STS1G2-9405508N-WW
S000K 5 1o R AL A V< 1w 13 W 31V 350mA 90 2700K 18°  1100Im 770im  STS1G2-9271811N-WW
. 30°  1100Im 770m  STS1G2-9273011N-WW
30°  1200Im 800im  STS1G2-9303011N-WS S 1100 o STo1 G505 A0 TN
Specular Reflector 40°  1200im 800Im  STS1G2-9304011N-WS 25 1100m 770|m ST2165-0575511N-WW
557 1200im 800m  STS1G2-9305511N-WS 000K 18° 1200 800Im  STS1G2-9301811N-WW
4000K 18°  1300Im 850lm  STS1G2-9401811N-WS 30°  1200m 00 BTo105-930301 1N
30°  1300Im 850m  STS1G2-9403011N-WS White Reflector 20 1500m OO 3Te135.990401 1N
407 1300im 850m  STS1G2-9404011N-WS 55°  1200Im 800Im  STS1G2-9305511N-WW
... %57 1300m  850m  STS1G2-9405511N-WS 4000K 18°  1300Im 850Im  STS1G2-9401811N-WW
75W 9w 31V 250mA 90 2700K 18°  850Im 620im  STS1G2-9271808N-WM S0 189gm gom STS1G2-9403011N-WW
30°  850im 620im  STS1G2-9273008N-WM . m S0m  STS1G2-9404011N-WW
40° 850im 620lm  STS1G2-9274008N-WM ... b5 1300m ~ 850Im  STS1G2-9405511N-WW
55°  850Im 620m  STS1G2-9275508N-WM _ . . .
3000K 18° 900Im 650im STS1G2-9301808N-WM Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
30°  900m 650m  STS1G2-9303008N-WM
40° 900Im 650im  STS1G2-9304008N-WM
55°  900Im 650m  STS1G2-9305508N-WM
4000K 18°  1000im 700m  STS1G2-9401808N-WM
30°  1000Im 700m  STS1G2-9403008N-WM
40° 1000Im 700m  STS1G2-9404008N-WM
... .55 1000m _ 700m  STS1G2-9405508N-WM
1w 13 W 31V 350mA 90 2700K 18°  1100Im 770m  STS1G2-9271811N-WM
30°  1100m 770m  STS1G2-9273011N-WM
40° 1100Im 770Im STS1G2-9274011N-WM Optional accessary
55°  1100Im 770m  STS1G2-9275511N-WM
3000K 18°  1200im 800m  STS1G2-9301811N-WM | Codefor STS1G2-9304008N-WM with Honeycomb
Viatt Reflect 30°  1200Im 800m  STS1G2-9303011N-WM Y STS1G2-0304008N-WM-H
att etiector 40° 1200Im 800im  STS1G2-9304011N-WM N
55°  1200Im 800m  STS1G2-9305511N-WM L=
4000K 18°  1300im 850m  STS1G2-9401811N-WM oo
30°  1300Im 850m  STS1G2-9403011N-WM
40° 1300Im 850im  STS1G2-9404011N-WM
55°  1300Im 850im  STS1G2-9405511N-WM

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
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NEKO / SENSE 68/
Adjustable LED Downlight

Tunable Whits

See Details @www.nekolighting.com

2700K -25mm
6W CRIZ0 3000K 12° ety UGR b5, . CB CE A Aéﬁ u& trm
4000K 50 ooohaLsosio < 19 intertek 68x68 | Cliing Thickness

2700K . -25mm
sz CRI90 3000K 28 CITIZEN UGR 15y . CB CE Aéﬁ D% anur)
4000K | 25 So000noLsoeio < 19 Interlek 68x68 | Gliing Thickness
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
7.5 W 9 W 31 V 250mA 90 2700K 18° 850Im 620Im STS1G2-9271808N-WG
30° 850Im 620Im STS1G2-9273008N-WG
40° 850Im 620Im STS1G2-9274008N-WG
55° 850Im 620Im STS1G2-9275508N-WG
3000K 18° 900Im 650im STS1G2-9301808N-WG
30° 900Im 650Im STS1G2-9303008N-WG
40° 900Im 650im STS1G2-9304008N-WG
55° 900Im 650Im STS1G2-9305508N-WG
4000K 18° 1000Im 700Im STS1G2-9401808N-WG
30° 1000Im 700im STS1G2-9403008N-WG
40° 1000Im 700Im STS1G2-9404008N-WG
.55 1000m  700lm  STS1G2-9405508N-WG
11 W 13 W 31 V. 350mA 90 2700K 18°  1100Im 770lm  STS1G2-9271811N-WG
30° 1100Im 770Im STS1G2-9273011N-WG
40°  1100Im 770lm  STS1G2-9274011N-WG
55°  1100Im 770lm  STS1G2-9275511N-WG
3000K 18° 1200im 800Im STS1G2-9301811N-WG
30°  1200Im 800Im  STS1G2-9303011N-WG
Gold Reflector 40°  1200im 800lm  STS1G2-9304011N-WG
55°  1200Im 800Im  STS1G2-9305511N-WG
4000K 18° 1300im 850Im STS1G2-9401811N-WG
30° 1300im 850Im STS1G2-9403011N-WG
40° 1300Im 850Im STS1G2-9404011N-WG
55° 1300Im 850Im STS1G2-9405511N-WG

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

Trimless Version available

Trimless code for STS1G2-9304008N-WM - STS3G2-9304008N-WM

-22.5mm

711
Ceiling Thickness 70X70

Trimless code for STS1G2-9304008N-WM = ETS1G2-9304008N-WM

1-25mm

1171
Ceiling Thickness

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
6 W 8 W 12V 500mA 90 2700K 12° 670Im 350Im STS1G2-9271206N-WS
3000K 12° 700Im 400Im STS1G2-9301206N-WS
4000K 12° 750Im 450Im STS1G2-9401206N-WS
Specular Reflector
LED Power System Power LED \bltage LED Current CRI CCT Beam LED Output System Output Code
6 W 8 W 12V 500mA 90 2700K 12° 670Im 350Im STS1G2-9271206N-WM
3000K 12° 700Im 400Im STS1G2-9301206N-WM
4000K 12° 750lm 450lm STS1G2-9401206N-WM
Matt Reflector
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
6 W 8 W 12V 500mA 90 2700K 12° 670Im 350Im STS1G2-9271206N-WB
3000K 12° 700Im 400Im STS1G2-9301206N-WB
4000K 12° 750Im 450lm STS1G2-9401206N-WB
Black Reflector
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
6 W 8 W 12V 500mA 90 2700K 12° 670Im 350Im STS1G2-9271206N-WC
3000K 12° 700Im 400Im STS1G2-9301206N-WC
4000K 12° 750im 450lm STS1G2-9401206N-WC
Dark Light Reflector
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
6 W 8 W 12V 500mA 90 2700K 12° 670Im 350Im STS1G2-9271206N-WW
3000K 12° 700Im 400Im STS1G2-9301206N-WW
4000K 12° 750Im 450Im STS1G2-9401206N-WW
White Reflector
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
6 W 8 W 12V 500mA 90 2700K 12° 670Im 350Im STS1G2-9271206N-WG
3000K 12° 700Im 400Im STS1G2-9301206N-WG
4000K 12° 750lm 450lm STS1G2-9401206N-WG

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
Gold Reflector

Optional accessary

S Code for STS1G2-9301206N-WM with Honeycomb
( > STS1G2-9301206N-WM-H

Honeycomb

www.nekolighting.com m
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NEKO / SENSE 100 NEW

Modular Design

S100G2 LED Engine S100HG2 LED Engine
Adjustable/ Fixed/ Wall Washer Adjustable/ Fixed/ Wall Washer
Trim
Round Trim Round Trimless Square Trim Square Trimless
\ \
Accessory
Honeycomb Linear Spread Filter Diffusion Filter Honeycomb Linear Spread Filter Diffusion Filter
| |
Reflector
Round Adjustable Round Fixed Round Fixed Round-Wall Washer Square Adjustable Square Fixed Square Wall Washer
‘ (Horn Type) (Matt Only) | (Matt Only)
| NEW
Anti-Glare Ring
(Straight Type) (Curve Type,Option) (Straight Type) (Curve Type,Option)
Second Accessory
(Option) (Option)
| |
Model
S100R1-G2 S100R1-G2-CA S100R7-G2 S100R2-G2 S100R3-G2 S100S1-G2 S100S1-G2-CA S10052-G2 S100S3-G2

Secondary Reflector

© 0 0 e

Specular Dark Light Matt White Black Gold

www.nekolighting.com m



NEKO / SENSE 100/
Adjustable LED Downlight

LED Power System Power LED \bltage LED Current CRI CCT Beam LED Output System Output Code

13 W 15 W 36 V 350mA 90 2700K 18°  1400Im 1050m  SSR1G2-9271813N-WB
30°  1400m 1150lm  SSR1G2-9273013N-WB
40°  1400Im 1150lm  SSR1G2-9274013N-WB
55°  1400Im 1050lm  SSR1G2-9274513N-WB

3000K 18°  1500Im 1150m  SSR1G2-9301813N-WB
30°  1500Im 1250lm  SSR1G2-9303013N-WB
40°  1500Im 1250lm  SSR1G2-9304013N-WB
55°  1500lm 1150lm  SSR1G2-9304513N-WB
4000K 18°  1600Im 1250lm  SSR1G2-9401813N-WB
30°  1600Im 1350m  SSR1G2-9403013N-WB
40°  1600Im 1350m  SSR1G2-9404013N-WB
55°  1600Im 1250lm  SSR1G2-9404513N-WB

18 W 21 W 36 V 500mA 90 2700K 18°  1900Im 1500lm  SSR1G2-9271818N-WB
30°  1900Im 1700lm  SSR1G2-9273018N-WB
40°  1900Im 1700lm  SSR1G2-9274018N-WB
55°  1900Im 1500lm  SSR1G2-9274518N-WB

3000K 18°  2000Im 1600lm  SSR1G2-9301818N-WB

Black Reflector 30°  2000Im 1800Im  SSR1G2-9303018N-WB
40°  2000Im 1800Im  SSR1G2-9304018N-WB

55°  2000Im 1600lm  SSR1G2-9304518N-WB

4000K 18°  2200Im 1700lm  SSR1G2-9401818N-WB

30°  2200Im 1900lm  SSR1G2-9403018N-WB

40°  2200lm 1900m  SSR1G2-9404018N-WB

55°  2200m 1700lm  SSR1G2-9404518N-WB

18 W 15 W 36 V 350mA 90 2700K 18°  1400im 1050lm  SSR1G2-9271813N-WC

. 30°  1400m 1150lm  SSR1G2-9273013N-WC
E - 40°  1400Im 1150lm  SSR1G2-9274013N-WC
- 55°  1400m 1050lm  SSR1G2-9274513N-WC
3000K 18°  1500Im 1150lm  SSR1G2-9301813N-WC
30°  1500m 1250lm  SSR1G2-9303013N-WC

40°  1500lm 1250lm  SSR1G2-9304013N-WC

Tunable White 55° 1500Im 1150Im SSR1G2-9304513N-WC
P —— - 4000K 18° 1600Im 1250Im SSR1G2-9401813N-WC
ce Detalls A g e 30° 1600Im 1350Im SSR1G2-9403013N-WC

40°  1600Im 1850lm  SSR1G2-9404013N-WC
55°  1600Im 1250lm  SSR1G2-9404513N-WC

18 W 21 W 36 V 500mA 90 2700K 18°  1900Im 15600lm  SSR1G2-9271818N-WC
30°  1900Im 1700lm  SSR1G2-9273018N-WC

13W 2700K | 187 CITIZEN yeR c E D%%mm 5 40°  1900Im 1700m  SSR1G2-9274018N-WC
‘ww CRI9O 2888& % mmmmmm g IP54 CB aallaues 55°  1900im 1500lm  SSR1G2-9274518N-WC
45 Interlek 100 | Ceiling Thickness 3000K 18 2000Im 1600Im SSR1G2-9301818N-WC
, 30°  2000Im 1800lm  SSR1G2-9303018N-WC
Dark Light Reflector 40°  2000Im 1800Im ggg 82-930401 8N»wg
55°  2000Im 1600Im 1G2-9304518N-
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code 4000K 18° 2200Im 1700Im SSR1G2-9401818N-WC
13 W 15 W 36V 350mA 90 2700K 18°  1400im  1050lm  SSR1G2-9271813N-WS R At A== g e
30°  1400im 1150lm  SSR1G2-9273013N-WS .
20° 1400m o0 S3R1G2-9274013N-Wa 55°  2200Im 1700lm  SSR1G2-9404518N-WC
S000K o IEgm oM I 1B W 15W 86V 850mA 90 2700K 18" 1400m  1050m  SSR1G2-9271813N-WW
30° 1500im 1250im SSR1G2-9303013N-WS 300 1400Im 1150Im SSR1G2-9273013N-WW
45°  1500m 1150  SSR1G2-9304513N-WS 950 1400m - 1050m - SSRTG2-927451SN-WW
4000K 18°  1600Im 1250im  SSR1G2-9401813N-WS 3000K 187 1500Im 1150m — SSR1G2-9301813N-WW
30°  1600m  1350m  SSR1G2-9403013N-WS 307 1500m  1250im  SSR1G2-9303013N-WW
- o BRSNS ey
18 W 21 W 36 V 500mA 90 2700K 18° 1900Im 1500Im SSR1G2-9271818N-WS 30° 1600Im 1350Im SSR1G2-9403013N-WW
30°  1900Im 1700m  SSR1G2-9273018N-WS 40°  1600Im 1350lm  SSR1G2-9404013N-WW
40°  1900Im 1700m  SSR1G2-9274018N-WS 55°  1600Im 1250lm  SSR1G2-9404513N-WW
457 1900m - 1500m  SSR1G2-9274518N-WS 18 W 21W 36V 500mA 90 2700K 18° 1900m  1500m  SSR1G2-9271818N-WW
3000K 18°  2000Im 1600m  SSR1G2-9301818N-WS 30°  1900Im 00m  28R1Gs 5r3018NWW
30°  2000im 1800Im  SSR1G2-9303018N-WS 20°  1900m 0m SR 05701 SN
Specular Reflector 40°  2000Im 1800Im  SSR1G2-9304018N-WS 25 19001 15001 S3R1G5-00r 451 BN-WW
45°  2000Im 1600m  SSR1G2-9304518N-WS . m m
. 3000K 18°  2000Im 1600im  SSR1G2-9301818N-WW
4000K 18°  2200Im 1700m  SSR1G2-9401818N-WS 30°  2000Im 1800im  S3R1G5-930301 SN
30°  2200im 1900m  SSR1G2-9403018N-WS White Reflector 200 2000m 1800im  S5R1G5-930401 SNWW
407 2200m 1900Im  SSR1G2-9404018N-WS 55°  2000Im 1600im  SSR1G2-9304518N-WW
s 2200m 1700im __ SSR1G2-9404516N-WS 4000K 18°  2200Im 1700lm  SSR1G2-9401818N-WW
B W 5 W 36V 350mA 90 2700K 18"  1400m  1050m  SSR1G2-9271813N-WM e o e A= = A e gy e
. m 1900lm  SSR1G2-9404018N-WW
30°  1400im 1150m  SSR1G2-9273013N-WM 25 5500im 1700 S8R1G5-940451 BN-WW
40°  1400im 1150lm  SSR1G2-9274013N-WM oo 2eUm TU0ImM SoRTRae9abao TNV
45° 1400Im 1050lm  SSR1G2-9274513N-WM . . . .
3000K 18° 1500lm 1150lm SSR1G2-9301813N-WM Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
30°  1500im 1250m  SSR1G2-9303013N-WM
40°  1500Im 1250lm  SSR1G2-9304013N-WM
45°  1500im 1150lm  SSR1G2-9304513N-WM
4000K 18°  1600Im 1250lm  SSR1G2-9401813N-WM
30°  1600im 1350Im  SSR1G2-9403013N-WM
40°  1600Im 1350lm  SSR1G2-9404013N-WM
... 457 1600m 1250Im _ SSR1G2-9404513N-WM
18 W 21 W 36 V 500mA 90 2700K 18°  1900Im 1500m  SSR1G2-9271818N-WM
30°  1900im 1700lm  SSR1G2-9273018N-WM
40° 1900Im 1700Im SSR1G2-9274018N-WM Optional accessary
458 1900Im 1500m  SSR1G2-9274518N-WM
3000K 18°  2000Im 1600m  SSR1G2-9301818N-WM | Code for SSR1G2-9804018N-WM with Honeycomb
Matt Reflector 30°  2000Im 1800Im  SSR1G2-9303018N-WM ( “ SSR1G2-9304018N-WM-H
attnetiecto 40° 2000Im 1800im  SSR1G2-9304018N-WM N
45°  2000Im 1600m  SSR1G2-9304518N-WM oo

4000K 18°  2200im 1700lm  SSR1G2-9401818N-WM
30°  2200im 1900lm  SSR1G2-9403018N-WM
40°  2200im 1900lm  SSR1G2-9404018N-WM
45°  2200lm 1700lm  SSR1G2-9404518N-WM

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

m www.nekolighting.com m



NEKO / SENSE 100/
Adjustable LED Downlight

2700K EN -25mm ®
7W GRI0 3000K 10 ke UGR |p5y . CB C€ A (%\ e oo
4000K 50000h@LSOB10 <19 intertek 100’ | Cdiing Thickness

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
7W 9 W 36 V 200mA 90 2700K 10° 800Im 520Im SSR1G2-9271007N-WS
3000K 10° 850Im 550Im SSR1G2-9301007N-WS
4000K 10° 900Im 600Im SSR1G2-9401007N-WS
Specular Reflector
LED Power System Power LED \bltage LED Current CRI CCT Beam LED Output System Output Code
7W 9 W 36 V 200mA 90 2700K 10° 800Im 520Im SSR1G2-9271007N-WM
3000K 10° 850Im 550Im SSR1G2-9301007N-WM
4000K 10° 900Im 600Im SSR1G2-9401007N-WM
- Matt Reflector
Tunable White
See Details @www.nekolighting.com
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
7W 9 W 36 V 200mA 90 2700K 10° 800Im 520Im SSR1G2-9271007N-WB
3000K 10° 850Im 550Im SSR1G2-9301007N-WB
. - 4000K 10° 900Im 600Im SSR1G2-9401007N-WB
18W | g0 2799K 35 CITIZEN UGR |p5, S < I S
18W 40 <19 S
4000K | 75° 50000h@|.8050 ..,,er.ek 100" | Ceiing Thickness Black Reflector
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
13 W 15 W 36 V 350mA 90 2700K 18°  1400Im 1050Im SSR1G2-9271813N-WG
30°  1400Im 1150Im SSR1G2-9273013N-WG
40°  1400Im 1150Im SSR1G2-9274013N-WG LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
45°  1400m 1050Im SSR1G2-9274513N-WG
3000K 18°  1500Im 1150Im SSR1G2-9301813N-WG 7W 9 W 36 V 200mA 90 2700K 10° 800Im 520Im SSR1G2-9271007N-WC
30°  1500Im 1250Im SSR1G2-9303013N-WG 3000K 10° 850Im 550Im SSR1G2-9301007N-WC
40°  1500Im 1250Im SSR1G2-9304013N-WG 4000K 10° 900Im 600Im SSR1G2-9401007N-WC
45°  1500Im 1150Im SSR1G2-9304513N-WG oo
4000K 18°  1600Im 1250Im SSR1G2-9401813N-WG )
30°  1600Im 1350Im SSR1G2-9403013N-WG Dark Light Reflector
40°  1600Im 1350Im SSR1G2-9404013N-WG
... 45 1600m  1250m  SSR1G2-9404513N-WG
18 W 21 W 36 V 500mA 90 2700K 18°  1900Im 1500Im SSR1G2-9271818N-WG
30°  1900Im 1700Im SSR1G2-9273018N-WG
40°  1900Im 1700Im §§R182—9274018N»Wg
3000K 18° 2000Im 1800Im SSR102-9301818N-WG ower System Power \Voltage LED Current CRI CCT Beam Output System Output Code
Gold Reflect 307 2000m 1800m  SSR1G2-9303018N-WG 7w 9w 36 V 200mA 90 2700K 10°  800Im 520im  SSR1G2-9271007N-WW
ol refiector 40°  2000Im 1800m  SSR1G2-9304018N-WG 3000K 10°  850Im 550im  SSR1G2-9301007N-WW
457 2000Im 1600Im  SSR1G2-9304518N-WG 4000K 10°  900Im 600im  SSR1G2-9401007N-WW
4000K 18°  2200Im 1700Im SSR1G2-9401818N-WG e oo
30°  2200Im 1900Im SSR1G2-9403018N-WG
40°  2200m 1900Im SSR1G2-9404018N-WG white Reflector
... 4 200m __ 1700m _SSR1G2-9404518N-WG
Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
. . ! LED Power System Power LED \oltage LED Current CRI CCT Beam LED Output System Output Code
Trimless Version available
7 W 9 W 36 V 200mA 90 2700K 10° 800Im 520Im SSR1G2-9271007N-WG
Triimless code for SSR1G2-9304013N-WM— SSR4G2-9304013N-WM 3000K 10° 850Im 550Im SSR1G2-9301007N-WG
4000K 10° 900Im 600Im SSR1G2-9401007N-WG

131

12.5-25mm
D& LI Cg_\ Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
Céiling Thickness 100

Gold Reflector

Optional accessary

Trimless code for SSR1G2-9304013N-WM = ESR1G2-9304013N-WM

1-25mm
Dﬁ 1111
Ceiling Thickness 108

131

S Code for SSR1G2-9301009N-WM with Honeycomb
( > SSR1G2-9301009N-WM-H

Honeycomb

047 www.nekolighting.com 048



NEKO / SENSE 100H /
Adjustable LED Downlight

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code

25 W 28 W 36 V 700mA 90 2700K 18°  2400Im 1800lm  SHR1G2-9271825N-WC
30°  2400im 2000lm  SHR1G2-9273025N-WC
40°  2400im 2000lm  SHR1G2-9274025N-WC
45° 2400Im 1800Im SHR1G2-9274525N-WC

3000K 18°  2600Im 1900lm  SHR1G2-9301825N-WC

30°  2600im 2100lm  SHR1G2-9303025N-WC

40°  2600im 2100lm  SHR1G2-9304025N-WC

45°  2600Im 1900lm  SHR1G2-9304525N-WC

4000K 18° 2800Im 1900Im SHR1G2-9401825N-WC

30° 2800Im 2200Im SHR1G2-9403025N-WC

40° 2800Im 2200Im SHR1G2-9404025N-WC

Dark Light Reflector 45°  2800Im 1900Im SHR1G2-9404525N-WC

25 W 28 W 36 V 700mA 90 2700K 18°  2400Im 1800im  SHR1G2-9271825N-WW
30°  2400Im 2000lm  SHR1G2-9273025N-WW
40°  2400Im 2000lm  SHR1G2-9274025N-WW
45°  2400Im 1800im  SHR1G2-9274525N-WW

3000K 18°  2600Im 1900lm  SHR1G2-9301825N-WW
30°  2600Im 2100lm  SHR1G2-9303025N-WW
40°  2600Im 2100lm  SHR1G2-9304025N-WW
45°  2600Im 1900m  SHR1G2-9304525N-WW
4000K 18°  2800Im 1900m  SHR1G2-9401825N-WW
30°  2800Im 2200lm  SHR1G2-9403025N-WW
40°  2800Im 2200lm  SHR1G2-9404025N-WW
45°  2800Im 1900Im  SHR1G2-9404525N-WW

White Reflector

25 W 28 W 36 V 700mA 90 2700K 18°  2400Im 1800im  SHR1G2-9271825N-WG
- 30°  2400Im 2000lm  SHR1G2-9273025N-WG
40°  2400Im 2000lm  SHR1G2-9274025N-WG
45°  2400Im 1800im  SHR1G2-9274525N-WG
3000K 18°  2600Im 1900lm  SHR1G2-9301825N-WG
30°  2600Im 2100lm  SHR1G2-9303025N-WG
40°  2600Im 2100lm  SHR1G2-9304025N-WG
45°  2600Im 1900Im  SHR1G2-9304525N-WG
4000K 18°  2800Im 1900im  SHR1G2-9401825N-WG
30°  2800Im 2200lm  SHR1G2-9403025N-WG
40°  2800Im 2200lm  SHR1G2-9404025N-WG
45°  2800Im 1900Im  SHR1G2-9404525N-WG

2700K s CITIZEN uGR & §-25mm s /2 /et
30 -
‘ 25W CRIQO 2888& f{g, 50,000naLe0B10 < 19 IP54 CB c € ,me,,ek 100 Cei\ingmiiﬁ Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
Gold Reflector
LED Power System Power LED Voltage LED Current CRI  CCT Beam LEDOutput Systerm Output Code Trimless Version available
25 W 28 W 36 V 700 mA 90 2700K 18° 2400lm 1800Im SHR1G2-9271825N-WS Trimless code for SHR1G2-9303525N-WM— SHR4G2-9303525N-WM
30°  2400im 2000lm  SHR1G2-9273025N-WS b
40°  2400lm 2000ilm  SHR1G2-9274025N-WS 12.5-25mm & -
45°  2400lm 1800im  SHR1G2-9274525N-WS [
3000K 18° 2600Im 1900Im SHR1G2-9301825N-WS Ceiling Thickness 100
30°  2600im 2100lm  SHR1G2-9303025N-WS
40° 2600Im 2100Im SHR1G2-9304025N-WS
45°  2600im 1900lm  SHR1G2-9304525N-WS
4000K 18°  2800Im 1900lm  SHR1G2-9401825N-WS
30° 2800Im 2200Im SHR1G2-9403025N-WS Trimless code for SHR1G2-9303525N-WM—EHR2G2-9303525N-WM
40° 2800Im 2200Im SHR1G2-9404025N-WS _25mm
Specular Reflector 45°  2800Im 1900m  SHR1G2-9404525N-WS i &
Ceiling Thickness 108
25 W 28 W 36 V 700 mA 90 2700K 18° 2400lm 1800Im SHR1G2-9271825N-WM
30° 2400lm 2000Im SHR1G2-9273025N-WM
40° 2400lm 2000Im SHR1G2-9274025N-WM
45° 2400lm 1800Im SHR1G2-9274525N-WM
3000K 18° 2600Im 1900Im SHR1G2-9301825N-WM
30° 2600Im 2100Im SHR1G2-9303025N-WM
40° 2600Im 2100Im SHR1G2-9304025N-WM
45° 2600Im 1900Im SHR1G2-9304525N-WM
4000K 18°  2800Im 1900lm  SHR1G2-9401825N-WM
30°  2800im 2200lm  SHR1G2-9403025N-WM
40°  2800Im 2200lm  SHR1G2-9404025N-WM
45° 2800Im 1900Im SHR1G2-9404525N-WM
1= U ==Y o
25 W 28 W 36 V 700mA 90 2700K 18°  2400Im 1800lm  SHR1G2-9271825N-WB
30° 2400lm 2000Im SHR1G2-9273025N-WB
40° 2400lm 2000Im SHR1G2-9274025N-WB
45° 2400lm 1800Im SHR1G2-9274525N-WB
3000K 18° 2600Im 1900Im SHR1G2-9301825N-WB
30° 2600Im 2100Im SHR1G2-9303025N-WB
40° 2600Im 2100Im SHR1G2-9304025N-WB
45° 2600Im 1900Im SHR1G2-9304525N-WB
4000K 18°  2800Im 1900lm  SHR1G2-9401825N-WB
30°  2800Im 2200lm  SHR1G2-9403025N-WB
40°  2800Im 2200ilm  SHR1G2-9404025N-WB
45°  2800Im 1900lm  SHR1G2-9404525N-WB
Black Reflector Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

Optional accessary

— Code for SHR1G2-9304025N-WM with Honeycomb
< \ SHR1G2-9304025N-WM-H
/

Honeycomb

m www.nekolighting.com m



NEKO / SENSE 100/
Adjustable LED Downlight

LED Power System Power LED \bltage LED Current CRI CCT Beam LED Output System Output Code

13 W 15 W 36 V 350mA 90 2700K 18°  1400Im 1050m  SSS1G2-9271813N-WB
30°  1400m 1150lm  SS8S§1G2-9273013N-WB
40°  1400Im 1150lm  SS8S§1G2-9274013N-WB
55°  1400Im 1050m  SSS1G2-9274513N-WB

3000K 18°  1500Im 1150m  SSS1G2-9301813N-WB
30°  1500Im 1250lm  SSS§1G2-9303013N-WB
40°  1500Im 1250lm  SSS1G2-9304013N-WB
55°  1500lm 1150lm  SSS1G2-9304513N-WB
4000K 18°  1600Im 1250lm  SSS1G2-9401813N-WB
30°  1600Im 1350lm  SSS1G2-9403013N-WB
40°  1600Im 1350lm  SSS1G2-9404013N-WB
55°  1600Im 1250lm  SSS1G2-9404513N-WB

18 W 21 W 36 V 500mA 90 2700K 18°  1900Im 1500lm  SSS1G2-9271818N-WB
30°  1900Im 1700lm  SSS1G2-9273018N-WB
40°  1900Im 1700m  SSS1G2-9274018N-WB
55°  1900Im 1500lm  SSS1G2-9274518N-WB

3000K 18°  2000Im 1600lm  SSS1G2-9301818N-WB

Black Reflector 30°  2000Im 1800Im  SSS1G2-9303018N-WB
40°  2000Im 1800Im  SSS1G2-9304018N-WB

55°  2000Im 1600im  SSS1G2-9304518N-WB

4000K 18°  2200Im 1700lm  SSS1G2-9401818N-WB

30°  2200Im 1900lm  SSS1G2-9403018N-WB

40°  2200lm 1900m  SSS1G2-9404018N-WB

55°  2200m 1700lm  SSS1G2-9404518N-WB

18 W 15 W 36 V 350mA 90 2700K 18°  1400Im 1050im  SSS1G2-9271813N-WC

B 30°  1400m 1150lm  SSS1G2-9273013N-WC
‘ 40°  1400Im 1150lm  SSS1G2-9274013N-WC
55°  1400m 1050lm  SS8§1G2-9274513N-WC
3000K 18°  1500Im 1150m  SSS1G2-9301813N-WC
30°  1500m 1250lm  SSS1G2-9303013N-WC
40°  1500lm 1250lm  SSS1G2-9304013N-WC

Tunable White 55° 1500Im 1150Im SSS1G2-9304513N-WC
P~ oot 4000K 18°  1600Im 1250lm  SSS1G2-9401813N-WC
R LD G S T BT 30°  1600Im 1350lm  SSS1G2-9403013N-WC

40°  1600Im 1350im  SSS1G2-9404013N-WC
55°  1600Im 1250lm  SSS1G2-9404513N-WC

18 W 21 W 36 V 500mA 90 2700K 18°  1900Im 1500lm  SSS1G2-9271818N-WC
30°  1900Im 1700m  SSS1G2-9273018N-WC

2700K | 18° -25mm ® 40°  1900Im 1700lm  SSS1G2-9274018N-WC
‘ {3 CRI%0 3000K 38 - b ‘ "'54‘ . ‘ CB ‘ c € ‘ ‘ Aéﬁ vzél o 55°  1900m  1500m  SSS1G2-9274518N-WC
4000K | 45 A00meLs0B10 'nrerrek 96x96 | Ceiling Thickness 3000K 18°  2000Im 1600im  SSS1G2-9301818N-WC
. 30° 2000 1800im  SSS1G2-9303018N-WC
Dark Light Reflector 40°  2000Im 1800Im ggg 82-930401 8N-wg
55°  2000Im 1600Im 1G2-9304518N-
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code 4000K 18° 2200Im 1700Im SSS1G2-9401818N-WG
13 W 15 W 36V 350mA 90 2700K 18  1400m  1050m  SSS1G2-9271813N-WS e e
30°  1400Im 1150im  SSS1G2-9273013N-WS .
400 14001 oo 233155 a5r a0 AN 55°  2200Im 1700m  SSS1G2-9404518N-WC
A - = AL =1 L=+~ Sy A AR 1B W 15W 86V 350mA 90 2700K 18" 1400m  1050Im  SSS1G2-9271813N-WW
30° 1500lm 1250Im SSS1G2-9303013N-WS 300 1400Im 1150Im SSS1G2-9273013N-WW
45°  1500m  1150m  SSS1G2-9304513N-WS 900 1400m - 1050Im  S991G2-9274515N-WW
4000K 18° 1600m  1250m  SS51G2-9401813N-WS S000K 187 1500Im - 1150m  S851G2-930181IN-WW
30°  1600m  1350im  SSS1G2-9403013N-WS 807 1500m  1250im  S551G2-9303013N-WW
£ R S o E R SEeman
18 W 21 W 36 V 500mA 90 2700K 18° 1900Im 1500Im SSS1G2-9271818N-WS 30° 1600Im 1350Im SSS1G2-9403013N-WW
30°  1900Im 1700lm  SSS1G2-9273018N-WS 40°  1600Im 1350lm  SSS1G2-9404013N-WW
40°  1900Im 1700lm  SSS1G2-9274018N-WS 55°  1600Im 1250lm  SSS1G2-9404513N-WW
458 1900m  1500im  S851G2-9274518N-WS 18w 21 W 36V B00mA 90 2700K 18"  1900m  1500im  SSS1G2-0271818N-WW
3000K 18°  2000Im 1600im  SSS1G2-9301818N-WS 200 1900 R L INRY
30°  2000Im 1800im  SSS1G2-9303018N-WS .
Specular Reflector 40°  2000Im 1800im  SSS1G2-9304018N-WS 407 1900im 1700m  SS81G2-9274018N-WW
45°  2000m  1600m  SSS1G2-9304518N-WS oo, Jo00m - 1500m - SSS1G2-92740 18N
. 3000K 18°  2000Im 1600im  SSS1G2-9301818N-WW
4000K 18°  2200Im 1700im  SSS1G2-9401818N-WS o 5000 oo eRias aaoa aN W
30°  2200m 1900im  SSS1G2-9403018N-WS White Reflector 20 5000 o0 232165 95000 18N
407 2200m 1900Im - SS51G2-9404018N-WS 55°  2000Im 1600im  SSS1G2-9304518N-WW
s 2200m 1700im __ SSS1G2-9404518N-WS 4000K 18°  2200Im 1700m  SSS1G2-9401818N-WW
3 W 15 W 36V 350mA 90 2700K 18°  1400im 1050m  SSS1G2-9271813N-WM g0 2200m G
30°  1400Im 1150m  SSS1G2-9273013N-WM s So00m o SR8 e aa0as BN
40°  1400Im 1150m  SSS1G2-9274013N-WM ..o 2200m o A700m - 5991G2-94040T8N- W
45°  1400Im 1050m  SSS1G2-9274513N-WM . . . .
3000K 18° 1500lm 1150lm SSS1G2-9301813N-WM Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
30°  1500Im 1250m  SSS1G2-9303013N-WM
40°  1500Im 1250m  SSS1G2-9304013N-WM
45°  1500Im 1150m  SSS1G2-9304513N-WM
4000K 18>  1600Im 1250im  SSS1G2-9401813N-WM
30°  1600Im 1350m  SSS1G2-9403013N-WM
40°  1600Im 1350im  SSS1G2-9404013N-WM
45T 1600m 1250im  S851G2-9404513N-WM
18 W 21 W 36 V 500mA 90 2700K 18°  1900Im 1500m  SSS1G2-9271818N-WM
30°  1900Im 1700m  SSS1G2-9273018N-WM
40° 1900Im 1700Im SSS1G2-9274018N-WM Optional accessary
45 1900Im 1500im  SSS1G2-9274518N-WM
3000K 18°  2000Im 1600im  SSS1G2-9301818N-WM | Codefor S351G2-9304018N-WM with Honeycomb
Viatt Reflect 30°  2000Im 1800im  SSS1G2-9303018N-WM Y 3351G2-9304018N-WM-H
att etiector 40° 2000Im 1800im  SSS1G2-9304018N-WM N
45°  2000Im 1600im  SSS1G2-9304518N-WM -

4000K 18°  2200im 1700lm  SSS1G2-9401818N-WM
30°  2200im 1900lm  SSS1G2-9403018N-WM
40°  2200im 1900lm  SSS1G2-9404018N-WM
45°  2200lm 1700lm  SSS1G2-9404518N-WM

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

m www.nekolighting.com m
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NEKO / SENSE 100/
Adjustable LED Downlight

Tunable Whits

See Details @www.nekolighting.com

13W 2700K | 187 CITIZEN uGR . CE 26mm o
CRI90 3000K IP54 / % / vz% awns]
‘18W 000K 49 Soooonotsoeio < 19 CB Interlek 96X96  Giing Thickness

‘ W ‘CRIQO

2700K -25mm ®
3000K 10 ssmmsainy UGR |p5y . CB CE A Aéﬁ D% [
4000K so00notsoeic < 19 intertek 96x96 | Gliing Thickness

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code

18 W 15 W 36 V 350mA 90 2700K 18°  1400Im 1050m  SSS1G2-9271813N-WG
30°  1400im 1150lm  SSS1G2-9273013N-WG
40°  1400Im 1150lm  SSS1G2-9274013N-WG
45°  1400Im 1050lm  SSS§1G2-9274513N-WG

3000K 18°  1500Im 1150m  SSS1G2-9301813N-WG
30°  1500Im 1250m  SSS1G2-9303013N-WG
40°  1500Im 1250lm  SSS1G2-9304013N-WG
45°  1500Im 1150lm  SSS1G2-9304513N-WG
4000K 18°  1600Im 1250lm  SSS1G2-9401813N-WG
30°  1600Im 1850im  SSS1G2-9403013N-WG
40°  1600Im 1350im  SSS1G2-9404013N-WG
45°  1600im 1250lm  SSS1G2-9404513N-WG

18 W 21 W 36V 500mA 90 2700K 18°  1900Im 1500lm  SSS1G2-9271818N-WG
30°  1900im 1700lm  SSS1G2-9273018N-WG
40°  1900im 1700lm  SSS1G2-9274018N-WG
45¢  1900im 1500lm  SSS1G2-9274518N-WG

3000K 18°  2000im 1600m  SSS1G2-9301818N-WG

30°  2000im 1800lm  SSS1G2-9303018N-WG

Gold Reflector 40°  2000im 1800lm  SSS1G2-9304018N-WG
45°  2000im 1600lm  SSS1G2-9304518N-WG

4000K 18°  2200Im 1700lm  SSS1G2-9401818N-WG

30°  2200im 1900m  SSS1G2-9403018N-WG

40°  2200im 1900m  SSS1G2-9404018N-WG

45°  2200im 1700lm  SSS1G2-9404518N-WG

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

Trimless Version available

Trimless code for SSS1G2-9304025N-WM = SSS4G2-9304025N-WM

2.5-25mm
1111
Ceiling Thickness 96x96

131

Trimless code for SSS1G2-9304025N-WM = ESS1G2-9304025N-WM

1-25mm
dm mm
Ceiling Thickness 104x104

131

141x141

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
7W 9 W 36 V 200mA 90 2700K 10° 800Im 520Im SSS1G2-9271007N-WS
3000K 10° 850Im 550Im SSS1G2-9301007N-WS
4000K 10° 900Im 600Im SSS1G2-9401007N-WS
Specular Reflector
LED Power System Power LED \bltage LED Current CRI CCT Beam LED Output System Output Code
7W 9 W 36 V 200mA 90 2700K 10° 800Im 520Im SSS1G2-9271007N-WM
3000K 10° 850Im 550Im SSS1G2-9301007N-WM
4000K 10° 900Im 600Im SSS1G2-9401007N-WM
Matt Reflector
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
7W 9 W 36 V 200mA 90 2700K 10° 800Im 520Im SSS1G2-9271007N-WB
3000K 10° 850Im 550Im SSS1G2-9301007N-WB
4000K 10° 900Im 600Im SSS1G2-9401007N-WB
Black Reflector
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
7W 9w 36 V 200mA 90 2700K 10° 800Im 520Im SSS1G2-9271007N-WC
3000K 10° 850Im 550Im SSS1G2-9301007N-WC
4000K 10° 900Im 600Im SSS1G2-9401007N-WC
Dark Light Reflector
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
7W 9 W 36 V 200mA 90 2700K 10° 800Im 520Im SSS1G2-9271007N-WW
3000K 10° 850Im 550Im SSS1G2-9301007N-WW
4000K 10° 900Im 600Im SSS1G2-9401007N-WW
white Reflector
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
7 W 9 W 36 V 200mA 90 2700K 10° 800Im 520Im SSS1G2-9271007N-WG
3000K 10° 850Im 550Im SSS1G2-9301007N-WG
4000K 10° 900Im 600Im SSS1G2-9401007N-WG

Gold Reflector Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

Optional accessary

S Code for SSS1G2-9301007N-WM with Honeycomb
( > SS5S1G2-9301007N-WM-H

Honeycomb

www.nekolighting.com m



NEKO / SENSE 100H /
Adjustable LED Downlight

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code

25 W 28 W 36 V 700mA 90 2700K 18°  2400Im 1800lm  SHS1G2-9271825N-WC
30°  2400im 2000lm  SHS1G2-9273025N-WC
40°  2400im 2000lm  SHS1G2-9274025N-WC
45° 2400Im 1800Im SHS1G2-9274525N-WC

3000K 18°  2600Im 1900lm  SHS1G2-9301825N-WC

30°  2600im 2100lm  SHS1G2-9303025N-WC

40°  2600im 2100lm  SHS1G2-9304025N-WC

45°  2600Im 1900lm  SHS1G2-9304525N-WC

4000K 18°  2800Im 1900lm  SHS1G2-9401825N-WC

30° 2800Im 2200Im SHS1G2-9403025N-WC

40° 2800Im 2200Im SHS1G2-9404025N-WC

Dark Light Reflector 45°  2800Im 1900Im SHS1G2-9404525N-WC

25 W 28 W 36 V 700mA 90 2700K 18°  2400Im 1800lm  SHS1G2-9271825N-WW
30°  2400Im 2000lm  SHS1G2-9273025N-WW
40°  2400Im 2000lm  SHS1G2-9274025N-WW
45°  2400Im 1800im  SHS1G2-9274525N-WW

3000K 18°  2600Im 1900lm  SHS1G2-9301825N-WW
30°  2600Im 2100lm  SHS1G2-9303025N-WW
40°  2600Im 2100lm  SHS1G2-9304025N-WW
45°  2600Im 1900lm  SHS1G2-9304525N-WW
4000K 18°  2800Im 1900lm  SHS1G2-9401825N-WW
30°  2800Im 2200lm  SHS1G2-9403025N-WW
40°  2800Im 2200lm  SHS1G2-9404025N-WW
45°  2800Im 1900im  SHS1G2-9404525N-WW

White Reflector

| 25 W 28 W 36 V 700mA 90 2700K 18°  2400Im 1800Im  SHS1G2-9271825N-WG
30°  2400Im 2000lm  SHS1G2-9273025N-WG
40°  2400Im 2000lm  SHS1G2-9274025N-WG
45°  2400Im 1800Im  SHS1G2-9274525N-WG
3000K 18°  2600Im 1900lm  SHS1G2-9301825N-WG
30°  2600Im 2100lm  SHS1G2-9303025N-WG
40°  2600Im 2100lm  SHS1G2-9304025N-WG
45°  2600Im 1900Im  SHS1G2-9304525N-WG
4000K 18°  2800Im 1900lm  SHS1G2-9401825N-WG
30°  2800Im 2200lm  SHS1G2-9403025N-WG
40°  2800Im 2200lm  SHS1G2-9404025N-WG
45°  2800Im 1900im  SHS1G2-9404525N-WG

2700K &0 CITIZEN UGR Z@ﬁ §-25mm /S S
30 -
‘25W CRISO 2888& jg, 50,000haLsoBio < 19 P54 CB CE ,,,,e,,ek 96%96 Cei\ingmiiﬁ o Rt Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
(o] etlector
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code Trimless Version available
25 W 28 W 36 V 700mA 90 2700K 18°  2400im 1800Im  SHS1G2-9271825N-WS Trimless code for SHS1G2-9304025N-WM -+ SHS4G2-9304025N-WM
30°  2400Im 2000im  SHS1G2-9273025N-WS -
40°  2400Im 2000m  SHS1G2-9274025N-WS 12.5-25mm ©
45°  2400Im 1800lm  SHS1G2-9274525N-WS maws) j%ﬁ
3000K 18° 2600Im 1900Im SHS1G2-9301825N-WS Ceiling Thickness 96x96 p -
30°  2600im 2100m  SHS1G2-9303025N-WS 91X
40°  2600Im 2100im  SHS1G2-9304025N-WS 202
45°  2600im 1900m  SHS1G2-9304525N-WS
4000K 18°  2800Im 1900im  SHS1G2-9401825N-WS
30°  2800Im 2200m  SHS1G2-9403025N-WS Trimless code for SHS1G2-9304025N-WM —»EHS1G2-9304025N-WM
40°  2800Im 2200m  SHS1G2-9404025N-WS -
Specular Reflector 45°  2800im 1900m  SHS1G2-9404525N-WS 1-25mm ©
Ceiling Thickness m)d 04
25 W 28 W 36V 700mA 90 2700K 18> 2400Im 1800Im  SHS1G2-9271825N-WM T
30°  2400im 2000m  SHS1G2-9273025N-WM
40°  2400im 2000im  SHS1G2-9274025N-WM
45°  2400im 1800lm  SHS1G2-9274525N-WM
3000K 18°  2600im 1900lm  SHS1G2-9301825N-WM
30°  2600im 2100m  SHS1G2-9303025N-WM
40°  2600Im 2100m  SHS1G2-9304025N-WM
45°  2600im 1900lm  SHS1G2-9304525N-WM
4000K 18°  2800Im 1900lm  SHS1G2-9401825N-WM
30°  2800Im 2200lm  SHS1G2-9403025N-WM
40°  2800Im 2200lm  SHS1G2-9404025N-WM
45°  2800Im 1900im  SHS1G2-9404525N-WM
1= U = 11T o
25 W 28 W 36 V 700mA 90 2700K 18°  2400Im 1800Im  SHS1G2-9271825N-WB
30°  2400im 2000im  SHS1G2-9273025N-WB
40°  2400im 2000im  SHS1G2-9274025N-WB
45°  2400im 1800lm  SHS1G2-9274525N-WB
3000K 18°  2600im 1900lm  SHS1G2-9301825N-WB
30°  2600Im 2100m  SHS1G2-9303025N-WB
40°  2600Im 2100m  SHS1G2-9304025N-WB
45°  2600Im 1900im  SHS1G2-9304525N-WB
4000K 18°  2800Im 1900lm  SHS1G2-9401825N-WB
30°  2800Im 2200im  SHS1G2-9403025N-WB
40°  2800Im 2200lm  SHS1G2-9404025N-WB
45°  2800Im 1900im  SHS1G2-9404525N-WB
Black Reflector Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

Optional accessary

— Code for SHS1G2-9304025N-WM with Honeycomb
) SHS1G2-9304025N-WM-H
_/

Honeycomb

m www.nekolighting.com m



NEKO / SENSE 100/
Fixed LED Downlight

LED Power System Power LED \bltage LED Current CRI CCT Beam LED Output System Output Code
13 W 15 W 36 V 350mA 90 2700K 20°  1400Im 800Im SSR7G2-9272013N-WB
36°  1400Im 950Im SSR7G2-9273613N-WB
45°  1400m 950Im SSR7G2-9274513N-WB
3000K 20°  1500Im 850Im SSR7G2-9302013N-WB

36°  1500m 1000m  SSR7G2-9303613N-WB
45°  1500lm 1000lm  SSR7G2-9304513N-WB
4000K 20°  1600Im 950lm  SSR7G2-9402013N-WB
36°  1600im 1100lm  SSR7G2-9403613N-WB
45°  1600im 1100m  SSR7G2-9404513N-WB

18 W 21 W 36 V 500mA 90 2700K oge  1900Im 1100m  SSR7G2-9272018N-WB
36° 1900 1300m  SSR7G2-9273618N-WB
28° 1900 1300m  SSR7G2-9274518N-WB

3000K 20°  2000Im 1200m  SSR7G2-9302018N-WB
36°  2000im 1400lm  SSR7G2-9303618N-WB

Black Reflector 45°  2000Im 1400lm  SSR7G2-9304518N-WB

4000K 20°  2200Im 1300m  SSR7G2-9402018N-WB
36°  2200Im 1500m  SSR7G2-9403618N-WB
45°  2200Im 1500m  SSR7G2-9404518N-WB

18 W 15 W 36 V 350mA 90 2700K 20°  1400Im 800im  SSR7G2-9272013N-WC
36°  1400Im 950lm  SSR7G2-9273613N-WC
45°  1400Im 950lm  SSR7G2-9274513N-WC

3000K 20°  1500Im 850lm  SSR7G2-9302013N-WC

36°  1500m 1000lm  SSR7G2-9303613N-WC
45°  1500lm 1000lm  SSR7G2-9304513N-WC
4000K 20°  1600Im 950lm  SSR7G2-9402013N-WC
36°  1600m 1100lm  SSR7G2-9403613N-WC
45°  1600Im 1100lm  SSR7G2-9404513N-WC

- 18 W 21 W 36 V 500mA 90 2700K op°  1900Im 1100lm  SSR7G2-9272018N-WC
36°  1900Im 1300m  SSR7G2-9273618N-WC
45°  1900Im 1300m  SSR7G2-9274518N-WC

Tunable White 3000K 20°  2000Im 1200lm  SSR7G2-9302018N-WC
_ - Dark Light Reflector 36°  2000Im 1400Im SSR7G2-9303618N-WC
See Details @www.nekolighting.com 45°  2000Im 1400lm  SSR7G2-9304518N-WC

4000K 20°  2200Im 1800im  SSR7G2-9402018N-WC
36°  2200m 1500lm  SSR7G2-9403618N-WC
= 45°  2200lm 1500lm  SSR7G2-9404518N-WC

2700K  20° ~25mm e 13 W 15 W 36 V 350mA 90 2700K 20°  1400Im 800Im  SSR7G2-9272013N-WW
1BW 5RI90 5000K 9 GILIZEN UGR |os4 . CB c E Céﬁ D% o 36°  1400im 950im  SSR7G2-9273613N-WW
18W 2000K 45" s0coamatsopio < 19 .n.er.ek 100 Ciing Thickness 45> 1400Im 950m  SSR7G2-9274513N-WW
g
IV 3000K 20°  1500Im 850lm  SSR7G2-9302013N-WW
36°  1500im 1000lm  SSR7G2-9303613N-WW
45°  1500im 1000lm  SSR7G2-9304513N-WW
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code 4000K 20° 1600:m 950:m ggwgggj&%g gmm
36°  1600im 1100Im R7G2- §
13 W 15 W 36V 350mA 90 2700K 20°  1400im 800im  SSR7G2-9272013N-WS a5 100m 1100m  SSR7G2-9404513N-WW
o 1a%om 950Im - SSR7G2-9273613N-WS 18W 21W 36V 500mA 90 2700K pge  1900m  1100m  SSR7G2-9272018N-WW
m 950im  SSR7G2-9274513N-WS - 1900Im 1300m  SSR7G2-9273618N-WW
3000K 20° 1500 850m  SSR7G2-9302013N-WS 22 . 1900Im 1300lm  SSR7G2-9974518N-WW
3?,0 ]ESSIQ ]888I$ 233?832838221 %W@ , 3000K 20°  2000Im 1200lm  SSR7G2-9302018N-WW
o White Reflector 36°  2000Im 1400lm  SSR7G2-9303618N-WW
4000207 16001m Som G 0201 45°  2000im 1400lm  SSR7G2-9304518N-WW
36°  1600im 1100Im R7G2-9403613N-W. - -
a5 600m __ 1100m _SSRYGD-S404SIGN-WS 4000K 200 2200 1300 SSA7GZ 04030TN W
18 W 21 W 36 V 500 mA 90 2700K 20° 1900Im 1100Im SSR7G2-9272018N-WS 45° 2200Im 1500lm SSR7G2-9404518N-WW
56°  1900Im 1300lm  SSR7G2-9273618N-WS e T 9o aergatao TOTY
45> 1900m  1300m  SSR7G2-9274518N-WS 13 W 15 W 36V 350mA 90 2700K 20°  1400im 800im  SSR7G2-9272013N-WG
3000K 20°  2000im 1200lm  SSR7G2-9302018N-WS e 1400 ooom 2RRiGs goraeiaNNG
Specular Reflector 9. 29 R s 45° 1400 950m  SSR7G2-9274513N-WG
i m m - B 3000K 20°  1500im 850lm  SSR7G2-9302013N-WG
4000K 20 2200Im 1300Im SSR7G2-9402018N-WS 36° 1500lm 1000im SSR7G2-9303613N-WG
367 2200m 1800m  SSR7G2-9403618N-WS 45°  1500Im 1000m  SSR7G2-9304513N-WG
4% 2200m 1500im  SSR7G2-9404518N-WS 4000K 20° 1600 950lm  SSR7G2-9402013N-WG
- 36°  1600im 1100m  SSR7G2-9403613N-WG
13 W 15 W 36 V 350mA 90 2700K 200 1400im 800Im SSR7G2-9272013N-WM At 1600m 1100m  SSR7G2-9404513N-WG
S 1asgm S A ARV 18'W 21W 36V 500mA 90 2700K ppe  1900m  1100m  SSR7G2-9272018N-WG
3000K 20°  1500Im 850m  SSR7G2-9302013N-WM 36°  1900Im 1300im  SSR7G2-9273618N-WG
. i 1ANAWM 28°  1900Im 1300m  SSR7G2-9274518N-WG
M R 3000K 20° 2000m  1200m  SSR7G2-9302018N-WG
4000K 20°  1600Im 950im  SSR7G2-9402013N-WM Gold Reflector 367 2000im 1400im  SSR7G2-9303618N-WG
36°  1600im 1100lm  SSR7G2-9403613N-WM 45 2000im 1400im  SSR7G2-9304518N-WG
45°  1600im 1100lm  SSR7G2-9404513N-WM 4000K gge gggg:m Eggim ggg;gg-gjgégl gmwg
77777777777777777777777777777777777777777777777777777777777777777777777777777777777 m m . -
18 W 21 W 36V 500mA 90 2700K oge  1900Im 1100lm  SSR7G2-9272018N-WM . i i
%go 1900Im 1300m  SSR7G2-9273618N-WM o4 2200m 1500im  SSR7G2-9404518N-WG
45° 1900m 1300m  SSR7G2-9274518N-WM Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
3000K 20°  2000Im 1200m  SSR7G2-9302018N-WM
36° 2000Im 1400Im SSR7G2-9303618N-WM Trimless Version available
45°  2000im 1400lm  SSR7G2-9304518N-WM
Matt Reflector 4000K 20°  2200Im 1300m  SSR7G2-9402018N-WM - N .
36°  2200im 1500m  SSR7G2-9403618N-WM Trimless code for SSR7G2-9304013N-WM - SSR8G2-9304013N-WM
4 2200m 1500m  SSR7G2-9404518N-WM 12.5-25mm &\
[
Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim) Gliing Thickness 100
Optional accessary
| Codefor SSR7G2-0304018N-WM with Honeycomb Trimless code for SSR7G2-9304013N-WM — ESR7G2-9304013N-WM
( 3 SSR7G2-9304018N-WM-H ;—25mm (g\
11
H:n\e;oéb Ceiling Thickness 108

057 www.nekolighting.com m



NEKO / SENSE 100/
Fixed LED Downlight

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code

25 W 28 W 36 V 700mA 90 2700K 20°  2400Im 1500lm  SHR7G2-9272025N-WC
36°  2400Im 1700m  SHR7G2-9273625N-WC
45°  2400Im 1700m  SHR7G2-9274525N-WC

3000K 20°  2600Im 1600lm  SHR7G2-9302025N-WC
36°  2600Im 1800im  SHR7G2-9303625N-WC
45°  2600Im 1800im  SHR7G2-9304525N-WC

4000K 20°  2800Im 1700m SHR7G2-9402025N-WC
36°  2800Im 1900Im SHR7G2-9403625N-WC
45°  2800Im 1900Im SHR7G2-9404525N-WC

Dark Light Reflector

25 W 28 W 36 V 700mA 90 2700K 20°  2400Im 1500lm  SHR7G2-9272025N-WW
36°  2400Im 1700lm  SHR7G2-9273625N-WW
45°  2400Im 1700lm  SHR7G2-9274525N-WW

3000K 20°  2600Im 1600im  SHR7G2-9302025N-WW
36°  2600Im 1800Im  SHR7G2-9303625N-WW
45°  2600Im 1800Im  SHR7G2-9304525N-WW

4000K 20°  2800Im 1700Im SHR7G2-9402025N-WW
36°  2800Im 1900Im SHR7G2-9403625N-WW
45°  2800Im 1900Im SHR7G2-9404525N-WW

White Reflector
.y 25 W 28 W 36 V 700mA 90 2700K 20°  2400Im 1500m  SHR7G2-9272025N-WG
B 36°  2400im 1700m  SHR7G2-9273625N-WG
45°  2400im 1700m  SHR7G2-9274525N-WG
3000K 20°  2600Im 1600Im  SHR7G2-9302025N-WG
36°  2600im 1800m  SHR7G2-9303625N-WG
45°  2600im 1800m  SHR7G2-9304525N-WG
4000K 20°  2800Im 1700m  SHR7G2-9402025N-WG
36°  2800Im 1900m  SHR7G2-9403625N-WG
- 45°  2800im 1900im  SHR7G2-9404525N-WG
2700K 200 CITIZEN UGR Cg\ §-25mm 2 s
CRI9O A o
‘25W 2888& 22 Sooooneraots <19 P54 CB CE e 100 | Gling Thickness Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
[R— Gold Reflector
2110
LED Power System Power LED Voltage LED Current CRI CCT Beam LEDOutput System Output Code . . .
Trimless Version available
25 W 28 W 36V 700mA 90 2700K 20°  2400im 1500m  SHR7G2-9272025N-WS
36°  2400im 1700m  SHR7G2-9273625N-WS Trimless code for SHR7G2-9304525N-WM — SHR8G2-9304525N-WM
45°  2400im 1700m  SHR7G2-9274525N-WS 5
12.5-25mm -
3000K 20°  2600Im 1600m  SHR7G2-9302025N-WS @S] &\
36°  2600im 1800lm  SHR7G2-9303625N-WS Chiing Thickness 100
45°  2600im 1800m  SHR7G2-9304525N-WS
4000K 20°  2800Im 1700lm  SHR7G2-9402025N-WS
36°  2800im 1900lm  SHR7G2-9403625N-WS
45°  2800m  1900m  SHR7G2-9404525N-WS Trimless code for SHR7G2-9304525N-WM - EHR7G2-9304525N-WM
Specular Reflector T T T T T T T T T T T T T ST TS S oSS oSS 1-25mm
25 W 28 W 36V 700mA 90 2700K 20° 2400m  1500im  SHR7G2-9272025N-WM Geling Trickness 108 Foos
36°  2400im 1700m  SHR7G2-9273625N-WM Foiag

45°  2400lm 1700lm  SHR7G2-9274525N-WM

3000K 20°  2600im 1600m  SHR7G2-9302025N-WM
36°  2600im 1800im  SHR7G2-9303625N-WM
45°  2600im 1800im  SHR7G2-9304525N-WM

4000K 20°  2800Im 1700m  SHR7G2-9402025N-WM
36°  2800Im 1900im  SHR7G2-9403625N-WM
45°  2800Im 1900im  SHR7G2-9404525N-WM

Matt Reflector

256 W 28 W 36 V 700mA 90 2700K 20°  2400im 1500im  SHR7G2-9272025N-WB
36°  2400Im 1700lm  SHR7G2-9273625N-WB
45°  2400im 1700lm  SHR7G2-9274525N-WB

3000K 20°  2600im 1600m  SHR7G2-9302025N-WB
36°  2600im 1800im  SHR7G2-9303625N-WB
45°  2600im 1800im  SHR7G2-9304525N-WB

4000K 20°  2800Im 1700m  SHR7G2-9402025N-WB
36°  2800Im 1900lm  SHR7G2-9403625N-WB
45°  2800Im 1900im  SHR7G2-9404525N-WB

Black Reflector Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

Optional accessary

Code for SHR7G2-9304525N-WM with Honeycomb
O SHR7G2-9304525N-WM-H

Honeycomb

m www.nekolighting.com m



NEKO / SENSE 100/
Fixed LED Downlight

LED Power System Power LED \bltage LED Current CRI CCT Beam LED Output System Output Code

183w 15 W 36 V 350mA 90 2700K 20°  1400Im 950lm  SSR2G2-9272013N-WB
36°  1400m 1000m  SSR2G2-9273613N-WB

45°  1400lm 1000m  SSR2G2-9274513N-WB

3000K 20°  1500Im 1000m  SSR2G2-9302013N-WB

36°  1500m 1100m  SSR2G2-9303613N-WB

45°  1500lm 1100m  SSR2G2-9304513N-WB

4000K 20°  1600Im 1100lm  SSR2G2-9402013N-WB

36°  1600im 1200m  SSR2G2-9403613N-WB

45°  1600im 1200m  SSR2G2-9404513N-WB

18 W 21 W 36 V 500mA 90 2700K o  1900Im 1300m  SSR2G2-9272018N-WB
36°  1900Im 1500m  SSR2G2-9273618N-WB
45°  1900Im 1500lm  SSR2G2-9274518N-WB

3000K 20°  2000Im 1400lm  SSR2G2-9302018N-WB
36°  2000m 1600lm  SSR2G2-9303618N-WB
45°  2000Im 1600im  SSR2G2-9304518N-WB
4000K 20°  2200Im 1600lm  SSR2G2-9402018N-WB
36°  2200m 1700m  SSR2G2-9403618N-WB
45°  2200m 1700lm  SSR2G2-9404518N-WB

18 W 15 W 36 V 350mA 90 2700K 20°  1400Im 950m  SSR2G2-9272013N-WC
36°  1400Im 1000lm  SSR2G2-9273613N-WC
45°  1400Im 1000lm  SSR2G2-9274513N-WC

3000K 20°  1500Im 1000im  SSR2G2-9302013N-WC
36°  1500m 1100m  SSR2G2-9303613N-WC
45°  1500lm 1100lm  SSR2G2-9304513N-WC
4000K 20°  1600Im 1100lm  SSR2G2-9402013N-WC
36°  1600m 1200lm  SSR2G2-9403613N-WC
45°  1600Im 1200lm  SSR2G2-9404513N-WC

- 18 W 21 W 36 V 500mA 90 2700K op°  1900Im 1300lm  SSR2G2-9272018N-WC
36°  1900Im 1500lm  SSR2G2-9273618N-WC
45°  1900Im 1500m  SSR2G2-9274518N-WC

Black Reflector

Tuneble Whits 3000K 20°  2000Im 1400m  SSR2G2-9302018N-WC
36°  2000Im 1600m  SSR2G2-9303618N-WC

Sea(DEls GrErEgine e , 45°  2000Im 1600lm  SSR2G2-9304518N-WC
Dark Light Reflector 4000K 20°  2200im 1500lm  SSR2G2-9402018N-WC

36°  2200m 1700lm  SSR2G2-9403618N-WC
45°  2200lm 1700lm  SSR2G2-9404518N-WC

2700K | 20° -25mm 2 13 W 15 W 36 V 350mA 90 2700K 20°  1400im 950m  SSR2G2-9272013N-WW
1BW 5RI90 5000K 9 GILIZEN UGR |os4 . CB c E Cgﬁ u% o 36°  1400m  1000im  SSR2G2-9273613N-WW
18W 2000K 45" s0coamatsopio < 19 .n.er.ek 100 Ciing Thickness 45> 1400Im 1000lm  SSR2G2-9274513N-WW
— 000K 20° 1500 1000m  SSR2G2-9302013N-WW
36° 1500 1100m  SSR2G2-9303613N-WW
45° 1500 1100m  SSR2G2-9304513N-WW
LED Power System Power LED \oltage LED Current CRI CCT Beam LED Output System Output Code 4000K 20° 1600:m 1100Im gg;ggggiggg]gmm
36°  1600Im 1200Im - .
13 W 15 W 36 V 350mA 90 2700K 20°  1400Im 950m - SSR2C2-0272013N-WS 45° 1600 1200m  SSR2G2-9404513N-WW
36° 1400 1000Im R2G2-9273618N-WS T e aaRoeD 0T RN
45°  1400Im 1000im  SSR2G2-9274513N-WS 18 W 21 W 86V S00mA 90 2700K 20-  1900mM 1200 SR GZ oT0 BN Y
3000K 20°  1500im 1000im  SSR2G2-9302013N-WS % 1900m I RSRaGs.05 451 BNWW
R R e AN e 3000K 20° 2000m  1400lm  SSR2G2-9302018N-WW
. > 2000im 1600m  SSR2G2-9303618N-WW
K SeRG O e e i 2000m 1000  SSH202.0304518N-WW
36° 1600 1200Im R2G2-9403613N-W: ) - -
... 45" 1600m 1200im _ SSR2G2-9404513N-WS White Reflector AO000K 207 2200 2% AN
18 W 21 W 36 V 500 mA 90 2700K 20° 1900Im 1300Im SSR2G2-9272018N-WS 45° 2200Im 1700lm SSR2G2-9404518N-WW
360 1900Im 1500m  SSReG2-9273618N-WS e es T SeneaerR TR
45> 1900m 1900im - SSR2G2-9274518N-WS 13 W 15 W 36 V 350mA 90 2700K 20°  1400Im 950im  SSR2G2-9272013N-WG
3000K 20°  2000Im 1400lm  SSR2G2-9302018N-WS e 1aoom 0o SRRsRs e
36° 2000 1600im  SSR2G2-9303618N-WS S 1aoom 000 23R5R5 gsras AN e
Specular Reflector 457 2000m - 1600m - SSR2G2-9304518N-WS 3000K 20° 1500m  1000m  SSR2G2-9302013N-WG
4000K 20°  2200Im 1500im  SSR2G2-9402018N-WS 36°  1500Im 1100m  SSR2G2-9303613N-WG
367 2200m 1700m  SSR2G2-9403618N-WS 45° 1500Im 1100m  SSR2G2-9304513N-WG
. % _2200m ___1700m __ SSR2G2-0404518N-WS 4000K 20°  1600m  1100im  SSR2G2-9402013N-WG
36° 1600 1200m  SSR2G2-9403613N-WG
183 W 15 W 36 V 350mA 90 2700K 20: 1400Im 950Im SSR2G2-9272013N-WM A 1600im 1200lm  SSR2G2-9404513N-WG
M R 18'W 21W 36V 500mA 90 2700K ope  1900lm  1300im  SSR2G2-9272018N-WG
o > 1900Im 1500m  SSR2G2-9273618N-WG
3000K 20°  1500Im 1000m  SSR2G2-9302013N-WM 36 1500 R e
P Hem 22238328283§1§NW 3000K 20°  2000Im 1400lm  SSR2G2-9302018N-WG
oo R R SSs s 5o mn Sumae
36°  1600Im 1200Im -9403613N- . i
45°  1600m 1200m  SSR2G2-9404513N-WM - 4000K 20°  2200Im 1500m  SSR2G2-9402018N-WG
*********************************************************************************** WWhite Reflector 36°  2200m 1700  SSR2G2-9403618N-WG
18 W 21 W 36 V 500mA 90 2700K oge  1900Im 1300m - S5R2G2-9272018N-WM S Sooom o 23RsR5 a0 e
- 1900Im 1500m R2G2-9273618N-WM o zedIm PP ooRetae-9a0ao TOIN
igo 1900Im 1500lm SSR2G2-9274518N-WM Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
3000K 20°  2000Im 1400m  SSR2G2-9302018N-WM
36° 2000Im 1600Im SSR2G2-9303618N-WM Trimless Version available

45°  2000Im 1600im  SSR2G2-9304518N-WM
4000K 20°  2200lm 15600lm  SSR2G2-9402018N-WM
36°  2200Im 1700lm  SSR2G2-9403618N-WM

Matt Reflector
Trimless code for SSR2G2-9303618N-WM = SSR5G2-9303618N-WM

45°  2200Im 1700m  SSR2G2-9404518N-WM 12.5-25mm (@\ 5
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, [ -
Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim) Ceiling Thickness 100

Optional accessary

Trimless code for SSR2G2-9303618N-WM ~ESR2G2-9303618N-WM
N Code for SSR2G2-9303618N-WM with Honeycomb

( ) SSR2G2-9303618N-WM-H ;—25mm &
[Irrra
\_/ 108

Honeycomb Ceiling Thickness

131

m www.nekolighting.com m



NEKO / SENSE 100H /
Fixed LED Downlight

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code

25 W 28 W 36 V 700mA 90 2700K 20°  2400Im 1700lm  SHR2G2-9272025N-WC
36°  2400Im 1900im  SHR2G2-9273625N-WC
45°  2400Im 1900im  SHR2G2-9274525N-WC

3000K 20°  2600Im 1800Im  SHR2G2-9302025N-WC
36°  2600Im 2000lm  SHR2G2-9303625N-WC
45°  2600Im 2000im  SHR2G2-9304525N-WC

4000K 20°  2800Im 1900Im SHR2G2-9402025N-WC
36°  2800Im 2100Im SHR2G2-9403625N-WC
45°  2800Im 2100Im SHR2G2-9404525N-WC

Dark Light Reflector
25 W 28 W 36 V 700mA 90 2700K 20°  2400m 1700Im SHR2G2-9272025N-WW
36°  2400im 1900Im SHR2G2-9273625N-WW
45°  2400im 1900Im SHR2G2-9274525N-WW
3000K 20°  2600im 1800Im SHR2G2-9302025N-WW
36°  2600im 2000Im SHR2G2-9303625N-WW
45°  2600im 2000Im SHR2G2-9304525N-WW
4000K 20°  2800Im 1900Im SHR2G2-9402025N-WW
36°  2800Im 2100Im SHR2G2-9403625N-WW
45°  2800Im 2100Im SHR2G2-9404525N-WW
White Reflector T e
= 25 W 28 W 36 V 700mA 90 2700K 20°  2400Im 1700Im SHR2G2-9272025N-WG
- 36°  2400im 1900Im SHR2G2-9273625N-WG
45°  2400im 1900Im SHR2G2-9274525N-WG
3000K 20°  2600Im 1800Im SHR2G2-9302025N-WG
36°  2600Im 2000Im SHR2G2-9303625N-WG
45°  2600im 2000Im SHR2G2-9304525N-WG
4000K 20°  2800Im 1900Im SHR2G2-9402025N-WG
36°  2800Im 2100Im SHR2G2-9403625N-WG
~ 45°  2800Im 2100Im SHR2G2-9404525N-WG
2700K 20 CITIZEN UGR @ Cg\ §-25mm =S
25W CRI90 3000K | 3 IP54 CE 111 ) . ) .
‘ 5 4000K 45° 50000he|.aos 0 <19 CB ,nmek 100 ' | Gliing Thickness Gold Reflector Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
50 -
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code . : )
Trimless Version available
25 W 28 W 36 V 700mA 90 2700K 20°  2400m 1700Im SHR2G2-9272025N-WS
36°  2400Im 1900Im SHR2G2-9273625N-WS Trimless code for SHR2G2-9304525N-WM - SHR5G2-9304525N-WM
45°  2400m 1900Im SHR2G2-9274525N-WS 5
12.5-25mm -
3000K 20°  2600Im 1800Im SHR2G2-9302025N-WS (1171 Q\%\
36°  2600Im 2000Im SHR2G2-9303625N-WS Ceiling Thickness 100
45°  2600Im 2000Im SHR2G2-9304525N-WS
4000K 20°  2800Im 1900Im SHR2G2-9402025N-WS
36°  2800Im 2100Im SHR2G2-9403625N-WS
457 2800Im 2100im  SHR2G2-9404525N-WS Trimless code for SHR2G2-9304525N-WM — EHR2G2-9304525N-WM
Specular Reflector 1-25mm
ez iy
25 W 28 W 36 V 700mA 90 2700K 20°  2400m 1700Im SHR2G2-9272025N-WM Ceiling Thickness 108 [
36°  2400m 1900Im SHR2G2-9273625N-WM 0148
45°  2400m 1900Im SHR2G2-9274525N-WM
3000K 20°  2600Im 1800Im SHR2G2-9302025N-WM
36°  2600Im 2000Im SHR2G2-9303625N-WM
45°  2600Im 2000Im SHR2G2-9304525N-WM
4000K 20°  2800Im 1900Im SHR2G2-9402025N-WM
36°  2800Im 2100Im SHR2G2-9403625N-WM
45°  2800Im 2100Im SHR2G2-9404525N-WM
1= U ==Y o
25 W 28 W 36 V 700mA 90 2700K 20°  2400Im 1700Im SHR2G2-9272025N-WB
36°  2400m 1900Im SHR2G2-9273625N-WB
45°  2400m 1900Im SHR2G2-9274525N-WB
3000K 20°  2600Im 1800Im SHR2G2-9302025N-WB
36°  2600Im 2000Im SHR2G2-9303625N-WB
45°  2600Im 2000Im SHR2G2-9304525N-WB
4000K 20°  2800Im 1900Im SHR2G2-9402025N-WB
36°  2800Im 2100Im SHR2G2-9403625N-WB
45°  2800Im 2100Im SHR2G2-9404525N-WB
Black Reflector Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

Optional accessary

Code for SHR7G2-9304525N-WM with Honeycomb
O SHR7G2-9304525N-WM-H

Honeycomb

063 www.nekolighting.com m



NEKO / SENSE 100/
Fixed LED Downlight

LED Power System Power LED \bltage LED Current CRI CCT Beam LED Output System Output Code

183w 15 W 36 V 350mA 90 2700K 20°  1400Im 950lm  SSS2G2-9272013N-WB
36°  1400m 1000im  S882G2-9273613N-WB

45°  1400lm 1000im  S882G2-9274513N-WB

3000K 20°  1500Im 1000m  SSS2G2-9302013N-WB

36°  1500m 1100lm  SSS2G2-9303613N-WB

45°  1500lm 1100m  SS8S82G2-9304513N-WB

4000K 20°  1600Im 1100lm  SSS2G2-9402013N-WB

36°  1600im 1200lm  SSS82G2-9403613N-WB

45°  1600im 1200m  SSS2G2-9404513N-WB

18 W 21 W 36 V 500mA 90 2700K o  1900Im 1300im  S882G2-9272018N-WB
36°  1900Im 1600m  S882G2-9273618N-WB
45°  1900Im 1600im  S882G2-9274518N-WB

3000K 20°  2000Im 1400lm  SSS2G2-9302018N-WB
36°  2000m 1600Im  SSS2G2-9303618N-WB
45°  2000Im 1600im  SS8S82G2-9304518N-WB
4000K 20°  2200Im 1600lm  SS82G2-9402018N-WB
36°  2200m 1700m  SS882G2-9403618N-WB
45°  2200m 1700lm  S882G2-9404518N-WB

18 W 15 W 36 V 350mA 90 2700K 20°  1400Im 950lm  S882G2-9272013N-WC
36°  1400Im 1000m  S882G2-9273613N-WC
45°  1400Im 1000lm  SS82G2-9274513N-WC

3000K 20°  1500Im 1000lm  S882G2-9302013N-WC

36°  1500m 1100lm  S882G2-9303613N-WC

45°  1500lm 1100lm  S8S82G2-9304513N-WC

4000K 20°  1600Im 1100lm  S8S82G2-9402013N-WC

| 36°  1600m 1200lm  SS882G2-9403613N-WC

i " 45°  1600Im 1200lm  S882G2-9404513N-WC

18 W 21 W 36 V 500mA 90 2700K op°  1900Im 1800Im  S882G2-9272018N-WC
36°  1900Im 1500lm  S882G2-9273618N-WC
45°  1900Im 1500im  SS82G2-9274518N-WC

Black Reflector

Tuneble Whits 3000K 20°  2000Im 1400m  $SS2G2-9302018N-WC
36°  2000Im 1600im  SSS2G2-9303618N-WC

e S S T , 45°  2000im 1600Im  SSS2G2-9304518N-WC
Dark Light Reflector 4000K 20°  2200Im 1500m  SSS2G2-9402018N-WC

36°  2200m 1700lm  SSS2G2-9403618N-WC
45°  2200Im 1700lm  SSS82G2-9404518N-WC

2700K | 20° -25mm 2 13 W 15 W 36 V 350mA 90 2700K 20°  1400im 950Im  SSS2G2-9272013N-WW
13W GRIg0 3000K 20 iab, UGR 1pey . CB CE Aéﬁ o 36°  1400m  1000m  S5S52G2-9273613N-WW
18W 2000K 45" s0coamatsopio < 19 .n.er.ek 96X96  Giing Thickness 45> 1400Im 1000m  SSS2G2-9274513N-WW
JE— 3000K 20°  1500Im 1000m  SSS2G2-9302013N-WwW
36°  1500Im 1100m  SSS2G2-9303613N-WW
45°  1500im 1100m  SSS2G2-9304513N-WwW
LED Power System Power LED \oltage LED Current CRI CCT Beam LED Output System Output Code 4000K 20° 1600:m 1100Im ggg%gggﬁg%g}gmm
36°  1600Im 1200im - -

13 W 15 W 36V 350mA 90 2700K 20°  1400im 950Im gggzgz-gzmmw-wg 45°  1600Im 1200m  SSS2G2-9404513N-WW
36°  1400Im 1000Im 2G2-9273613N-WS T T aaomn 057501 AN
45°  1400im 1000im  SSS2G2-9274513N-WS 8 W 21 W 86V S00mA 90 2700K 20-  1900mM 1200 Rk SN

3000K 20°  1500im 1000lm  $SS2G2-9302013N-WS ig° 1900Im 1500@ 235509997451 8N-WW
I o R e e 000K 20° 2000m  1400m  SSS2G2-9302018N-WW
. ° 2000Im 1600m  SSS2G2-9303618N-WW
B A I TV 7o 5000 1oo0m  S385G5-630421BN-WW
36°  1600im 1200Im 2G2-9403613N-W. ) - .
A5 j00m  1200m  SSSHG2-0404513N-WS Whte Refector 4000K 207 2200m 1500 SSSAGZ-94CP0IEN-WY

18 W 21 W 36 V 500mA 90 2700K op°  1900Im 1800Im  S882G2-9272018N-WS 45°  2200Im 1700lm  SSS2G2-9404518N-WW
560 1900Im 1500m  SSS2G2-9273618N-WS o e T e merE e e
45> 1900Im 1800Im  S9S2G2-9274518N-WS 13 W 15 W 36 V 350mA 90 2700K 20°  1400Im 950Im  $852G2-9272013N-WG

3000K 20°  2000Im 1400im  SSS2G2-9302018N-WS %6°  1400im 1000im 998505997361 3N-WG

36°  2000Im 1600m  SSS2G2-9303618N-WS a5 1400 1000Im 85850505y AR 1SN WG

Specular Reflector 457 2000m - 1600im - SSS2G2-9304518N-WS 3000K 20° 1500m  1000m  SSS2G2-9302013N-WG
4000K 20°  2200Im 1500m  SSS82G2-9402018N-WS 36°  1500Im 1100lm  SSS2G2-9303613N-WG

367 2200im 1700m  S§52G2-9403618N-WS 45°  1500im 1100lm  S$SS2G2-9304513N-WG

o llll______....% 2200m_ ___ 1700m __ S552G2-9404518N-WS 4000K 20°  1600im  1100im  SSS2G2-9402013N-WG

36°  1600im 1200m  SSS2G2-9403613N-WG

13 W 15 W 36 V 350mA 90 2700K 20°  1400Im 950Im  SSS2G2-9272013N-WM o as 1600m 1200im  SSS2G2-9404513N-WG
M e N 18 W 21W 86V S00mA 90 2700K por  1900im  1300m  SSS2G2-9272018N-WG

. - 1900Im 1500m  SSS2G2-9273618N-WG
800OK 20°  1500Im 1000Im ssszez-%ozmswwm igc 1500m OO BRes e e NG
f{go 1288Im 1188Im éééégézgggiglgmw 3000K 20°  2000Im 1400m  SSS2G2-9302018N-WG
o IR 0N St st Bomnm mn S
36°  1600im 1200Im -9403613N- _ -
45°  1600Im 1200m  SSS2G2-9404513N-WM : 4000K 20°  2200Im 1500m  SSS2G2-9402018N-WG
*********************************************************************************** \White Reflector 36°  2200im 1700m  5SS2G2-9403618N-WG
> 1900Im 1500Im 2G2-9273618N-WM o o e T Sonelaergiuas TOTEIY:
igo 1900Im 1500lm SSS2G2-9274518N-WM Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
3000K 20°  2000Im 1400im  SSS2G2-9302018N-WM
36°  2000im 1600m  SSS2G2-9303618N-WM Trimless Version available

45°  2000Im 1600Im  SSS2G2-9304518N-WM
4000K 20°  2200lm 1600lm  SS8S52G2-9402018N-WM
36°  2200Im 1700m  SSS2G2-9403618N-WM

Matt Reflector
Trimless code for SSS2G2-9303618N-WM - SSS5G2-9303618N-WM

45°  2200im 1700Im SS852G2-9404518N-WM 12.5-25mm
77777777777777777777777777777777777777777777777777777777777777777777777777777777777 771
Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim) Ceiling Thickness 96x96

Optional accessary

Trimless code for SSS2G2-9303618N-WM +~ESS2G2-9303618N-WM

N Code for SSS2G2-9303618N-WM with Honeycomb
SSS2G2-9303618N-WM-H 1-25mm

( \ ®
\ |
I Z Z 1 [
H:n\e;oéb Ceiling Thickness m)d 04

m www.nekolighting.com m
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NEKO / SENSE 100H/
Fixed LED Downlight

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code

25 W 28 W 36 V 700mA 90 2700K 20°  2400Im 1700lm  SHS2G2-9272025N-WC
36°  2400Im 1900lm  SHS2G2-9273625N-WC
45°  2400Im 1900im  SHS2G2-9274525N-WC

3000K 20°  2600Im 1800Im  SHS2G2-9302025N-WC
36°  2600Im 2000lm  SHS2G2-9303625N-WC
45°  2600Im 2000im  SHS2G2-9304525N-WC

4000K 20°  2800Im 1900Im SHS2G2-9402025N-WC
36°  2800Im 2100Im SHS2G2-9403625N-WC
45°  2800Im 2100Im SHS2G2-9404525N-WC

Dark Light Reflector

25 W 28 W 36 V 700mA 90 2700K 20°  2400m 1700Im SHS2G2-9272025N-WW

36°  2400Im 1900Im SHS2G2-9273625N-WW

45°  2400im 1900Im SHS2G2-9274525N-WW

3000K 20°  2600im 1800Im SHS2G2-9302025N-WW

36°  2600im 2000Im SHS2G2-9303625N-WW

45°  2600im 2000Im SHS2G2-9304525N-WW

4000K 20°  2800Im 1900Im SHS2G2-9402025N-WW

36°  2800Im 2100Im SHS2G2-9403625N-WW

45°  2800Im 2100Im SHS2G2-9404525N-WW

Whie Reflector

‘ 25 W 28 W 36 V 700mA 90 2700K 20°  2400Im 1700lm  SHS2G2-9272025N-WG
36°  2400Im 1900m  SHS2G2-9273625N-WG
45°  2400Im 1900m  SHS2G2-9274525N-WG

3000K 20°  2600Im 1800Im  SHS2G2-9302025N-WG
36°  2600Im 2000im  SHS2G2-9303625N-WG
45°  2600Im 2000im  SHS2G2-9304525N-WG

4000K 20°  2800Im 1900m  SHS2G2-9402025N-WG
36°  2800Im 2100lm  SHS2G2-9403625N-WG
45°  2800Im 2100m  SHS2G2-9404525N-WG

~
0

2700K 20' CITIZEN uGR Zgﬁ -25mm o W
CRI9O A [ss]
‘25W 3000K 3. maemmma _1g IPS4 CB CE 4 9BX96  Gling Trickness o e Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
t
107x107 © erector
LED Power System Power LED Voltage LED Current CRI CCT Beam LEDOutput System Output Code . . .
Trimless Version available
25 W 28 W 36V 700mA 90 2700K 20°  2400Im 1700m  SHS2G2-9272025N-WS
36°  2400im 1900m  SHS2G2-9273625N-WS Trimless code for SHS2G2-9304525N-WM —+ SHS5G2-9304525N-WM
45°  2400im 1900im  SHS2G2-9274525N-WS
12.5-25mm
3000K 20°  2600Im 1800Im  SHS2G2-9302025N-WS o
36° 2600Im 2000Im SHS2G2-9303625N-WS Ceiling Thickness 96x96
45" 2600Im 2000lm  SHS2G2-9304525N-WS
4000K 20°  2800Im 1900lm  SHS2G2-9402025N-WS
36°  2800im 2100m  SHS2G2-9403625N-WS
45°  2800m  2100m  SHS2G2-9404525N-WS Trimless code for SHS2G2-9304525N-WM -» EHS2G2-9304525N-WM
Specular Reflector Tt oo 1-25mm 5
1711
25 W 28 W 36V 700mA 90 2700K 20°  2400Im 1700Im  SHS2G2-9272025N-WM Ceiing Thickness 104x104 ==
36" 2400Im 1900m  SHS2G2-9273625N-WM IO
45" 2400Im 1900m  SHS2G2-9274525N-WM
3000K 20°  2600Im 1800lm  SHS2G2-9302025N-WM
36°  2600im 2000lm  SHS2G2-9303625N-WM
45°  2600im 2000lm  SHS2G2-9304525N-WM
4000K 20°  2800Im 1900Im  SHS2G2-9402025N-WM
36" 2800Im 2100lm  SHS2G2-9403625N-WM
45° 2800im 2100lm  SHS2G2-9404525N-WM
Matt Refector
25 W 28 W 36V 700mA 90 2700K 20°  2400Im 1700m  SHS2G2-9272025N-WB
36" 2400Im 1900m  SHS2G2-9273625N-WB
45" 2400Im 1900m  SHS2G2-9274525N-WB
3000K 20°  2600Im 1800lm  SHS2G2-9302025N-WB
36°  2600im 2000m  SHS2G2-9303625N-WB
45°  2600im 2000lm  SHS2G2-9304525N-WB
4000K 20°  2800Im 1900Im  SHS2G2-9402025N-WB
36" 2800Im 2100lm  SHS2G2-9403625N-WB
45°  2800im 2100lm  SHS2G2-9404525N-WB
Black Reflector Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

Optional accessary

Code for SHS2G2-9304525N-WM with Honeycomb
O SHS2G2-9304525N-WM-H

Honeycomb

067 www.nekolighting.com 068
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NEKO / SENSE 100/
Wall Washer LED Downlight

Tunable Whits

See Details @www.nekolighting.com

131

NEKO / SENSE 100H /
Wall Washer LED Downlight

~
Te)

13W 2700K ‘ CITIZEN “ ‘ c € @ ‘ Cgﬁ -25mm
CRI90 3000K = [P 54 é ENUS D% 1
‘18W 4000K 50,000n@L80B10 CB = intertek 100 ~ | Ceiling Thickness
@110
LED Power System power LED Voltage LED Current CRI CCT Beam  LEDOQutput System Output Code
13 W 15 W 36 V 350mA 90 2700K Wall Washer 1400im 650Im SSR3G2-927WW13N-WM

3000K Wall Washer 1500im  680im  SSR3G2-930WW13N-WM
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, 4000K Wall Washer 1600im ___750im __ SSR3G2-940WW13N-WM
18 W 21 W 36V 500mA 90 2700K Wal Washer 1900im  850im  SSR3G2-927WW18N-WM
3000K Wall Washer 2000im ~ 900im  SSR3G2-930WW18N-WM

4000K Wall Washer 2200im ~ 1000im  SSR3G2-940WW18N-WM

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

Matt Reflector

Trimless Version available

Trimless code for SSR3G2-930WW13N-WM - SSR6G2-930WW13N-WM

12.5-256mm

1111
Ceiling Thickness 100

Trimless code for SSR3G2-930WW13N-WM - ESR3G2-930WW13N-WM

1-25mm
dﬁ [rrr1
Ceiling Thickness 108

071

2700K ITIZEN O -26mm |2
3000k /| SEEEEER 1p5a (B CE & . o
4000K 50,000h@L80B10 S intertek 100 ~ | Céiling Thickness
2110
LED Power System power LED Voltage LED Current CRI CCT Beam LEDOutput System Output Code
25 W 28 W 36 V 700 mA 90 2700K Wall Washer 2400Im 1000lm  SHR3G2-927WW25N-WM

3000K Wall Washer 2600Im 1100lm  SHR3G2-930WW25N-WM
4000K Wall Washer 2800Im 1200lm  SHR3G2-940WW25N-WM

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

Matt Reflector

Trimless Version available

Trimless code for SHR3G2-930WW25N-WM = SHR6G2-930WW25N-WM

12.5-25mm

7172
Ceiling Thickness 100

Trimless code for SHR3G2-930WW25N-WM -+ EHR3G2-930WW25N-WM

1-25mm
gm o C[%\
Ceiling Thickness 108
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NEKO / SENSE 100/
Wall Washer LED Downlight

Tunable Whits

See Details @www.nekolighting.com

13W 2700K CITIZEN 25mm | ©
18 CRI90 3000K ‘ SaeT)
4000K 50000h@Lsoa1o 96X96 | Cailing Thickness
~107x107
LED Power System power LED Voltage LED Current CRI CCT Beam  LEDOQutput System Output Code

NEKO / SENSE 100H /
Wall Washer LED Downlight

13 W 15 W 36 V 350mA 90 2700K Wall Washer 1400Im 650Im
3000K Wall Washer 1500Im 680Im
4000K Wall Washer 1600Im 750im

18 W 21 W 36 V 500 mA 90 2700K Wall Washer 1900Im 850Im
3000K Wall Washer 2000Im 900Im
4000K Wall Washer 2200Im 1000Im

SS83G2-927WW13N-WM
SSS3G2-930WW13N-WM
SS83G2-940WW13N-WM

SS83G2-927WW18N-WM
SSS3G2-930WW18N-WM
SSS3G2-940WW18N-WM

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

Matt Reflector

Trimless Version available

Trimless code for SSS3G2-930WW13N-WM - SSS6G2-930WW13N-WM

12.5-25mm
1171

Ceiling Thickness 96x96

Trimless code for SSS3G2-930WW13N-WM - ESS3G2-930WW13N-WM

-25mm
) i
Cailing Thickness 104x104

131

131

141x141

~
2700K CITIZEN -25mm 2
3000K ‘ 1111
4000K 50000h@Lsoa1o 96x96 | Cailing Thickness
107x107
LED Power System power LED Voltage LED Current CRI CCT Beam LEDOutput System Output Code
25 W 28 W 36 V 700 mA 90 2700K Wall Washer 2400Im 1000lm  SHS3G2-927WW25N-WM

3000K Wall Washer 2600Im 1100lm  SHS3G2-930WW25N-WM
4000K Wall Washer 2800Im 1200lm  SHS3G2-940WW25N-WM

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

Matt Reflector

Trimless Version available

Trimless code for SHS3G2-930WW13N-WM = SHS6G2-930WW13N-WM

12.5-256mm
172
Ceiling Thickness 96x96

Trimless code for SHS3G2-930WW13N-WM - EHS3G2-930WW13N-WM

—25mm
Celhng Th\ckness &Hﬂ 04

91x91
141x141
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NEKO / SENSE
Project: InterContinental Hefei,China
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NEKO / SENSE 125/
Adjustable LED Downlight

LED Power System Power LED \bltage LED Current CRI CCT Beam LED Output System Output Code

18 W 21 W 36 V 500mA 90 2700K 20°  1900Im 1500m SMR1G2-9272018N-WB
38°  1900Im 1500Im SMR1G2-9273818N-WB
50°  1900Im 1300m  SMR1G2-9275018N-WB

3000K 20°  2000Im 1600Im SMR1G2-9302018N-WB
38°  2000im 1600m  SMR1G2-9303818N-WB
50°  2000Im 1400m  SMR1G2-9305018N-WB
4000K 20°  2200Im 1700m  SMR1G2-9402018N-WB
38°  2200Im 1700m  SMR1G2-9403818N-WB
50°  2200m 1500m  SMR1G2-9405018N-WB

25 W 28 W 36 V 700mA 90 2700K 20  2400Im 2100m  SMR1G2-9272025N-WB
38> 2400Im 2100m  SMR1G2-9273825N-WB

50-  2400im 1900m  SMR1G2-9275025N-WB

3000K 20°  2600Im 2200m  SMR1G2-9302025N-WB

38°  2600Im 2200m  SMR1G2-9303825N-WB

Black Reflector 50°  2600Im 2000lm  SMR1G2-9305025N-WB
4000K 20°  2800Im 2400m  SMR1G2-9402025N-WB

38°  2800Im 2400m  SMR1G2-9403825N-WB

50°  2800Im 2200m  SMR1G2-9405025N-WB

18 W 21 W 36 V 500mA 90 2700K 20°  1900im 1500m  SMR1G2-9272018N-WC
38°  1900Im 1500m  SMR1G2-9273818N-WC

50°  1900Im 1300m  SMR1G2-9275018N-WC

3000K 20°  2000im 1600m  SMR1G2-9302018N-WC

38°  2000Im 1600m  SMR1G2-9303818N-WC

50°  2000Im 1400m  SMR1G2-9305018N-WC

4000K 20°  2200Im 1700m  SMR1G2-9402018N-WC

38°  2200im 1700m  SMR1G2-9403818N-WC

50°  2200im 1500m  SMR1G2-9405018N-WC

26 W 28 W 36 V 700mA 90 2700K 20-  2400Im 2100lm  SMR1G2-9272025N-WC
38°  2400m 2100lm  SMR1G2-9273825N-WC
50°  2400Im 1900m  SMR1G2-9275025N-WC

Tunable White 000K 20°  2600Im 2200m  SMR1G2-9302025N-WC
_ - Dark Light Reflector 38°  2600Im 2200m  SMR1G2-9303825N-WC
See Detals @uwwnekolghting.com 50°  2600Im 2000m  SMR1G2-9305025N-WC

4000K 20°  2800Im 2400lm  SMR1G2-9402025N-WC
38°  2800Im 2400lm  SMR1G2-9403825N-WC
50°  2800Im 2200lm  SMR1G2-9405025N-WC

(o} o
2700K 2 somm | 3 18 W 21 W 36 V 500mA 90 2700K 20°  1900Im 1500m  SMR1G2-9272018N-WW
18W crigo 36908 20 CITIZEN UGR pg, . CB (E A & o 38° 1900m  1500m  SMR1G2-9273818N-WW
25W 4000K 5o° 50000h@|.805 0 <19 |ntertek 125 | Céiling Thickness 50° 1900Im 1300im SMR1G2-9275018N-WW
o — 3000K 20°  2000im 1600lm  SMR1G2-9302018N-WW
38°  2000im 1600lm  SMR1G2-9303818N-WW
50°  2000im 1400m  SMR1G2-9305018N-WW
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code 4000K 20°  2200Im 1700Im SMR1G2-9402018N-WW
38°  2200Im 1700m  SMR1G2-9403818N-WW
18 W 21 W 36V 500mA 90 2700K 20° 1888:m 1588:m gmmgg-gggglgmwg 50°  2200im 1500m  SMR1G2-9405018N-WW
38° 1 m 1500Im -927 -ws T T e W ar T oA A On TN B AR DA ONDA S O OABEN AN
50°  1900Im 1300m  SMR1G2-9275018N-WS 2B W 28 W SOV TO0mA S0 2700k Z0- Zaom - SlO0m R G oY
3000K 20°  2000im 1600lm  SMR1G2-9302018N-WS o0 Sa00m I A e A
38°  2000Im 1600im  SMR1G2-9303818N-WS 0 m m
50°  2000Im 1400m  SMR1G2-9305018N-WS White Fefiector 3000K 20°  2600Im 2200lm  SMR1G2-9302025N-WW
4000K 20°  2200Im 1700lm  SMR1G2-9402018N-WS 38°  2600m 2200Im  SMR1G2-9303825N-WW
38° 2200 1700m  SMR1G2-9403818N-WS 507 2600Im 2000m  SMR1G2-9305025N-WW
... 50 200m 1500m  SMR1G2-9405018N-WS 4000K ggo gggg:m gjgg:m gmmgg‘gjgggggm‘m
25 W 28W 86V 700mA 90 2700K 20- 2400m  2100m  SMR1G2-9272025N-WS 50° 2800m  9200im  SMR{G2-9405025N-WW
38°  2400im 2100Im gMR182—9273825N—W§ 77777777777777777777777777777777777777777777777777777777777777777777777777777777777
500 2400im 1900lm  SMR1G2-9275025N-W! ;
3000K 20° 2600m  2200m  SMR1G2-9302025N-WS W ZEW. 86V S00mA 90 2700k 20T 1900 o0 G NS
Speclar Reflector 38°  2600im 2200m  SMR1G2-9303825N-WS 2 1o00m 1200m  SMR1Go-027501BNAWG
°07 2600m - 2000m - SMRTG2-9305025N- WS 000K 20° 2000m  1600im  SMR1G2-9302018N-WG
4000K 20°  2800Im 2400lm  SMR1G2-9402025N-WS 38°  2000Im 1600im  SMR1G2-9303818N-WG
38°  2800m 2400Im  SMR1G2-9408825N-WS 50°  2000im 1400m  SMR1G2-9305018N-WG
B0 2800m 2200im  SMR1G2-9405025N-WS 4000K 20°  2200im 1700m  SMR1G2-9402018N-WG
38°  2200Im 1700m  SMR1G2-9403818N-WG
18 W 21 W 36 V 500mA 90 2700K 20°  1900Im 1500Im gMR182—9272018N—WM 50°  2200Im 1500m  SMR1G2-9405018N-WG
38°  1900im 1500m  SMRIG2-9273818N-WM R e T e e
o 1900Im 1200  SMR1Go-927E0 BN WM 25 W 28 W 36 V 700mA 90 2700K 20-  2400im 2100Im SME1GZ—9272025N—WG
3000K 20°  2000Im 1600lm  SMR1G2-9302018N-WM 38 2400m 2100m  SMR1G2-9273825N-WG
38"  2000m  1600im  SMR1G2-9303818N-WM 50-  2400m  1900m  SMR1G2-9275025N-WG
50°  2000im 1400lm  SMR1G2-9305018N-WM 3000K  20°  2600Im 2200lm  SMR1G2-9302025N-WG
4000K 20°  2200Im 1700m  SMR1G2-9402018N-WM 387 2600m 2200m  SMR1G2-9303825N-WG
Gold Reflector B
38°  2200Im 1700m  SMR1G2-9403818N-WM 50°  2600im 2000im  SMR1G2-9305025N-WG
. ......o.80° 2200m 1500m  SMR1G2-9405018N-WM 4000K ggo gggg:m gjgg:m gmmgg'gjgggggm'wg
m m -! -
25 W 28 W 36 V 700mA 90 2700K 20-  2400Im 2100m  SMR1G2-9272025N-WM .
38 2400im 2100m  SMR1G2-9273825N-WM 507 2800m 2200m  SMR1G2-9405025N-WG
50°  2400Im 1900Im  SMR1G2-9275025N-WM Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
3000K 20°  2600Im 2200Im SMR182—9302025N»WM
38°  2600Im 2200m  SMR1G2-9303825N-WM Trimless Versi bl
50°  2600Im 2000m  SMR1G2-9305025N-WM fimiess Yorsion avalabe
Matt Reflector 4000K 20°  2800Im 2400lm  SMR1G2-9402025N-WM .
2> 5a00Im SA00I SMRGo-040a80 N Trimless code for SMR1G2-9305025N-WM — SMR4G2-9304025N-WM
o507 2800m 2200m  SMR1G2-9405025N-WM 12.5-25mm &\
[rrra
Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim) Gliing Thickness 130
Optional accessary
| Code for SMR1G2-0405025N-WM with Honeycomb Trimless code for SMR1G2-9305025N-WM — EMR1G2-9305025N-WM i
() SMR1G2-9405025N-WM-H -30mm & 2
[Irrra
H:n\e;oéb Ceiling Thickness 132
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NEKO / SENSE 125/
Adjustable LED Downlight

LED Power System Power LED \bltage LED Current CRI CCT Beam LED Output System Output Code

18 W 21 W 36 V 500mA 90 2700K 20°  1900Im 1500m SMS1G2-9272018N-WB
38°  1900Im 1500Im SMS1G2-9273818N-WB
50°  1900Im 1300m  SMS1G2-9275018N-WB

3000K 20°  2000Im 1600Im SMS1G2-9302018N-WB
38°  2000im 1600m  SMS1G2-9303818N-WB
50°  2000Im 1400m  SMS1G2-9305018N-WB
4000K 20°  2200Im 1700lm  SMS1G2-9402018N-WB
38°  2200Im 1700lm  SMS1G2-9403818N-WB
50°  2200m 1500m  SMS1G2-9405018N-WB

25 W 28 W 36 V 700mA 90 2700K 20-  2400Im 2100lm  SMS1G2-9272025N-WB
38 2400m 2100lm  SMS1G2-9273825N-WB
50°  2400Im 1900m  SMS1G2-9275025N-WB

3000K 20°  2600Im 2200lm  SMS1G2-9302025N-WB

Black Reflector 38°  2600Im 2200lm  SMS1G2-9303825N-WB
50°  2600Im 2000lm  SMS1G2-9305025N-WB

4000K 20°  2800Im 2400lm  SMS1G2-9402025N-WB

38°  2800Im 2400lm  SMS1G2-9403825N-WB

50°  2800Im 2200lm  SMS1G2-9405025N-WB

18 W 21 W 36 V 500mA 90 2700K 20°  1900Im 1500m  SMS1G2-9272018N-WC
38°  1900Im 1500m  SMS1G2-9273818N-WC
50°  1900Im 1800m  SMS1G2-9275018N-WC

3000K 20°  2000Im 1600m  SMS1G2-9302018N-WC
38°  2000im 1600lm  SMS1G2-9303818N-WC
50°  2000Im 1400lm  SMS1G2-9305018N-WC
4000K 20°  2200Im 1700m  SMS1G2-9402018N-WC
38°  2200m 1700m  SMS1G2-9403818N-WC
50°  2200Im 1500m  SMS1G2-9405018N-WC

“ 26 W 28 W 36 V 700mA 90 2700K 20-  2400Im 2100lm  SMS1G2-9272025N-WC
38°  2400m 2100lm  SMS1G2-9273825N-WC
50°  2400Im 1900m  SMS1G2-9275025N-WC

Tunable White 000K 20°  2600Im 2200m  SMS1G2-9302025N-WC
_ - Dark Light Reflector 38°  2600Im 2200m  SMS1G2-9303825N-WC
See Detals @uwwnekolghting.com 50°  2600Im 2000m  SMS1G2-9305025N-WC

4000K 20°  2800Im 2400lm  SMS1G2-9402025N-WC
38°  2800Im 2400lm  SMS1G2-9403825N-WC
50°  2800Im 2200lm  SMS1G2-9405025N-WC

2700K 20 80mm | © 18 W 21 W 36 V 500mA 90 2700K 20°  1900Im 1500m  SMS1G2-9272018N-WW
18W  pi90 3000K a5 arlZEN UGR |p5s . CB c E ZEﬁ D% b 38° 1900 1500m  SMS1G2-9273818N-WW
25W 4000K & ooonosasio <19 .n.e,,ek 122x122 | Cling Thickness 50°  1900Im 1300lm  SMS1G2-9275018N-WW
—— 3000K 20°  2000Im 1600Im  SMS1G2-9302018N-WW
154x134 38°  2000Im 1600lm  SMS1G2-9303818N-WW
50°  2000Im 1400lm  SMS1G2-9305018N-WW
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code 4000K 20°  2200Im 1700Im SMS1G2-9402018N-WW
38°  2200im 1700lm  SMS1G2-9403818N-WW
18 W 21 W 36V 500mA 90 2700K 20°  1900im 1500lm  SMS1G2-9272018N-WS B0 2200m 1500im  SMS1G2-9405018N-WW
30 1900m - 1500im - SMS1G2-9278818N-WS 25 W 28 W 36V  700mA 90 2700K 20- 2400m  2100m  SMS1G2-9272025N-WW
507 1900im - 1300m - SMS1G2-9275018N-WS 38-  2400m  2100m  SMS1G2-9273825N-WW
3000K 20°  2000im 1600lm  SMS1G2-9302018N-WS 200 5400im o0 SMS1Gs 05T a0oEN VW
?,%o SSSSIQ 15288Im Smggézgggggl SN:W% , 3000K 20°  2600Im 2200lm  SMS1G2-9302025N-WW
o White Reflector 38°  2600im 2200m  SMS1G2-9303825N-WW
4000207 2200 1790 MS1G2i0a0IeN e 50°  2600Im 2000m  SMS1G2-9305025N-WW
38°  2200im 1700Im MS1G2-9403818N-W - -
0 200m  1500m  SMSIG2-9405018N-WS 4000K 20°  2800Im 2400  SMS1G2-0400P5N-WWY
25 W 28 W 36V 700mA 90 2700K 20- 2400m  2100m  SMS1G2-9272025N-WS 200 2500m  2500im  GMS1GS-O4050oSNAWW
38> 2400im 2100lm  SMS1G2-9273825N-WS o o eall Sl Taere e
50- 2400m 1900im - SMS1G2-9275025N-WS 18 W 21 W 36 V 500mA 90 2700K 20°  1900Im 1500lm  SMS1G2-9272018N-WG
000K 20°  2600Im 2200lm  SMS1G2-9302025N-WS S50 16001 00m MR 1G99y a8 AN-WG
Speclar Reflector e gggg:m gggg:m gmg] gggggggggmwg 50°  1900Im 1300m  SMS1G2-9275018N-WG
, m m . - 3000K 20°  2000Im 1600Im  SMS1G2-9302018N-WG
4000K 20 2800Im 2400Im SMS1G2-9402025N-WS 38°  2000Im 1600Im SMS1G2-9303818N-WG
38°  2800m 2400Im  SMS1G2-9403825N-WS 50°  2000im 1400m  SMS1G2-9305018N-WG
o507 2800m 2200m  SMS1G2-9405025N-WS 4000K 20°  2200Im 1700im  SMS1G2-9402018N-WG
- 38°  2200im 1700m  SMS1G2-9403818N-WG
18 W 21w 36V 500mA 90 2700K ggo 1888:”‘ ]ggglm gmggggggglgmwm ,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, 50° 2200m 1500Im  SMS1G2-9405018N-WG
. m m i i 25 W 28 W 36V 700mA 90 2700K 20-  2400Im 2100lm  SMS1G2-9272025N-WG
50°  1900Im 1300lm  SMS1G2-9275018N-WM Y I VRN
3000K 20°  2000Im 1600Im §M§1g2-930201 8N-WM 0 5 400@ 1900|m SMS 10297 709N WG
38° 2000l 1600l MS1G2-9303818N-WM ° . -
S 2000m 1400 SMS162-9305018N-WM 000K 20° 2600  2200m  SMS1G2-9302025N-WG
4000K 20°  2200Im 1700m  SMS1G2-9402018N-WM Gold Reflector 387 2600m 2200m  SMS1G2-9303825N-WG
38°  2200lm 1700lm SMS1G2-9403818N-WM eTiectol 50c 2600Im 2000Im SMS1G2-9305025N-WG
. o...ok0° 2200m 1500im  SMS1G2-9405018N-WM 4000K ggo gggg:m gjgg:m gmgqgggjgggggmwg
m m -! -
25 W 28 W 36V 700mA 90 2700K 20-  2400im 2100m  SMS1G2-9272025N-WM .
38 2400im 2100m  SMS1G2-9273825N-WM 507 2800m 2200m  SMS1G2-9405025N-WG
50> 2400Im 1900im  SMS1G2-9275025N-WM Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
3000K 20°  2600Im 2200Im gMg1g2—9302025N»WM
38° 2600Im 2200Im MS1G2-9303825N-WM Trimless Versi ilabl
50°  2600Im 2000m  SMS1G2-9305025N-WM fimiess Yorsion avalabe
Matt Reflector 4000K 20°  2800im 2400m  SMS1G2-9402025N-WM -
38°  2800Im 2400lm  SMS1G2-9403825N-WM Trimless code for SMS1G2-9305025N-WM —»~SMS4G2-9304025N-WM
o507 2800m 2200m  SMS1G2-9405025N-WM 12.5-25mm o
. ‘ , . (axma) 2 TG
Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim) Céiling Thickness 122x122 TR &
T20x120!
200x200
Optional accessary
| Codefor SMS1G2-0405025N-WM with Honeycomb Trimless code for SMS1G2-9305025N-WM —» EMS1G2-9305025N-WM R
( 3‘ SMS1G2-9405025N-WM-H fZI—SOmm 5
[Irrra
H:n\e;oéb Ceiling Thickness mx1 30
T

079 www.nekolighting.com 080



NEKO / SENSE 125/
Fixed LED Downlight

LED Power System Power LED \bltage LED Current CRI CCT Beam LED Output System Output Code

18 W 21 W 36 V 500mA 90 2700K 24°  1900Im 1400Im SMR2G2-9272018N-WB
36°  1900m 1400m  SMR2G2-9273618N-WB
45°  1900Im 1200m  SMR2G2-9274518N-WB

3000K 24 2000Im 1500m  SMR2G2-9302018N-WB
36°  2000m 1500m  SMR2G2-9303618N-WB
45°  2000lm 1300m  SMR2G2-9304518N-WB
4000K 24°  2200Im 1600m  SMR2G2-9402018N-WB
36°  2200Im 1600m  SMR2G2-9403618N-WB
45°  2200m 1400m  SMR2G2-9404518N-WB

25 W 28 W 36 V 700mA 90 2700K 24°  2400Im 2000m  SMR2G2-9272025N-WB
36°  2400Im 2000m  SMR2G2-9273525N-WB
45°  2400Im 1800m  SMR2G2-9274525N-WB

3000K 24°  2600Im 2100m  SMR2G2-9302025N-WB

36°  2600Im 2100m  SMR2G2-9303625N-WB

Black Reflector 45°  2600im 1900lm  SMR2G2-9304525N-WB
4000K 24°  2800Im 2300m  SMR2G2-9402025N-WB

36°  2800Im 2300m  SMR2G2-9403625N-WB

45°  2800Im 2050m  SMR2G2-9404525N-WB

18 W 21 W 36 V 500mA 90 2700K 24°  1900im 1400m  SMR2G2-9272018N-WC
36°  1900Im 1400m  SMR2G2-9273618N-WC
45°  1900im 1200m  SMR2G2-9274518N-WC

3000K 24  2000im 1500m  SMR2G2-9302018N-WC
36°  2000Im 1500m  SMR2G2-9303618N-WC
45°  2000Im 1300m  SMR2G2-9304518N-WC
4000K 24°  2200Im 1600m  SMR2G2-9402018N-WC
36°  2200im 1600m  SMR2G2-9403618N-WC
45°  2200Im 1400m  SMR2G2-9404518N-WGC

S 26 W 28 W 36 V 700mA 90 2700K 24°  2400Im 2000lm  SMR2G2-9272025N-WC
B 36°  2400m 2000im  SMR2G2-9273525N-WC
45°  2400m 1800m  SMR2G2-9274525N-WC

Tuneble Whts 3000K 24°  2600Im 2100im  SMR2G2-9302025N-WGC
: - Dark Light Reflector 36° 2600 2100m  SMR2G2-9303625N-WC
See Detais @wviw.nekolghting.com 45° 2600 1900m  SMR2G2-9304525N-WC

4000K 24°  2800Im 2300m  SMR2G2-9402025N-WC
36°  2800Im 2300lm  SMR2G2-9403625N-WC

M[Hljml ,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, 457 2800m 2050im  SMR2G2-9404525N-WC
(o}
0w
2700K o -30mm 2 18 W 21 W 36 V 500mA 90 2700K 24°  1900im 1500m  SMR2G2-9272018N-WW
18W GRig0 3000K 6 ~ameity UGR o5, . CB c E & D% o 36°  1900m  1500im  SMR2G2-9273618N-WW
26W 2000K 4-  socoamatsoeio < 19 ..,.er.ek 125 | Gliing Thickness 45°  1900Im 1300m  SMR2G2-9274518N-WW
G 3000K 24  2000Im 1600lm  SMR2G2-9302018N-WW
36°  2000im 1600lm  SMR2G2-9303618N-WW
45°  2000im 1400m  SMR2G2-9304518N-WW
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code 4000K 24°  2200lm 1700Im SMR2G2-9402018N-WW
36°  2200im 1700m  SMR2G2-9403618N-WW
18 W 21 W 36 V 500mA 90 2700K 24: 1900Im 1400im SMR2G2-9272018N-WS 4 2200m 1500im  SMR2G2-9404518N-WW
860 1900m - 1400m - SMR2G2-92736T8N-WS 25 W 28W 36V 700mA 90 2700K 24° 2400lm  2100m  SMR2G2-9272025N-WW
45°  1900Im 1200lm  SMR2G2-9274518N-WS S50 5400l 51001 MRSt B9 raooan
3000K 24 2000im 1500m  SMR2G2-9302018N-WS 25 5400 000m  SMRIGS-0PrARoaN AW
ﬁgo 5888Im 1288Im 3%23822828221 SH:WS , 3000K 24°  2600Im 2200lm  SMR2G2-9302025N-WW
o White Reflector 36°  2600im 2200lm  SMR2G2-9303625N-WW
4000K 24 2200:m 1600:m gMR282—9402018N—W§ o eom 2200m - S22 oS0382oN W
36°  2200im 1600Im MR2G2-9403618N-W - -
.47 2200m 1400m  SMR2G2-9404518N-WS 4000K ggf gggg:m gjgg:m gmgggg'gjgggggm'm
25 W 28 W 36 V 700mA 90 2700K 24° 2400lm 2000Im SMR2G2-9272025N-WS 45° 2800Im 2200|m SMR2G2:9404525N:WW
36°  2400im 2000m  SMR2G2-9273525N-WS e oI e T SVIRE eI e o T
457 2400im 1800im - SMR2G2-9274525N-WS 18 W 21 W 36 V 500mA 90 2700K 24°  1900im 1500m  SMR2G2-9272018N-WG
3000K 24°  2600Im 2100m  SMR2G2-9302025N-WS 25 1900im 200m SMR2G2-9273618N-WG
36°  2600im 2100lm  SMR2G2-9303625N-WS . i i
Specular Reflector o 45 1900Im 1300Im SMR2G2-9274518N-WG
457 2600Im 1900im  SMR2G2-9304525N-WS 3000K 24  2000im 1600m  SMR2G2-9302018N-WG
4000K 24 2800Im 2300im  SMR2G2-9402025N-WS 36°  2000Im 1600m  SMR2G2-9303618N-WG
36’ 2800Im 2300m  SMR2G2-9403625N-WS 45°  2000Im 1400m  SMR2G2-9304518N-WG
... % 2500m ___2050m _ SMR2G2-9404525N-WS 4000K 24°  2200m  1700lm  SMR2G2-9402018N-WG
36°  2200im 1700m  SMR2G2-9403618N-WG
18 W 21 W 36V 500mA 90 2700K 24°  1900Im 1400lm  SMR2G2-9272018N-WM s 2200m 1500m  SMR2G2-9404518N-WG
% 1900m 1400m - SMR2G2-92736 18N-WM 25 W 28 W 36 V 700mA 90 2700K 24°  2400Im 2100lm  SMR2G2-9272025N-WG
45°  1900im 1200lm  SMR2G2-9274518N-WM S oo OMR2Go 027 aE9oNWG
000K 24 2000Im 1500lm  SMR2G2-9302018N-WM igo 5 400|m ‘ 900|m SMRIGS ooy 1PN
960 2000m - 1500m  SMR2GZ-93036 18N WM 3000K 24° 2600m  2200lm  SMR2G2-9302025N-WG
45°  2000im 1300lm  SMR2G2-9304518N-WM ’
4000K 24°  2200im 1600m  SMR2G2-9402018N-WM 367 2600Im 2200m  SMR2G2-9303625N-WG
36°  2200Im 1600m  SMR2G2-9403618N-WM Gold Reflector 45°  2600Im 2000m  SMR2G2-9304525N-WG
45°  2200im 1400lm  SMR2G2-9404518N-WM 4000K ggf’ gggg:m gjgglm gmsggg-gigggggm-wg
77777777777777777777777777777777777777777777777777777777777777777777777777777777777 ° m m - -
25 W 28 W 36V 700mA 90 2700K 24°  2400im 2000m  SMR2G2-9272025N-WM . i i
36°  2400im 2000m  SMR2G2-9273525N-WM o 4st 2800m 2200m  SMR2G2-9404525N-WG
45°  2400im 1800Im  SMR2G2-9274525N-WM Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
3000K 24°  2600Im 2100Im %MR232—9302025N—WM
36°  2600im 2100Im MR2G2-9303625N-WM - - -
45°  2600Im 7900im  SMR2G2-9304525N-WM Trimless Version available
Matt Reflector 4000K 24°  2800Im 2300m  SMR2G2-9402025N-WM -
% 5800m Sa00im  SMRIGS.O069oN- WM Trimless code for SMR2G2-9304525N-WM > SMR5G2-9304525N-WM
45 2800m 2050m  SMR2G2-9404525N-WM 12.5-26mm (g\
[rrra
Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim) Gling Thickness 130
Optional accessary
| Code for SMR2G2-0404525N-WM with Honeycomb Trimless code for SMR2G2-9304525N-WM - EMR2G2-9304525N-WM R
( 3‘ SMR2G2-9404525N-WM-H -30mm & o
[Irrra
H:n\e;oéb Ceiling Thickness 132

m www.nekolighting.com m



NEKO / SENSE 125/
Fixed LED Downlight

LED Power System Power LED \bltage LED Current CRI CCT Beam LED Output System Output Code

18 W 21 W 36 V 500mA 90 2700K 24°  1900Im 1400Im SMS2G2-9272018N-WB
36°  1900m 1400m  SMS2G2-9273618N-WB
45°  1900Im 1200m  SMS2G2-9274518N-WB

3000K 24 2000Im 1500lm  SMS2G2-9302018N-WB
36°  2000m 1500m  SMS2G2-9303618N-WB
45°  2000lm 1300m  SMS2G2-9304518N-WB
4000K 24°  2200Im 1600lm  SMS2G2-9402018N-WB
36°  2200Im 1600m  SMS2G2-9403618N-WB
45°  2200m 1400m  SMS2G2-9404518N-WB

25 W 28 W 36 V 700mA 90 2700K 24°  2400Im 2000im  SMS2G2-9272025N-WB
36°  2400m 2000lm  SMS2G2-9273525N-WB
45°  2400m 1800im  SMS2G2-9274525N-WB

3000K 24°  2600Im 2100lm  SMS2G2-9302025N-WB

Black Reflector 36°  2600Im 2100lm  SMS2G2-9303625N-WB
45°  2600m 1900m  SMS2G2-9304525N-WB

4000K 24°  2800Im 2300lm  SMS2G2-9402025N-WB

36°  2800m 2300lm  SMS2G2-9403625N-WB

45°  2800Im 2050lm  SMS2G2-9404525N-WB

18 W 21 W 36 V 500mA 90 2700K 24°  1900Im 1400lm  SMS2G2-9272018N-WC
36°  1900Im 1400lm  SMS2G2-9273618N-WC
45°  1900Im 1200lm  SMS2G2-9274518N-WC

3000K 24 2000Im 1500m  SMS2G2-9302018N-WC
36°  2000im 1500lm  SMS2G2-9303618N-WC
45°  2000lm 1800m  SMS2G2-9304518N-WC
4000K 24°  2200Im 1600m  SMS2G2-9402018N-WC
36°  2200m 1600im  SMS2G2-9403618N-WC
45°  2200m 1400m  SMS2G2-9404518N-WC

26 W 28 W 36 V 700mA 90 2700K 24°  2400Im 2000lm  SMS2G2-9272025N-WC
36°  2400m 2000lm  SMS2G2-9273525N-WC
45°  2400m 1800Im  SMS2G2-9274525N-WC

Tuneble Whts 3000K 24°  2600Im 2100im  SMS2G2-9302025N-WGC
_ - Dark Light Reflector 36° 2600 2100m  SMS2G2-9308625N-WC
See Detais @wviw.nekolghting.com 45° 2600 1900m  SMS2G2-9304525N-WC

4000K 24°  2800Im 2300lm  SMS2G2-9402025N-WC
36°  2800Im 2300lm  SMS2G2-9403625N-WC

‘UMM ,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, 457 2800m 2050im  SMS2G2-9404525N-WC
o
2700K | 24° 3omm | 2 18 W 21 W 36 V 500mA 90 2700K 24°  1900Im 1500m  SMS2G2-9272018N-WW
18W GRig0 3000K 55 smemny UGR jpgg . CB C€ Q Lgﬁ o 3°  1900m  1500m  SMS2G2-9273618N-WW
26W 000K a0+ s0000meLsosio < 19 1 122x122 | Cliing Thickness| | 45°  1900im 1300m  SMS2G2-9274518N-WW
T 3000K 24  2000im 1600m  SMS2G2-9302018N-WW
36°  2000im 1600m  SMS2G2-9303618N-WW
45°  2000im 1400lm  SMS2G2-9304518N-WW
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code 4000K 24°  2200lm 1700Im SMS2G2-9402018N-WW
36°  2200im 1700lm  SMS2G2-9403618N-WW
18 W 21 W 36 V 500mA 90 2700K 24°  1900Im 1400im SMS2G2-9272018N-WS 4 2200m 1500im  SMS2G2-9404518N-WW
367 1900Im 1400Im - SMS2G2-9273618N-WS 25 W 28 W 36 V 700mA 90 2700K 24°  2400im 2100m  SMS2G2-9272025N-WW
45°  1900Im 1200lm  SMS2G2-9274518N-WS Sa°  5a00im S100m  SMOSGs oo rSESEN WY
3000K 24  2000Im 1500lm  SMS2G2-9302018N-WS a2 54001 e SV 20507 740N WV
36°  2000im 1500lm  SMS2G2-9303618N-WS . m m . -
. i i , 3000K 24°  2600Im 2200lm  SMS2G2-9302025N-WW
45°  2000im 1300lm  SMS2G2-9304518N-WS White Reflector :
4000K 24°  2200Im 1600Im  SMS2G2-9402018N-WS 36°  2600im 2200im  SMS2G2-9303625N-WW
36° 2200Im 1600Im SMS2G2-9403618N-WS 45o 2600Im 2000Im SMS2G2-9304525N-WW
45°  2200im 1400lm  SMS2G2-9404518N-WS 4000K ggo gggg:m gjgg:m gmgggg-ggggggm-m
77777777777777777777777777777777777777777777777777777777777777777777777777777777777 m m - i
25 W 28 W 36V 700mA 90 2700K 24°  2400Im 2000m  SMS2G2-9272025N-WS . : i
36° 2400lm 2000lm 2M2282_9273525N_W§ ,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, 4 ,5, I ,2?)99”:” ,,,,, 2,2,09|,m, o ,S,M,S,%G,% 940,{5,2,5’}‘,\/}/\/\/
45°  2400im 1800Im MS2G2-9274525N-W ; - -
B000K 24°  2600im 2100lm  SMS2G2-9302025N-WS W 2arw ®v S00mA 90 2700K %go 1888:? 1288Im SM%S%S%%%} SWS
Specular Reflector 367 2600im 2100m  SMS2G2-9303625N-WS 45°  1900Im 1300m  SMS2G2-9274518N-WG
457 2600Im 1900im  SMS2G2-9304525N-WS 3000K 24  2000im 1600m  SMS2G2-9302018N-WG
4000K 24 2800Im 2300Im SMS2G2-9402025N-WS 36° 2000Im 1600Im SMS2G2-9303618N-WG
36’ 2800Im 2300m  SMS2G2-9403625N-WS 45°  2000Im 1400im  SMS2G2-9304518N-WG
... %57 26800m ___ 2050Im __ SMS2G2-9404525N-WS 4000K 24°  2200m  1700lm  SMS2G2-9402018N-WG
36°  2200im 1700im  SMS2G2-9403618N-WG
18 W 21 W 36V 500mA 90 2700K 24°  1900Im 1400lm  SMS2G2-9272018N-WM s 2200m 1500m  SMS2G2-9404518N-WG
% 1900m 1400m - SMS2G2-9273618N-VWM 25 W 28 W 36 V 700mA 90 2700K 24°  2400Im 2100im  SMS2G2-9272025N-WG
45°  1900im 1200lm  SMS2G2-9274518N-WM : OMO209 097 3EoEN WG
3000K 24 2000Im 1500m  SMS2G2-9302018N-WM 367 2400im 2100im
o i - 45°  2400im 1900im  SMS2G2-9274525N-WG
36°  2000im 1500lm  SMS2G2-9303618N-WM
45°  2000lm 1300Im SMS2G2-9304518N-WM 3000K 24°  2600im 2200Im SMS2G2-9302025N-WG
4000K 24°  2200im 1600im  SMS2G2-9402018N-WM Gold Reflect 367 2600Im 2200m  SMS2G2-9303625N-WG
36°  2200Im 1600im  SMS2G2-9403618N-WM old Hetiector 45°  2600Im 2000im  SMS2G2-9304525N-WG
45°  2200im 1400lm  SMS2G2-9404518N-WM 4000K 24°  2800Im 2400Im gmgggggigggggmwg
*********************************************************************************** 36°  2800im 2400Im - -
25 W 28 W 36V 700mA 90 2700K 24°  2400im 2000lm  SMS2G2-9272025N-WM . , i
36°  2400im 2000m  SMS2G2-9273525N-WM o 4st 2800m 2200m  SMS2G2-9404525N-WG
45°  2400im 1800Im  SMS2Gi2-9274525N-WM Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
3000K 24°  2600Im 2100Im §M§282-9302025N»WM
36°  2600im 2100Im MS2G2-9303625N-WM - - -
45°  2600Im T900im  SMS2G2-9304525N-WM Trimless Version available
Matt Reflector 4000K 24°  2800Im 2300lm  SMS2G2-9402025N-WM

36°  2800im 2300Im SMS2G2-9403625N-WM Trimless code for SMS2G2-9304525N-WM - SMS5G2-9304525N-WM

... %7 2800m _ : 2050m _ SMS2G2-9404525N-WM 12.6-25mm °
[asa) S IERN
Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim) Celling Thickness 122x122 EITH_ Tl
T20x120!
T 200x200
Optional accessary
| Code for SMS2G2-9404525N-WM with Honeycomb Trimless code for SMS2G2-9304525N-WM —+ EMS2G2-9304525N-WM .
( 3‘ SMS2G2-9404525N-WM-H -30mm 2
\_/ dm i
v Celling Thick 130x130
Honeycomb eing Thiekness 20x120
167x167

083 www.nekolighting.com 084



NEKO / SENSE 125/ NEKO / SENSE 125/
Wall Washer LED Downlight Wall Washer LED Downlight

Tunable Whits Tunable White

See Details @www.nekolighting.com See Details @www.nekolighting.com

I i

()] (o]
w Te}
18W 2700K ‘ CITIZEN “ ‘ c E @ ‘ <§\ gomm | 2 ‘ 18\,\1 2700K CITIZEN “ ‘c E ‘ @ ‘ L@ﬁ Somm | 2
CRI90| 3000K = |P 54 A NI D% wuna] CRI90 3000K ‘ e |P 54 A NI vz% [
‘st 4000K 50,000h@L80B10 CB = intertek 125 | ceiling Thickness 25W 4000K ‘ 50,000n@L80B10 CB 2 intertek 122x122 Ceiling Thickness
T TaaxTaEt
LED Power System power LED Voltage LED Current CRI CCT Beam  LEDOQutput System Output Code LED Power System power LED Voltage LED Current CRI CCT Beam  LED Output System Output Code
18 W 21 W 36 V 500 mA 90 2700K Wall Washer 1900Im 850Im SMR3G2-927WW18N-WM 18 W 21 W 36 V 500 mA 90 2700K Wall Washer 1900im 850Im SMS3G2-927WW18N-WM
3000K Wall Washer 2000Im 900Im SMR3G2-930WW18N-WM 3000K Wall Washer 2000Im 900Im SMS3G2-930WW18N-WM
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, 4000K Wall Washer 2200im  1000m  SMR3G2-940WW18N-WM ... 4000KWallWasher 2200im  1000m  SMS3G2-940WW18N-WM
25 W 28 W 36 V 700 mA 90 2700K Wall Washer 2400im 1100Im SMR3G2-927WW25N-WM 25 W 28 W 36 V 700 mA 90 2700K Wall Washer 2400Im 1100Im SMS3G2-927WW25N-WM
3000K Wall Washer 2600Im 1200Im SMR3G2-930WW25N-WM 3000K Wall Washer 2600Im 1200Im SMS3G2-930WW25N-WM
4000K Wall Washer 2800Im 1300Im SMR3G2-940WW25N-WM 4000K Wall Washer 2800Im 1300Im SMS3G2-940WW25N-WM
Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim) Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
Matt Reflector Matt Reflector
Trimless Version available Trimless Version available

Trimless code for SMR3G2-930WW18N-WM - SMR6G2-930WW18N-WM Trimless code for SMS3G2-930WW18N-WM - SMSB6G2-930WW18N-WM

;2.5—25mm & 2.5-25mm 3 <
111 rrr1 g
Ceiling Thickness 130 Ceiling Thickness 122x122 gwﬁ
120x120
—Zo0x200
Trimless code for SMR3G2-930WW18N-WM > EMR3G2-930WW18N-WM Trimless code for SMS3G2-930WW18N-WM > EMS3G2-930WW18N-WM o
0
1-80mm C%\ 1-30mm -
o 2
Ceiling Thickness 132 Ceiling Thickness 130x130 120x120

167x167
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NEKO / SENSE 150/
Adjustable LED Downlight

LED Power System Power LED \bltage LED Current CRI CCT Beam LED Output System Output Code

26 W 28 W 36 V 700mA 90 2700K 18°  2500Im 2100m  SLR1G2-9271825N-WB
36°  2500m 2300im  SLR1G2-9273625N-WB
50°  2500lm 1800im  SLR1G2-9275025N-WB

3000K 18°  2700Im 2200lm  SLR1G2-9301825N-WB
36°  2700m 2400lm  SLR1G2-9303625N-WB
50°  2700lm 1900lm  SLR1G2-9305025N-WB
4000K 18°  2900Im 2400lm  SLR1G2-9401825N-WB
36°  2900Im 2600im  SLR1G2-9403625N-WB
50°  2900Im 2100im  SLR1G2-9405025N-WB

38 W 42 W 36 V 1060 mA 90 2700K 18°  3500Im 3100im  SLR1G2-9271838N-WB
36°  3500lm 3400lm  SLR1G2-9273638N-WB
50°  3500im 2650m  SLR1G2-9275038N-WB

3000K 18°  3700im 3300m  SLR1G2-9301838N-WB

36°  3700Im 3600Im  SLR1G2-9303638N-WB

50°  3700im 2800Im  SLR1G2-9305038N-WB

Black Reflector 4000K 18°  4000Im 3600Im  SLR1G2-9401838N-WB
36°  4000im 3900im  SLR1G2-9403638N-WB

50°  4000im 3000lm  SLR1G2-9405038N-WB

25 W 28 W 36 V 700mA 90 2700K 18°  2500Im 2100im  SLR1G2-9271825N-WC
36°  2500Im 2300im  SLR1G2-9273625N-WC
50°  2500lm 1800Im  SLR1G2-9275025N-WC

3000K 18°  2700Im 2200im  SLR1G2-9301825N-WC
36°  2700m 2400im  SLR1G2-9303625N-WC
50°  2700lm 1900m  SLR1G2-9305025N-WC
4000K 18°  2900Im 2400lm  SLR1G2-9401825N-WC
36°  2900Im 2600lm  SLR1G2-9403625N-WC
50°  2900Im 2100im  SLR1G2-9405025N-WC

38 W 42 W 36 V 1060mA 90 2700K 18°  3500Im 3100lm  SLR1G2-9271838N-WC
36°  3500Im 3400im  SLR1G2-9273638N-WC
50°  3500Im 2650lm  SLR1G2-9275038N-WC

Tunable Whits e 3000K 18°  3700Im 3300m  SLR1G2-9301838N-WC
_ N 36°  3700Im 3600im  SLR1G2-9303638N-WG
See Detals @uwvinekolghting.com 50°  3700Im 2800im  SLR1G2-9305038N-WG
Dark Light Reflector 4000K 18°  4000Im 3600m  SLR1G2-9401838N-WC
e 0 36°  4000m 3900im  SLR1G2-9403638N-WG
s ... 50" 4000m 3000Im  SLR1G2-9405038N-WC
2700K| 1g° 85mm | 8 4 25 W 28 W 36 V 700mA 90 2700K 18°  2500Im 2100m  SLR1G2-9271825N-WW
25W crigo 3099K 187 CITIZEN UGR b5, . CB (E A <§W o 36°  2500m  2300m  SLR1G2-9273625N-WW
38w 4000K 56- soooonataneo < 19 .n.er.ek 150 Gliing Thickness Fical] 50°  2500Im 1800Im  SLR1G2-9275025N-WW
S— 3000K 18°  2700Im 2200lm  SLR1G2-9301825N-WW
36°  2700Im 2400lm  SLR1G2-9303625N-WW
50°  2700Im 1900m  SLR1G2-9305025N-WW
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code 4000K 18°  2900Im 2400im SLR1G2-9401825N-WW
36°  2900Im 2600m  SLR1G2-9403625N-WW
25 W 28 W 36V 700mA 90 2700K 18°  2500m 2100im  SLR1G2-9271825N-WS - 5 2000m  2100m  SLR1G2-9405025N-WW
R o= A Ay Al L A 38 W 42w 36 V 1050mA 90 2700K 18" 3500m  3100m  SLR1G2-9271838N-WW
3000K 18°  2700im 2200lm  SLR1G2-9301825N-WS o o P A= Al LA
36°  2700Im 2400lm  SLR1G2-9303625N-WS . m m - g
50" 5700Im T000m  SLR1G2-9305025N-WS 3000K 18°  3700Im 3300im  SLR1G2-9301838N-WW
4000K 18°  2900Im 2400lm  SLR1G2-9401825N-WS 367 3700m 3600Im  SLR1G2-9303638N-WwW
36°  2900Im 2600m  SLR1G2-9403625N-WS , 50°  3700m 2800m  SLR1G2-9305038N-WwW
50°  2900im 2100lm  SLR1G2-9405025N-WS White Reflector 4000K ;go jggg:m gggg:m gtmgg-gjgg 222“-%
fffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffff m m : :
38 W 42 W 36 V 1050 mA 90 2700K 18°  3500Im 3100m  SLR1G2-9271838N-WS . : :
36°  3500im 3400m  SLR1G2-9273638N-WS o807 4000m 3000im  SLR1G2-9405038N-WW
3000K ‘:’go ggggm ggggm gtg]ggggg?gggm'wg 25 W 28 W 36 V 700mA 90 2700K 18°  2500Im 2100m  SLR1G2-9271825N-WG
o S TSI et RS 36°  2500Im 2300m  SLR1G2-9273625N-WG
o O A as eaoeaaN e 50°  2500Im 1800Im  SLR1G2-9275025N-WG
Specular Reflector 4000K 18°  4000m  8600m  SLR1G2-9401838N-WS S000KC 18 2700m - 2200m  SLR1C2-9501820N WG
36: 4000Im 3900Im SLR1G2-9403638N-WS 50° 2700Im 1900Im SLR1G2-9305025N-WG
... 80" 4000m 3000Im  SLR1G2-9405038N-WS 4000K 18°  2900Im 2400m  SLR1G2-9401825N-WG
- 36° 2900 2600im  SLR1G2-9403625N-WG
2 W 28 W %6V 700 mA 907 2700k 18] gggg:m g;gg:m gtg]gggg;ggggmwm . .......................50° 2900m  2100m  SLR1G2-9405025N-WG
2 2200m B00m SR G202y SOPEN-WM 38 W 42 W 36 V 1050mA 90 2700K 18°  3500Im 3100m  SLR1G2-9271838N-WG
3000K 18°  2700Im 2200m  SLR1G2-9301825N-WM 36° 3500 3400m  SLR1G2-9273638N-WG
36° 2700 2400lm  SLR1G2-9303625N-WM 50° 3500 2650m  SLR1G2-9275038N-WG
50°  2700m 1900lm  SLR1G2-9305025N-WM 3000K 18°  3700Im 3300Im  SLR1G2-9301838N-WG
4000K 18> 2900Im 2400m  SLR1G2-9401825N-WM 36°  3700im 3600im  SLR1G2-9303638N-WG
36°  2900Im 2600im  SLR1G2-9403625N-WM 50°  3700im 2800im  SLR1G2-9305038N-WG
50°  2900m 2100im  SLR1G2-9405025N-WM Gold Reflector 4000K 1 2° 3888:'“ gggglm gtmg%—gigé gggm-wg
7777777777777777777777777777777777777777777777; 777777777777777777777777777777777777 ° m m - -
o W Se TOS0mA A0 TR SR 3500 3400m  SCR1GD-0o7303aNWM 5 4000m _ 3000m _SLR1G2-9405038N-WG
000K ?2: g?gg:m gggg:m 2::;1 gg'g%?gggmwm Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
36°  3700Im 3600im  SLR1G2-9303638N-WM - o avai
50°  3700m  2800im  SLR1G2-9305038N-WM Trimless Version avaiiable
Matt Reflstor 4000K ;go 3888:% gggg:m gtmg%jgﬁg%gggmzwm Trimless code for SLR1G2-9305025N-WM — SLR4G2-9305025N-WM ‘UMM
.80 4000m o 3000Im  SLR1G2-9405038N-WM 12.5-25mm &\ S
m - ot f33)
Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim) Céiling Thickness 155 - y—
150

Optional accessary

Code for SLR1G2-9405025N-WM with Honeycomb Trimless code for SLR1G2-9305025N-WM —ELR1G2-9305025N-WM

() SLR1G2-9405025N-WM-H -85mm (g\ 8
7171
Ho\n:;w/mb Ceiling Thickness 158

089 www.nekolighting.com m



NEKO / SENSE 150/
Adjustable LED Downlight

LED Power System Power LED \bltage LED Current CRI CCT Beam LED Output System Output Code

26 W 28 W 36 V 700mA 90 2700K 18°  2500Im 2100lm  SLS1G2-9271825N-WB
36°  2500m 2300im  SLS1G2-9273625N-WB
50°  2500lm 1800im  SLS1G2-9275025N-WB

3000K 18°  2700Im 2200lm  SLS1G2-9301825N-WB
36°  2700m 2400lm  SLS1G2-9303625N-WB
50°  2700lm 1900lm  SLS1G2-9305025N-WB
4000K 18°  2900Im 2400lm  SLS1G2-9401825N-WB
36°  2900Im 2600im  SLS1G2-9403625N-WB
50°  2900Im 2100im  SLS1G2-9405025N-WB

38 W 42 W 36 V 1060 mA 90 2700K 18°  3500Im 3100im  SLS1G2-9271838N-WB
36°  3500lm 3400lm  SLS1G2-9273638N-WB
50°  3500im 2650lm  SLS1G2-9275038N-WB

3000K 18°  3700im 3300im  SLS1G2-9301838N-WB

36°  3700Im 3600Im  SLS1G2-9303638N-WB

50°  3700im 2800Im  SLS1G2-9305038N-WB

Black Reflector 4000K 18°  4000Im 3600Im  SLS1G2-9401838N-WB
36°  4000im 3900im  SLS1G2-9403638N-WB

50°  4000im 3000lm  SLS1G2-9405038N-WB

25 W 28 W 36 V 700mA 90 2700K 18°  2500Im 2100im  SLS1G2-9271825N-WC
36°  2500Im 2300Im  SLS1G2-9273625N-WC
50°  2500lm 1800Im  SLS1G2-9275025N-WC

3000K 18°  2700Im 2200im  SLS1G2-9301825N-WC
36°  2700m 2400lm  SLS1G2-9303625N-WC
50°  2700lm 1900lm  SLS1G2-9305025N-WC
4000K 18°  2900Im 2400lm  SLS1G2-9401825N-WC
36°  2900Im 2600lm  SLS1G2-9403625N-WC
50°  2900Im 2100m  SLS1G2-9405025N-WC

38 W 42 W 36 V 1060mA 90 2700K 18°  3500Im 3100lm  SLS1G2-9271838N-WC
: 36°  3500Im 3400im  SLS1G2-9273638N-WC
— 50°  3500Im 2650im  SLS1G2-9275038N-WC

Tuneble Whits 3000K 18°  3700Im 3300Im  SLS1G2-9301838N-WC
. - 36°  3700im 3600im  SLS1G2-9303638N-WC

See Detais @www.nekolighting.com 50°  3700Im 2800Im  SLS1G2-9305038N-WC
Dark Light Reflector 4000K 18°  4000Im 3600m  SLS1G2-9401838N-WC

36°  4000Im 3900Im  SLS1G2-9403638N-WC
50°  4000Im 3000im  SLS1G2-9405038N-WC

2700K | 1g° . 8smm | @ 25 W 28 W 36 V 700mA 90 2700K 18°  2500Im 2100lm  SLS1G2-9271825N-WW
25W  GRig0 3000K oo ey UGR |p, €. i 3°  2500m  2300im  SLS1G2-9273625N-WW
38W -
4000K  50° 50000haLsoBio < 19 - 147x147 | Ciing Thickness : 50°  2500lm 1800Im  SLS1G2-9275025N-WW
— 3000K 18°  2700Im 2200lm  SLS1G2-9301825N-WW
159x159 36°  2700Im 2400lm  SLS1G2-9303625N-WW
50°  2700Im 1900m  SLS1G2-9305025N-WW
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code 4000K 18° 2900:m 2400:m ng g2—9401 825N-WW
36°  2900im 2600Im LS1G2-9403625N-WW
25 W 28 W 36 V 700mA 90 2700K 18°  2500Im 2100lm  SLS1G2-9271825N-WS 5" 2000m  2100m  SLS1G2-9405025N-WW
R e LM SrSGegerseo e 38 W 42 W 36V 1050mA 90 2700K 18"  3500Im 3100m  SLS1G2-9271838N-WW
000K 18°  2700m  2200m  SLS1G2-9301825N-WS M G
36°  2700Im 2400lm  SLS1G2-9303625N-WS . m m
50°  2700Im T000im  SLS105-0305025N-WS 3000K 18°  3700im 3300lm  SLS1G2-9301838N-WW
4000K 18°  2900m  2400lm  SLS1G2-9401825N-WS 867 37Q0m  3600m  SLS1G2-9303638N-WW
36° 2900 2600m  SLS1G2-9403625N-WS , 50°  3700Im 2800im  SLS1G2-9305038N-WW
50°  2900Im 2100Im SLS1G2-9405025N-WS White Reflector 4000K 18 AOOO:m 3600:m gtg 85—848:13 ggg“—m
fffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffff 36°  4000Im 3900Im 1G2-94 -
38 W 42 W 36 V 1050mA 90 2700K 18°  3500Im 3100lm  SLS1G2-9271838N-WS o i -
36°  3500lm 3400lm  SLS1G2-9273638N-WS ... 50" 4000m < 3000im  SLS1G2-9405038N-WW
000K ‘:’go ggggm ggggm gtgl gg'ggg?gggm'wg 25 W 28 W 36V 700mA 90 2700K 18°  2500Im 2100lm  SLS1G2-9271825N-WG
o aroom A A 36°  2500im 2300lm  SLS1G2-9273625N-WG
50" 3700m  2800m  SLS1G2-030503BN-WS S000K 18- 5700m  2500m  SCe1Gb.0018meNWG
Specular Reflector 4000K 18°  4000Im 3600Im SLS1G2-9401838N-WS 36° 27oo|m 2400|m SLSq G2:9303625N:WG
36o 4000Im 3900Im SLS1G2-9403638N-WS 50°  2700Im 1900Im SLS1G2-9305025N-WG
507 4000m o 3000m  SLS1G2-9405038N-WS 4000K 18°  2900Im 2400m  SLS1G2-9401825N-WG
36°  2900im 2600im  SLS1G2-9403625N-WG
dW 28 W 36V 700mA 90 2700K ;g: gggg:m g;gg:m gtg]gggg%gggmwm .50 2900m____ 2100Im __SLS1G2-9405025N-WG
o o200im E00m  SL81G9-927E0aN-WM 38 W 42 W 36 V 1050mA 90 2700K 18°  3500Im 3100m  SLS1G2-9271838N-WG
3000K 18° 2700m  2200m  SLS1G2-9301825N-WM 367 3500m  3400m  S1.51G2-9273638N-WG
36°  2700m  2400m  SLS1G2-9303625N-WM 50° 3500m  2650m  SIS1G2-0275038N-WG
50° 2700im 1900lm  SLS1G2-9305025N-WM 3000K 18°  3700Im 3300lm  SLS1G2-9301838N-WG
4000K 18°  2900Im 2400lm  SLS1G2-9401825N-WM 367 8700m 3600m  SLS1G2-9303638N-WG
36°  2900Im 2600im  SLS1G2-9403625N-WM 50°  3700Im 2800im  SLS1G2-9305038N-WG
50°  2900im 2100lm  SLS1G2-9405025N-WM Gold Reflector 4000K :132 iggg:m %ggg:m gtél 8%838;282““8
7777777777777777777777777777777777777777777777; 777777777777777777777777777777777777 ° m m - -
swsw AW Se VTS0 mA 90 2700k 18 Sa00m - S100Im SLS1G2- 027 183N M 80" 4000m  3000m  SLS1G2-9405038N-WG
000K ?2: g?gg:m gggg:m 2::2] 83'8%?333““% Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
36°  3700im 3600im  SLS1G2-9303638N-WM - - -
50°  3700m  2800im  SLS1G2-9305038N-WM Trimless Version avaiiable
Matt Reflector OO0 18 Ao 2o SLS1Ge S OtEseN M Trimless code for SLS1G2-9305025N-WM > SLS4G2-9305025N-WM
50°  4000im 3000lm  SLS1G2-9405038N-WM 12.5-25mm o T}
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, 2
7111
Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim) Gliing Trickness 147x147 _ 1B
25x145
244x244
Optional accessary
—| Code for SLS1G2-9405025N-WM with Honeycomb Trimless code for SLS1G2-9305025N-WM - ELS1G2-9305025N-WM wmuml
‘3/ \ SLS1G2-9405025N-WM-H ;—SSmm g
7111
H:n\e;oéb Ceiling Thickness @x1 54
145x145

192x192

m www.nekolighting.com m



NEKO / SENSE 150/
Fixed LED Downlight

LED Power System Power LED \bltage LED Current CRI CCT Beam LED Output System Output Code

26 W 28 W 36 V 700mA 90 2700K 24°  2500Im 2100m  SLR2G2-9272425N-WB
36°  2500lm 2100lm  SLR2G2-9273625N-WB
45°  2500lm 1700lm  SLR2G2-9274525N-WB

3000K 24°  2700Im 2200lm  SLR2G2-9302425N-WB
36°  2700m 2200lm  SLR2G2-9303625N-WB
45°  2700lm 1800im  SLR2G2-9304525N-WB
4000K 24°  2900Im 2400Im  SLR2G2-9402425N-WB
36°  2900Im 2400lm  SLR2G2-9403625N-WB
45°  2900Im 1900im  SLR2G2-9404525N-WB

38 W 42 W 36 V 1060 mA 90 2700K 24°  3500Im 3100im  SLR2G2-9272438N-WB
36°  3500im 3100lm  SLR2G2-9273638N-WB
45°  3500im 2500lm  SLR2G2-9274538N-WB

3000K 24°  3700im 3300im  SLR2G2-9302438N-WB

36°  3700Im 3300im  SLR2G2-9303638N-WB

45°  3700m 2600im  SLR2G2-9304538N-WB

Black Reflector 4000K 24°  4000Im 3600Im  SLR2G2-9402438N-WB
36°  4000im 3600im  SLR2G2-9403638N-WB

45°  4000im 2800Im  SLR2G2-9404538N-WB

25 W 28 W 36 V 700mA 90 2700K 24°  2500Im 2100im  SLR2G2-9272425N-WC
36°  2500Im 2100im  SLR2G2-9273625N-WC
45°  2500lm 1700lm  SLR2G2-9274525N-WC

3000K 24°  2700Im 2200im  SLR2G2-9302425N-WC
36°  2700m 2200im  SLR2G2-9303625N-WC
45°  2700lm 1800im  SLR2G2-9304525N-WC
4000K 24°  2900Im 2400im  SLR2G2-9402425N-WC
36°  2900Im 2400lm  SLR2G2-9403625N-WC
45°  2900im 1900im  SLR2G2-9404525N-WC

38 W 42 W 36 V 1060 mA 90 2700K 24°  3500lm 3100m  SLR2G2-9272438N-WC
— 36°  3500Im 3100im  SLR2G2-9273638N-WC
B 45°  3500Im 2500im  SLR2G2-9274538N-WC

Tuneble Whts 3000K 24°  3700Im 3300Im  SLR2G2-9302438N-WC
_ N 36° 3700 3300im  SLR2G2-9303638N-WC
See Detais @uwwnekolghting.com 45° 3700 2600im  SLR2G2-9304538N-WC
Dark Light Reflector 4000K 24°  4000Im 3600m  SLR2G2-9402438N-WC
36°  4000Im 3600im  SLR2G2-9403638N-WGC
M[Hljml 457 4000m 2800m _ SLR2G2-9404538N-WC
2700K | 24° 3smm | 2 25 W 28 W 36 V 700mA 90 2700K 24°  2500Im 2100im  SLR2G2-9272425N-WW
25W crigo 5099K 24 CITIZEN UGR b5, . CB (€ & ng o 36°  2500m  2100m  SLR2G2-9273625N-WW
38W 000K a2 avcoonarsoeio <19 ..,.e,.ek 150 | Ging Thickness 45> 2500Im 1700m  SLR2G2-9274525N-WW
i 3000K 24°  2700Im 2200im  SLR2G2-9302425N-WW
36° 2700 2200im  SLR2G2-9303625N-WW
45° 2700 1800lm  SLR2G2-9304525N-WW
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code 4000K 24°  2900Im 2400im SLR2G2-9402425N-WW
36°  2900Im 2400lm  SLR2G2-9403625N-WW
25 W 28 W 36 V 700mA 90 2700K 24°  2500Im 2100lm  SLR2G2-9272425N-WS 5 2000m  1900im  SLR2G2-9404525N-WW
R = A A Ay A4 1A 38 W 42w 8V  1050mA 90 2700K 24° 3500lm  3100lm  SLR2G2-9272438N-WW
3000K 24° 2700m  2200m  SLR2G2-9302425N-WS R e
36°  2700im 2200m  SLR2G2-9303625N-WS . m m . i
45° 2700lm 1800Im SLR2G2-9304525N-WS 3000K 24o 3700Im 3300Im SLR2G2-9302438N-WW
4000K 24° 2900m  2400m  SLR2G2-9402425N-WS 867 3700m  3300m  SLR2G2-9303638N-WW
36° 2900 2400m  SLR2G2-9403625N-WS , 457 3700Im 2600m  SLR2G2-9304538N-WW
45°  2900Im 1900Im SLR2G2-9404525N-WS White Reflector 4000K 24 4000:m 3600:m gtggg%g%@ggg“%
fffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffff 36°  4000m 3600Im -94 -
38 W 42 W 36 V 1050mA 90 2700K 24°  3500Im 3100im  SLR2G2-9272438N-WS . - :
36° 3500lm 3100lm SLR2G2-9273638N-WS ,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,4?,,,,4990,"? ,,,,, 2 ,89(,)'[“,,,,S}B?ng,gflsy}s,s,gj\‘,yv,w
3000k ‘2‘20 ggggm ggggm gtgggg'g%giggm'wg 25 W 28 W 36 V 700mA 90 2700K 24°  2500Im 2100im  SLR2G2-9272425N-WG
S anoom 00 aLRaas oa05aaaNe 36° 2500 2100im  SLR2G2-9273625N-WG
s anoom oo SLRSG5 93055aN e 45°  2500im 1700m  SLR2G2-9274525N-WG
Specular Reflector 4000K 24° 4000m  3600im  SLR2G2-9402438N-WS S000K 247 2700m  2200m  SLRZC2-93024ZoNWE
367 4000Im 3600m  SLR2G2-9403638N-WS 45°  2700Im 1800m  SLR2G2-9304525N-WG
L llll________._._A%5 _4000m_ ___ 2800m __ SLR2G2-9404538N-WS 4000K 24°  2900m  2400m  SLR2G2-9402425N-WG
36° 2900 2400im  SLR2G2-9403625N-WG
25 W 28 W 36 V 700mA 90 2700K 24°  2500Im 2100Im SLR2G2-9272425N-WM 45°  2900Im 1900Im SLR2G2-9404525N-WG
M R W 38 W 42w 8V 1050mA 90 2700K 24° 3500lm  8100m  SLR2G2-9272438N-WG
3000K 24° 2700m  2200m  SLR2G2-9302425N-WM 867 3500m  3100m  SLRIGZ-9273638N-WG
36° 2700m  2200m  SLR2G2-9303625N-WM 45" 3500m  2500m  SLR2G2-9274538N-WG
45°  2700im 1800lm  SLR2G2-9304525N-WM 3000K 24°  3700Im 3300Im  SLR2G2-9302438N-WG
4000K 24°  2900Im 2400lm  SLR2G2-9402425N-WM 367 8700m 3300m  SLR2G2-9303638N-WG
36°  2900Im 2400lm  SLR2G2-9403625N-WM 45°  3700Im 2600im  SLR2G2-9304538N-WG
45°  2900Im 1900m  SLR2G2-9404525N-WM Gold Reflector 4000K ggﬁ 3888:'“ gggglm gtgggg-gigggggm-wg
7777777777777777777777777777777777777777777777; 777777777777777777777777777777777777 ° m m - -
swsw AW SEV TS0 mA 0 2700k 24 B I LG . 45" 4000m  2800im  SLR2G2-9404538N-WG
000K ‘z‘iz g?gg:m gggg:m gtgggg'g%giggm'wm Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
36°  3700m 3300im  SLR2G2-9303638N-WM - on avai
45°  3700lm  2600m  SLR2G2-9304538N-WM Trimiess Version avaiable
Matt Reflector 00K A=y Ao gt AR Trimless code for SLR2G2-9304525N-WM - SLR5G2-9304525N-WM AUMM
4% 4000m 2800m _ SLR2G2-9404538N-WM 12.6-26mm (g\ 8
m - F 3
Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim) Céiling Thickness 155 - y—
150

Optional accessary

Code for SLR2G2-9404525N-WM with Honeycomb Trimless code for SLR2G2-9304525N-WM —ELR2G2-9304525N-WM

() SLR2G2-9404525N-WM-H -85mm & 8
7171
Ho\n:;w/mb Ceiling Thickness 158

093 www.nekolighting.com m



NEKO / SENSE 150/
Fixed LED Downlight

LED Power System Power LED \bltage LED Current CRI CCT Beam LED Output System Output Code

26 W 28 W 36 V 700mA 90 2700K 24°  2500Im 2100m  SLS2G2-9272425N-WB
36°  2500lm 2100m  SLS2G2-9273625N-WB
45°  2500lm 1700m  SLS2G2-9274525N-WB

3000K 24°  2700Im 2200lm  SLS2G2-9302425N-WB
36°  2700m 2200lm  SLS2G2-9303625N-WB
45°  2700lm 1800im  SLS2G2-9304525N-WB
4000K 24°  2900Im 2400lm  SLS2G2-9402425N-WB
36°  2900Im 2400Im  SLS2G2-9403625N-WB
45°  2900Im 1900im  SLS2G2-9404525N-WB

38 W 42 W 36 V 1060 mA 90 2700K 24°  3500Im 3100im  SLS2G2-9272438N-WB
36°  3500im 3100lm  SLS2G2-9273638N-WB
45°  3500im 2500lm  SLS2G2-9274538N-WB

3000K 24°  3700im 3300im  SLS2G2-9302438N-WB

36°  3700Im 3300im  SLS2G2-9303638N-WB

45°  3700m 2600im  SLS2G2-9304538N-WB

Black Reflector 4000K 24°  4000Im 3600Im  SLS2G2-9402438N-WB
36°  4000im 3600im  SLS2G2-9403638N-WB

45°  4000im 2800Im  SLS2G2-9404538N-WB

25 W 28 W 36 V 700mA 90 2700K 24°  2500Im 2100im  SLS2G2-9272425N-WC
36°  2500Im 2100im  SLS2G2-9273625N-WC
45°  2500lm 1700lm  SLS2G2-9274525N-WC

3000K 24°  2700Im 2200Im  SLS2G2-9302425N-WC
36°  2700m 2200im  SLS2G2-9303625N-WC
45°  2700lm 1800Im  SLS2G2-9304525N-WC
4000K 24°  2900Im 2400im  SLS2G2-9402425N-WC
36°  2900Im 2400lm  SLS2G2-9403625N-WC
45°  2900im 1900im  SLS2G2-9404525N-WC

38 W 42 W 36 V 1060 mA 90 2700K 24°  3500lm 3100lm  SLS2G2-9272438N-WC
36°  3500Im 3100im  SLS2G2-9273638N-WC
— 45°  3500Im 2500lm  SLS2G2-9274538N-WC

Tuneble White 3000K 24°  3700Im 3300m  SLS2G2-9302438N-WC
: . 36°  3700Im 3300m  SLS2G2-9303638N-WC
See Detals @uwvinekolghting.com 45°  3700Im 2600m  SLS2G2-9304538N-WC
Dark Light Reflector 4000K 24°  4000Im 3600m  SLS2G2-9402438N-WC
36°  4000Im 3600m  SLS2G2-9403638N-WC
AU][UUU{ 457 4000m 2800im _ SLS2G2-9404538N-WC
2700K | 24° -8smm | 2 25 W 28 W 36 V 700mA 90 2700K 24°  2500Im 2100m  SLS2G2-9272425N-WW
25W  GRi90 3000K ane SAEZEN UGR g, . CB c E Q Z@ﬁ D% e 36°  2500m  2100lm  SLS2G2-9273625N-WW
38W 000K a2 avcoonarsoeio <19 e 147X147 | Gling Thickness 45> 2500Im 1700m  SLS2G2-9274525N-WW
S 3000K 24°  2700Im 2200m  SLS2G2-9302425N-WwW
36°  2700Im 2200m  SLS2G2-9303625N-WW
45°  2700Im 1800Im  SLS2G2-9304525N-WW
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code 4000K 24°  2900Im 2400im SLS2G2-9402425N-WW
36°  2900Im 2400m  SLS2G2-9403625N-WW.
25 W 28 W 36V 700mA 90 2700K 24°  2500Im 2100m  SLS2G2-9272425N-WS a5 2000m  1900m  SLS2G2-9404525N-WW
M S e 38 W 42w 36 V 1050mA 90 2700K 24° 3500m  3100m  SLS2G2-9272438N-WW
3000K 24° 2700m  2200m  SLS2G2-9302425N-WS M
36°  2700im 2200m  SLS2G2-9303625N-WS . m m - B
45° 2700lm 1800Im SL.S2G2-9304525N-WS 3000K 24o 3700Im 3300Im SLS2G2-9302438N-WW
4000K 24° 2900m  2400lm  SLS2G2-9402425N-WS 867 3700m  3300m  SLS2G2-9303638N-WW
36° 2900 2400m  SLS2G2-9403625N-WS , 457 3700Im 2600m  SLS2G2-9304538N-WW
45°  2900Im 1900Im SLS2G2-9404525N-WS White Reflector 4000K 24 4000:m 3600:m gtggg%—g48§ggg“—m
fffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffff 36°  4000Im 3600Im -94 -
38 W 42 W 36V 1050mA 90 2700K 24°  3500Im 3100m  SLS2G2-9272438N-WS o i R
36° 3500lm 3100lm SLS2G2-9273638N-WS ,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,4?,,,fl(,)gqlrp ,,,,, 2 ,899|m777§}§g(§g,9§945,3,8,,\‘,ww
000K ‘2‘20 ggggm ggggm gtggggg%giggmwg 25 W 28 W 36V 700mA 90 2700K 24°  2500Im 2100m  SLS2G2-9272425N-WG
S anoom 00 aleags aa0aaaaN e 36°  2500Im 2100m  SLS2G2-9273625N-WG
45°  3700m  2600im  SLS2G2-9304538N-WS a5, 9500m - J7oom  SLe2Gz ooTacz N e
Specular Reflector 4000K 24°  4000Im 3600im  SLS2G2-9402438N-WS 3000K 247 2700 S s e
367 4000m 3600Im  SLS2G2-9403638N-WS 45°  2700Im 1800Im  SLS2G2-9304525N-WG
L _________._._A%5 4000m_ ___ 2800Im __ SLS2G2-9404538N-WS 4000K 24°  2900m  2400m  SLS2G2-9402425N-WG
. 36°  2900Im 2400m  SLS2G2-9403625N-WG
2 W 28 W %6V 700mA 90 2700K ggo gggglm g]gglm gtgggggg%gggmwm ... 45" 2900m_ _ 1900Im  SLS2G2-9404525N-WG
22 2200m 700 SLerGs 92 TASPEN-WM 38 W 42 W 36V 1050mA 90 2700K 24°  3500Im 3100m  SLS2G2-9272438N-WG
3000K 24°  2700Im 2200m  SLS2G2-9302425N-WM 367 3500Im 3100m  SLS2G2-9273638N-WG
36° 2700m  2200m  SLS2G2-9303625N-WM 45" 3500m  2500m  SIS2G2-0274538N-WG
45°  2700im 1800Im  SLS2G2-9304525N-WM 3000K 24°  3700Im 3300m  SLS2G2-9302438N-WG
4000K 24°  2900Im 2400lm  SLS2G2-9402425N-WM 367 8700m 3300m  SLS2G2-9303638N-WG
36°  2900Im 2400lm  SLS2G2-9403625N-WM 45°  3700Im 2600im  SLS2G2-9304538N-WG
45°  2900Im 1900im  SLS2G2-9404525N-WM Gold Reflector 4000K %g jggg:m %ggg:m gtéggggigggggmwg
7777777777777777777777777777777777777777777777; 777777777777777777777777777777777777 ° m m - -
swsw AW SEV TS0 mA S0 2700k 24 Saom I L . 45" 4000m  2800im  SLS2G2-9404538N-WG
000K ‘z‘iz g?gg:m gggg:m gtggggg%giggmwm Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
36°  3700m 3300m  SLS2G2-9303638N-WM - on avai
45°  3700lm  2600m  SLS2G2-9304538N-WM Trimless Version avaiiable
Matt Reflector B A M - A= 3 =cIcC P R Trimless code for SLS2G2-9304525N-WM —SLS5G2-9304525N-WM
45°  4000Im 2800m  SLS2G2-9404538N-WM 12.5-25mm S
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, ' (&)
(1171 -
GCode Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim) Gling Thickness 147x147
M25x145
244x244
Optional accessary
~—| Code for SLS2G2-9404525N-WM with Honeycomb Trimless code for SLS2G2-9304525N-WM > ELRS2G2-9304525N-WM
O SLS2G2-9404525N-W-H -35mm 3
& / D% I Zgﬁ B
Hone;oomb Ceiling Thickness 154x154

192x192

ﬁ www.nekolighting.com m



NEKO / SENSE 150/ NEKO / SENSE 150/
Wall Washer LED Downlight Wall Washer LED Downlight

Tunable Whits Tunable White

See Details @www.nekolighting.com See Details @www.nekolighting.com

I} i

o
(&) o
25W 2700K ‘ CITIZEN ‘ ‘ ‘ c E @ ‘ Cg\ 8smm | 2 ‘zsw 2700K CITIZEN a 35mm | 2
CRI90| 3000K = [P 54 A NI D% wams) CRI90 3000K ‘ e [P 54 NI
‘ 38W 4000K 50,000h@L80B10 C B = intertek 150 Ceiling Thickness 38W 4000K ‘ 50,000h@L80B10 C B =2 intertek 147x147 Ceiling Thickness -
o762 F50x759
LED Power System power LED Voltage LED Current CRI CCT Beam  LEDOQutput System Output Code LED Power System power LED Voltage LED Current CRI CCT Beam  LED Output System Output Code
25 W 28 W 36 V 700 mA 90 2700K Wall Washer 2500Im 1100lm  SLR3G2-927WW25N-WM 25 W 28 W 36 V 700 mA 90 2700K Wall Washer 2500Im 1100lm  SLS3G2-927WW25N-WM
3000K Wall Washer 2700Im 1200lm  SLR3G2-930WW25N-WM 3000K Wall Washer 2700Im 1200lm  SLS3G2-930WW25N-WM
4000K Wall Washer 2900Im 1300lm  SLR3G2-940WW25N-WM 4000K Wall Washer 2900Im 1300im  SLS3G2-940WW25N-WM
38 W 42 W 36 V 1050 mA 90 2700K Wall Washer 3500Im 1600lm  SLR3G2-927WW38N-WM 38 W 42 W 36 V 1050 mA 90 2700K Wall Washer 3500im 1600lm  SLS3G2-927WW38N-WM
3000K Wall Washer 3700Im 1700lm  SLR3G2-930WW38N-WM 3000K Wall Washer 3700Im 1700lm  SLS3G2-930WW38N-WM
4000K Wall Washer 4000im 1800Im  SLR3G2-940WW38N-WM 4000K Wall Washer 4000Im 1800Im  SLS3G2-940WW38N-WM
Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim) Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
Matt Reflector Matt Reflector
Trimless Version available Trimless Version available
Trimless code for SLR3G2-930WW25N-WM - SLREG2-930WW25N-WM LUUMH Trimless code for SLS3G2-930WW25N-WM — SLS6G2-930WW25N-WM ’“I']Ill“
12.5-25mm 3 12.5-25mm 8 “
E@ i & - : 7 Dﬁ 1111 147x147 BT TI6
eiling Thickness 155 It Ceiling Thickness Faerics
W F2aax0as
Trimless code for SLR3G2-930WW25N-WM — ELR3G2-930WW25N-WM wmu Trimless code for SLS3G2-930WW25N-WM — ELS3G2-930WW25N-WM °
1-35mm dg_\ 3 1-35mm Zgﬁ 2
vj;T:u [wans] D& 11
Ceiling Thickness 158 o Ceiling Thickness 154x154
145x145
“grs0 F—oaxias

097 www.nekolighting.com 098



VF68 & VW68 Downlight u m
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NEKO / VISION /
Fixed Downlight

COB Super Deep Recessed

100

il

13W 2700K | 0. CITIZEN UGR . c € <§\ -82mm
CRI90 3000K | 4n IP20 D% waws)
‘ 18W 000K 0" So0oomotsoeio < 19 C B ek 68 | Gling Thickness
"o 13W 15 W 36 V 350mA 90 2700K 18°  1400im 1100Im VF68-9271813N-WC
40°  1400im 1100Im ¥568-9274o1 SN—WS
3000K 18°  1500Im 1200Im 68-9301813N-
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code 40° 1500im 1200Im VF68-930401 3N-W8
13W 15 W 36 V 350mA 90 2700K 18°  1400im 1100Im VF68-9271813N-WS 4000K 18°  1600im 1300Im VFG8-9401813N-W
40°  1400im 1100im VF68-9274013N-WS ... 40 1600m_ ____ 1300im ____ VF68-9404013N-WC
3000K 18°  1500Im 1200Im VF68-9301813N-WS 18W 21 W 36 V 500mA 90 2700K 18°  1900im 1500Im VF68-9271818N-WC
40°  1500Im 1200Im VF68-9304013N-WS 40°  1900Im 1500Im VF68-9274018N-WC
4000K 18°  1600Im 1300Im VF68-9401813N-WS 3000K 18°  2000Im 1600Im VF68-9301818N-WC
A 1600m 1300m VF68-9404013N-WS 40°  2000Im 1600Im VF68-9304018N-WC
. i i Chrome Black Reflect 4000K 18°  2200Im 1700Im VF68-9401818N-WC
1o PN SV S0omA S0 00K R IS0 1200m VERB-0o7dolaNws oremReRRECer 740 2200m  1700im  VFG8-94040138N-WC
3000K 18°  2000Im 1600Im VF68-9301818N-WS
40°  2000Im 1600Im VF68-9304018N-WS 13W 15 W 36 V 350mA 90 2700K 18°  1400Im 1100Im VFB8-9271813N-WW
Specular Reflector 4000K 18°  2200Im 1700Im VF68-9401818N-WS 40°  1400Im 1100Im VFB8-9274013N-WW
40°  2200Im 1700Im VF68-9404018N-WS 3000K 18°  1500Im 1200Im VF68-9301813N-WW
*********************************************************************************** 40°  1500im 1200Im VF68-9304013N-WW
13W 15 W 36 V 350mA 90 2700K 18°  1400im 1100Im VF68-9271813N-WM 4000K 18°  1600im 1300Im VF68-9401813N-WW
40°  1400im 1100Im VF68-9274013N-WM ... _ 40 1600m_ ____ 1300Im  VF68-9404013N-WW
3000K 18°  1500Im 1200Im VF68-9301813N-WM 18W 21 W 36 V 500mA 90 2700K 18°  1900im 1500Im VF68-9271818N-WW
40°  1500im 1200Im VF68-9304013N-WM 40°  1900Im 1500Im VF68-9274018N-WW
4000K 18°  1600Im 1300Im VF68-9401813N-WM 3000K 18°  2000Im 1600Im VFB8-9301818N-WW
A 1600m 1300im  VF68-9404013N-WM 40°  2000Im 1600Im VF68-9304018N-WW
18W 21 W 36 V 500mA 90 2700K 18°  1900Im 1500Im VF68-9271818N-WM White Reflector 4000K 18> 2200Im 1700Im VF68-9401818N-WW
40°  1900Im 1500im VF68-9274018N-WM e ____________%0°_ _2200m_____ 1700im ____VF68-9404018N-WW
3000K 18°  2000Im 1600Im VF68-9301818N-WM
40°  2000Im 1600Im VF68-9304018N-WM 13W 15 W 36 V 350mA 90 2700K 18°  1400im 1100Im VF68-9271813N-WG
Matt Reflector 4000K 18°  2200Im 1700Im VF68-9401818N-WM 40°  1400Im 1100Im VF68-9274013N-WG
40°  2200Im 1700Im VF68-9404018N-WM 3000K 18°  1500Im 1200Im VF68-9301813N-WG
*********************************************************************************** 40°  1500im 1200Im VF68-930401 3N-Wg
13W 15 W 36 V 350mA 90 2700K 18°  1400im 1100Im VF68-9271813N-WB 4000K 18°  1600im 1300Im VF68-9401813N-W
40°  1400im 1100im VF68-9274013N-WB ... _ 40 1600m ____ 1300m ____ VF68-9404013N-WG
3000K 18°  1500Im 1200Im VF68-9301813N-WB 18W 21 W 36 V 500mA 90 2700K 18°  1900im 1500Im VF68-9271818N-WG
40°  1500Im 1200Im VF68-9304013N-WB 40°  1900Im 1500Im VF68-9274018N-WG
4000K 18°  1600Im 1300Im VF68-9401813N-WB 3000K 18°  2000Im 1600Im VF68-9301818N-WG
A 1600m 1300m VF68-9404013N-WB 40°  2000Im 1600Im VF68-9304018N-WG
18W 21 W 36 V 500mA 90 2700K 18°  1900im 1500im VF68-9271818N-WB Gold Reflector 4000K 18°  2200Im 1700Im VF68-9401818N-WG
40°  1900Im 1500im VFB8-9274018N-WB o __________%0°_ _2200m_____ 1700im ____ VF68-9404018N-WG
3000K 18°  2000Im 1600Im VF68-9301818N-WB N- . . _ - A0V D _ ,
200 5000 Leoom ¥E8§‘8§{8 ?‘81 gk}_wg Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
4000K 18°  2200Im 1700Im - :
Black Reflector 40° 2200 1700Im VF68-9404018N-WB

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

m www.nekolighting.com m



NEKO / VISION /
Wall Washer Downlight

2700K -32mm
19W crigo SOOOK‘ SIDZER UGR py B CE @_ Cg‘\ u% o
4000K 50,000neLsoBt0 < 19 interiek 68 | Cliing Thickness
LED Power System power LED Voltage LED Current CRI CCT Beam LEDOQutput System Output Code
13 W 15 W 36 V 350 mA 90 2700K Wall Washer 1400im 780Im VW68-927WW13N-WM

3000K Wall Washer 1500Im
4000K Wall Washer 1600Im

18 W 21 W 36 V 500 mA 90 2700K Wall Washer 1900Im
3000K Wall Washer 2000Im
4000K Wall Washer 2200Im

820Im VW68-930WW13N-WM
870Im VW68-940WW13N-WM

1060Im VW68-927WW18N-WM
1100im VW68-930WW18N-WM
1170Im VW6E8-940WW18N-WM

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

Matt Reflector

www.nekolighting.com m
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NEKO/

Fixed LED Downlight
Interchangeable Design
Super Eye Comfort

UGR<19

IP54

High Efficiency

3 4~
TAKEO T75 TAKEO T100
7.5W 750Im-800Im 9W 1100Im-1200Im
11W  950Im-1050Im 13W 1500Im-1600Im

18W 1900Im-2100Im

TAKEO T100 Pro
8.5W 1200Im-1300Im
12W 1600Im-1700Ilm
17W 2250im-2400Im

White

Black

6“

TAKEO T150

18W 2300Im-2500Im
25W 3100Im-3400Im

TAKEO T150 Pro

17W 2600Im-2800Im
24W 3500Im-3800Im

8“

TAKEO T200

25W 2900Im-3100Im
38W 4400Im-4800Im
52W 5400Im-5900Im

TAKEO T200 Pro
24W 3500Im-3800Im
36W 5000Im-5300Im
51W 6300Im-6700Im

68X68

3

TAKEO TS68

7.5W 700Im-750Im
11W 900Im-950Im

100X100

4"

TAKEO TS100

9W  900Im-1000Im
13W 1200Im-1300Im

TAKEO TS100 Pro

8.5W 1000Im-1100Im
12W 1350Im-1500Im

White

Black

150X150

TAKEO TS150

18W 1800Im-2000Im
25W 2400Im-2600Im

TAKEO TS150 Pro

17W 2050Im-2200Im
24W 2800Im-3000Im

200X200

8“

TAKEO TS200

25W 2300|m-2508

Im
38W 3300Im-3600Im

TAKEO TS200 Pro

24\W 2800Im-3000Im
36W 3900Im-4200Im

www.nekolighting.com m
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TAKEO Pro & TAKEO

LED DOWNLIGHT SYSTEM

Model No. T75

Product Photo

Dimension (mm) N

M

@84

Cutout (mm) {%%

TAKEO 7.5W/11W
TAKEO Pro

CCT 2700K/ 3000K/ 4000K
CRI >90

Beam Angle 30°/50°
Lumen Output

TAKEO 950Im @CRI80 3000K
TAKEO Pro

Reflector Color

housing Color

P

Dimming

Accessory

T100/T100 Pro

diy

9W/ 13W/ 18W
8.5W/ 12W/ 17TW

2700K/ 3000K/ 4000K

Dim to Wam/ Tunable White

>90

30°/50°

1900im @CRI80 3000K
2250im @CRI80 3000K

Matt White

White/ Black

IP54

T150/T150 Pro

diz

18W/ 25W
17W/ 24W

2700K/ 3000K/ 4000K
Tunable White
>90

30°/ 60°(65°)

3100Im @CRI80 3000K
3500/m @CRI80 3000K

Black

On/ Off, Phase Dim, 0/1-10V Dim, DALI Dim

T200/T200 Pro

25W/ 38W/ 52W
24W/ 36W/ 51W

2700K/ 3000K/ 4000K
Tunable White

>90

18°/30°/ 60°(65°)

5400Im @CRI80 3000K
6300Im @CRI80 3000K

T150-C/T150 Pro-C

200

@152

Ceiling Mounted

18W/ 256W
17W/ 24W
2700K/ 3000K/ 4000K
>90

30°/ 60°(65°)

3100Im @CRI80 3000K
3500Im @CRI80 3000K

IP20

TS68 TS100/TS100 Pro

75x75 110x110

@6& ZEEH 00

7.5W/11W 9W/ 13W
8.5W/ 12W
2700K/ 3000K/ 4000K 2700K/ 3000K/ 4000K
Dim to Wam/ Tunable White
>80/ >90 >90
25°/60° 60°

900Im @CRI80 3000K  1200Im @CRI80 3000K

1350Im @CRI80 3000K

)

Matt White

White/ Black

IP54

T8150/TS150 Pro

100

i

167x167

e

18W/ 25W
17W/ 24W

2700K/ 3000K/ 4000K
Tunable White

>90

70°

2400Im @CRI80 3000K
2800Im @CRI80 3000K

Black

On/ Off, Phase Dim, 0/1-10V Dim, DALI Dim

TS200/TS200 Pro

(Y]
@
=

220x220

Aégzoo

25W/ 38W
24W/ 36W

2700K/ 3000K/ 4000K
Tunable White

>90

70°

3100Im @CRI80 3000K
3900Im @CRI80 3000K

www.nekolighting.com m



NEKO / TAKEO Pro /

Fixed LED Downlight
Super Eye Comfort
Higher Efficiency

LED Power System Power LED VoltageLED Current CRI CCT Beam LED Output System Output Code

8.5 W 10w 34 V 250mA 80 2700K 30° 1300Im 1150Im TS4-8273009N-WB
50° 1300Im 1050Im TS4-8275009N-WB

3000K 30° 1400Im 1200Im TS4-8303009N-WB

50° 1400Im 1100Im TS4-8305009N-WB

4000K  30° 1500Im 1300Im TS4-8403009N-WB

50° 1500Im 1200Im TS4-8405009N-WB

12 W 14 W 34 V 350mA 80 2700K 30° 1800Im 1500Im TS4-8273012N-WB
50° 1800Im 1400Im TS4-8275012N-WB

3000K 30° 1900Im 1600Im TS4-8303012N-WB

50° 1900Im 1500Im TS4-8305012N-WB

4000K 30° 2050Im 1700Im TS4-8403012N-WB

50° 2050Im 1600Im TS4-8405012N-WB

17 W 20W 36 V 500mA 80 2700K 30° 2500Im 2150Im TS4-8273017N-WB

Black Reflector 50° 2500Im 1900Im TS4-8275017N-WB
3000K 30° 2600Im 2250lm TS4-8303017N-WB

50° 2600Im 2000im TS4-8305017N-WB

4000K 30° 2800Im 2400Im TS4-8403017N-WB

50° 2800im  2200Im TS4-8405017N-WB

D Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

8.5W 2700K ane CITIZEN -30mm
CRI80 30 UGR CE €
12W 3000K | o | s IP54 \1Y= SDCM <2 1
17W CRI9O0 4000K 50° 50,000heLsost0| < 19 CB Intertek 100" | Géiing Thickness
LED Power System Power LED VoltageLED Current CRI CCT Beam LED Output System Output Code

8.5 W 10W 34 V 250mA 80 2700K 30° 1300Im 1150Im TS4-8273009N-WM

50° 1300Im 1050Im TS4-8275009N-WM

3000K 30° 1400lm 1200Im TS4-8303009N-WM

50° 1400Im 1100Im TS4-8305009N-WM

4000K 30° 1500Im 1300Im TS4-8403009N-WM

50° 1500lm 1200Im TS4-8405009N-WM

12w 14 W 34 V 350mA 80 2700K 30° 1800Im 1500Im TS4-8273012N-WM

50° 1800Im 1400Im TS4-8275012N-WM

3000K 30° 1900Im 1600Im TS4-8303012N-WM

50° 1900Im 1500Im TS4-8305012N-WM

4000K 30° 2050Im 1700Im TS4-8403012N-WM

Matt Reflector 50° 2050Im 1600Im TS4-8405012N-WM

17 W 20W 36 V 500mA 80 2700K 30° 2500Im 2150Im TS4-8273017N-WM

50° 2500Im 1900Im TS4-8275017N-WM

3000K 30° 2600im 2250im TS4-8303017N-WM

50° 2600Im 2000Im TS4-8305017N-WM

4000K 30° 2800Im 2400Im TS4-8403017N-WM

50° 2800Im 2200im TS4-8405017N-WM

8.5 W 10w 34V 250mA 80 2700K 30° 1300Im 1150Im TS4-8273009N-WW

50° 1300Im 1050Im TS4-8275009N-WW

3000K 30° 1400Im 1200Im TS4-8303009N-WW

50° 1400Im 1100Im TS4-8305009N-WW

4000K 30° 1500Im 1300Im TS4-8403009N-WW

50° 1500Im 1200Im TS4-8405009N-WW

12w 14W 34V 350mA 80 2700K 30° 1800Im 1500Im TS4-8273012N-WW

50° 1800Im 1400Im TS4-8275012N-WW

3000K 30° 1900Im 1600Im TS4-8303012N-WW

50° 1900Im 1500Im TS4-8305012N-WW

White Reflector 4000K  30° 2050lm  1700im TS4-8403012N-WW

50° 2050im 1600Im TS4-8405012N-WW

17 W 20W 36 V 500mA 80 2700K 30° 2500Im 2150Im TS4-8273017N-WW

50° 2500Im 1900Im TS4-8275017N-WW
3000K 30° 2600im 2250im TS4-8303017N-WW

50° 2600Im 2000im TS4-8305017N-WW
4000K 30° 2800Im 2400Im TS4-8403017N-WW

50° 2800Im 2200im TS4-8405017N-WW

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1~10V Dim) D=D(DALI Dim)
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NEKO / TAKEO Pro /

Fixed LED Downlight
Super Eye Comfort
Higher Efficiency

2700K a4 CITIZEN -25mm
17W  CRI80 30 UGR CE €. S
3000K o | S—E IP54 1Y SDCM <2 T ©
‘24W CRI90 4000K 65 50,000heL80810 < 19 \CUARANTEE CB Intertek 160 Csiing Thickness|
LED Power System Power LED VoltageLED Current CRI CCT Beam LED Output System Output Code
17 W 19 W 36 V 500mA 80 2700K 30°  3000Im 2450m  TM4-8273017N-WM
65°  3000im 2000im  TM4-8276517N-WM
3000K 30°  3200Im 2600im  TMA4-8303017N-WM
65°  3200Im 2100im  TM4-8306517N-WM
4000K 30°  3500Im 2800Im  TM4-8403017N-WM
65°  3500im 2300im  TMA4-8406517N-WM
24w 2w eV 700mA 80 2700K gg 388812 g?ggm $Mjg§;gggjmwm LED Power System Power LED VoltageLED Current CRI CCT Beam LED Output System Output Code
3000K 30°  4200Im 3500im  TMA4-8303024N-WM 17 W 19w 36 V 500mA 80 2700K 30°  3000Im 2450m  TM4-8273017N-WB
65°  4200im 2850lm  TM4-8306524N-WM 65°  3000Im 2000lm  TM4-8276517N-WB
4000K 30°  4500Im 3800Im  TM4-8403024N-WM 3000K 30°  3200Im 2600lm  TM4-8303017N-WB
77777777777777777777777777777777777777777777 65°  4500m  3000m  TM4-8406524N-WM 65°  3200im 2100lm  TM4-8306517N-WB
Matt Reflector 4000K 30°  3500im 2800Im  TM4-8403017N-WB
65°  3500Im 2300m  TM4-8406517N-WB
17 W 19 W 36 V 500mA 80 2700K 30°  3000Im 2450m  TM4-8273017N-WW 24 W 26 W 36 V 700mA 80 2700K 30°  4000Im 3300lm  TM4-8273024N-WB
65°  3000im 2000Im TM4-8276517N-WW 65°  4000m 2700Im TM4-8276524N-WB
3000K 30°  3200Im 2600lm  TM4-8303017N-WW 3000K 380°  4200Im 3500im  TM4-8303024N-WB
65°  3200Im 2100im  TM4-8306517N-WW 65" 4200im 2850m  TM4-8306524N-WB
4000K 30°  3500Im 2800lm  TM4-8403017N-WW 4000K 30°  4500Im 3800im  TM4-8403024N-WB
65°  3500Im 2300m  TM4-8406517N-WW 65° 4500lm ~ 3000m  TM4-8406524N-WB
oUW W 36V 700mA 80 2700K 30° 4000m  3300m  TM4-8273024N-WW Black Reflector Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
65°  4000Im 2700im  TM4-8276524N-WW
3000K 30°  4200Im 3500im  TMA4-8303024N-WW
65°  4200im 2850Im  TM4-8306524N-WW
4000K 30°  4500Im 3800im  TMA4-8403024N-WW
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, 657 4500m  3000m  TM4-8406524N-WW
White Reflector Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
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NEKO / TAKEO Pro /
Fixed LED Downlight

Super Eye Comfort LED Power System Power LED VoltageLED Current CRI CCT Beam LED Output System Output Code
Higher Efficiency 24 W 26 W 34V 700mA 80 2700K 18°  4200Im 3200lm  TL4-8271824N-WW
30°  4200Im 3300lm  TL4-8273024N-WW
65°  4200Im 2700m  TL4-8276524N-WW
3000K 18°  4400im 3400m  TL4-8301824N-WW
30°  4400lm 3500lm  TL4-8303024N-WW
65°  4400Im 2000lm  TL4-8306524N-WW
4000K 18°  4700Im 3700lm  TL4-8401824N-WW
30°  4700Im 3800im  TL4-8403024N-WW
65°  4700Im 3100lm  TL4-8406524N-WW
36 W 40 W 34V 1050 mA 80 2700K 18°  5600Im 4600Im  TL4-8271836N-WW
30°  5600Im 4800lm  TL4-8273036N-WW
65°  5600Im 4000m  TL4-8276536N-WW
3000K 18°  6000im 4800lm  TL4-8301836N-WW
30°  6000Im 5000lm  TL4-8303036N-WW
65°  6000Im 4200m  TL4-8306536N-WW
i 4000K 18°  6500Im 5100lm  TL4-8401836N-WW
WWhite Reflector 30°  6500im 5300im  TL4-8403036N-WW
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, 65°  6500m _ 4500m __ TL4-8406536N-WwW
51 W 55 W 36V 1400mA 80 2700K 18°  7000im 5700lm  TL4-8271851N-WW
30°  7000Im 6000im  TL4-8273051N-WW
65°  7000Im 5000m  TL4-8276551N-WW
3000K 18°  7400im 5900lm  TL4-8301851N-WW
30°  7400lm 6300lm  TL4-8303051N-WW
65°  7400Im 5200lm  TL4-8306551N-WW
4000K 18°  8000Im 6300Im  TL4-8401851N-WW
30°  8000Im 6700lm  TL4-8403051N-WW
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, 65°  8000m  5500m _ TL4-8406551N-WW
24 W 26 W 34V 700mA 80 2700K 18°  4200Im 3200lm  TL4-8271824N-WB
30°  4200Im 3300lm  TL4-8273024N-WB
65°  4200im 2700im  TL4-8276524N-WB
3000K 18°  4400im 3400im  TL4-8301824N-WB
. jiy 30°  4400Im 3500lm  TL4-8303024N-WB
‘ggw GRigo 2700K 187 CITIZEN “GR‘IPM“CB‘CE &D). soem <2‘ H%R D%'zsmmm | L] 65° 4400m  2900m  TL4-8306524N-WB
CRI90 . olsosi0 <19 i Lo - | ] 4000K 18°  4700Im 3700lm  TL4-8401824N-WB
51W 4000K | 65° 50,000n@L80B10 Intertek 0 Ceiling Thickness L — 30° 4700Im 3800Im TL4-8403024N-WB
T o218 65°  4700Im 3100im  TL4-8406524N-WB
LED Power System Power LED VoltageLED Current CRI CCT  Beam LED Output System Output Code LW 40w S4V 1050mA B0 2700k 18 5600m o00m T BeTissoN e
24 W 26 W 34V 700mA 80 2700K 18°  4200im 3200m  TL4-8271824N-WM 65"  5600m 4000im  TL4-8276536N-WB
30°  4200Im 3300lm  TL4-8273024N-WM 3000K 18°  6000Im 4800im  TL4-8301836N-WB
65°  4200im 2700lm  TL4-8276524N-WM 30°  6000Im 5000lm  TL4-8303036N-WB
3000K 18°  4400Im 3400m  TL4-8301824N-WM Black Reflector 65°  6000Im 4200m  TL4-8306536N-WB
30°  4400lm 3500lm TL4-8303024N-WM 4000K 18°  6500lm 5100Im TL4-8401836N-WB
65°  4400Im 2900im  TL4-8306524N-WM 30°  6500Im 5300m  TL4-8403036N-WB
4000K 18° 4700m  3700m  TL4-8401824N-WM 657 6500m  4500m  TL4-8406536N-WB
30°  4700Im 3800Im  TL4-8403024N-WM 51 W 55 W 36V 1400mA 80 2700K 18°  7000Im 5700lm  TL4-8271851N-WB
65°  4700Im 3100m  TL4-8406524N-WM 30°  7000Im 6000im  TL4-8273051N-WB
36 W 40W 34V 1050mA 80 2700K 18°  5600Im 4600Im  TL4-8271836N-WM 65n 7000im o000 TL4-827655TN-WB
30°  5600Im 4800m  TLA-8973036N-WM 3000K 18°  7400im 5900lm  TL4-8301851N-WB
85°  5600Im 4000im  TLA-8276536N-WM 30°  7400Im 6300lm  TL4-8303051N-WB
) 65°  7400im 5200m  TL4-8306551N-WB
3000K 18°  6000im 4800m  TL4-8301836N-WM .
85°  Bo0OIm 2500m  TLA-8308536N-WM 30°  8000Im 6700lm  TL4-8403051N-WB
et Fefector 4000K 187 G50OM  S100m  TLeBAOIBIONWM 00 .O%%0m____5800m __TL4-BA0000TRIE
m m - - : N= i = ~ = i =A(1- i = i
77777777777777777777777777777777777777777777 65° 6500m  4500m  TL4-8406536N-WM Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
51 W 55 W 36V 1400mA 80 2700K 18°  7000Im 5700m  TL4-8271851N-WM
30°  7000Im 6000im  TL4-8273051N-WM
65°  7000im 5000lm  TL4-8276551N-WM
3000K 18°  7400im 5900lm  TL4-8301851N-WM
30°  7400Im 6300lm  TL4-8303051N-WM
65°  7400im 5200lm  TL4-8306551N-WM
4000K 18°  8000Im 6300lm  TL4-8401851N-WM
30°  8000Im 6700lm  TL4-8403051N-WM
65°  8000Im 5500im  TL4-8406551N-WM

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1~10V Dim) D=D(DALI Dim)
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NEKO / TAKEO Pro/

TAKEO150 ProCeiling Light
Super Eye Comfort
Higher Efficiency

2700K | 54 CITIZEN g
17W  CRI8O0 30° LIVIZEN | YGR CE g
24W CRI90 000K 65° Sorermes <19 P54 B SDCM <2
——
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
17 W 19W 36 V 500mA 80 2700K 30°  3000Im 2450lm  TMC4-8273017N-WM
65°  3000Im 2000lm  TMC4-8276517N-WM
3000K 30°  3200Im 2600lm  TMC4-8303017N-WM
65°  3200Im 2100lm  TMC4-8306517N-WM
4000K 30°  3500Im 2800lm  TMC4-8403017N-WM
65°  3500im 2300lm  TMC4-8406517N-WM
24 W 26 W 36 V 700mA 80 2700K 30°  4000Im 3300lm  TMC4-8273024N-WM
65°  4000Im 2700lm  TMC4-8276524N-WM
3000K 30°  4200Im 3500lm  TMC4-8303024N-WM
65°  4200Im 2850lm  TMC4-8306524N-WM
3 4000K 30°  4500Im 3800lm  TMC4-8403024N-WM
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, 657 4500m  3000m  TMC4-8406524N-WM
Matt Reflector
17 W 19W 36 V 500mA 80 2700K 30°  3000Im 2450lm  TMC4-8273017N-WB
65°  3000im 2000lm  TMC4-8276517N-WB
3000K 30°  3200Im 2600lm  TMC4-8303017N-WB
65°  3200m 2100lm  TMC4-8306517N-WB
4000K 30°  3500Im 2800lm  TMC4-8403017N-WB
65°  3500Im 2300lm  TMC4-8406517N-WB
24 W 26 W 36 V 700mA 80 2700K 30°  4000Im 3300lm  TMC4-8273024N-WB =3
65°  4000Im 2700lm  TMC4-8276524N-WB ‘ d
3000K 30°  4200Im 3500lm  TMC4-8303024N-WB
65°  4200m 2850lm  TMC4-8306524N-WB .
4000K 30°  4500Im 3800lm  TMC4-8403024N-WB
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, 65° _ 4500m ____3000m __TMC4-8406524N-WB
Matt Reflector Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1~10V Dim) D=D(DALI Dim)

Black Reflector White Reflector Matt Reflector
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NEKO / TAKEO Pro/ NEKO / TAKEO Pro/

Fixed LED Downlight Fixed LED Downlight
Super Eye Comfort Super Eye Comfort
Higher Efficiency Higher Efficiency

8.5W CRigo 2700K CITIZEN UGR CE (D) Aéﬁ dm 17W  GRIgo 2700K CITIZEN UGR C€ @ Lgﬁ 8 @
3000K A toneniech IP54 NV SDCM <2 [mnwn) 3000K et IP54 \IV= SDCM <2 ol S
12W CRI9O0 4500K | | 60°" so000maLeosto < 19 cunnaires C B intorick 100x100 | Ghiing Thickness 24W |CRISO| 2000K | 70°" soco0neLsosto) < 19 C B intertek 150x150 | Gliing Thickness| | -
110x110 167x167
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
85 W 10w 34V 250 mA 80 2700K 60° 1300Im 950lm  TSS4-8276008N-WM 17w 19W 36V 500mA 80 2700K 70° 3000Im 1900Im TSM4-8277017N-WM
3000K 60° 1400Im 1000lm  TSS4-8306008N-WM 3000K 70° 3200lm  2050Im TSM4-8307017N-WM
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, 4000K_ 607 1500im  1100im  TSS4-8406008N-WM e l__________%000K 70"  3500m __ 2200m __TSM4-8407017N-WM
12w 14 W 34V 350mA 80 2700K 60° 1800Im 1250lm  TSS4-8276012N-WM 24 W 26 W 36V 700mA 80 2700K 70° 4000lm  2700Im TSM4-8277024N-WM
3000K 60° 1900Im 1350im  TSS4-8306012N-WM 3000K 70° 4200lm  2800Im TSM4-8307024N-WM
4000K 60° 2050Im 1500lm  TSS4-8406012N-WM 4000K 70° 4500im 3000Im TSM4-8407024N-WM
Matt Reflector Matt Reflector
8.5W 10w 34V 250 mA 80 2700K 60° 1300Im 950Im  TSS4-8276008N-WW 17w 19w 36V 500mA 80 2700K 70° 3000Im 1900Im TSM4-8277017N-WW
3000K 60° 1400Im 1000lm  TSS4-8306008N-WW 3000K 70° 3200lm  2050Im TSM4-8307017N-WW
... _A000K_60° _1500m _ 1100m_ _ TS84-8406008N-Ww ] 4000k 707 3500im  2200im  TSM4-8407017N-WW
: 12W 14 W 34V 350mA 80 2700K 60°  1800Im  1250lm  TSS4-8276012N-WW 24 W 26 W 36V 700mA 80 2700K 70°  4000m  2700lm  TSM4-8277024N-WW
“ 3000K 60° 1900Im 1350im  TSS4-8306012N-WW 3000K 70° 4200lm  2800Im TSM4-8307024N-WW
4000K 60° 2050im 1500lm  TSS4-8406012N-WW 4000K 70° 4500lm 3000Im TSM4-8407024N-WW
White Reflector White Reflector
8.5W 10w 34V 250 mA 80 2700K 60° 1300Im 950Im TSS4-8276008N-WB 17 W 19w 36V 500mA 80 2700K 70° 3000lm  1900Im TSM4-8277017N-WB
3000K 60° 1400Im 1000Im TSS4-8306008N-WB 3000K 70° 3200lm  2050Im TSM4-8307017N-WB
i ____________A0OOK_g0°__1500m __1100m___TSS4-8406008N-wB ... 4000K_ 707 3500m  2200m ~ TSM4-8407017N-WB
r 12W 14 W 34V 350mA 80 2700K 60° 1800Im 1250Im TSS4-8276012N-WB 24 W 26 W 36V 700mA 80 2700K 70° 4000lm  2700Im TSM4-8277024N-WB
“ 3000K 60° 1900Im 1350Im TSS4-8306012N-WB 3000K 70° 4200lm  2800Im TSM4-8307024N-WB
4000K 60° 2050Im 1500Im TSS4-8406012N-WB 4000K 70° 4500im 3000Im TSM4-8407024N-WB
Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim) Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
Black Reflector Black Reflector
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NEKO / TAKEO Pro/

Fixed LED Downlight
Super Eye Comfort
Higher Efficiency

24W | CRigo 2700K CITIZEN UGR c E a ZE—7 25mm |, @
K v IP54 ( )m SDCM <2 D% o ©
‘ 36W CRI90 4000K 70° 50,000h@LE0B10 < 19 CB Intertek 200x200 Ceiling Thickness T -
220x220
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
24 W 26 W 34V 700mA 80 2700K 70°  4200m  2700lm  TSL4-8277024N-WM Black Housing Available for TAKEO Series

3000K 70° 4400Im 2800Im  TSL4-8307024N-WM
4000K 70° 4700Im 3000im  TSL4-8407024N-WM

36 W 40W 34V 1050 mA 80 2700K 70° 5600Im 3700lm  TSL4-8277036N-WM
3000K 70° 6000Im 3900Im  TSL4-8307036N-WM
4000K 70° 6500Im 4200m  TSL4-8407036N-WM

Matt Reflector

24 W 26 W 34V 700mA 80 2700K 70° 4200Im 2700lm  TSL4-8277024N-WW
3000K 70° 4400Im 2800lm  TSL4-8307024N-WW
4000K 70° 4700Im 3000lm  TSL4-8407024N-WW

36 W 40 W 34V 1050 mA 80 2700K 70° 5600Im 3700lm  TSL4-8277036N-WW
3000K 70° 6000Im 3900lm  TSL4-8307036N-WW
4000K 70° 6500Im 4200lm  TSL4-8407036N-WW

White Reflector "~ T T T T T T T T T T T T T T T T T T T e m e m e

24 W 26 W 34V 700mA 80 2700K 70°  4200Im 2700lm  TSL4-8277024N-WB
3000K 70°  4400im 2800Im  TSL4-8307024N-WB
4000K 70°  4700im 3000im  TSL4-8407024N-WB

36 W 40W 34V 1050mA 80 2700K 70° 5600Im 3700lm  TSL4-8277036N-WB
3000K 70° 6000Im 3900im  TSL4-8307036N-WB
4000K 70° 6500Im 4200lm  TSL4-8407036N-WB

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

Black Reflector
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NEKO / TAKEO
Fixed LED Downlight

Project: Office, Netherlands
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NEKO / TAKEO/

Fixed LED Downlight
Super Eye Comfort

High Efficiency

Project: Carita Project in Paris, France

CCT Beam LED Output System Output

Code

2700K 25°
50°
3000K 25°
50°
4000K 25°

1000Im
1000Im
1100Im
1100Im
1200Im
1200Im

720Im
720Im
750im
750Im
800Im
800Im

TT1-8272508N-WB
TT1-8275008N-WB
TT1-8302508N-WB
TT1-8305008N-WB
TT1-8402508N-WB
TT1-8405008N-WB

11W CRIg0 2700K o5 CITIZEN uGR . c € % -30mm ﬁﬂ
IP54 D% o R
‘7 5W CRI90 4000K 50 000h@LBOB10 < 19 CB Internek 75 Ceiling Thickness "
T o84~
LED Power System Power LED VoltageLED Current CRI CCT Beam LED Output System Output Code
7.5 W 9w 31V 250mA 80 2700K 25° 1000Im 720lm  TT1-8272508N-WM
50° 1000Im 720lm  TT1-8275008N-WM
3000K 25° 1100Im 750lm  TT1-8302508N-WM
50° 1100Im 750lm  TT1-8305008N-WM
4000K 25° 1200Im 800Im  TT1-8402508N-WM
50° 1200Im 800Im  TT1-8405008N-WM
1w 13W 31V 350mA 80 2700K 25°  1300m 900im  TT2-8272511N-WM
50° 1300Im 900im  TT2-8275011N-WM
3000K 25° 1400Im 950lm  TT2-8302511N-WM
50° 1400Im 950lm  TT2-8305011N-WM
4000K 25 1500Im 1050lm  TT2-8402511N-WM
Matt Reflector 50° 1500Im 1050lm  TT2-8405011N-WM
7.5 W 9w 31V 250mA 80 2700K 25° 1000Im 720lm  TT1-8272508N-WW
50° 1000Im 720lm  TT1-8275008N-WW
3000K 25° 1100Im 750m  TT1-8302508N-WW LED Power System Power LED Voltage LED Current CRI
50° 1100Im 750lm  TT1-8305008N-WW 7.5 W 9w 31V 250mA 80
4000K 25° 1200Im 800Im  TT1-8402508N-WW
50° 1200Im 800Im  TT1-8405008N-WW
11w 13W 31V 350mA 80 2700K 25°  1300m 900im  TT2-8272511N-WW
50° 1300Im 900im  TT2-8275011N-WW
3000K 25° 1400Im 950lm  TT2-8302511N-WW
50° 1400Im 950im  TT2-8305011N-WW 11 W 13 W 31V 350 mA 80
4000K 25° 1500Im 1050lm  TT2-8402511N-WW
White Reflector 50° 1500Im 1050lm  TT2-8405011N-WW
Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

Black Reflector

1300Im
1300Im
1400Im
1400Im
1500Im
1500Im

TT2-8272511N-WB
TT2-8275011N-WB
TT2-8302511N-WB
TT2-8305011N-WB
TT2-8402511N-WB
TT2-8405011N-WB

P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

Code Remark: N=N(No Driver) F=

F(ON-OFF)
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NEKO / TAKEO/

Fixed LED Downlight
Super Eye Comfort
High Efficiency

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code

18W 21 W 36V 500mA 80 2700K 30° 2000Im 1800Im  TS3-8273018N-WM
50° 2000Im 1500lm  TS3-8275018N-WM

3000K 30° 2200Im 1900im  TS3-8303018N-WM

50° 2200Im 1600im  TS3-8305018N-WM

4000K  30° 2400Im 2000im  TS3-8403018N-WM

50° 2400Im 1700lm  TS3-8405018N-WM

90 2700K 30°  1800Im 1550m  TS3-9273018N-WM
50°  1800Im 1300m  TS3-9275018N-WM

3000K 30°  1900Im 1650m  TS3-9303018N-WM

50°  1900Im 1400m  TS3-9305013N-WM

T100-18W 4000K 30°  2100Im 1800Im  TS3-9403018N-WM
Matt Reflector 50°  2100Im 1500m  TS3-9405018N-WM

18W 21 W 36V 500mA 80 2700K 30° 2000Im 1800lm  TS3-8273018N-WW
50°  2000Im 1500m  TS3-8275018N-WW

3000K 30° 2200lm 1900m  TS3-8303018N-WW

50° 2200Im 1600lm  TS3-8305018N-WW

= _— 4000K 30° 2400Im 2000lm  TS3-8403018N-WW
Sraam 50°  2400Im 1700m  TS3-8405018N-WW

90 2700K 30° 1800Im 1550m  TS3-9273018N-WW
50° 1800Im 1300lm  TS8-9275018N-WW

3000K 30° 1900im 1650lm  TS3-9303018N-WW

T100-18W 50°  1900Im 1400lm  TS3-9305018N-WW
White Reflector 2100im 1800Im  TS3-9403018N-WW
50° 2100Im 1500lm  TS3-9405018N-WW

18W 21 W 36V 500mA 80 2700K 30°  2000im 1800Im  TS3-8273018N-WB

RISO | 2700K | 245o  CITIZEN -30mm 50° 2000Im 1500m  TS3-8275018N-WB
‘13\,\/\\// D e ORI80 53000K . smirina C UGR 1psa CB CE o 3000K 30°  2200m  1900lm  TS3-8303018N-WB
4000K 5°°°°h°L8°B1° ertek 100 | ceiling Thickness 50° 2200Im 1600lm  TS3-8305018N-WB
4000K 30°  2400Im 2000lm  TS3-8403018N-WB

50°  2400im 1700m  TS3-8405018N-WB

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code 90 2700K 30° 1800Im 1550m  TS3-9273018N-WB

9w 11 W 36V 250mA 80 2700K 30°  1200Im 1050lm  TS1-8273009N-WM 50°  1800Im 1300m  TS3-9275018N-WB

50°  1200im 950m  TS1-8275009N-WM 3000K 30°  1900Im 1650lm  TS3-9303018N-WB

3000K 30°  1300im 1100m  TS1-8303009N-WM 50° 1900 1400lm  TS3-9305018N-WB

50°  1300Im 1000im  TS1-8305009N-WM Bl;gfg;z\évtor 4000K 30°  2100Im 1800im  TS3-9403018N-WB

4000K 30°  1400Im 1200m  TS1-8403009N-WM 50°  2100Im 1500m  TS3-9405018N-WB

50°  1400m 1100m  TS1-8405009N-WM Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

18W 15W 36V 350mA 80 2700K 30° 1700Im 1450lm  TS2-8273013N-WM
50° 1700Im 1250lm  TS2-8275013N-WM

3000K 30° 1800Im 1500lm  TS2-8303013N-WM

50° 1800Im 1300m  TS2-8305013N-WM

4000K 30° 1900Im 1600m  TS2-8403013N-WM

Matt Reflector 50° 1900Im 1400lm  TS2-8405013N-WM
9w 11w 36V 250mA 80 2700K 30° 1200im 1050lm  TS1-8273009N-WW
50° 1200Im 950Im  TS1-8275009N-WW

3000K 30° 1300Im 1100m  TS1-8303009N-WW
50° 1300Im 1000lm  TS1-8305009N-WW
4000K  30° 1400Im 1200lm  TS1-8403009N-WW
50° 1400Im 1100lm  TS1-8405009N-WW

18W 15W 36V 350mA 80 2700K 30° 1700Im 1450lm  TS2-8273013N-WW
50° 1700Im 1250lm  TS2-8275013N-WW

3000K 30° 1800Im 1500m  TS2-8303013N-WW

50° 1800Im 1300iIm  TS2-8305013N-WW

4000K 30° 1900Im 1600m  TS2-8403013N-WW

YWhite Refiector .50 1900m___ 1400m__TS2-8405013N-WW
9w 11W 36V 250mA 80 2700K 30°  1200m  1050m  TS1-8273009N-WB
50°  1200m  950m  TS1-8275009N-WB

3000K  30° 1300Im 1100lm  TS1-8303009N-WB
50° 1300Im 1000m  TS1-8305009N-WB
4000K  30° 1400Im 1200lm  TS1-8403009N-WB
50° 1400Im 1100lm  TS1-8405009N-WB

18W 15W 36V 350mA 80 2700K 30° 1700Im 1450lm  TS2-8273013N-WB

50° 1700Im 1250m  TS2-8275013N-WB

3000K 30° 1800Im 1500lm  TS2-8303013N-WB

50° 1800Im 1300m  TS2-8305013N-WB

4000K 30° 1900Im 1600im  TS2-8403013N-WB

Black Reflector 50° 1900Im 1400lm  TS2-8405013N-WB

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1~10V Dim) D=D(DALI Dim)
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NEKO /TAKEO/ NEKO /TAKEO/
Fixed LED Downlight Fixed LED Downlight

-e

Dim to Warm Tunable White

-30mm I -30mm
1800K-3000K | -, UGR ”””H“ll 2700K-B500K . UGR
12W CRI95 1o 50 brldge ux. IP54 . CE C[gw u% JOdT 18W CRI9O 50 brldgelux IP54 o 2
Dim to Warm s0.000hatsosto | < 19 C B intertek 100 | Géiing Thlckness Tunable White s0.000naLeo810| < 19 c B Intertek 100’ | Géiling Thickness "
5170 o110
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code LED Power System Power LED Voltage LED Current CRI CCT Beam System Output Code

12W 14 W 34V 350 mA 95 1800K-3000K 50° 1200lm  Max.1000lm TS2-9D35012N-WM 13 W 15 W 36V 350 mA 90 2700K-B6500K 50° Max.900Im TS2-9TW5013N-WM

@2700K 50° 750im

”””””””””””””””””””””””””””””””””””””””””””””””””””” @3000K 50° 780Im

@4000K 50° 850Im

@5000K 50° 900Im

@6500K 50° 900Im
Matt Reflector MattReflector
12w 14 W 34V 350 mA 95 1800K-3000K 50° 1200lm  Max.1000lm TS2-9D35012N-WW 13W 15W 36V 350 mA 90 2700K-6500K 50° Max.900Im TS2-9TW5013N-WW

@2700K 50° 750im

************************************************************************************* @3000K 50° 780Im

@4000K 50° 850Im

@5000K 50° 900Im

@6500K 50° 900Im
White Reflector White Reflector
12W 14 W 34V 350 mA 95 1800K-3000K 50° 1200lm  Max.1000lm TS2-9D35012N-WB 13 W 15 W 36V 350 mA 90 2700K-B6500K 50° Max.900Im TS2-9TW5013N-WB

@2700K 50° 750im

”””””””””””””””””””””””””””””””””””””””””””””””””””” @3000K 50° 780Im

Code Remark: N=N(No Driver) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim) @4000K 50° 850Im

@5000K 50° 900Im

@B6500K 50° 900Im
Black Reflector Black Reflector Code Remark: N-N(No Driver) D-D(DALI Dim)

DIM to WARM 1800K 2700K 3000K

e [ U
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NEKO / TAKEO/

Fixed LED Downlight
Super Eye Comfort
High Efficiency

25W CRIg0 2700K ... CITIZEN  yGR a -25mm
3000K| 25, ez IP54 c E NI CITT1
‘18W CRI90 000K %" 50,000naLe08t0 < 19 CB intertek 150’ Ging Thickness
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
18W 21 W 36V 500mA 80 2700K 30° 2600Im 2200lm  TM1-8273018N-WM
60° 2600Im 1950lm  TM1-8276018N-WM
3000K 30° 2800Im 2300im  TM1-8303018N-WM
60° 2800Im 2000lm  TM1-8306018N-WM
4000K 30° 3000Im 2500lm  TM1-8403018N-WM
60° 3000Im 2200lm  TM1-8406018N-WM
oW 28w eV 700mA 80 2700K 28 2288:2 ggggm $mgggggggmwm LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
3000K 30° 3800Im 3100im  TM2-8303025N-WM 18 W 21 W 36V 500mA 80 2700K 30° 2600Im 2200im TM1-8273018N-WB
60° 3800Im 2700lm  TM2-8306025N-WM 60° 2600Im 1950Im TM1-8276018N-WB
4000K 30° 4000Im 3300im  TM2-8403025N-WM 2700K 30° 2800Im 2300lm  TM1-8303018N-WB
77777777777777777777777777777777777777777777 60°  4000im  2900Im  TM2-8406025N-WM 60°  2800lm  2000m  TM1-8306018N-WB
Matt Reflector 4000K 30° 3000Im 2500lm  TM1-8403018N-WB
60° 3000Im 2200im TM1-8406018N-WB
18W 21 W 36V 500mA 80 2700K 30° 2600Im 2200lm  TM1-8273018N-WW 25 W 28 W 36V 700mA 80 2700K 30° 3600Im 3000Im TM2-8273025N-WB
60° 2600Im 1950lm  TM1-8276018N-WW 60° 3600Im 2600Im TM2-8276025N-WB
3000K 30° 2800Im 2300im  TM1-8303018N-WW 3000K 30° 3800Im 3100Im TM2-8303025N-WB
60° 2800Im 2000lm  TM1-8306018N-WW 60° 3800Im 2700Im TM2-8306025N-WB
4000K 30° 3000Im 2500lm  TM1-8403018N-WW 4000K 30° 4000Im 3300Im TM2-8403025N-WB
60° 3000Im 2200lm  TM1-8406018N-WW 60°  4000m ~ 2900m  TMZ2-8406025N-WB
S 25W  28W 36V 700mA 80 2700K 30°  3600m  3000m  TM2-8273025N-WW Black Reflector Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
60° 3600Im 2600lm  TM2-8276025N-WW
3000K 30° 3800Im 3100lm  TM2-8303025N-WW
60° 3800Im 2700lm  TM2-8306025N-WW
4000K 30° 4000Im 3300im  TM2-8403025N-WW
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, 60° _ 4000m _ 2900im _TM2-8406025N-WW
White Reflector Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
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NEKO / TAKEO/
Fixed LED Downlight

Project: Mist Hot Spring Hotel Xuchang, China

)

Tunable White

25W 2700K-6500K 5o UGR -25mm
CRI9O0 60 brld eluy. P54 c €
‘ 18W Tunable White 80" Drdgelu g C B A4 150 |52,

LED Power System Power LED Voltage LED Current CRI CCT Beam System Output Code - " .
18 W 21 W 36V 500mA 90 2700K-B500K 60° Max.1400im TM1-9TW6018N-WM
W e
@3000K 60° 1250Im
o g
@4000K  60° 1350Im — ": ’: -— o '
@5000K 60° 1400Im ’
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, @500k - 60°  1400m
25 W 28 W 36V 700mA 90 2700K-8500K 60° Max.1900im TM2-9TWB025N-WM e | i
@2700K 60° 1700Im [
@3000K 60° 1750Im
@4000K 60° 1850Im
@5000K 60° 1900Im
Matt Reflector @ 67570957 - ?Qi 77777 1}209@ 7777777777777777
18 W 21 W 36V 500mA 90 2700K-6500K 60° Max.1400im TM1-9TW6018N-WW
@2700K  60° 1200im ENLIAE N .lh
@3000K 60° 1250Im
@4000K 60° 1350Im i
@5000K 60° 1400Im
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, @6s00K  60°  1400m
25 W 28 W 36V 700mA 90 2700K-6500K 60° Max.1900Im TM2-9TWBE025N-WW
@2700K 60° 1700Im
@3000K 60° 1750Im
@4000K 60° 1850Im
@5000K 60° 1900Im
White Reflector @500k 60" 1°00m
18 W 21 W 36V 500mA 90 2700K-B500K 60° Max.1400lm TM1-9TW6018N-WB
@2700K 60° 1200Im
@3000K 60° 1250Im
@4000K 60° 1350Im
@5000K 60° 1400Im
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, @6500K - 60°  1400m
25 W 28 W 36V 700mA 90 2700K-6500K 60° Max.1900im TM2-9TWB025N-WB
@2700K 60° 1700Im
@3000K 60° 1750Im
@4000K 60° 1850Im
@5000K 60° 1900Im
@6500K 60° 1900Im

Black Reflector

133

Code Remark: N=N(No Driver) D=D(DALI Dim)
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NEKO / TAKEO/

Fixed LED Downlight
Super Eye Comfort

High Efficiency

Project: Malaysia International Exhibition Convention Centre, Malaysia

[ T |

38W CRI0 2700K | 18 CITIZEN ygR 2smm [ [ T
52W CRI9O <19 IP54 CB CE D% o 8 :
4000K 60 50 000h@L80B10 00" | céiing Thickness pr—
@218
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
38 W 42 W 36V 1050 mA 80 2700K 18° 5200Im 4300lm  TL2-8271838N-WM

30° 5200Im 4300im  TL2-8273038N-WM
60° 5200Im 3800im  TL2-8276038N-WM
3000K 18° 5400im 4400lm  TL2-8301838N-WM
30° 5400Im 4400lm  TL2-8303038N-WM
60° 5400Im 3900Im  TL2-8306038N-WM
4000K 18° 5600Im 4600lm  TL2-8401838N-WM
30° 5600Im 4600lm  TL2-8403038N-WM
60° 5600im 4100lm  TL2-8406038N-WM

52 W 56W 36V 1400mA 80 2700K 18°  6400m  5300m TL3-8271852N-WM
30°  6400m  5300m TL3-8273052N-WM
60°  6400m  4700m TL3-8276052N-WM

3000K 18°  6600m  5400m TL3-8301852N-WM

30°  6600m  5400m TL3-8303052N-WM

60°  6600Im  4800im TL3-8306052N-WM

4000K 18°  6800m  5600m TL3-8401852N-WM

Matt Reflector 30°  6800m  5600im  TL3-8403052N-WM
60° 6800  5000im TL3-8406052N-WM

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
38W 42W 36V 1050mA 80 2700K 18°  5200m  4300Im  TL2-8271838N-WW 38w 42W 36V 1050mA 80 2700K 18°  5200im  4300m  TL2-8271838N-WB
30°  5200m  4300m TL2-8273038N-WW 30°  5200m  4300m  TL2-8273038N-WB
60°  5200m  3800m TL2-8306038N-WW 60°  5200m  3800im  TL2-8276038N-WB
000K 18°  5400m  4400m TL2-8301838N-WW 3000K 18°  5400m  4400m  TL2-8301838N-WB
30°  5400m  4400im  TL2-8303038N-WW 30°  5400m  4400m  TL2-8303038N-WB
60°  5400m  3900Im TL2-8306038N-WW 60°  5400m  3900m  TL2-B306038N-WB
4000K 18°  5600Im 4600 TL2-8401838N-WW 4000K 18°  5600m  4600m  TL2-8401838N-WB
30°  5600m  4600m TL2-8403038N-WW 30°  5600m  4600m  TL2-8403038N-WB
60°  5600m  4100m TL2-8406038N-WW 60°  5600m  4100m  TL2-8406038N-WB
52 W 56W 36V 1400mA 80 2700K 18°  6400m 5300 TL3-8271852N-WW 52W 56W 36V 1400mA 80 2700K 18°  6400m  5300Im TL3-8271852N-WB
30°  6400m  5300m TL3-8273052N-WW 30°  6400m  5300m  TL3-8273052N-WB
60°  6400m  4700m TL3-8306052N-WW 60°  6400m  4700m  TL3-8276052N-WB
3000K 18°  6600im  5400m TL3-8301852N-WW 3000K 18°  6600m  5400m  TL3-8301852N-WB
30°  6600m  5400im  TL3-8303052N-WW 30°  6600m  5400m  TL3-B303052N-WB
60°  6600m  4800m TL3-8306052N-WW 60°  6600m  4800m  TL3-B306052N-WB
. 4000K 18°  6800m 5600 TL3-8401852N-WW 4000K 18°  6800m  5600m  TL3-8401852N-WB
White Reflector 30°  6800m  5600m TL3-8403052N-WW Black Reflector 30°  6800m  5600m  TL3-8403052N-WB
60°  6800M  5000im TL3-8406052N-WW 60°  6800m  5000m  TL3-8406052N-WB
Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim) Gode Remark: N=N(No Driver) F=FON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D-D(DALI Dim)
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NEKO / TAKEO/
Fixed LED Downlight

Project: Malaysia International Exhibition Convention Centre, Malaysia

-0

Tunable White

2700K-6500K
Tunable White

; -25mm
1111

Céiling Thickness

60°

‘ 25W ‘CRIQO

br|d el UGR c €
50, ooo?msomo <19 P54 CB

k=

Intertek

LED Power System Power LED Voltage LED Current CRI CCT Beam System Output Code

25 W 28 W 36V 700 mA 90 2700K-6500K 60° Max.1900Im TL1-9TW6025N-WM
@2700K 60° 1700Im
@3000K 60° 1750Im
@4000K 60° 1850Im
@5000K 60° 1900Im
@6500K 60° 1900Im

Matt Reflector

25 W 28 W 36V 700 mA 90 2700K-6500K  60° Max.1900lm TL1-9TW6E025N-WW
@2700K 60° 1700Im
@3000K 60° 1750Im
@4000K 60° 1850Im
@5000K 60° 1900Im
@B6500K 60° 1900Im

White Reflector

25 W 28 W 36V 700 mA 90 2700K-6500K 60° Max.1900im TL1-9TW6025N-WB
@2700K 60° 1700Im
@3000K 60° 1750im
@4000K 60° 1850Im
@5000K 60° 1900Im
@B6500K 60° 1900Im

Code Remark: N=N(No Driver) D=D(DALI Dim)

Black Reflector
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NEKO / TAKEO /

TAKEO150 Ceiling Light

Super Eye Comfort
High Efficiency

25W CRIg0 2700K ., CITIZEN uGR c € g
3000K B
‘18W CRI90 2000K 8% 50000h@LBOB10 <19 P20 CB
—
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
18W 21 W 36V 500mA 80 2700K 30° 2800Im 2300lm  TMC1-8273018N-WM
60° 2800Im 2000lm  TMC1-8276018N-WM
3000K 30° 2800Im 2300lm  TMC1-8303018N-WM
60° 2800Im 2000lm  TMC1-8306018N-WM
4000K 30° 3000Im 2500lm  TMC1-8403018N-WM
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, 60° __8000m ___ 2200im _TMC1-8406018N-W
25 W 28 W 36V 700mA 80 2700K 30° 3800Im 3100lm  TMC2-8273025N-WM
60° 3800Im 2700lm  TMC2-8276025N-WM
3000K 30° 3800Im 3100lm  TMC2-8303025N-WM
60° 3800Im 2700lm  TMC2-8306025N-WM
- 4000K 30° 4000Im 3300lm  TMC2-8403025N-WM
60° 4000im 2900lm  TMC2-8406025N-WM
Matt Reflector
18W 21 W 36V 500mA 80 2700K 30° 2800Im 2300lm  TMC1-8273018N-WB
60° 2800Im 2000lm  TMC1-8276018N-WB
3000K 30° 2800Im 2300lm  TMC1-8303018N-WB
60° 2800Im 2000lm  TMC1-8306018N-WB
4000K 30° 3000Im 2500lm  TMC1-8403018N-WB
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, 60" 3000m _ 2200m _TMC1-8406018N-WB
25 W 28 W 36V 700mA 80 2700K 30° 3800Im 3100lm  TMC2-8273025N-WB —
60° 3800Im 2700lm  TMC2-8276025N-WB ’ - |
3000K 30° 3800Im 3100lm  TMC2-8303025N-WB
60° 3800Im 2700lm  TMC2-8306025N-WB
4000K 30° 4000Im 3300lm  TMC2-8403025N-WB
60° 4000im 2900lm  TMC2-8406025N-WB
Matt Reflector Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

Black Reflector White Reflector Matt Reflector
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NEKO / TAKEO

Fixed LED Downlight
Project: Bank Sparkasse, German
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NEKO / TAKEO/

Fixed LED Downlight
Super Eye Comfort LED Power System Power LED VoltageLED Current CRI CCT Beam LED Output System Output Code

High Efficiency 7.5 W 9w 31V 250mA 80 2700K 25°  1000im 680Im  TTS1-8272508N-WB
60°  1000m  680im  TTS1-8276008N-WB
3000K 25°  1100m  700m  TTS1-8302508N-WB
60°  1100lm  700im  TTS1-8306008N-WB
4000K 25°  1200m  750lm  TTS1-8402508N-WB
60°  1200lm  750im  TTS1-8406008N-WB

11w 13 W 31V 350mA 80 2700K 25° 1300Im 870m  TTS2-8272511N-WB
60° 1300Im 870m  TTS2-8276011N-WB

3000K 25° 1400im 900im  TTS2-8302511N-WB

60° 1400Im 900im  TTS2-8306011N-WB

4000K 25° 1500Im 950im  TTS2-8402511N-WB

60° 1500Im 950im  TTS2-8406011N-WB

Black Reflector

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

75W CRI80 2700K s+ | CITIZEN | ygR !ﬁ! CE ((Tlv) Zgﬁ D%aOmm _ m
o | e———— IP54 W o ©
‘ 11 W [CRISO 4000K 50,0000@L80B10, < 19 CB Intertek 68x68 | Ceiling Thickness
75x75
LED Power System Power LED VoltageLED Current CRI CCT Beam LED Output System Output Code
7.5 W 9w 31V 250 mA 80 2700K 25° 1000Im 680Im  TTS1-8272508N-WM

60° 1000Im 680Im  TTS1-8276008N-WM
3000K 25° 1100Im 700lm  TTS1-8302508N-WM
60° 1100Im 700lm  TTS1-8306008N-WM
4000K 25° 1200Im 750lm  TTS1-8402508N-WM

—— 60" 1200m  750m  TTS1-8406008N-WM

| 11w 13 W 31V 350 mA 80 2700K 25° 1300Im 870Im TTS2-8272511N-WM

‘ , 60° 1300Im 870Im TTS2-8276011N-WM
v | 3000K 25° 1400Im 900Im TTS2-8302511N-WM
o 60° 1400Im 900Im TTS2-8306011N-WM

4000K 25° 1500Im 950lm  TTS2-8402511N-WM
60° 1500Im 950m  TTS2-8406011N-WM

Matt Reflector

7.5 W 9w 31V 250mA 80 2700K 25° 1000Im 680Im  TTS1-8272508N-WW

60° 1000Im 680im  TTS1-8276008N-WW

3000K 25° 1100Im 700lm  TTS1-8302508N-WW

: 60° 1100Im 700lm  TTS1-8306008N-WW
4/ 4000K  25° 1200Im 750lm  TTS1-8402508N-WW
60° 1200Im 750lm  TTS1-8406008N-WW

\p w ) 11w 13 W 31V 350mA 80 2700K 25° 1300Im 870m  TTS2-8272511N-WW
‘ H,‘

60° 1300Im 870m  TTS2-8276011N-WW
3000K 25° 1400Im 900m  TTS2-8302511N-WW
60° 1400Im 900im  TTS2-8306011N-WW
4000K 25° 1500Im 950lm  TTS2-8402511N-WW

White Reflector 60° 1500  950m  TTS2-8406011N-WW

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
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NEKO / TAKEO/

Fixed LED Downlight
Super Eye Comfort
High Efficiency

NEKO / TAKEO/

Fixed LED Downlight
Super Eye Comfort
High Efficiency

Sl

9W |CRIgo 2700K CITIZEN UGR c E Zgﬁ D%SOmm o
3000K IP54 I

‘13W CRIZO 4000K 60° 50 oooneLsosio < 19 CB Intertek 100x100 | ceiing Thickness " —

T110x110°

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
9w 11w 36V 250 mA 80 2700K 60° 1200im 850lm  TSS1-8276009N-WM
3000K 60° 1300Im 900lm  TSS1-8306009N-WM
... %000k 60T 1400m _ 1000im  TSS1-8406009N-WM
1B8W 15W 36V 350mA 80 2700K 60° 1700Im 1150lm  TSS2-8276013N-WM
3000K 60° 1800Im 1200lm  TSS2-8306013N-WM
4000K 60° 1900Im 1300lm  TSS2-8406013N-WM

Matt Reflector
9w 1w 36V 250 mA 80 2700K 60° 1200Im 850Im  TSS1-8276009N-WW
3000K 60° 1300Im 900lm  TSS1-8306009N-WW
4000K 60° 1400Im 1000lm  TSS1-8406009N-WW
13 W 1B5W 36V 350mA 80 2700K 60° 1700Im 1150lm  TSS2-8276013N-WW
Bd 3000K 60°  1800lm  1200m  TSS2-8306013N-WW
4000K 60° 1900Im 1300lm  TSS2-8406013N-WW
White Reflector

9w 11w 36V 250 mA 80 2700K 60° 1200lm 850lm  TSS1-8276009N-WB

Black Reflector

3000K 60° 1300Im 900Im TSS1-8306009N-WB
4000K  60° 1400Im 1000lm  TSS1-8406009N-WB

1B8W 15W 36V 350mA 80 2700K 60° 1700Im 1150lm  TSS2-8276013N-WB
3000K 60° 1800Im 1200lm  TSS2-8306013N-WB
4000K  60° 1900Im 1300im  TSS2-8406013N-WB

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

18W CRIg0 2700K CITIZEN UGR c € &ﬁ D%%mm ° @
3000K IP54 o
‘25W CRISO 2000K | 70° 50 oooneLsosio < 19 CB intertek 180x150 | csiing Thi% Ty =
167x167
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
18W 21 W 36V 500mA 80 2700K 70° 2100Im 1600lm  TSM1-8277018N-WM

Matt Reflector

White Reflector

Black Reflector

3000K 70° 2300Im 1700lm  TSM1-8307018N-WM
4000K 70°  2500Im 1800m  TSM1-8407018N-WM

25 W 28 W 36V 700mA 80 2700K 70° 3200Im 2200lm  TSM2-8277025N-WM
3000K 70° 3400Im 2400lm  TSM2-8307025N-WM
4000K 70° 3600Im 2600lm  TSM2-8407025N-WM

18 W 21 W 36V 500mA 80 2700K 70° 2100Im 1600m  TSM1-8277018N-WW
3000K 70° 2300Im 1700lm  TSM1-8307018N-WW
4000K 70° 2500Im 1800m  TSM1-8407018N-WW

256 W 28 W 36V 700mA 80 2700K 70° 3200Im 2200lm  TSM2-8277025N-WW
3000K 70° 3400Im 2400lm  TSM2-8307025N-WW
4000K 70° 3600Im 2600lm  TSM2-8407025N-WW

18W 21 W 36V 500mA 80 2700K 70° 2100im 1600im  TSM1-8277018N-WB
3000K 70° 2300im 1700lm  TSM1-8307018N-WB
4000K 70° 2500Im 1800lm  TSM1-8407018N-WB

256 W 28 W 36V 700mA 80 2700K 70° 3200Im 2200lm  TSM2-8277025N-WB
3000K 70° 3400Im 2400lm  TSM2-8307025N-WB
4000K 70° 3600Im 2600lm  TSM2-8407025N-WB

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
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NEKO / TAKEO/

Fixed LED Downlight
Super Eye Comfort
High Efficiency

(LU

25W CRIg0 2700K CITIZEN uGR - c E ZE—7 —25mm N @
3000K IP54 )
‘SSW CRISO 4000K 70° 50 000n@LBOB10, < 19 CB Intertek 200x200 Ceiling Th\ckness T B] -
220x220
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
25W 28 W 36V 700mA 80 2700K 70°  2800Im 2000m  TSL1-8277025N-WM Black Housing Available for TAKEO Series

3000K 70° 3000Im 2200im  TSL1-8307025N-WM
4000K 70°  3200Im 2400lm  TSL1-8407025N-WM

38 W 42 W 36V 1050 mA 80 2700K 70° 4100Im 3000im  TSL2-8277038N-WM
3000K 70° 4300Im 3200m  TSL2-8307038N-WM
4000K 70° 4500Im 3400lm  TSL2-8407038N-WM

Matt Reflector

25 W 28W 36V 700mA 80 2700K 70° 2800Im 2000im  TSL1-8277025N-WW
3000K 70° 3000Im 2200im  TSL1-8307025N-WW
4000K 70° 3200Im 2400lm  TSL1-8407025N-WW

38 W 42 W 36V 1050 mA 80 2700K 70° 4100Im 3000lm  TSL2-8277038N-WW
3000K 70° 4300Im 3200lm  TSL2-8307038N-WW
4000K 70° 4500Im 3400lm  TSL2-8407038N-WW

White Reflector "~ T T T T T T T T T T T T T T T T T T T e m e m e

26 W 28 W 36V 700mA 80 2700K 70° 2800Im 2000im  TSL1-8277025N-WB
3000K 70° 3000Im 2200lm  TSL1-8307025N-WB
4000K 70° 3200Im 2400lm  TSL1-8407025N-WB

38 W 42 W 36V 1060 mA 80 2700K 70° 4100Im 3000im  TSL2-8277038N-WB
3000K 70° 4300Im 3200lm  TSL2-8307038N-WB
4000K 70° 4500Im 3400lm  TSL2-8407038N-WB

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

Black Reflector
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NEKO /CLUB
LED Module

*NEKO LED-Module sind die perfekte Austauschlésung fir MR16 Halogen.

* Sehr schickes und elegantes Design und vielfaltig einsetzbar bei Downlight- und

* Spotanwendungen.

*Hohe Farbkonsistenz bei allen LED-Modulen innerhalb einer 3-Step-MacAdam-Ellipse

*Neko-LED-Module kénnen in verschiedenen Leuchten verwendet werden, ohne
Einfluss auf die Farbkonsistenz.

- Hervorragende Lichtausbeute und exzellenter Lampenlichtstromerhalt mit

+50.000 Stunden Lebensdauer machen haufige Lampenwechsel zu einem Relikt der
Vergangenheit.

5 Jahre Qualitatsgarantie von NEKO.

- The NEKO LED module is a perfect replacement for MR16 halogen modules.

- Smart and elegant design.

* Versatile for downlight and spotlight applications.

* Uniform color for all LED modules within 3 MacAdam steps.

-You can use NEKO LED modules in various fixture designs with no color variability.
- Outstanding lumen output, excellent lumen maintenance.

+50,000-hour lifetime eliminates frequent re-lamping.

- NEKO 5-Year Quality Guarantee

|:| Narrow |:| Medium |:|Wide

Verschiedene Abstrahlwinkel fur architektonische Designs
Three beam angles for various architectural design requirements.

www.nekolighting.com
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NEKO /CLUB

LED Module
Model No. M3 M4
Product Photo
63 |

Dimension (mm) @J‘” 65

}T-{
Cutout (mm) Mounted with Trim Mounted with Trim
Wattage 7.5W/11W AW/ 13W/ 18W
CCT 2700K/ 3000K/ 4000K 2700K/ 3000K/ 4000K

Dim to Wam Dim to Wam
CRI >80/ >90 >80/ >90
Beam Angle 15°/25°/ 35°/ 60° 20°/35°/ 60°
Lumen Output 1050lm @CRI80 3000K 1300lm @CRI80 3000K
Reflector Color NEKO Standard NEKO Standard
IP IP54 IP54
Dimming

On/ Off, Phase Dim, 0/1-10V Dim, DALI Dim On/ Off, Phase Dim, 0/1-10V Dim, DALI Dim

Accessory Fit with CLUB Series Trims Fit with CLUB Series Trims

www.nekolighting.com m



NEKO / CLUB/
LED Downlight Module

63

Fit with CLUB Series Trims m
1800K-3000K 35° Replace UGR =N
12W‘CRI95 Dir 10 Warmn 66° Sﬂiﬁﬁt‘aﬁa Halogen 50W < 19 ‘IP54‘ ‘ CB‘CE ‘ @}4

50

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code

12W 14W 34V 350 mA 95 1800K-3000K 35° 1100im  Max.850lm M3-9D33512N-NN
60° 1100im  Max.850lm M3-9D36012N-NN

Code Remark: N=N(No Driver) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

M3-DW

DIM to WARM 1800K 2700K 3000K

e e i

2700K | 18° 1
1MW 32. | CITIZEN uGR @ CE @“,)
CRI90 3000K | %5, ey IP54 ( S
7.5W 4000K | &3¢ socooneLsosio| < 19 B intertek “

50
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
1w 183 W 31V 350mA 90 2700K 15° 1000Im 900Im M3-9271511N-NN

25 1000Im 900lm  M3-9272511N-NN
35° 1000Im 900lm  M3-9273511N-NN
60° 1000Im 900im  M3-9276011N-NN

3000K 15° 1100Im 950lm  M3-9301511N-NN
25° 1100Im 950lm  M3-9302511N-NN
35° 1100Im 950lm  M3-9303511N-NN
60° 1100Im 950Im  M3-9306011N-NN

4000K 15° 1200im 1000lm  M3-9401511N-NN
25° 1200Im 1000lm  M3-9402511N-NN
35° 1200Im 1000lm  M3-9403511N-NN
60° 1200Im 1000lm  M3-9406011N-NN

7.5W 9w 31V 250mA 90 2700K 15° 850Im 650lm  M3-9271508N-NN
25° 850Im 650lm  M3-9272508N-NN
35° 850Im 650lm  M3-9273508N-NN
60° 850Im 650lm  M3-9276008N-NN

M3 3000K 15° 900Im 700lm  M3-9301508N-NN
25° 900Im 700lm  M3-9302508N-NN
35° 900Im 700lm  M3-9303508N-NN
60° 900Im 700lm  M3-9306008N-NN

4000K 15° 950Im 750lm  M3-9401508N-NN
25° 950Im 750lm  M3-9402508N-NN
35° 950Im 750lm  M3-9403508N-NN
60° 950Im 750lm  M3-9406008N-NN

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

Can be used in limited ceiling space of 80mm height
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NEKO / CLUB/

LED Downlight Module
Fit with CLUB Series Trims

1800K-3000K
Dim to Warm

35°
80°

br@&.

50,000h@L80B10

Replace
Halogen 50W

12W‘CRI95

e (B B CE

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code

12W 14W 34V 350 mA 95 1800K-3000K 35° 1100im  Max.950lm M4-9D33512N-NN
60° 1100Im  Max.950lm M4-9D36012N-NN

Code Remark: N=N(No Driver) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

50

M4-DW

DIM to WARM 1800K 2700K 3000K

————————————————§————— 11— 0

f 2700K | 20°
18W|  18W Available CITIZEN yGR c €
] . |CRI90/ 3000K ° T SV
9w | In Different LED Chip CRIgO 4000K gg° 50,000n@LoB10 | < 19 P54 CB Q
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code

13W 15W 36V 350mA 90 2700K 20° 1300Im 1100Im M4-9272013N-NN
35° 1300Im 1100Im M4-9273513N-NN
60° 1300Im 1100Im M4-9276013N-NN
3000K 20° 1400Im 1200Im M4-9302013N-NN
35° 1400Im 1200Im M4-9303513N-NN
60° 1400Im 1200Im M4-9306013N-NN
4000K 20° 1500Im 1300Im M4-9402013N-NN
35° 1500Im 1300Im M4-9403513N-NN
60° 1500Im 1300Im M4-9406013N-NN
9w 11w 36V 250 mA 90 2700K 20° 900Im 800im M4-9272009N-NN

35° 900Im 800Im  M4-9273509N-NN
60° 900Im 800im  M4-9276009N-NN

3000K 20° 1000Im 850im  M4-9302009N-NN

35° 1000Im 850lm  M4-9303509N-NN

M4 60° 1000Im 850im  M4- 9306009N-NN
4000K 20° 1100Im 950im  M4-9402009N-NN

35° 1100Im 950Im  M4- 9403509N-NN
60° 1100Im 950im  M4- 9406009N-NN

18W 21 W 36V 500mA 90 2700K 20° 1800Im 1500lm  M4-9272018N-NN
35° 1800Im 1500lm  M4-9273518N-NN
60° 1800Im 1500lm  M4-9276018N-NN

3000K 20° 1900Im 1600im  M4-9302018N-NN
35° 1900Im 1600lm  M4-9303518N-NN
60° 1900Im 1600Im  M4-9306018N-NN
4000K 20° 2000Im 1700lm  M4-9402018N-NN

35° 2000Im 1700lm  M4-9403518N-NN
60° 2000Im 1700im  M4-9406018N-NN

Mé4-18W Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

Can be used in limited ceiling space of 80mm height
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NEKO / CLUB/ M4 Pro

Architectural LED Downlight Module
Fit with CLUB Series Trims

*NEKO M4 Pro-LED-Module sind die perfekte Austauschldsung fur MR16 Halogen.

* Sehr schickes und elegantes Design und vielfaltig einsetzbar bei Downlight- und

* Spotanwendungen.

*Hohe Farbkonsistenz bei allen LED-Modulen innerhalb einer 2-Step-MacAdam-Ellipse

*NEKO M4 Pro-LED-Module kénnen in verschiedenen Leuchten verwendet werden, ohne
Einfluss auf die Farbkonsistenz.

- Hervorragende Lichtausbeute und exzellenter Lampenlichtstromerhalt mit

+50.000 Stunden Lebensdauer machen haufige Lampenwechsel zu einem Relikt der
Vergangenheit.

5 Jahre Qualitatsgarantie von NEKO.

- The NEKO M4 Pro LED module is a perfect replacement for MR16 halogen modules.

- Smart and elegant design.

*Versatile for downlight and spotlight applications.

*Uniform color for all LED modules within 2 MacAdam steps.

- You can use NEKO M4 Pro LED modules in various fixture designs with no color variability.
- Outstanding lumen output, excellent lumen maintenance.

+50,000-hour lifetime eliminates frequent re-lamping. Architectural 10°
- NEKO 5-Year Quality Guarantee /

W o RS W o5 W35 W so

Verschiedene Abstrahlwinkel fur architektonische Designs
Five beam angles for various architectural design requirements.
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NEKO / CLUB/ M4 Pro
Architectural LED Downlight Module N EW
Fit with CLUB Series Trims

M4 Pro LED Module

LED Power: 7W/ 9W/ 12W/ 13W/ 18W

LED Chip: Bridgelux CRI>97, R9=95, 2-step SDCM

Beam Angle: 10°/ 15°/ 25°/ 35°/ 50°

Standard CCT: 2700K/ 3000K/ 3500K/ 4000K

Optional CCT: 1800K-3000K Warm Dim/ 2700K-6500K Tunable White

Optional Accessory: Honeycomb/ Diffusion Filter/ Linear Spread Filter
Single Asymmetric Filter/ Double Asymmetric Filter

M4 Pro LED Module

Accessory:

Honeycomb Diffusion Filter Linear Spread Filter

CLUB Trim:

Single Asmmetric Filter Double Asmmetric Filter

Honeycomb Effect

Diffusion Filter Effect

Linear Spread Filter Effect

Single Asymmetric Filter Effect

Double Asymmetric Filter Effect

www.nekolighting.com m



NEKO /CLUB/

Architectural LED Downlight Module
Fit with CLUB Series Trims

2700K
) 76
7W CRIo7 S30K 100 bndg/e@, 2(1;2‘“’54“ CBCE
4000K 50,000n@L80B10
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code

7W 9w 36V 200mA 97 2700K 10° 650Im 500lm  M4P1-0271007N-NN
3000K 10° 700Im 550lm  M4P1-0301007N-NN
3500K 10° 725Im 600lm  M4P1-0351007N-NN
4000K 10° 750Im 650lm  M4P1-0401007N-NN

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

M4 Pro-7W-10°

-

2700K | 15°
13w 3000K  28° prioel,) UGR " \ \\ 76
CRI97 . bridgelux. IP54 | I
18W‘ 3900 ‘ 387 sooooneLsoero | <19 CB =
—=
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
13W 15W 36V 350mA 97 2700K 15°  1300Im 1050lm  M4P3-0271513N-NN

25 1300Im 1050lm  M4P3- 0272513N-NN
35°  1300Im 1050lm  M4P3- 0273513N-NN
50°  1300Im 1000lm  M4P3- 0275013N-NN

3000K  15°  1400Im 1100lm  M4P3- 0301513N-NN
25° 1400m 1100lm  M4P3- 0302513N-NN
35°  1400lm 1100lm  M4P3- 0303513N-NN
50°  1400im 1050lm  M4P3- 0306013N-NN

3500K  15°  1450Im 1150lm  M4P3- 0351513N-NN
25°  1450m 1150lm  M4P3- 0352513N-NN
35°  1450lm 1150lm  M4P3- 0353513N-NN
50°  1450Im 1100lm  M4P3- 0355013N-NN

4000K  15°  1500Im 1200lm  M4P3- 0401513N-NN

25°  1500lm 1200lm  M4P3- 0402513N-NN

M4 Pro-13W 35°  1500lm 1200lm  M4P3- 0403513N-NN
50°  1500im 1150lm  M4P3- 0405013N-NN

18W 21 W 36V 500mA 97 2700K 18° 1900Im 1500lm  M4P4-0271818N-NN
30° 1900Im 1500lm  M4P4-0273018N-NN
36° 1900Im 1500lm  M4P4-0273618N-NN
50° 1900Im 1400lm  M4P4- 0275018N-NN

3000K 18° 2000Im 1600lm  M4P4-0301818N-NN
30° 2000m 1600im  M4P4- 0303018N-NN
36° 2000Im 1600lm  M4P4- 0303618N-NN
50° 2000Im 1500lm  M4P4-0305018N-NN

3500K 18° 2100lm 1650lm  M4P4-0351818N-NN
30° 2100Im 1650lm  M4P4- 0353018N-NN
36° 2100Im 1650lm  M4P4- 0353618N-NN
50° 2100Im 1600lm  M4P4- 0355018N-NN

4000K  18° 2200Im 1700lm  M4P4- 0401818N-NN

30° 2200Im 1700lm  M4P4- 0403018N-NN

M4 Pro-18W 36° 2200lm 1700lm  M4P4- 0403618N-NN
50 2200Im 1650im  M4P4- 0405018N-NN

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
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NEKO /CLUB/

Architectural LED Downlight Module
Fit with CLUB Series Trims

9W GRigo 2700K-6500K | 2% br,d cluy. UGR c € &
13W Tunable White | 5a0 |4, ooogmom <19 P54 CB
LED Power System Power LED Voltage LED Current CRI CCT Beam System Output Code
9w mw 36V 250mA 90  2700K-6500K  20° 700Im-850Im M4P6-9TW2009N-NN
38° 700Im-850Im M4P6-9TW3809N-NN
50° 620Im-750Im M4P6-9TW5009N-NN
@2700K 38° 700Im
@3000K 38° 730Im
@4000K 38° 800Im
@5000K 38° 850Im
@6500K 38° 850Im
13W 1B5W 36V 350mA 90  2700K-6500K  20°  900Im-1100im M4P6-9TW2013N-NN
38°  900Im-1100Im M4P6-9TW3813N-NN
50°  850Im-1050Im M4P6-9TW5013N-NN
@2700K 38° 900Im
M4 Pro-TW @3000K 38° 950Im
@4000K 38° 1000Im
@5000K 38° 1100im
@6500K 38° 1100Im
1800K P L
5 Code Remark: N=N(No Driver) D=D(DT8 DALI Dim)
Dim to Warm Tunable White
Tunable White 2700K 3000K 3500K 4000K 5000K 6500K
CE—) 0 0 0 0 0
G 0
12W GRigs 1800K-8000K 38° 1 Goe ) UGR c € °
‘ Dim to Warm | 50° | ¢, ooo?mom <19 IP54 CB
s
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output  System Output Code
12W 14 W 34V 350 mA 95 1800K-3000K 38° 1100Im  Max.900lm M4P5-0D33812N-NN
50° 1100im  Max.850im M4P5-0D35012N-NN
Code Remark: N=N(No Driver) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
M4 Pro-DW

DIM to WARM 1800K 2700K 3000K

| [[-~—— e |
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NEKO /CLUB
Project: Private Residence, Germany
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NEKO /CLUB

Trim Series

Perfect choice for specified architectural projects
Compatible with Mr16 and LED Modules
Wide range of design variants for different applications
Available in trimless versions
Decorative rings painted in a variety of colors (black, white, marble, wood, etc.)
Magnetic design for changing decorative ring without any tools

Module

M3 M4 M4 Pro
Honeycomb
Ring
Holding Ring-R Holding Ring-S
Linear Spread Lens Diffuser |
Tri m TA Pre-installation Trim KA-EI Pre-installation Trim KA Pre-installation Trim TSA Pre-installation Trim KSA-EI Pre-installation Trim  KSA Pre-installation Trim
C%Q &7? | 25 75X75 B0X80 75X75
Decoration Ring
Decoration Ring Decoration Ring
Reflector [New)
Decoration Ring Cover ; :
Decoration Ring Cover 9 Decoration Ring Cover
TA8 TRFA1 TRF1-1P44 TA5 TA5-IP65 TA6 TA7 TSA1 TSA2 TSA3
KAS8-EI KRF1-El KRF1-el-iP44 KAS5-EI KAB-EI KAT7=El KSA1-El KSA2-El KSA3-EI
KA8 KRF1 KRF1-IP44 KA5 KA6 KA7 KSA1 KSA2 KSA3
hite-Matt hite-White hite-Black hite-Gold att hite lack att hite att hite lack Gold att hite lack Gold att hite att hite lack Gold hite-Matt hite-White hite-Black hite-Gold
Code: AB WM Code: AB WW Code: ABWB Code: AB WG Code: RF1 MR Code: RF1 WR Code: RF1 BR Code: A5MR Code: A5 WR Code: A6 MD Code: A6 WD Code: A6 BD Code: A6 GD Code: A7 MD Code: A7 WD Code: A7BD Code: A7GD  Code: SA1 MR Code: SA1 WR Code: SA2 MD Code: SA2 WD Code: SA2 BD Code: SA2 GD Code: SA3WM Code: SA3WW Code: SA3WB Code: SA3WG
lack-Matt lack-Black lack-Gold Gold ark Light lack Gold lack hite ood arble lack hite ood arble lack Gold lack hite ood arble lack-Matt lack-Black lack-Gold
Code: A8 BM Code: A8 BB Code: A8 BG Code: RF1 GR  Code: RF1 CR Code: A5 BR  Code: A5 GR Code: A6BDC ~ Code: A6 WDC  Code: A6 WODC  Code: A6 MBDC Code:A7BDC  Code:A7WDC  Code: A7WODC Code: A7MBDC ~ Code: SATBR  Code: SA1GR  Code: SA2BDC  Code: SA2WDC  Code: SA2 WODC Code: SA2 MBDC Code: SA3 BM Code: SA3 BB Code: SA3 BG

167
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NEKO /CLUB

Trim Series

Module
M3 y4 M4 Pro
Ring
Honeycomb Linear Spread Lens Diffuser
Trim
145X75 | 145X75 147X80
Reflector
Decoration Ring
I
TSA1D TSA2D TSA3D
KSA1D-El KSA2D-El KSA3D-EI

! [ Hnew) Hnew)

KSA1D KSA2D KSA3D

Matt White Matt White  Black Gold Matt White  Black Gold

Black  White  Wood Marble
Black Gold Matt Black  Gold
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NEKO /CLUB

Trim Series

TRF1

TAS

TA6

TA7

TA8

TSA1

TSA2

TSA3
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NEKO /CLUB

Trim Series

TSA1D TSA2D TSA3D
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NEKO /CLUB

Trim Series
Surface IP65

Matt White Black

‘¥ Frosted Glass

¥Silicone Gasket
¥Aluminium Cover

TA5-IP65

Gold

54mm i

@90mm

www.nekolighting.com 176



NEKO /CLUB

Trim Series
Surface IP44

Clear Diffuser

Silicone Gasket

49mm

1

Black Gold Dark Light
dizs

Matt White

TRF1-IP44

www.nekolighting.com 178
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NEKO /CLUB
Trim Series
Surface IP44

TSA1-IP44

¥
¥

Matt

Clear Diffuser

Silicone Gasket

White

Black

Gold

85x85mm

LTSX@S

www.nekolighting.com m



NEKO /CLUB

Trimless Series

KAB

Installation Trimless Trims

J45mm

@71mm
2136mm

ds

KA8

o o

T
45mm

71X71mm

120x71mm

75X75

KRF1

53mmJ ,—JG) : 0]

140x72mm

187x118mm

L 147X80

KSA1

KSA2

KSA3

KSA1D-El

KSA2D-EI KSA3D-EI

on

140x72mm

200x72mm

[ 1abxrs

www.nekolighting.com m



NEKO /CLUB

Trim Series

Honeycomb Linear Spread Lens Diffuser

Matt White Black Gold

0-30°

355° |

6mm mp

TSA1

85x85mm

/ 75%75

0-30°

355°

TSA1D

6mm

53mm

155x85mm

[ abxas

www.nekolighting.com m



NEKO /CLUB

Trim Series

Honeycomb Linear Spread Lens Diffuser | |

TSA2

ﬁ Magnet -

TSA2D

AN — White
Black
—— Wood
Marble

Black glass

i'\ﬁ. ’ﬁl\
53mm 53mm
85x85mm ‘ ‘ 155x85mm ‘

L 75X75 EEX75

www.nekolighting.com m



NEKO /CLUB

Trim Series

o
4 355°

. ~»
L

Q TSA3

Black White Gold Matt

Black Gold Matt

48mm

85x85mm

5(/75

187

0-18°

TSA3D

I\ J —
[n®l 1 [ @] |
48mm ° °

— —\
[ @] 1 [ 1i®l
) )
— |
- 155x85mm

i
T
1

/14txe0

200x72mm

/ abxas
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NEKO /CLUB

Trim Series

TAS

&

HOIAN 441

&

&

©
e
— @85
M3-TA5
.
(o2
- | @85
M4-TAS
fso]
=1
| @85
M4 PRO-TA5
355 ‘30“_ ‘ ‘ ‘
O L 7ice
©|
~
a7
M3-KAS5-EI . 0120
.
(o]
Q71
M4-KA5-El o120
Q|
8
L or
M4 PRO-KA5-EI ECIE .
355 ‘BO°' ‘ ‘ ‘
O 7ice
©|
~
71
M3-KA5 186
.
(o]
a7
M4-KAS5 1%6
|
S
— a7
M4 PRO-KA5 136

TA6

&

7L wlce

&

&

o
©
-] 285
M3-TAG e
~
[}
| 285
M4-TAG —
oo}
8
285
M4 PRO-TAG —
355~ |30°
(D7 wice
©
~
on
M3-KAG-El .
~
[}
on
M4-KAG-E L o120
Q
8
o7
M4 PRO-KAG-EI 0120
355~ [30°,
Ol Z(<
o
©
o1
M3-KAG 186
~
[}
o1
M4-KAG 186
oo}
8
M4 PRO-KAG _on.
- 136

TA7

&

P wice

&

KA7

&

©|
©
085
M3-TA7 —=—
-
(o]
085
Ma-TA7 —
085
M4 PRO-TA7
35@‘30", ‘ W‘ CE‘
©
~
o1
M3-KA7-EI L o0
~
o
o1
Ma-KA7-El 0120
o]
8
o1
M4PRO-KAT-EI - 2120
35@\301 /e
©|
©
o1
M3-KA7 186
~
(o]
o1
Ma-KA7 156
eo]
8
-] 71
M4 PRO-KA7 ?36

&

KA8

&

@ p .
«©
ar N
85
M3-TA8
D
[se]
| 085
Ma-TA8
o
3
| 085
M4 PRO-TA8 e
355 ‘186’ ‘ ‘ ‘
@ LIICe
8
o1
| o120
M3-KAB-El —
(o)}
[ee]
| _on
M4-KAS-El 2120
o
3
on
M4 PRO-KABS-EI 2120
355 ‘18"' ‘ ‘ ‘
@ LIVICE
Q
©
o1
136
M3-KA8
D
[ee]
o1
136
Ma-KA8
o
S
o1
M4 PRO-KAS8 136
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NEKO /CLUB

Trim Series

TRF1/ TRF1-1P44 u@ TSA1
LJ’EEO/)/(BO

35@‘30“_/‘ W‘ CE‘

355°
T 7 el
[}
© ~
" r-.
85 85x85
M3-TRF1 — M3-TSA e
N~ Q
: -
85 85x85
M4-TRF1 e M4-TSA1 —
- -
? =
M4 PRO-TRF1 08 M4 PRO-TSA1 8585
KRF1-E KRF1-E1-1Pss IRMIMEM [ KSA1-El |
355" « — [355°~ [30°,
dg;? @‘ 1; ‘c€‘ £ Jiaoxeo @‘ /‘ :; ‘CE‘
= R
©
on 7IX71
M3-KRF1-El 120 " M3-KSAT-EI 120120
Q
8
’ b
o71 7Ix71
M4-KRF1-El 9120 M4-KSA1-El 120x120
o -
= =
L o7t 7Ix71
M4 PRO-KRF1-EI o120 M4 PRO-KSAT-EI  -120x120
KRF1/ KRF1-1P44 u@ [ ksa |
355" « = |365°~ [30°,
T v |ce] TP W] e
o AR,
~ 15F 3
S r [
7x71
o71 120
] 136 M3-KSAT
M3-KRF1
5 8
o1 = ]
35 71x71
M4-KRF1 M4-KSA1 120
o) —
? =
ort | 7IX71
M4 PRO-KRF1 —% M4 PRO-KSA1 120

TSA2
. 355° 30°, ~—— [355° 30°,
1(375><75 @‘ /‘W‘CE‘ /;‘575><75 @‘ /‘V‘Ce‘
o NJ .
P~ N| A AW
AATEN
85x85
M3-TSA2 — M3-TSA3 85x85
g 8
85x85 85x85
M4-TSA2 I M4-TSA3 E—
- ©
= S
-] 85x85 NI 85x85
M4 PRO-TSA2 — M4 PRO-TSA3 e
 KsA2-I KSA3-EI
—— [35% 30°, . |35y 30°,
el T, 7| €] [T, 7| el
[}
h N
71x71 71x71
M3-KSA2-El 120x120 M3-KSA3-EI 120x120
Q
=1 to]
- o]
7AX71 71x71
M4-KSA2-El 120x120 M4-KSA3-El _120x120
= 8
7iX71 71x71
M4 PRO-KSA2-EI - 20X120 M4 PRO-KSA3-El - 120120
. 355° 30°, ~—— [355° 30°,
3T Tl el Tl T 7]
A} 2 ;E\
- T NI sl,‘r:\
|
71X71 s -
X
M3-KSA2 120 120
M3-KSA3
8 8
7AX71 71x71
T M4-KSAZ 120 " M4-KSA3 120
: «©
- e
71x71 71x71
120
M4 PRO-KSA3 120

M4 PRO-KSA2
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NEKO /CLUB

Trim Series

TSA1D

355~ |30,
e SRR AI43
o 8
g 2
155x85
M3/M4-TSA1D
155x85
M4 PRO-TSA1D
KSA1D-El
355~ |30°,
LM?XSO‘ D‘ /‘ ; ‘CE‘
28
g3
140x72
187x118
M3/M4-KSA1D-EI
140x72
187x118
M4 PRO-KSA1D-EI
355 18°,
Var 2 @A 4I<]
-8
N~y
g =
140x72
200x72

M3/M4-KSA1D

111

140x72
200x72

M4 PRO-KSA1D

TSA2D

Lrdes| 7 CE

M3 79
M4 100

155x85
M3/M4-TSA2D

111

166x85
M4 PRO-TSA2D

[ T | CE

M3 79
M4 100

140x72
187x118

M3/M4-KSA2D-EI

1

140x72
187x118

M4 PRO-KSA2D-EI

Hnew)

W CE

145X75

140x72
200x72

M3/M4-KSA2D

111

140x72
200x72

M4 PRO-KSA2D

TSA3D

LT, e

< 8
o 2
=
155x85
M3/M4-TSA3D
8
155x85
M4 PRO-TSA3D
L147X80‘ ;; ‘ C E ‘
X3
2 =
140x72
187x118
M3/M4-KSA2D-EI
8
140x72
187x118
M4 PRO-KSA3D-EI
[k T | CE
8
s
g =
140x72
200x72
M3/M4-KSA3D
8
140x72
200x72

M4 PRO-KSA3D
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NEKO / SKYJACK
LED Downlight

Classic Recessed Architectural IP65 Shop & Corridors
SKYJACK AB8 SJAT-9W SKYJACK D SJD-9W SKYJACK F SJF-oW SKYJACK A145 SJA2-25W

T

o T

195
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NEKO /

LED Downlight
Incl. Phase Dim Driver & Fast Connection Junction Box

/i 1-25mm
‘ 6W GRigo 1800KS000K. 3g- /! 1 ioei ) 1paa ‘ C€ ‘ ‘& dm o /ﬂlgs
Tiltable | §0,000h@L80B10 Sl 68 | Ceiling Thickness 0
LED Power System Power LED Voltage LED CurrentCRI  CCT Beam LED Output System Output Code
6W 8w 18V 350mA  901800K-3000K 38°  650Im  Max.450lm SJA1-9D33806P-WW
”””””””””””””””””””””””””””””””””””” Code Remark: P=(Phase Dim)
6W 8w 18V 350mA  901800K-3000K 38°  650Im Max.450im  SJA1-9D33806P-BB
””””””””””””””””””””””””””””””””” Code Remark: P=(Phase Dim)
Light Distribution
[ S
3000K
) SJA1-DW-6W-9D3-38°
38°
Diameter Height,Emax
(cm)
?69 =1m 786lx
) 9137 <=—2m 197Ix
1 e 1-256mm
v o B = iy s v B C€ doE A
Tiltable | 50,000h@LB0B10 68 | Ceiling Thickness 0 D =m &
o
@275 ——14m  49Ix
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code 9345—5m 23l
9w 11w 18V 500mA 90 2700K 38°  900Im 720m  SJA1-9273809P-WW oo
3000K 38° 950Im 750im SJA1-9303809P-WW
””””””””””””””””””””””””””””””” Code Remark: P=(Phase Dim) DIM to WARM 1800K 2700K 3000K
9W 11w 18V 500mA 90 2700K 38° 900Im 720Im SJA1-9273809P-BB
3000K 38° 950Im 750lm SJA1-9303809P-BB

Code Remark: P=(Phase Dim)

Light Distribution
) — J —
2700K 3000K
SJA1-9W-927-38° SJA1-9W-930-38°
38° 38°
Diameter  |Height,Emax Diameter  |Height,Emax
(cm) (cm)
@72 =1m 1156Ix @72 =1m 1238Ix
@144  —{2m 288Ix @144 <2m 309l
$216 ——3m 128Ix @216 <——3m 138Ix
$288 —14m  72Ix $288 < 14m  77Ix
@$359—I5m  49Ix @359—|5m  52Ix
200 10° 0 10" 20° 200 10° 0° 10" 20°
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NEKO /

LED Downlight
Incl. Phase Dim Driver & Fast Connection Junction Box

/i 1-25mm 64
‘ 6W ‘cmg#g?notlﬁgl)ggf 38° /o bridgels) P44 ‘ ce ‘ H%ﬁ om_om
Tiltable | §0,000h@L80B10 Sl 70 | Ceiling Thickness S50
LED Power System Power LED Voltage LED CurrentCRI  CCT Beam LED Output System Output Code
6W 8w 18V 350mA  901800K-3000K 38°  650Im  Max.450lm SJD-9D33806P-WW
’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’ Code Remark: P=(Phase Dim)
¥
6W 8w 18V 350mA  901800K-3000K 38°  650im  Max.400lm SJD-9D33806P-BB
””””””””””””””””””””””””””””””””””””” Code Remark: P=(Phase Dim)
Light Distribution
[ S
3000K
) SJD-DW-6W-9D3-38°
38°
Diameter Height,Emax
(cm)
@64 =1m 884lx
) p128 =—2m 221l
i ~ ) UGR 1-25mm
oW cRig0 378K Ge" /e Oridgel) SR ipag ([T o
‘ 3000K TLiItatk;;Ig 50,000n@L80B10 < 19 c € 70 %Thiokness CER ==
$256 ——14m  55Ix
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code 9331—5m 27l
9w 11w 18V 500mA 90 2700K 38°  900Im 700lm  SJD-9273809P-WW oo
3000K 38° 950Im 750lm  SJD-9303809P-WW
’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’ Code Remark: P=(Phase Dim) DIM to WARM 1800K 2700K 3000K
9w 11w 18V 500 mA 90 2700K 38° 900Im 650Im SJD-9273809P-BB
3000K 38° 950Im 700Im SJD-9303809P-BB

Code Remark: P=(Phase Dim)

Light Distribution
) — J —
2700K 3000K
SJD-9W-927-38° SJD-9W-930-38°
38° 38°
Diameter  |Height,Emax Diameter  |Height,Emax
(cm) (cm)
@66 =1m 1467Ix P66 =1m 1558Ix
$132 —2m 367Ix $132 <2m  389Ix
$198 <——3m 163Ix $198 ——3m 173Ix
$264 —14m  91Ix $264 —14m  97Ix
$330—|5m  59Ix @330—|5m  62Ix
200 10° ©0°  10° 20° 200 10° 0°  10° 20°

m www.nekolighting.com m



NEKO /

LED Downlight
Incl. Phase Dim Driver & Fast Connection Junction Box
S =3

50,000n@L80B10
079

i = 1-256mm
‘ ow ‘omeo 2100k | 3g° | bridgelu ‘CE‘ ‘(@\ Cn_mm /@d%
68 | Ceiling Thickness

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code

9w 11w 18V 500mA 90 2700K 38° 900Im 720Im SJF-9273809P-WW
3000K 38° 950Im 750Im SJF-9303809P-WW

Code Remark: P=(Phase Dim)

500mA 90 2700K 38° 900Im 720Im SJF-9273809P-BB
3000K 38° 950Im 750m SJF-9303809P-BB

Code Remark: P=(Phase Dim)

Light Distribution

T
2700K

o

SJF-9W-927-38° SJF-9W-930-38°

Diameter  |Height,Emax Diameter Height,Emax
(cm) (cm)
1m 1156Ix 7 1m 1238Ix

2m  288Ix f \ 2m  309Ix
3m  128Ix 3m  138Ix
4m  72Ix A 4m  77Ix

5m  49Ix 5m  52Ix




NEKO / o @&
LED Downlight

. . 1-25mm
‘25W CRIS0 3000K 30° /|,q0 br@- “ﬁ';‘lm‘ ‘CE‘ ‘(l%\ e
145

Tiltable | 50,000h@L80B10 Ceiling Thickness — s

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
25 W 28 W 36V 700mA 90 3000K 30°  2500Im 2200lm  SJA2-9303025N-WW

Y duidas

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

90 3000K 30°  2500m 2200m  SJA2-9303025N-BB

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

MY - 11 » omm i iRamrmmesm e e E 0

Light Distribution

—T
3000K

o

SJA2-25W-930-30°

Diameter Height,Emax
(cm)
1m 6834Ix
2m 1709Ix
3m  759Ix

427Ix

273Ix
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NEKO / KENZO
Adjustable LED Spotlight

K1X30 K1X55 K1X70

&> & &
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NEKO / KENZO /
Adjustable LED Spotlight

CRI90 2700K
‘ CRI80 2000K 0% 155

UGR
<19

CREE<

50,000n@L80B10

(B cace

LED Power System Power LED Voltage LED Current CRI

CCT Beam LEDOQutput System Output

Code

4w 6 W 12V 850mA 90 2700K 15°  350Im 800m  K1S-9271504N-WB
30°  350m 300im  K1S-9273004N-WB

556" 350im 300m  K1S-9275504N-WB

000K 15°  400Im 820m  K1S-9301504N-WB

30°  400m 320m  K1S-9303004N-WB

56°  400Im 820im  K1S-9305504N-WB

4000K 15°  450Im 850m  K1S-9401504N-WB

. 30°  450Im 850im  K1S-9403004N-WB

Black Decoration Ring 55°  450Im 350Im  K1S-9405504N-WB
4w 6 W 12V 850mA 90 2700K 15°  350Im 800m  K1S-9271504N-WW

30°  350m 300im  K1S-9273004N-WW

556" 350im 800m  K1S-9275504N-WW

8000K 15°  400Im 820m  K1S-9301504N-WW

30°  400m 320m  K1S-9308004N-WW

55°  400Im 820im  K1S-9305504N-WW

4000K 15°  450Im 850Im  K1S-9401504N-WW

. - 30°  450Im 350im  K1S-9408004N-WW
White Decoration Ring 55°  450Im 350m  K1S-9405504N-WW
4w 6 W 12V 850mA 90 2700K 15°  350Im 800m  K1S-9271504N-WG

30°  350m 300m  K1S-9273004N-WG

556" 350im 800m  K1S-9275504N-WG

8000K 15°  400Im 820m  K1S-9301504N-WG

30" 400m 320m  K1S-9308004N-WG

55°  400Im 820im  K1S-9305504N-WG

4000K 15°  450Im 850Im  K1S-9401504N-WG

. 30°  450Im 350im  K1S-9408004N-WG

Gold Decoration Ring 55°  450Im 350m  K1S-9405504N-WG

Code Remark: N=N(No Driver) F=F(ON-OFF) A=A(1-10V Dim) D=D(DALI Dim)

NEKO / KENZO /
Adjustable LED Spotlight

CRI90 2700K CITIZEN
‘ w CRI80 2888& “[4‘!6‘ 50,000h@L80B10

% s (B B CE

&

@350"

@55

288

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code

9 W 11 W 36V 260mA 90 2700K 18°  850Im 700Im K1M-9271809N-WB
24°  850lm 700Im K1M-9272409N-WB

36°  850Im 700Im K1M-9273609N-WB

3000K 18°  950Im 720Im K1M-9301809N-WB

24°  950Im 720Im K1M-9302409N-WB

36°  950Im 720Im K1M-9303609N-WB

4000K 18° 1050Im 800Im K1M-9401809N-WB

24°  1050Im 800Im K1M-9402409N-WB
Black Decoration Ring o sees0m 800m  K1M-9403600N-WB
9 W 11 W 36V 260mA 90 2700K 18°  850Im 700Im K1M-9271809N-WW
24°  850Im 700Im K1M-9272409N-WW

36°  850Im 700Im K1M-9273609N-WW

3000K 18°  950Im 720Im K1M-9301809N-WW

24°  950Im 720Im K1M-9302409N-WW

36°  950Im 720Im K1M-9303609N-WW

4000K 18° 1050Im 800Im K1M-9401809N-WW

24°  1050Im 800Im K1M-9402409N-WW
White Decoration Ring e 8eT 1050m 800im  K1M-9403609N-WW
9 W 11 W 36V 260mA 90 2700K 18°  850Im 700Im K1M-9271809N-WG
24°  850lm 700Im K1M-9272409N-WG

36°  850Im 700Im K1M-9273609N-WG

3000K 18°  950Im 720Im K1M-9301809N-WG

24°  950Im 720Im K1M-9302409N-WG

36°  950Im 720Im K1M-9303609N-WG

4000K 18° 1050Im 800Im K1M-9401809N-WG

24° 1050lm 800Im K1M-9402409N-WG

36° 1050Im 800Im K1M-9403609N-WG

Gold Decoration Ring

Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)

Optional accessory

()
\_/

Honeycomb

Code for KIM-9402409N-WG  with Honeycomb

K1M-9402409N-WG -H

www.nekolighting.com m



NEKO / KENZO /
Adjustable LED Spotlight

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
13 W 15 W 36V 350mA 90 2700K 15°  1400Im 1100im  K1L1-9271513N-WW
25°  1400im 1100lm  K1L1-9272513N-WW
30°  1400im 1100lm  K1L1-9273013N-WW
3000K 15°  1500Im 1200im  K1L1-9301513N-WW
25°  1500Im 1200im  K1L1-9302513N-WW
30°  1500Im 1200im  K1L1-9303013N-WW
4000K 15°  1600Im 1300Im  K1L1-9401513N-WW
25°  1600Im 1300im  K1L1-9402513N-WW
30°  1600Im 1300Im  K1L1-9403013N-WW
18 W 21 W 36V 500mA 90 2700K 15°  1800Im 1500im  K1L2-9271518N-WW
25°  1800Im 1500im  K1L2-9272518N-WW
30°  1800Im 1500Im  K1L2-9273018N-WW
3000K 15°  2000Im 1600Im  K1L2-9301518N-WW
25°  2000Im 1600Im  K1L2-9302518N-WW
, - 30°  2000Im 1600Im  K1L2-9303018N-WW
White Decoration Ring
4000K 15°  2200Im 1700im  K1L2-9401518N-WW
25°  2200Im 1700lm  K1L2-9402518N-WW
30°  2200im 1700im  K1L2-9403018N-WW
13 W 15 W 36V 350mA 90 2700K 15°  1400Im 1100lm  K1L1-9271513N-WG
25°  1400im 1100lm  K1L1-9272513N-WG
30°  1400im 1100lm  K1L1-9273013N-WG
3000K 15°  1500Im 1200lm  K1L1-9301513N-WG
25°  1500im 1200lm  K1L1-9302513N-WG
30°  1500im 1200im  K1L1-9303013N-WG
4000K 15°  1600Im 1300Im  K1L1-9401513N-WG
25°  1600Im 1300Im  K1L1-9402513N-WG
30°  1600im 1300Im  K1L1-9403013N-WG
18 W 21 W 36V 500mA 90 2700K 15°  1800Im 1500lm  K1L2-9271518N-WG
25°  1800Im 1500lm  K1L2-9272518N-WG
30°  1800Im 1500lm  K1L2-9273018N-WG
0
2700K x ' © 3000K 15°  2000Im 1600Im  K1L2-9301518N-WG
19W R0 3000k ATATA SITIZER, UGR (p99 B CE d%\ 435@ 25 2000m  1600m  K1L2-9302518N-WG
4000K 57180 s0,000neLg08t0| < 19 100" o557 30°  2000Im 1600im  K1L2-9303018N-WG
e Gold Decoration Ring 4000K 15°  2200Im 1700lm  K1L2-9401518N-WG
25°  2200Im 1700lm  K1L2-9402518N-WG
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code % 2200m - 1700Im  K1L2-9403018N-WG
13 W 15 W 36V 350mA 90 2700K 15°  1400im 1100lm  K1L1-9271513N-WB Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)
25°  1400im 1100im  K1L1-9272513N-WB
30°  1400im 1100m  K1L1-9273013N-WB
3000K 15°  1500Im 1200m  K1L1-9301513N-WB Optional
25" 1500m 1200m  K1L1-9302513N-WB piona’ accessory
30 1500m 1200Im K1L1-9303013N-WB /7 | CodeforK1L2-9403018N-WG with Honeycomb
4000K 15°  1600Im 1800m  K1L1-9401513N-WB U K1L2-9403018N-WG-H
25°  1600im 1300im  K1L1-9402513N-WB
30°  1600im 1300im  K1L1-9403013N-WB Honeycormb
18 W 21 W 36V 500mA 90 2700K 15°  1800Im 1500im  K1L2-9271518N-WB
25°  1800Im 1500im  K1L2-9272518N-WB
30°  1800Im 1500Im  K1L2-9273018N-WB
3000K 15°  2000Im 1600Im  K1L2-9301518N-WB
25°  2000im 1600im  K1L2-9302518N-WB
Black Decoration Fng 30°  2000im 1600Im  K1L2-9303018N-WB
4000K 15°  2200Im 1700im  K1L2-9401518N-WB
25°  2200Im 1700lm  K1L2-9402518N-WB
30°  2200im 1700im  K1L2-9403018N-WB

Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)

www.nekolighting.com m




Project: Bvlgari Hotel, Shanghai, China
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NEKO / FUSION

+ Hohe Lichtplanungsflexibilitat mit verschiedenen Grossen von Lichtmodulen

- Schmale LED-Downlights flr reinen Minimalismus

« Bester Blendschutz mit hoher Leistung und gutem Sehkomfort

« Fix und schwenkbar, Wall Washer, Allgemeinbeleuchtung, Spot und
rahmenlose Version verfiigbar

.- 5 Jahre Garantie

. Create a circle of light from a line of LED Downlights

- A narrow line of nano LED Downlights for pure minimalism

- Superior glare control for high performance and visual comfort

+ Fixed, Adjustable, Wall Washer, General light, Spotlight and trimless versions
for choice

- Five-year guarantee

www.nekolighting.com m



NEKO / FUSION

Linear Downlight Series

Fixed

Adjustable

Wall Washer

General Light

Spotlight

Trimless

217

FF1/1LED/2W /170 Im

-
37X37

-~ FF2/2LED/4W/350Im
6237

s ! FF3/3LED/7W /550 Im

90X37

t | Fx4 /4 LED/9W /700 Im

68X68

—i— FF5 /5 LED /11W /900 Im

144X37

B

282X37

FF10 /10 LED / 22W /1800 Im

[

162X44

FFT5 /5LED / 11W /900 Im

[

290x44

FFT10/ 10 LED / 22W / 1800 Im

g
oue FA5/5LED/11W /900 Im

L——) FA10/10LED/22W /1800 Im

298X52

Secondary Reflector

—1J FW5/5LED/11W /600 Im

144X37

L——) FW10/10LED/22W /1200 Im

282X37

—i— FWT5/5LED / 11W /600 Im

162X44

C—— FWT10/10LED/22W /1200 Im

290X44

Black

Medium 24° Wide 40°

—+ FG5 /5 LED / 11W /400 Im

144X37

Li— FG10/10LED/22W /950 Im

282X37

—i— FGT5/5LED/ 11W /400 Im

152X44

[ ——

290X44

FGT10/ 10 LED / 22W /950 Im

S0 FS1/1LED/2W/1701m

62X37

—i~ FS2/2LED/4W /350 Im

90X37

I FS3/3LED/7W/550Im

144X37

[E——

282X37

FS6/6 LED / 14W /1050 Im

g
144ﬂxa7 FF3-FS1/4 LED/9W /700 Im

L+ Fre.FS2 /8 LED / 18W /1400 Im

282X37

b1 FST3/3LED/7W /550 Im

152X44

L —]

290X44

FST6/6 LED / 14W /1050 Im

Ly
15oxa4 FFT3-FST1/4 LED /9W /700 Im

Er) FFT6-FST2 /8 LED / 18W / 1400 Im

290X44

www.nekolighting.com m



NEKO / FUSION
Fixed Series LED Downlight

Black Reflector Specular Reflector
n )
(o) 37X37
1 LED/2W / 170Im 1 LED / 2W / 200Im
°o o0 oy
62X37 ) ] 45 mm
2 LED/4W /350lm 2 LED/4W / 400Im
°er o |[QQQ) |ssmm
90X37
3 LED/7W /550Im 3 LED/7W/600Im
98 mm
© 0000 0 [— — /—/— ——
war ] (QOOOQ)] |«om
5LED/11W /900Im 5LED/11W /1050Im
‘ 153 mm ‘
©O 00 00 O0O0OO0ODO0OO0 L
zec | [ [esmm
10 LED / 22W / 1800Im 10 LED / 22W / 2100Im : ‘
‘ 290 mm ‘
Secondary Reflector Beam

Medium 24° Wide 40°

Black Specular

www.nekolighting.com m



NEKO / FUSION/
Fixed LED Downlight

Project: Muyang Museum, China

2700K R © \ 1-25mm 60)
aw e 530K 2 OSRAM ven 1 () CB CE @ A
4000K 50,000n@L80B10| < 0 Intertek X; Ceiling Thickness |
45x45
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
2 W 3 W 3V 700mA 80 2700K 24°  220Im 160Im FF1-8272402N-WB
40°  220Im 160Im FF1-8274002N-WB
3000K 24°  250Im 170Im FF1-8302402N-WB
40°  250Im 170Im FF1-8304002N-WB
4000K 24°  280Im 180Im FF1-8402402N-WB
40°  280Im 180Im FF1-8404002N-WB
Black Reflector
2 W 3 W 3V 700mA 80 2700K 24°  220Im 160Im FF1-8272402N-BB
40°  220Im 160Im FF1-8274002N-BB
3000K 24°  250Im 170Im FF1-8302402N-BB
40°  250Im 170Im FF1-8304002N-BB
4000K 24°  280Im 180Im FF1-8402402N-BB
40°  280Im 180Im FF1-8404002N-BB
Black Reflector
2 W 3 W 3V 700mA 80 2700K 24°  220Im 180Im FF1-8272402N-WS
40°  220Im 180Im FF1-8274002N-WS
3000K 24°  250Im 200Im FF1-8302402N-WS
40°  250Im 200Im FF1-8304002N-WS
4000K 24°  280Im 220Im FF1-8402402N-WS
40°  280Im 220Im FF1-8404002N-WS
Specular Reflector s oo
2 W 3 W 3V 700mA 80 2700K 24°  220Im 180Im FF1-8272402N-BS
40°  220Im 180Im FF1-8274002N-BS
3000K 24°  250m 200Im FF1-8302402N-BS
40°  250Im 200Im FF1-8304002N-BS
4000K 24°  280Im 220Im FF1-8402402N-BS
40°  280Im 220Im FF1-8404002N-BS

Specular Reflector T Tt T T T oo oo TS TS TS oo oo
Code Remark: N=(NO Driver) F=(ON-OFF) A=(1-10V Dim) D=(DALI Dim)

aling
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NEKO / FUSION/
Fixed LED Downlight

Project: Bvlgari Hotel, Shanghai, China

CRi%0 2700K  »4: OSRAM UGR Q> [1-2emm | o

4W 3000K | 45 IP20 CE A\ v —

‘ CRI80 | 2000K 50,000n@L80810 < 10 CB [P @37 Eﬁmﬂ \

70x45

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
4 W 6 W 6V 700mA 80 2700K 24°  450Im 330im FF2-8272404N-WB
40°  450im 330Im FF2-8274004N-WB
3000K 24°  500im 350im FF2-8302404N-WB
40°  500im 350im FF2-8304004N-WB
4000K 24°  550im 380Im FF2-8402404N-WB
40°  550im 380Im FF2-8404004N-WB
Black Reflector
4 W 6 W 6V 700mA 80 2700K 24°  450Im 330im FF2-8272404N-BB
40°  450im 330im FF2-8274004N-BB
3000K 24°  500im 350im FF2-8302404N-BB
40°  500im 350im FF2-8304004N-BB
4000K 24°  550im 380Im FF2-8402404N-BB
40°  550im 380Im FF2-8404004N-BB

Black Reflector

4 W 6 W 6V 700mA 80 2700K 24°  450Im 380Im FF2-8272404N-WS
40°  450im 380Im FF2-8274004N-WS
3000K 24°  500im 400im FF2-8302404N-WS
40°  500im 400im FF2-8304004N-WS
4000K 24°  550im 440im FF2-8402404N-WS
40°  550Im 440lm FF2-8404004N-WS
Specular Reflector
4 W 6 W 6V 700mA 80 2700K 24°  450lm 380Im FF2-8272404N-BS
40°  450im 380Im FF2-8274004N-BS
3000K 24°  500im 400lm FF2-8302404N-BS
40°  500im 400im FF2-8304004N-BS
4000K 24°  550im 440lm FF2-8402404N-BS
40°  550im 440im FF2-8404004N-BS
Specular Reflector Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)
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NEKO / FUSION/
Fixed LED Downlight

Project: Hallunda Station, Sweden

CRI90 2700K | ,,» OSRAM UGR a t25mm oo [l |
W 3000K 24 P20 CE Y. /g, —
‘ CRI80 7000K 40" s50,000neL80810 < 10 CB etk 0x37 Eem%mgn?ssﬂ —
98x45
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
7W 9 W 9V 700mA 80 2700K 24°  700Im 500im FF3-8272407N-WB
40°  700Im 500im FF3-8274007N-WB
3000K 24°  750Im 550Im FF3-8302407N-WB
40°  750lm 550Im FF3-8304007N-WB
4000K 24°  800Im 600Im FF3-8402407N-WB
40°  800Im 600Im FF3-8404007N-WB
Black Reflector
7 W 9 W 9V 700mA 80 2700K 24°  700Im 500im FF3-8272407N-BB
40°  700Im 500Im FF3-8274007N-BB
3000K 24°  750Im 550Im FF3-8302407N-BB
40°  750lm 550im FF3-8304007N-BB
4000K 24°  800Im 600Im FF3-8402407N-BB
40°  800Im 600Im FF3-8404007N-BB
Black Reflector
7W 9 W 9V 700mA 80 2700K 24°  700im 550Im FF3-8272407N-WS
40°  700Im 550Im FF3-8274007N-WS
3000K 24°  750Im 600Im FF3-8302407N-WS
40°  750lm 600Im FF3-8304007N-WS
4000K 24°  800Im 650Im FF3-8402407N-WS
40°  800Im 650im FF3-8404007N-WS
Specular Reflector
7 W 9 W 9V 700mA 80 2700K 24°  700Im 550Im FF3-8272407N-BS
40°  700Im 550im FF3-8274007N-BS
3000K 24°  750Im 600Im FF3-8302407N-BS
40°  750lm 600Im FF3-8304007N-BS
4000K 24°  800Im 650Im FF3-8402407N-BS
40°  800Im 650Im FF3-8404007N-BS

Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)
Specular Reflector

ﬁ www.nekolighting.com m



NEKO / FUSION/
Fixed LED Downlight

2700K | o0 1-25mm 60}
o GRS S8 1 OsRAM vt v () CB € s

50,000h! 10 < 10 intertek Ceiling Thickness 75x75

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
9 W 1w 12V 700mA 80 2700K 24° 850Im 670Im FX4-8272409N-WB
40° 850Im 670Im FX4-8274009N-WB

3000K  24° 900Im 700Im FX4-8302409N-WB
40° 900Im 700Im FX4-8304009N-WB

24°  1000im 750Im FX4-8402409N-WB

1000im FX4-8404009N-WB

Black Reflector

80 FX4-8272409N-BB
‘ 850Im FX4-8274009N-BB

900Im FX4-8302409N-BB
900Im FX4-8304009N-BB

1000Im FX4-8402409N-BB
1000Im FX4-8404009N-BB

Black Reflector

80 FX4-8272409N-WS
850Im FX4-8274009N-WS

900Im FX4-8302409N-WS
900Im FX4-8304009N-WS

1000Im FX4-8402409N-WS
1000im FX4-8404009N-WS

Specular Reflector

80 FX4-8272409N-BS
40° 850Im 700Im FX4-8274009N-BS

24° 900Im 750Im FX4-8302409N-BS
40° 900Im 750Im FX4-8304009N-BS

24°  1000im 800Im FX4-8402409N-BS
1000Im FX4-8404009N-BS

Specular Reflector Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)

%
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NEKO / FUSION/
Fixed LED Downlight

Project: World Health Organization Building, Philippines

CRI90|2700K 242° OSRAM UGR : A 1-25mm 60}
1w CRI80 2888E 40° 50,000n@L80810 < 10 P20 @ CB CE c@m LB?MXS? D& LI

Intertek Ceiling Thickness ‘152_5><45
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
1w 13 W 15V 700mA 80 2700K 24° 1200Im 850Im FF5-8272411N-WB
40° 1200im 850Im FF5-8274011N-WB
3000K 24° 1300Im 900Im FF5-8302411N-WB
40° 1300Im 900Im FF5-8304011N-WB
4000K 24° 1400Im 950Im FF5-8402411N-WB
40° 1400Im 950Im FF5-8404011N-WB
Black Reflector
1w 13 W 15V 700mA 80 2700K 24° 1200Im 850Im FF5-8272411N-BB
40° 1200Im 850Im FF5-8274011N-BB
3000K 24° 1300Im 900Im FF5-8302411N-BB
40° 1300Im 900Im FF5-8304011N-BB
4000K 24° 1400Im 950Im FF5-8402411N-BB
40° 1400Im 950Im FF5-8404011N-BB
Black Reflector
1w 13 W 15V 700mA 80 2700K 24° 1200Im 950Im FF5-8272411N-WS
40° 1200Im 950Im FF5-8274011N-WS

3000K 24°  1300Im 1000Im FF5-8302411N-WS
40°  1300im 1000im FF5-8304011N-WS

4000K 24°  1400Im 1100Im FF5-8402411N-WS

40° 1400Im 1100Im FF5-8404011N-WS

Specular Reflector
11w 18 W 15V 700mA 80 2700K 24° 1200Im 950Im FF5-8272411N-BS

40° 1200im 950Im FF5-8274011N-BS

3000K 24°  1300Im 1000Im FF5-8302411N-BS
40°  1300im 1000im FF5-8304011N-BS

4000K 24°  1400Im 1100Im FF5-8402411N-BS
40°  1400im 1100Im FF5-8404011N-BS

Specular Reflector Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)

m www.nekolighting.com




NEKO / FUSION/
Fixed LED Downlight

2700K R : \ 1-25mm 60
2ow Ghieo 3000K 7 OSRAM uek 1oy ([BY] (B C€ € aglr el _mm I
4000K 50,000n@L80B10| < 10 Intertek 82X37 Ceiling Thickness |
290x45
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
22 W 24 W 30V 700mA 80 2700K 24°  2400m 1600Im FF10-8272422N-WB

Black Reflector

Black Reflector

Specular Reflector

Specular Reflector

40°  2400Im 1600Im FF10-8274022N-WB

3000K 24°  2600im 1800Im FF10-8302422N-WB
40°  2600m 1800Im FF10-8304022N-WB

4000K 24°  2800Im 2000Im FF10-8402422N-WB
40°  2800Im 2000Im FF10-8404022N-WB

22 W 24 W 30V 700mA 80 2700K 24°  2400Im 1600Im FF10-8272422N-BB
40°  2400Im 1600Im FF10-8274022N-BB

3000K 24°  2600im 1800Im FF10-8302422N-BB
40°  2600Im 1800Im FF10-8304022N-BB

4000K 24°  2800Im 2000Im FF10-8402422N-BB
40°  2800Im 2000Im FF10-8404022N-BB

22 W 24 W 30V 700mA 80 2700K 24°  2400Im 2000Im FF10-8272422N-WS
40°  2400im 2000Im FF10-8274022N-WS

3000K 24°  2600Im 2100Im FF10-8302422N-WS
40°  2600im 2100Im FF10-8304022N-WS

4000K 24°  2800Im 2300Im FF10-8402422N-WS
40°  2800Im 2300Im FF10-8404022N-WS

22 W 24 W 30V 700mA 80 2700K 24°  2400Im 2000Im FF10-8272422N-BS
40°  2400Im 2000Im FF10-8274022N-BS

3000K 24°  2600im 2100Im FF10-8302422N-BS
40°  2600Im 2100Im FF10-8304022N-BS

4000K 24°  2800Im 2300Im FF10-8402422N-BS
40°  2800Im 2300Im FF10-8404022N-BS

Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)

Project: Bvlgari Hotel, Shanghai, China

www.nekolighting.com

232




NEKO / FUSION/ NEKO / FUSION/
Surface IP65 Surface IP65

FRONT,

CRIg0 2700K OSRAM UGR = a@ 1-26mm | g CRIg0 2700K OSRAM UGR = D 125mm |
w < B¥ st e . e, = ™w (ALA e ©. /o, =
‘ CRI90 288&( 5% 145% 50,000neLso810 < 19 P65 CB % 6x37 Ey\%m% [ | CRI90 2888& 5% 145% 50,000neLsoBio < 19 P65 CB intertek 4x37 gem%m% I ]
75x50 105x50
LED Power System Power LED Voltage LED Current CRI CCT Beam LEDOutput System Output Code LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
4 W 6 W 6V 700mA 80 2700K 35° 450im 260lm  FF2-8273504N-WB-IP 7 W 9 W 9V 700mA 80 2700K 35°  700Im 400lm  FF3-8273507N-WB-IP
45° 450Im 260lm  FF2-8274504N-WB-IP 45°  700Im 400lm  FF3-8274507N-WB-IP
3000K 35° 500im 265Im  FF2-8303504N-WB-IP 3000K 35°  750Im 420lm  FF3-8303507N-WB-IP
45° 500im 265Im  FF2-8304504N-WB-IP 45°  750Im 420lm  FF3-8304507N-WB-IP
4000K 35° 550im 280Im  FF2-8403504N-WB-IP 4000K 35°  800Im 460lm  FF3-8403507N-WB-IP
Black Reflector 45° 550Im 280Im  FF2-8404504N-WB-IP Black Reflector 45°  800Im 460lm  FF3-8404507N-WB-IP
4 W 6 W 6V 700mA 80 2700K 35° 450im 260lm  FF2-8273504N-BB-IP 7 W 9 W 9V 700mA 80 2700K 35°  700Im 400lm  FF3-8273507N-BB-IP
45° 450Im 260lm  FF2-8274504N-BB-IP 45°  700Im 400lm  FF3-8274507N-BB-IP
3000K 35° 500im 265Im  FF2-8303504N-BB-IP 3000K 35°  750Im 420lm  FF3-8303507N-BB-IP
45° 500Im 265Im  FF2-8304504N-BB-IP 45°  750Im 420lm  FF3-8304507N-BB-IP
4000K 35° 550Im 280Im  FF2-8403504N-BB-IP 4000K 35°  800Im 460lm  FF3-8403507N-BB-IP
45° 550im 280Im  FF2-8404504N-BB-IP 45°  800Im 460lm  FF3-8404507N-BB-IP
Black Reflector Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim) Black Reflector Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)
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NEKO / FUSION/ NEKO / FUSION/
Surface IP65 Surface IP65

2700K . 1-25mm 2700K = 1-25mm
CRIB0 OSRAM UGR CE € 6{ CRI80 “ " OSRAM UGR c€ € 65}
‘11W CRI90 2888& K5‘ m 50,000n@L80B10 < 19 P65 CB cl%., ZE171§3x37 E%mﬂ - - 22W CRI9O0 2888& 5% [45° 50,000n@L80B10 < 19 P65 CB cl%“ ZEZ?%GX(B? g‘%m% (I
157550 29450
LED Power System Power LED Voltage LED Current CRI CCT Beam LEDOutput System Output Code LED Power System Power LED Voltage LED Current CRI CCT Beam LEDOutput System Output Code
11 W 13 W 15V 700mA 80 2700K 35° 1200Im 650Im  FF5-8273511N-WB-IP 22 W 24 W 30V 700mA 80 2700K 35° 2400Im 1250lm FF10-8273522N-WB-IP
45° 1200im 650lm  FF5-8274511N-WB-IP 45° 2400Im 1250lm FF10-8274522N-WB-IP
3000K 35° 1300Im 685Im  FF5-8303511N-WB-IP 3000K 35° 2600Im 1350Im FF10-8303522N-WB-IP
45° 1300Im 685Im  FF5-8304511N-WB-IP 45° 2600Im 1350lm FF10-8304522N-WB-IP
4000K 35° 1400Im 750lm  FF5-8403511N-WB-IP 4000K 35° 2800Im 1600lm FF10-8403522N-WB-IP
45° 1400im 750lm  FF5-8404511N-WB-IP 45° 2800Im 1600lm FF10-8404522N-WB-IP
2127 1= =T (o
Black Reflector
11w 183 W 15V 700mA 80 2700K 35° 1200Im 650Im  FF5-8273511N-BB-IP 22 W 24 W 30V 700mA 80 2700K 35° 2400Im 1250lm FF10-8273522N-BB-IP
45° 1200Im 650Im  FF5-8274511N-BB-IP 45° 2400Im 1250im FF10-8274522N-BB-IP
3000K 35° 1300im 685Im  FF5-8303511N-BB-IP 3000K 35° 2600Im 1350lm FF10-8303522N-BB-IP
45° 1300Im 685Im  FF5-8304511N-BB-IP 45° 2600Im 1350im FF10-8304522N-BB-IP
4000K 35° 1400im 750lm  FF5-8403511N-BB-IP 4000K 35° 2800Im 1500lm FF10-8403522N-BB-IP
45° 1400Im 750lm  FF5-8404511N-BB-IP 45° 2800Im 1500im FF10-8404522N-BB-IP
Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim) Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)

Black Reflector

Black Reflector
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NEKO / FUSION/ NEKO / FUSION/

Fixed Trimless Downlight Fixed Trimless Downlight

) UL,
2700K .. [OSRAM 1-26mm | O u@ 2700K .. OSRAM 125mm | °*° Eﬁ i j
CRI90 24° UGR c E - 36 CRI90 24° UGR c € - 36
K 2% 3000K | 43¢
‘11W CRI80 288&( 40° 5 ooonavsogto < 10 T 20 CB A§1ﬁ52x44 Eem%mﬁ 22W' cRigo 2000K 40 's0,000naL80B10 < 10 P20 CB AE;QOX44 Ee\li%ﬂwiiﬂ
150x41 86.5x41
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code

11 W 13 W 15V 700mA 80 2700K 24°  1200lm 850Im FFT5-8272411N-WB 22 W 24 W 30V 700mA 80 2700K 24°  2400Im 1600lm  FFTA-8272422N-WB

40°  1200Im 850Im FFT5-8274011N-WB 40°  2400Im 1600Im  FFTA-8274022N-WB

3000K 24°  1300Im 900Im FFT5-8302411N-WB 3000K 24°  2600Im 1800Im  FFTA-8302422N-WB

40°  1300Im 900Im FFT5-8304011N-WB 40°  2600Im 1800lm  FFTA-8304022N-WB

4000K 24°  1400Im 950Im FFT5-8402411N-WB 4000K 24°  2800Im 2000im  FFTA-8402422N-WB

40°  1400Im 950Im FFT5-8404011N-WB 40°  2800Im 2000lm  FFTA-8404022N-WB

Black Reflector Black Reflector

11 W 13 W 15V 700mA 80 2700K 24°  1200lm 850Im FFT5-8272411N-BB 22 W 24 W 30V 700mA 80 2700K 24°  2400Im 1600lm  FFTA-8272422N-BB

40°  1200Im 850Im FFT5-8274011N-BB 40°  2400Im 1600im  FFTA-8274022N-BB

3000K 24°  1300Im 900Im FFT5-8302411N-BB 3000K 24°  2600Im 1800Im  FFTA-8302422N-BB

40°  1300Im 900Im FFT5-8304011N-BB 40°  2600Im 1800lm  FFTA-8304022N-BB

4000K 24°  1400Im 950Im FFT5-8402411N-BB 4000K 24°  2800Im 2000im  FFTA-8402422N-BB

40°  1400Im 950Im FFT5-8404011N-BB 40°  2800Im 2000lm  FFTA-8404022N-BB

Black Reflector Black Reflector

11 W 13 W 15V 700mA 80 2700K 24° 1200im 950Im FFT5-8272411N-WS 22 W 24 W 30V 700mA 80 2700K 24°  2400m 2000lm  FFTA-8272422N-WS

40°  1200Im 950Im FFT5-8274011N-WS 40°  2400Im 2000lm  FFTA-8274022N-WS

3000K 24°  1300im 1000im  FFT5-8302411N-WS 3000K 24°  2600Im 2100lm  FFTA-8302422N-WS

40°  1300Im 1000lm  FFT5-8304011N-WS 40°  2600Im 2100lm  FFTA-8304022N-WS

4000K 24°  1400Im 1100lm  FFT5-8402411N-WS 4000K 24°  2800Im 2300im  FFTA-8402422N-WS

40°  1400im 1100m  FFT5-8404011N-WS 40°  2800Im 2300im  FFTA-8404022N-WS

Specular Reflector Specular Reflector
11 W 13 W 15V 700mA 80 2700K 24°  1200m 950Im FFT5-8272411N-BS 22 W 24 W 30V 700mA 80 2700K 24°  2400Im 2000lm  FFTA-8272422N-BS

40°  1200m 950Im FFT5-8274011N-BS 40°  2400Im 2000lm  FFTA-8274022N-BS

3000K 24°  1300Im 1000lm  FFT5-8302411N-BS 3000K 24°  2600Im 2100lm  FFTA-8302422N-BS

40°  1300Im 1000lm  FFT5-8304011N-BS 40°  2600Im 2100lm  FFTA-8304022N-BS

4000K 24°  1400Im 1100lm  FFT5-8402411N-BS 4000K 24°  2800Im 2300im  FFTA-8402422N-BS

40°  1400Im 1100lm  FFT5-8404011N-BS 40°  2800Im 2300lm  FFTA-8404022N-BS
Specular Reflector  GodeRemark: N=(NO Driver) F=(ON-OFF) P-(Phase Dim) A=(1-10V Dim) D=(DALI Dim) Specular Reflector ~ CodeRemark: N=(NO Driver) F=(ON-OFF) P-(Phase Dim) A=(1-10V Dim) D=(DALI Dim)
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NEKO / FUSION/
Adjustable LED Downlight

CRI90 2700K .. OSRAM UGR‘ ‘ a 1-26mm |0}
11W 3000K 24 1P20 CE LY. [rm e
‘ CRIB0 2000K 50,000n@L80B10 < 10 e CB = ZE‘175()x53 gem%mmess —
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code

1w 13 W 15V 700mA 80 2700K 24°  1200m 850Im FA5-8272411N-WB

40°  1200Im 850Im FA5-8274011N-WB

3000K 24°  1300Im 900Im FA5-8302411N-WB

40°  1300Im 900Im FA5-8304011N-WB

4000K 24°  1400Im 950Im FA5-8402411N-WB

40°  1400Im 950Im FA5-8404011N-WB

Black Reflector

1 W 13 W 15V 700mA 80 2700K 24°  1200m 850Im FA5-8272411N-BB

40°  1200Im 850Im FA5-8274011N-BB

3000K 24°  1300Im 900Im FA5-8302411N-BB

40°  1300Im 900Im FA5-8304011N-BB

4000K 24°  1400Im 950Im FA5-8402411N-BB

40°  1400Im 950Im FA5-8404011N-BB

Black Reflector
1w 13 W 15V 700mA 80 2700K 24°  1200m 950Im FA5-8272411N-WS
40°  1200Im 950Im FA5-8274011N-WS

3000K 24°  1300Im 1000Im FA5-8302411N-WS
40°  1300Im 1000Im FA5-8304011N-WS
4000K 24°  1400Im 1100Im FA5-8402411N-WS
40°  1400m 1100Im FA5-8404011N-WS

Specular Reflector

11w 13 W 15V 700mA 80 2700K 24°  1200lm 950Im FA5-8272411N-BS
40°  1200Im 950Im FA5-8274011N-BS

3000K 24°  1300Im 1000Im FA5-8302411N-BS
40°  1300Im 1000Im FA5-8304011N-BS

4000K 24°  1400Im 1100Im FA5-8402411N-BS
40°  1400m 1100Im FA5-8404011N-BS

Specular Reflector Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)

m www.nekolighting.com m



FA10

Lla
CRI90 2700K 222 OSRAM UGR (“l —1-25mm 60
220W 3000K 24: 1P20 C€ S [ e
CRI80 | 2000K 4°” s50,000naL80810 < 10 CB ek &798)(53 Eem%ﬂwckmess —_—
309x70
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
22 W 24 W 30V 700mA 80 2700K 24°  2400m 1600Im FA10-8272422N-WB
40 2400Im 1600Im FA10-8274022N-WB
3000K 24°  2600Im 1800Im FA10-8302422N-WB
40°  2600Im 1800Im FA10-8304022N-WB
4000K 24° 2800Im 2000Im FA10-8402422N-WB
40°  2800Im 2000Im FA10-8404022N-WB
Black Reflector
22 W 24 W 30V 700mA 80 2700K 24°  2400m 1600Im FA10-8272422N-BB
40 2400Im 1600Im FA10-8274022N-BB
3000K 24°  2600Im 1800Im FA10-8302422N-BB
40°  2600Im 1800Im FA10-8304022N-BB
4000K 24 2800Im 2000Im FA10-8402422N-BB
40°  2800Im 2000Im FA10-8404022N-BB
Black Reflector
22 W 24 W 30V 700mA 80 2700K 24°  2400m 2000Im FA10-8272422N-WS
40°  2400m 2000Im FA10-8274022N-WS
3000K 24°  2600Im 2100Im FA10-8302422N-WS
40°  2600Im 2100Im FA10-8304022N-WS
4000K 24°  2800Im 2300Im FA10-8402422N-WS
40°  2800Im 2300Im FA10-8404022N-WS
Specular Reflector

22 W 24 W 30V 700mA 80 2700K 24°  2400m 2000Im FA10-8272422N-BS
40 2400Im 2000Im FA10-8274022N-BS
3000K 24° 2600Im 2100im FA10-8302422N-BS
40°  2600Im 2100Im FA10-8304022N-BS
4000K 24° 2800Im 2300Im FA10-8402422N-BS
40°  2800Im 2300Im FA10-8404022N-BS
Specular Reflector Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)

Project: Bvlgari Hotel, Shanghai, China

www.nekolighting.com
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NEKO / FUSION/
Wall Washer LED Downlight

Project: Private House, China

CRI90 2700K & OSRAM E'"’ 1-25mm
11W 3000K IP20 ce A e
‘ CRIB0 1000K 50,000h@L80B10 B inertek Aﬂm Eeﬂi&ngﬂmckness
152.5x45
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
11 W 13 W 15V 700mA 80 2700K WW  1200Im 550im FW5-827WW11N-WM

3000K WwW  1300Im 600Im FW5-830WW11N-WM

4000K WW  1400Im 650Im FW5-840WW11N-WM

Matt Reflector

11 W 183 W 1BV 700mA 80 2700K WW  1200im 550Im FW5-827WW11N-BM

3000K WW  1300Im 600Im FW5-830WW11N-BM

4000K WW  1400Im 650Im FW5-840WW11N-BM

Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)

Matt Reflector

Trimless available

Trimless code for FW5-830WW11N-WM
FWT5-830WW11N-WM L§752X44
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NEKO / FUSION/
Wall Washer LED Downlight

2700K 1-25mm
22w SR90 3000K y OSRAM ;5 (B CG 0. /g ar O

4000K 50,000h@L80B10 Intertek X Ceiling Thickness v

290x45

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
22 W 24 W 30V 700mA 80 2700K WW  2400lm 1100lm  FW10-827WW22N-WM
3000K WW  2600Im 1200lm  FW10-830WW22N-WM
4000K WW  2800Im 1300lm  FW10-840WW22N-WM

Matt Reflector

22 W 24 W 30V 700mA 80 2700K WW  2400Im 1100lm  FW10-827WW22N-BM

3000K WW  2600im 1200lm  FW10-830WW22N-BM

4000K WW  2800Im 1300m  FW10-840WW22N-BM

Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)
Matt Reflector

Trimless available

Trimless code for FW10-830WW22N-WM
FWTA-830WW22N-WM Lﬁ;,ox“

F—
286.5x41

sehr gute Wall Washer Beleuchtungsqualitat
High quality wall washer illumination

www.nekolighting.com m



NEKO / FUSION/ NEKO / FUSION/
General LED Downlight General LED Downlight

60

CRIQ0 2700K| - OSRAM . O 1-25mm CRI90 2700K | - OSRAM = O 1-25mm
‘11W CRI80 2888& 50,000h@LBO0B10 P20 CB CE .:%.. mm? ge"%]] LI 22W cRigo 2888& 50,000h@LB0B10 1P20 CB C€ "(Jb"' Zgz?szxw D& [

ntertel g Thickness Intertek Ceiling Thickness —

152.5x45 290x45

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
11w 13 W 15V 700mA 80 2700K 75° 1200Im 380Im FG5-8277511N-WB 22 W 24 W 30V 700mA 80 2700K 75°  2400Im 850Im FG10-8277522N-WB
3000K 75° 1300Im 400Im FG5-8307511N-WB 3000K 75°  2600Im 900Im FG10-8307522N-WB
4000K 75° 1400Im 450lm FG5-8407511N-WB 4000K 75°  2800Im 950Im FG10-8407522N-WB

Black Reflector
Black Reflector

1w 13 W 15V 700mA 80 2700K 75° 1200Im 350Im FG5-8277511N-BB 22 W 24 W 30V 700mA 80 2700K 75°  2400m 850Im FG10-8277522N-BB
3000K 75° 1300Im 400Im FG5-8307511N-BB 3000K 75°  2600Im 900Im FG10-8307522N-BB
4000K  75° 1400Im 450lm FG5-8407511N-BB 4000K 75°  2800Im 950Im FG10-8407522N-BB

B Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim) Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)
ack Reflector Black Reflector

Trimless available Trimless available

Trimless code for FG5-8307511N-WB g
152x44

Trimless code for FG10-8307522N-WB
FGT5-8307511N-WB ZEQ)X‘M

FGTA-8307522N-WB

247 www.nekolighting.com m



FUSION

Project: Medical Office Celle Germany, Germany
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NEKO / FUSION
Adjustable Spotlight

Diversity Design with Adjustable Spot Light

www.nekolighting.com m



NEKO / FUSION/
Adjustable Spotlight

2700K
3000K
4000K

CRI80

‘ 2W GRigo

Bl X

OSRAM

50,000h@L80B10

Intertek

E‘jg‘lpzo“CB‘ce

Vi~

1-26mm

dm m

Ceiling Thickness

o M U

(=)

70x45

LED Power System Power LED Voltage LED Current CRI

CCT Beam LED Output System Output

Code

2 W 3 W 3V 700mA 80 2700K 15°  220Im 160Im FS1-8271502N-WN
30°  220Im 160Im FS1-8273002N-WN

3000K 15°  250Im 170Im FS1-8301502N-WN

30°  250m 170Im FS1-8303002N-WN

4000K 15°  280Im 180Im FS1-8401502N-WN

30°  280Im 180Im FS1-8403002N-WN

2 W 3 W 3V 700mA 80 2700K 15°  220Im 160Im FS1-8271502N-BN
30°  220Im 160Im FS1-8273002N-BN

3000K 15°  250Im 170Im FS1-8301502N-BN

30°  250im 170Im FS1-8303002N-BN

4000K 15°  280Im 180Im FS1-8401502N-BN

30°  280Im 180Im FS1-8403002N-BN

Code Remark: N=(NO Driver) F=(ON-OFF) A=(1-10V Dim) D=(DALI Dim)

NEKO / FUSION/
Adjustable Spotlight

2700K
3000K
4000K

CRI80
CRI90

‘4W

LLLS

OSRAM

50,000h@L80B10

Intertek

L’ﬁg‘lpzo“CB‘CE

Vi

1-26mm
bm_ om

Ceiling Thickness

o A W
©

98x45

LED Power System Power LED Voltage LED Current CRI

CCT Beam LEDOutput System Output

Code

4 W 6 W 6V 700mA 80 2700K 15°  450Im 330Im FS2-8271504N-WN
30°  450im 330Im FS2-8273004N-WN

3000K 15°  500Im 350im FS2-8301504N-WN

30°  500im 350im FS2-8303004N-WN

4000K 15°  550Im 400Im FS2-8401504N-WN

30°  550m 400im FS2-8403004N-WN

4 W 6 W 6V 700mA 80 2700K 15°  450Im 330Im FS2-8271504N-BN
30°  450im 330Im FS2-8273004N-BN

3000K 15°  500Im 350im FS2-8301504N-BN

30°  500im 350im FS2-8303004N-BN

4000K 15°  550Im 400Im FS2-8401504N-BN

30°  550m 400im FS2-8403004N-BN

Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)

www.nekolighting.com m



NEKO / FUSION/ NEKO / FUSION/
Adjustable Spotlight Adjustable Spotlight

CRIg0 2700K “ u OSRAM  UGR @ c € 6“’ 1-25mm o A R CRI80 2700K “ u OSRAM UGR @ c € €-“’ 1-25mm o M M
™ E\Y |/ / % / Dﬁ ol © 13W E\Y|/8 / % / Dﬁ ol €
‘ CRI90 2888& 07 50,000neL80810 < 19 P20 CB % 144x37 Celing Thickness ‘? CRIS0 2888E 0% 50,000n@Ls08t0| < 19 P20 CB % 282x37 Céiling Thickness ?‘
152.5x45 290x45
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
7 W 9 W 9V 700mA 80 2700K 15°  700Im 500im FS3-8271507N-WN 13 W 15 W 18V 700mA 80 2700K 15°  1400im 1000Im FS6-8271513N-WN
30°  700m 500im FS3-8273007N-WN 30°  1400Im 1000Im FS6-8273013N-WN
3000K 15°  750Im 550im FS3-8301507N-WN 3000K 15°  1500Im 1050Im FS6-8301513N-WN
30°  750m 550im FS3-8303007N-WN 30°  1500Im 1050Im FS6-8303013N-WN
4000K 15°  800Im 600Im FS3-8401507N-WN 4000K 15°  1600Im 1100Im FS6-8401513N-WN
30°  800m 600Im FS3-8403007N-WN 30°  1600Im 1100Im FS6-8403013N-WN
7 W 9 W 9V 700mA 80 2700K 15°  700Im 500im FS3-8271507N-BN 13 W 15 W 18V 700mA 80 2700K 15°  1400im 1000Im FS6-8271513N-BN
30°  700m 500im FS3-8273007N-BN 30°  1400Im 1000Im FS6-8273013N-BN
3000K 15°  750Im 550im FS3-8301507N-BN 3000K 15°  1500Im 1050Im FS6-8301513N-BN
30°  750Im 550im FS3-8303007N-BN 30°  1500m 1050Im FS6-8303013N-BN
4000K 15°  800Im 600Im FS3-8401507N-BN 4000K 15°  1600Im 1100Im FS6-8401513N-BN
30°  800Im 600Im FS3-8402507N-BN 30°  1600m 1100Im FS6-8403013N-BN
Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim) Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)
Trimless available Trimless available

Trimless code for FS3-8301507N-WN g
144x37

Trimless code for FS6-8301513N-WN
FST3-8301507N-WN ZE;SZX37

FST6-8301513N-WN

—
282x37
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NEKO / FUSION / NEKO / FUSION /
Adjustable Spotlight Adjustable Spotlight

CRI80 2700K OSRAM UGR - CE (“i 1-25mm o £ O CRI80 2700K OSRAM UGR = c € @ 1-25mm g A B
‘ow G0 SEREK 1 oy 9SRAM et o (] CB CE - Mvdocsr i, 7 7| (] 17w Crioo 3050K (3] ol Srmacams <16 *20 |123] CB CE€ SV- Moty i,z (=)
152.5x45 290x45
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
9w 11 W 12V 700mA 80 2700K 24° 900Im 650im FFS1-8272409N-WB 17 W 19 W 24V 700mA 80 2700K 24°  1900Im 1300Im FFS2-8272417N-WB
40° 900Im 650im FFS1-8274009N-WB 40°  1900Im 1300Im FFS2-8274017N-WB
3000K 24°  1000Im 700im FFS1-8302409N-WB 3000K 24°  2000Im 1400Im FFS2-8302417N-WB
40°  1000Im 700im FFS1-8304009N-WB 40°  2000Im 1400Im FFS2-8304017N-WB
4000K 24°  1100Im 800Im FFS1-8402409N-WB 4000K 24°  2200Im 1500Im FFS2-8402417N-WB
40° 1100Im 800Im FFS1-8404009N-WB 40°  2200Im 1500Im FFS2-8404017N-WB
9w 11 W 12V 700mA 80 2700K 24° 900Im 650im FFS1-8272409N-BB 17 W 19 W 24V 700mA 80 2700K 24°  1900Im 1300Im FFS2-8272417N-BB
40° 900Im 650im FFS1-8274009N-BB 4°0  1900Im 1300Im FFS2-8274017N-BB
3000K 24°  1000Im 700Im FFS1-8302409N-BB 3000K 24°  2000Im 1400Im FFS2-8302417N-BB
40°  1000Im 700Im FFS1-8304009N-BB 40°  2000Im 1400Im FFS2-8304017N-BB
4000K 24° 1100Im 800Im FFS1-8402409N-BB 4000K 24°  2200Im 1500Im FFS2-8402417N-BB
40°  1100Im 800Im FFS1-8404009N-BB 40°  2200Im 1500Im FFS2-8404017N-BB
Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim) Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)
Trimless available Trimless available

Trimless code for FFS1-8304009N-WN g
144x37

Trimless code for FFS2-8304017N-WN
FFS3-8304009N-WN ZE;SZX37

FFS4-8304017N-WN

—
282x37
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NEKO / FUSION Fixed NEKO / FUSION Fixed /
NEW

Higher Efficiency Version Higher Efficiency Version
Flat Surface Flat Surface

Higher Lumen Output Higher Lumen Output

More Beam Angles More Beam Angles

FFE1-2W/ 220im @CRI80 3000K

FFE3-6W/ 660im @CRI80 3000K

FFE5-10W/ 1100Im @CRI80 3000K

CRI90 2700K | 157 OSRAM UGR 1-25mm 55
oW 3000K 24 P20 c E €.
‘ CRIB0 | 2000K | £2- soouneLsosio <19 CB = @37 ggﬁgwﬂ
45x45
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
2 W 3 W 3V 700 mA 80 2700K 15° 230im 210Im FFE1-8271502N-WB
24° 230Im 210Im FFE1-8272402N-WB
40° 230Im 210im FFE1-8274002N-WB
FFE10-20W/ 2200im @CRI80 3000K 55°  230im 210lm  FFE1-8275502N-WB
FFE10-26W/ 2800im @CRI80 3000K 3000K 15°  250Im 220lm  FFE1-8301502N-WB
24° 250im 220im FFE1-8302402N-WB
40° 250Im 220im FFE1-8304002N-WB
55° 250Im 220Im FFE1-8305502N-WB
Black Reflector 4000K 15° 270lm 240im FFE1-8401502N-WB
24° 270Im 240im FFE1-8402402N-WB
40° 270Im 240im FFE1-8404002N-WB
.55 270m __ 240m _ FFE1-8405502N-WB
2 W 3 W 3V 700 mA 80 2700K 15° 230im 210im FFE1-8271502N-BB
24° 230im 210im FFE1-8272402N-BB
40° 230lm 210Im FFE1-8274002N-BB
55° 230Im 210Im FFE1-8275502N-BB
3000K 15° 250Im 220Im FFE1-8301502N-BB
24° 250Im 220Im FFE1-8302402N-BB
40° 250im 220im FFE1-8304002N-BB
55° 250Im 220im FFE1-8305502N-BB
Black Reflector 4000K 15°  270Im 240lm FFE1-8401502N-BB
24° 270Im 240im FFE1-8402402N-BB
Beam Angles 40°  270Im 240im  FFE1-8404002N-BB
55° 270Im 240im FFE1-8405502N-BB

Code Remark: N=(NO Driver) F=(ON-OFF) A=(1-10V Dim) D=(DALI Dim)

Spot 15° Medium 24° Wide 40° Flood 55°

www.nekolighting.com m



NEKO / FUSION Fixed / NEKO / FUSION Fixed /

Higher Efficiency Version Higher Efficiency Version
Flat Surface Flat Surface

Higher Lumen Output Higher Lumen Output

More Beam Angles More Beam Angles

CRI90 2700K | 152 = O 1-25mm 55 CRI90 2700K | 15° T O 1-25mm 55
oW Cnio0 3000k 2. OSRAM UGR 1p20 CB CE €. /odiar m_ o 1ow oo 3000k 24 OSRAM UGR 1p2g (B C€ €. A diar o mm
4000K 55° 50,000h@L80B10 intertek X Cliing Thickness — 4000K B5° 50,000h@L80B10! intertek X Cliing Thickness —
X: X:

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
6 W 8 W 9V 700mA 80 2700K 15°  700im 630Im  FFE3-8271506N-WB 10 W 12 W 15V 700mA 80 2700K 15°  1200im 1000im  FFE5-8271510N-WB
24°  700Im 630Im  FFE3-8272406N-WB 24°  1200m 1000lm  FFE5-8272410N-WB
40°  700Im 630lm  FFE3-8274006N-WB 40°  1200Im 1000lm  FFE5-8274010N-WB
55°  700Im 630Im  FFE3-8275506N-WB 55°  1200m 1000im  FFE5-8275510N-WB
3000K 15°  750Im 660Im  FFE3-8301506N-WB 3000K 15°  1300Im 1100lm  FFE5-8301510N-WB
24°  750lm 660Im  FFE3-8302406N-WB 24°  1300Im 1100lm  FFE5-8302410N-WB
40°  750Im 660im  FFE3-8304006N-WB 40°  1300Im 1100lm  FFE5-8304010N-WB
55°  750Im 660Im  FFE3-8305506N-WB 55°  1300Im 1100lm  FFE5-8305510N-WB
4000K 15°  800Im 720lm  FFE3-8401506N-WB 4000K 15°  1400Im 1200lm  FFE5-8401510N-WB
Black Reflector 24°  800Im 720lm  FFE3-8402406N-WB 24°  1400lm 1200lm  FFE5-8402410N-WB
40°  800Im 720lm  FFE3-8404006N-WB Black Reflector 40°  1400lm 1200lm  FFE5-8404010N-WB
.5 80Om__ 720m _FFE3-8405506N-WB .. 5° 400m 1200 FFE5-8405510N-WB
6 W 8 W 9V 700mA 80 2700K 15°  700im 630im  FFE3-8271506N-BB 10 W 12 W 15V 700mA 80 2700K 15°  1200im 1000lm  FFE5-8271510N-BB
24°  700Im 630im  FFE3-8272406N-BB 24°  1200lm 1000lm  FFE5-8272410N-BB
40°  700Im 630im  FFE3-8274006N-BB 40°  1200Im 1000lm  FFE5-8274010N-BB
55°  700Im 630lm  FFE3-8275506N-BB 55°  1200lm 1000im  FFE5-8275510N-BB
3000K 15°  750Im 660Im  FFE3-8301506N-BB 3000K 15°  1300Im 1100m  FFE5-8301510N-BB
24°  750Im 660Im  FFE3-8302406N-BB 24°  1300Im 1100im  FFE5-8302410N-BB
40°  750Im 660im  FFE3-8304006N-BB 40°  1300Im 1100im  FFE5-8304010N-BB
55°  750Im 660lm  FFE3-8305506N-BB 55°  1300Im 1100im  FFE5-8305510N-BB
4000K 15°  800Im 720lm  FFE3-8401506N-BB 4000K 15°  1400Im 1200lm  FFE5-8401510N-BB
24°  800Im 720lm  FFE3-8402406N-BB 24°  1400lm 1200im  FFE5-8402410N-BB
Black Reflector 40°  800Im 720lm  FFE3-8404006N-BB Black Reflector 40°  1400Im 1200lm  FFE5-8404010N-BB
... 55 80m __ 720m _FFES-B405506N-BB ... ’55° 1400m 1200 _FFE5-8405510N-BB
Code Remark: N=(NO Driver) F=(ON-OFF) A=(1-10V Dim) D=(DALI Dim) Code Remark: N=(NO Driver) F=(ON-OFF) A=(1-10V Dim) D=(DALI Dim)
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NEKO / FUSION Fixed /

Higher Efficiency Version
Flat Surface

Higher Lumen Output

More Beam Angles

20W [CRI90 2700K| 150 A SRAM UGR CE @ 1-26mm
3000K| &7, IP20 NI
‘ZGW CRIBO 2000K | £2- s0.000heLs0810 < 19 CB — Zg2ﬁ82x37 gem%mﬂ —
)X:
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
20 W 29 W 29V 700mA 80 2700K 15°  2300Im 2100lm FFEA-8271520N-WB
24°  2300Im 2100lm FFEA-8272420N-WB
40°  2300Im 2100lm FFEA-8274020N-WB
55°  2300Im 2100im  FFEA-8275520N-WB
3000K 15°  2500Im 2200lm  FFEA-8301520N-WB
24°  2500lm 2200lm  FFEA-8302420N-WB
40°  2500Im 2200lm  FFEA-8304020N-WB
55°  2500lm 2200lm  FFEA-8305520N-WB
4000K 15°  2700Im 2400lm  FFEA-8401520N-WB
24°  2700Im 2400lm  FFEA-8402420N-WB
40°  2700Im 2400lm  FFEA-8404020N-WB
55°  2700Im 2400lm  FFEA-8405520N-WB
26 W 29 W 29V 900mA 80 2700K 15°  3000im 2600lm FFEA-8271526N-WB
24°  3000Im 2600lm FFEA-8272426N-WB
40°  3000Im 2600lm FFEA-8274026N-WB
55°  3000Im 2600Im FFEA-8275526N-WB
Black Reflector 3000K 15°  3200Im 2800Im FFEA-8301526N-WB
24°  3200lm 2800Im FFEA-8302426N-WB
40°  3200Im 2800Im FFEA-8304026N-WB
55°  3200lm 2800Im FFEA-8305526N-WB
4000K 15°  3500im 3000im FFEA-8401526N-WB
24°  3500lm 3000im FFEA-8402426N-WB
40°  3500Im 3000im FFEA-8404026N-WB
55°  3500lm 3000im FFEA-8405526N-WB
20 W 29 W 29V 700mA 80 2700K 15°  2300im 2100lm  FFEA-8271520N-BB
24°  2300Im 2100lm  FFEA-8272420N-BB
40°  2300Im 2100lm  FFEA-8274020N-BB
55°  2300Im 2100lm  FFEA-8275520N-BB
3000K 15°  2500Im 2200lm  FFEA-8301520N-BB
24°  2500lm 2200lm  FFEA-8302420N-BB
40°  2500Im 2200lm  FFEA-8304020N-BB
55°  2500lm 2200lm  FFEA-8305520N-BB
4000K 15°  2700Im 2400lm  FFEA-8401520N-BB
24°  2700Im 2400lm  FFEA-8402420N-BB
40°  2700Im 2400lm  FFEA-8404020N-BB
55°  2700Im 2400lm  FFEA-8405520N-BB
26 W 29 W 29V 700mA 80 2700K 15°  3000Im 2600lm  FFEA-8271526N-BB
24°  3000Im 2600lm  FFEA-8272426N-BB
40°  3000Im 2600lm  FFEA-8274026N-BB
Black Reflector 55°  3000m 2600lm  FFEA-8275526N-BB
3000K 15°  3200Im 2800im  FFEA-8301526N-BB
24°  3200lm 2800Im  FFEA-8302426N-BB
40°  3200Im 2800Im  FFEA-8304026N-BB
55°  3200lm 2800Im  FFEA-8305526N-BB
4000K 15°  3500im 3000im  FFEA-8401526N-BB
24°  3500Im 3000im  FFEA-8402426N-BB
40°  3500Im 3000lm  FFEA-8404026N-BB
55°  3500Im 3000im  FFEA-8405526N-BB

Code Remark: N=(NO Driver) F=(ON-OFF) A=(1-10V Dim) D=(DALI Dim)
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NEKO / FUSION Linear System
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NEKO / FUSION Linear System
Project: Skyline Hill, Germany
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NEKO / FUSION Linear System
Project: Office Shire House, U.K.

- www.nekolighting.com ; 270
R




f/ \
f,f’ NEKO / FUSION Linear System

_.’I. i - I -
— J l | ”i EQ!F" lllﬂldﬂ mﬂ”ﬁluulswflﬂ rI m E -
.- .‘ ! 'ﬂu : : Iﬂﬁ@




273

NEKO / FUSION Linear System
With FUSION Downlight Module

1
Magnetic End Cap

FG10

Aufbau-, Einbau- und Pendelleuchte.

Einfache und unbegrenzte L&ngenbestimmung, nahtlose Verbindung.

Das Profil kann als einzelne, allgemeine, wall washer oder mit verschiedenen und unterschiedlichen
Modulen bestiickt werden.

Modulares Profildesign ohne sichtbare Schrauben, Standardldnge 1,2 m & 1,5 m.

Aluminiumprofil, Farbwahl weiB3 / schwarz .

Pendelleuchte mit 2000mm Seilabh&ngung, werkzeuglose Hohenverstellung.

Hoher Sehkomfort, UGR <19.

LED 3000K / 4000K, Binning <3 step MacAdam, CRI 80/20.

Suspended, surface mounted and recessed mounted luminaires.

Easy and unlimited length adjustment, seamless connection.

Can be used as single fixed / general light / spotlight / wall washer / MIXED.
Modular profile design with no visible screws, standard length 1.2m & 1.5m.
Aluminum profile, color choices white / black .

Suspended luminaire with 2000mm cable suspension, tool free height adjustment.

High visual comfort, UGR<19.
LED 3000K/ 4000K, binning<: 3 step MacAdam, CRI 80/ 90.

Magnetic End Cap
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NEKO / FUSION Linear System
With Linear Light Module

Blind Cover Module

General Light Module
600mm
GL600

Magnetic End Cap

= Schénes Profilsystem aus Aluminiumdruckguss und mit 50 mm Breite

* Verschiedenste Lichtmodule fir beste und individuelle Lichtldsungen

« Akzent-, Allgemein- und Spotbeleuchtung — auch Wall washer Modul vorhanden
*  Komplett werkzeuglose Montage

» Standard und kundenspezifische L&ngen

* Magnetische Endkappen — keine Schrauben sichtbar

.a
\
%

Accent Light Module

300mm
AL300

Wall Washer Module

1200mm/ 1800mm
WWwW1200/ WW1800

* Profile system made of extruded aluminium with 50mm width.

» Various lighting modules with multiple lighting applications.

* General light, accent light, wall washer and spotlight module for choice.

+ Tool-free inserts mounting by clip-in mechanism.

» Standard and customized length of module and cover for high precise system.
* Magnetic end cap without fixing screws.

Magnetic End Cap
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NEKO / FUSION Linear System

k Trim Recessed ‘ Trimless Recessed Surface Mounted

Hnew]

Channels

Inserts

FUSION Module Accent Light Module  General Light Module ~ Wall Washer Module

(FF/ FW/FS/ FG) (300mm) (600mm) (1200mm/1800mm)
Covers
I
Blind Cover Opal Cover Flexible Opal Cover

Mounting Kits

Recessed Mounting Kit Surface Mounted Kit . Pendant Kit
(2pcs/ Set) (2pcs/ Set) (Ceiling Box in White/ Black)

Pendant

Spot Light Module Uplight Module
(300mm) (1070mm/ 1605mm)

Blind Cover

corner module

Corner Modules and Linear Connector

General Light
corner module

Linear Connector

System details

4.Endkappe Haltererung /

1.Profilkanal/ Profile channel 2.Schieberegler/ Slider End cap holder

LED Driver

3.Linearverbinder/ Linear connector

5.Endkappe/ End cap

Intelligentes Linear-Profildesign
Einfachste Installation der Fusion-Einbauleuchte in den Profilkanal

6.Blinddecke / Blind cover

Smart linear profile design
Easy to install fusion downlight into profile channel

www.nekolighting.com 278
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NEKO / FUSION Linear System

Verbindungssttick/ linear connector Llngarverblnder und Bllndlabdecklung erfulllen ellne nahtlose Verblndung.
Gleicher Abstand kann zwischen jeder Fusion Einbauleuchte eingestellt werden

Linear connector and blind cover fulfill seamless connection
Equal distance can be set between each Fusion downlight

Blindabdeckung mit kundenspezifischer
Lénge fur eine nahtlose Verbindung

Blind cover with customized length
providing seamless connection

230mm | 290mm | 460mm | 290mm | 460mm |

290mm | | 290mm |

www.nekolighting.com m



NEKO / FUSION Linear System NEKO / FUSION Linear System

Linear Light module Linear Light module
General Light Module Wallwasher Module
<
GL600 WW1200/ WW1800
Linkable extruded aluminium Uniform wall washer effect

for continuous linear light
594mm for different system
Opal cover can be customized length

T f T | ? I b
2700K | =~ @ 2 22W 2700K| o g s Q = =
o g i @@ ) B €O — Gyowom - @ [ BCE b w
4000K 50,000h@L80B10 ‘P 38 4‘ ‘ 594 ‘ 48W 4000K 50,000h@L80B10 ‘k 45 A‘ 1200/ 1800 ‘
LED Power System Power LED Voltage LED Current CRI CCT Beam LEDOutput System Output Model LED Power System Power LED \Voltage LED Current CRI CCT  Beam LEDOutput System Output Model
11 W 13 W 46V 250mA 80 2700K 105° 1600Im 1200im GL600-11W-827-105°N 22 W 26 W 46V 500mA 80 2700K WW 3200Im 1700Im WW1200-22W-827N
3000K  105° 1700Im 1300Im GL600-11W-830-105°N 3000K  WW 3400lm 1800Im WW1200-22W-830N
4000K  105° 1800Im 1400Im GL600-11W-840-105°N 4000K  WW 3600Im 1900Im WW1200-22W-840N
90 2700K WWwW 3000Im 1500Im WW1200-22W-927N
90 2700K  105° 1500Im 1100Im GL600-11W-927-105°N 3000K  WW 3200Im 1600Im WW1200-22W-930N
3000K  105° 1600Im 1200Im GL600-11W-930-105°N 4000K  WW  3400m 1700lm  WW1200-22W-940N
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, 400K 1057 4700m  1300m  GLBOO-11W-940-105°N 32w 36 W 46V 700mA 80 2700K WW  4600Im 2300m  WW1200-32W-827N
3000K  WW 4800Im 2500Im WW1200-32W-830N
4000K  WW 5000Im 2700Im WW1200-32W-840N
16 W 18 W 46V 350mA 80 2700K 105° 2100Im 1700Im GL600-16W-827-105°N 90 2700K WW 4000Im 2000Im WW1200-32W-927N
3000K  105° 2200Im 1800Im GL600-16W-830-105°N 3000K  WW 4200Im 2200Im WW1200-32W-930N
4000K  105° 2400Im 1900Im GL600-16W-840-105°N 4000K  WW 4400Im 2400Im WW1200-32W-940N
90 2700K 105° 1900Im 1600im GL600-16W-927-105°N 32 W 36 W 46V 700mA 80 2700K WW 4600lm 2500Im WW1800-32W-827N
3000K  105° 2000Im 1700Im GL600-16W-930-105°N 3000K  WW 4800Im 2700Im WW1800-32W-830N
4000K  105° 2200Im 1900Im GL600-16W-940-105°N 4000K  WW 5000Im 2900Im WW1800-32W-840N
””””””””””””””””””””” N NN~ N T AN AEEY D 5D M) A A4 AN VY /AT ] e 90 2700K WW 4000Im 2100Im WW1800-32W-927N
Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim) 3000K  WW 4200Im 2300Im WW1800-32W-930N
4000K  WW 4400lm 2500Im WW1800-32W-940N
; s b ; 48 W 52 W 46V 700+350 mA 80 2700K WW 6200Im 3300Im WW1800-48W-827N
Light Distribution 3000K WW  6400m 3500Im \WW1800-48W-830N
i — 4000K  WW 6600Im 3700Im WW1800-48W-840N
3000K 90 2700K WWwW 5500Im 2900Im WW1800-48W-927N
3000K  WW 5700Im 3100Im WW1800-48W-930N
n GLBOO-1IW-830-105° 4000k Ww - 5900im - 3300im  WW1B00-48W-940N
Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)
Di(am?ter Height,Emax nght Distribution
cm,
2253 H1m 416k L
3000K
@506 =2m 104Ix
A WW1200-22W-830

@759 ——3m 46Ix

@1011 ——4m  26Ix

Diameter Height,Emax
(cm)

@202 =1m 722Ix

@1264——15m 17Ix
30° 20° 10° 0° 10° 20° 30°

@405 =2m 180Ix

@607 <=—3m 80Ix

@810 ——4m  45Ix

21012 <—15m  29Ix
30° 20° 10° 0° 10° 20° 30°
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NEKO / FUSION Linear System

Linear Light module

Spot Light Module
SL300-1S-4W
g
CRIg0 2700K i =" " CREE < UGR ;
4w CRI90 3000K 15° [30% | 55° 50,000n@L80B10| < 19 P40 CB CE — —
4000K 45 300
LED Power System Power LED \Voltage LED Current CRI CCT Beam LEDOutput System Output Model
4 W 6 W 12v 350 mA 80 2700K 15° 470Im 350Im SL300-1S-4W-827-15°N
30° 470Im 350Im SL300-1S-4W-827-30°N
55° 470Im 350im SL300-15-4W-827-55°N
3000K 15° 500Im 380Im SL300-1S-4W-830-15°N
30° 500Im 380Im SL300-1S-4W-830-30°N
55° 500Im 380Im SL300-1S-4W-830-55°N
4000K  15° 550Im 420Im SL300-1S-4W-840-15°N
30° 550Im 420Im SL300-1S-4W-840-30°N
55° 550Im 420Im SL300-1S-4W-840-55°N

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim)

A=A(1-10V Dim) D=D(DALI Dim)

Light Distribution
[ S
3000K
1 SL300-1S-4W-830-15° A SL300-1S-4W-830-30° A SL300-1S-4W-830-55°
15° 30° 55°
Diameter |Height,Emax Diameter |Height,Emax Diameter |Height,Emax
(cm) (cm) (cm)
@28 <1m 3596Ix @50 <1m 15583Ix @105 —<1m  415Ix
@56 —2m  899Ix 2101  ={2m 388Ix @211 =2m 104Ix
@85 —=—3m 400Ix @151 =—3m 173Ix @316 <=—3m  46Ix
@118 ——4m  225Ix @201 ——4m  97Ix @421 ——4m  26Ix
@141——15m  144Ix @252——5m  62Ix @527 ——5m  17Ix
20° 10° 0° 10° 20° 20° 10° 0° 10° 20° 20° 10° 0° 10° 20°

NEKO / FUSION Linear System
Linear Light module

Spot Light Module

SL300-2S-8W

2700K
3000K
4000K

n n n

i1 58 F30d FF55%

CRI80
CRI90

CREE=

50,000h@L80B10

‘SW

L":g‘mo“CB‘CE‘ ) -

I

300

LED Power System Power LED Voltage LED Current CRI

CCT

Beam LED Output System Output Model

8 W 10 W 24V 350 mA

80 2700K 15° 850Im 650Im
30° 850Im 650Im
55° 850Im 650Im

3000K  15° 900Im 700Im
30° 900Im 700Im
55° 900Im 700Im
4000K  15° 950Im 750Im
30° 950Im 750Im
55° 950Im 750Im

SL300-2S-8W-827-15°N
SL300-2S-8W-827-30°N
SL300-25-8W-827-55°N
SL300-2S-8W-830-15°N
SL300-2S-8W-830-30°N
SL300-25-8W-830-55°N
SL300-2S-8W-840-15°N
SL300-2S-8W-840-30°N
SL300-3S-8W-840-55°N

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim)

A=A(1-10V Dim) D=D(DALI Dim)

Light Distribution
R —
3000K
1 SL300-2S-8W-830-15° A SL300-2S-8W-830-30° A SL300-2S-8W-830-55°
15° 30° 55°
Diameter |Height,Emax Diameter |Height,Emax Diameter [Height,Emax
(cm) (cm) (cm)
@29 =1m 6863Ix @46 <1m 3207Ix @57 —=1m 1763Ix
@57 =2m 1716Ix @91 =2m 802Ix 0114  =2m 441Ix
@86 <—=3m 763Ix @137 <=—3m 356lx @171 <=—3m 196Ix
@115 ——j4m  429Ix ©183 ——4m 200Ix @229 ——4m 110Ix
@144—5m 275l @228——15m 128Ix @286——15m  71Ix
20° 10° 0° 10° 20° 20° 10° 0° 10° 20° 20° 10° 0° 10° 20°

www.nekolighting.com m



NEKO / FUSION Linear System
Linear Light module

Spot Light Module

SL450-3S-13W

2700K s _a_ _n A
ORI8O0 3000k CREE < UGR p g

B ace =

L0

13W
CRI90 15° | 30° | 55° 60,000n@L80B10 < 19
4000K 45 450

LED Power System Power LED \Voltage LED Current CRI CCT Beam LEDOutput System Output Model
13 W 15 W 36V 350 mA 80 2700K 15° 1200Im 950Im SL450-3S-13W-827-15°N
30° 1200Im 950Im SL450-3S-13W-827-30°N
55° 1200Im 950Im SL450-3S-13W-827-55°N
3000K  15° 1300Im 1000Im SL450-3S-13W-830-15°N
30° 1300Im 1000Im SL450-3S-13W-830-30°N
55° 1300Im 1000Im SL450-3S-13W-830-55°N
4000K  15° 1400Im 1100Im SL450-3S-13W-840-15°N
30° 1400im 1100Im SL450-3S-13W-840-30°N
55° 1400Im 1100Im SL450-3S-13W-840-55°N

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim)

A=A(1-10V Dim) D=D(DALI Dim)

Light Distribution
jg m—
3000K
Per Single Spot:
1 1S-4W-830-15° A 18-4W-830-30° A 1S-4W-830-55°
15° 30° 55°
Diameter |Height,Emax Diameter [Height,Emax Diameter |Height,Emax
(cm) (cm) (cm)

@28 <1m 3596Ix @50 <1m 1553Ix @105 <1m 415Ix
@56 —2m  899Ix @101  =2m 388Ix @211 =2m 104Ix
@85 —3m 400Ix @151 =—3m 173Ix @316 —3m  46Ix
@113 ——4m  225Ix @201 ——4m  97Ix @421 ——4m  26Ix
Q141——5m 144Ix @252——15m  62Ix @627 ——15m  17Ix

20° 10° 0° 10° 20° 20° 10° 0° 10° 20° 20° 10° 0° 10° 20°

NEKO / FUSION Linear System
Linear Light module

Accent Light Module

AL300-13W

CRI80 2700K | a ry oy OSRAM UGR ‘
13W CRI90 2888E 15° 1130 | 40% 50,000h@L80810 < 19

AL300

Different lens for beam control
Low glare contributed by black baffle

[—45 —| | 300 |
LED Power System Power LED Voltage LED Current CRI CCT  Beam LED Output System Output Model

13 W 15 W 18V 700 mA 80 2700K 15° 1300Im 1000Im AL300-13W-827-15°N
30° 1300Im 1000Im AL300-13W-827-30°N

40° 1300Im 1100Im AL300-13W-827-40°N

3000K 15° 1400Im 1100Im AL300-13W-830-15°N

30° 1400Im 1100Im AL300-13W-830-30°N

40° 1400Im 1200Im AL300-13W-830-40°N

4000K  15° 1500Im 1200Im AL300-13W-840-15°N

30° 1500Im 1200Im AL300-13W-840-30°N

40° 1500Im 1300Im AL300-13W-840-40°N

Code Remark: N=N(No Driver)

F=F(ON-OFF) P=P(Phase Dim)

A=A(1-10V Dim) D=D(DALI Dim)

Light Distribution
J S—
3000K
T AL300-13W-830-15° A AL300-13W-830-30° A AL300-13W-830-40°
15° 30° 40°
Diameter Height,Emax Diameter Height,Emax Diameter Height,Emax
(cm) (cm) (cm)
@25 =1m 12012Ix @48 <1m 3969Ix 064 =1m 2868Ix
@51 —2m  3003Ix @97 =2m 992Ix @127 =2m  717x
@77 <=—J3m 1335Ix @146 =—3m 441Ix @191 <=—3m 319K
@102 <——4m  751Ix @194 ——14m  248Ix 2255 ——{4m  180Ix
©128—15m  480Ix @243—15m  159Ix @318—15m  115Ix
20° 10° 0° 10° 20° 20° 10° 0° 10° 20° 20° 10° 0° 10° 20°

www.nekolighting.com m
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NEKO / FUSION Linear System

Linear Light module
Up Light Module
UL1200-11W/ UL1800-16W

11W CRIg0 2700K | - : JNE E.
3000k 7 <> CE x
16W CRI9O | 7500k 1107 |50,000neL80810 CB st

Up Light

1070/ 1605
LED Power System Power LED Voltage LED Current CRI CCT  Beam LED Output System Output Model
1w 13 W ZIGAY 250mA 80 2700K 110°  1700Im 1500Im UL1200-11W-827-110°N
3000K 110°  1800Im 1600Im UL1200-11W-830-110°N
4000K 110°  1900Im 1700Im UL1200-11W-840-110°N
16 W 18 W ZIGAY 350mA 80 2700K 110°  2300Im 2000Im UL1800-16W-827-110°N
3000K 110°  2500Im 2200Im UL1800-16W-830-110°N
4000K  110°  2700Im 2400Im UL1800-16W-840-110°N

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim)

Light Distribution

A=A(1-10V Dim) D=D(DALI Dim)

g —
3000K

" UL1200-11W-830-11

(em)
299 <1m  409Ix

@598 =2m 122Ix
@897 ——3m 48Ix

@1195 ——J4m  25Ix

@1495——15m  18Ix

For more info see: www.nekolighting.com

0°

Diameter Height,Emax

Installation Type: Pendant with Uplight
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NEKO/ FUSION Linear System
FL1500-2*FF10/ FL1200-2*FF5

Project: Office Shire House, U.K.

4

| )

RI80 2700K _a_ .~ :
‘ggw riso 3060K (1] o OSRAM 256 ea0 (B C€ o I e
: & 50 | 1500/1200 |

LED Power System Power LED Voltage LED Current CRI CCT Beam LEDOutput System Output Length Model
44 W 48 W 31+31V 700 mA 80 2700K 24° 5000Im 3400lm  1500mm FL1500(Y)-2*FF10-44W-827-24°F
40° 5000Im 3400lm  1500mm FL1500(Y)-2*FF10-44W-827-40°F
3000K 24° 5200Im 3600lm  1500mm FL1500(Y)-2*FF10-44W-830-24°F
40° 5200Im 3600lm  1500mm FL1500(Y)-2*FF10-44W-830-40°F
4000K 24° 5600Im 3800im  1500mm FL1500(Y)-2*FF10-44W-840-24°F
7777777777777777777777777777777777777777777777 40° ?@QQIrpi ) 3800im  1500mm FL1500(Y)-2*FF10-44W-840-40°F
22 W 26 W 16+16V 700 mA 80 2700K 24° 2400Im 1700lm  1200mm  FL1200(Y)-2*FF5-22W-827-24°F

(Y)-2*F
40° 2400Im 1700m  1200mm  FL1200(Y)-2*FF5-22W-827-40°F
3000K 24° 2600Im 1800lm  1200mm  FL1200(Y)-2*FF5-22W-830-24°F
40° 2600Im 1800m  1200mm  FL1200(Y)-2*FF5-22W-830-40°F
4000K  24° 2800Im 1900m  1200mm  FL1200(Y)-2*FF5-22W-840-24°F
40° 2800Im 1900lm  1200mm  FL1200(Y)-2*FF5-22W-840-40°F

Remark: (Y)=P(Pendant) (Y)= S(Surface mounted) (Y)= R (Trimless Recessed) (Y)= F (Trim Recessed)
Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

*

*

www.nekolighting.com m



NEKO/ FUSION Linear System g
FL1800-GL1800/ FL1200-GL1200 );

Project: Catalina Bay,New Zealand

l L
32W CRIg0 2700K n LTl gI® — | )
22W/|CRI90 2888& 105° | 50,000n@LB0B10 P20 CB C€ =0 | |

g~ 5 ‘ 1800/1200 |
LED Power SystemPower LED Voltage LEDCurrent CRI CCT Beam LEDOutput System Output Length Model

32 W 36 W 46V 700 mA 80 2700K 105° 4600Im 3400Im 1800mm FL1800(Y)-GL1800-32W-827F
3000K 105° 4800Im 3600Im 1800mm FL1800(Y)-GL1800-32W-830F

4000K 105° 5000Im 3800Im 1800mm FL1800(Y)-GL1800-32W-840F

48 W 52 W 46V 700+350 mA 80 2700K 105° 6200Im 5000Im 1800mm FL1800(Y)-GL1800-48W-827F
3000K 105° 6400Im 5200Im 1800mm FL1800(Y)-GL1800-48W-830F

4000K 105° 7000Im 5500lm 1800mm FL1800(Y)-GL1800-48W-840F

22 W 26 W 46V 500 mA 80 2700K 105° 3200Im 2300Im 1200mm FL1200(Y)-GL1200-22W-827F
3000K 105° 3400Im 2700Im 1200mm FL1200(Y)-GL1200-22W-830F

4000K 105° 3600Im 2900Im 1200mm FL1200(Y)-GL1200-22W-840F

32 W 36 W 46V 700 mA 80 2700K 105° 4200Im 3400Im 1200mm FL1200(Y)-GL1200-32W-827F
3000K 105° 4400Im 3600Im 1200mm  FL1200(Y)-GL1200-32W-830F

4000K 105° 4800Im 3800Im 1200mm  FL1200(Y)-GL1200-32W-840F

Remark: (Y)=P(Pendant) (Y)= S(Surface mounted) (Y)= R (Trimless Recessed) (Y)= F (Trim Recessed)
Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

www.nekolighting.com m



NEKO/ FUSION Linear System
FL1800-WW1800/ FL1200-WW1200

)

c 2700K = ' :
‘ggw CS:S(()) 000K 50, 0010 P20 CB CE ‘ = =
4000K , 9 50 | 1800/1200 }
LED Power SystemPower LED \oltage LEDCurrent CRI CCT Beam LED Output System Output Length Model

32 W 36 W 46V 700 mA 80 2700K WW  4600m 2500lm  1800mm FL1800(Y)-WW1800-32W-827F
3000K WW  4800Im 2700lm  1800mm FL1800(Y)-WW1800-32W-830F
4000K WW  5000Im 2900lm  1800mm FL1800(Y)-WW1800-32W-840F

48 W 52 W 46V 700+350 mA 80 2700K WW  6200Im 3300lm  1800mm FL1800(Y)-WW1800-48W-827F
3000K WW  6400im 3500lm  1800mm FL1800(Y)-WW1800-48W-830F
4000K WW  6600Im 3700lm  1800mm FL1800(Y)-WW1800-48W-840F

22 W 26 W 46V 500 mA 80 2700K WW  3200Im 1700lm  1200mm FL1200(Y)-WW1200-22W-827F
3000K WW  3400im 1800Im  1200mm FL1200(Y)-WW1200-22W-830F
4000K WW  3600Im 1900im  1200mm FL1200(Y)-WW1200-22W-840F

32 W 36 W 46V 700 mA 80 2700K WW  4600im 2300lm  1200mm FL1200(Y)-WW1200-32W-827F
3000K WW  4800Im 2500lm  1200mm  FL1200(Y)-WW1200-32W-830F
4000K WW  5000im 2700lm  1200mm  FL1200(Y)-WW1200-32W-840F

Remark: (Y)=P (Pendant)
Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

(Y)= S(Surface mounted)

(Y)= R(Trimless Recessed) (Y)= F (Trim Recessed)

Project: School, Uruguay

www.nekolighting.com m



NEKO/ FUSION Linear System
FL1200-2*AL300/ FL1500-2*AL300

Project: Skyline Hill, Germany

|

L D

CRI80 2700K | _n UGR 5 — 300——
26W oo 3000K [1H 15 7] OSRAM UGR 55, C€ a0 -

‘ CRISO 500K 15° 30211402 50,000haLeosto < 19 CB g‘ —| | l 300— 1200/1500 \ 300 ‘
LED Power System Power LED \oltage LED Gurrent CRI CCT Beam LEDOutput System Output Length Model

26 W 30 W 36V 700mA 80 2700K 15° 2800Im 2000lm  1200mm FL1200(Y)-2*AL300-26W-827-15DF
30° 2800Im 2000im  1200mm FL1200(Y)-2*AL300-26W-827-30DF
40° 2800Im 2200lm  1200mm FL1200(Y)-2*AL300-26W-827-40DF

3000K 15° 3000Im 2200lm  1200mm FL1200(Y)-2*AL300-26W-830-15DF

30° 3000Im 2200lm  1200mm FL1200(Y)-2*AL300-26W-830-30DF

40° 3000Im 2400lm  1200mm FL1200(Y)-2*AL300-26W-830-40DF

4000K 15° 3400Im 2400lm  1200mm FL1200(Y)-2*AL300-26W-840-15DF

30° 3400Im 2400lm  1200mm FL1200(Y)-2*AL300-26W-840-30DF
777777777777777777777777777777777777777777777 40°  3400m  2600m  1200mm FL1200(Y)-2"AL300-26W-840-40DF

26 W 30 W 36V 700mA 80 2700K 15° 2800Im 2000lm  1500mm FL1500(Y)-2*AL300-26W-827-15DF
30° 2800Im 2000lm  1500mm FL1500(Y)-2*AL300-26W-827-30DF
40° 2800Im 2200lm  1500mm FL1500(Y)-2*AL300-26W-827-40DF

3000K 15° 3000Im 2200lm  1500mm FL1500(Y)-2*AL300-26W-830-15DF
30° 3000Im 2200lm  1500mm FL1500(Y)-2*AL300-26W-830-30DF
40° 3000Im 2400lm  1500mm FL1500(Y)-2*AL300-26W-830-40DF
4000K  15° 3400Im 2400lm  1500mm FL1500(Y)-2*AL300-26W-840-15DF
30° 3400Im 2400lm  1500mm FL1500(Y)-2*AL300-26W-840-30DF
40° 3400Im 2600lm  1500mm FL1500(Y)-2*AL300-26W-840-40DF

Remark: (Y)=P (Pendant)

(Y)= S(Surface mounted)
Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim)

(Y)= R(Trimless Recessed) (Y)= F(Trim Recessed)

A=A(1-10V Dim) D=D(DALI Dim)

www.nekolighting.com m
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NEKO/ FUSION Linear System
FL1200-2*AL300+GL600

Project: Office Shire House, U.K.

R '
CRI80 2700K| a_ n_ = : D ‘ &\
37W CRI90 3000K 105° 105 105 G OSRAM |P20 CB c€ 4" ‘H‘Ai 3004,‘ /
4000K| 15 30 40" 150,000h@L80B10| 50,000h@L80B10 g[ 50‘ 1200
LED Power System Power LED Voltage LED Current CRI CCT Beam  LED Output System Output Model
37 W 41 W 47V 700 mA 80 2700K 15°+105° 4500Im 3300im FL1200(Y)-2*AL300+GL600-37W-827-15DF
30°+105°  4500im 3300im FL1200(Y)-2*AL300+GL600-37W-827-30DF
40°+105° 4500im 3500im FL1200(Y)-2*AL300+GL600-37W-827-40DF
3000K 15°+105° 4700Im 3500im FL1200(Y)-2*AL300+GL600-37W-830-15DF
30°+105° 4700m 3500Im FL1200(Y)-2*AL300+GL600-37W-830-30DF
40°+105° 4700Im 3700im FL1200(Y)-2*AL300+GL600-37W-830-40DF
4000K 15°+105° 5100Im 3800im FL1200(Y)-2*AL300+GL600-37W-840-15DF
30°+105° 5100im 3800im FL1200(Y)-2*AL300+GL600-37W-840-30DF
40°+105° 5100Im 4000im FL1200(Y)-2*AL300+GL600-37W-840-40DF

Remark: (Y)=P(Pendant) (Y)= S(Surface mounted)

(Y)= R(Trimless Recessed) (Y)= F(Trim Recessed)

Code Remark: N=N(No Driver) F=F(ON-OFF) P=P(Phase Dim) A=A(1-10V Dim) D=D(DALI Dim)

www.nekolighting.com m



NEKO/FUSION Linear System
More modules combination available

FUSION Downlight Module

Accent Light Module

300mm
AL300

/

Wall Washer Module
1200mm/ 1800mm
WW1200/ WW1800

Blind Cover Module

General Light Module

600mm
GL600

Spot Light Module

300mm
SL300

Linear System with more modules combination available.
All available with Suspended, surface mounted and recessed mounted versions.

www.nekolighting.com m
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NEKO / DASH 40
Linear Light System

Microprismatic Cover/ Opal Cover/ U-Cover

Surface Mounted

Direct Direct
%
62 62
1 |20.5
-
Microprismatic Cover/ Opal Cover/ U-Cover Pendant
Direct Direct

Microprismatic Cover/ Opal Cover

81

Zi
62

V
5205
-

Direct-Indirect

72
41

Trim Recessed

110

2 [10-40

41
54

m Made in Europe - can only be purchased from NEKO Germany. sales@nekolighting.de

Microprismatic Cover/ Opal Cover

NEW

fl' Wall Mounted

Direct

23

41

Direct-Indirect

Made in Europe - can only be purchased from NEKO Germany. sales@nekolighting.de [iiinnaraared L2l



NEKO / DASH 40 NEW LED ANBAULEUCHTE Bestellbsispiel Example order Exemple d d
R . estellbeispiel Example order Exemple de commande
Linear nght System LED SURFACE MOUNTED LUMINAIRE 8381mm,|CpRII80?<4OOpOK, erirerotTLove Output On-Off, Black, Microprismatic

ST T T IT
00 006 00

(1]

o (2] (3]

LANGE LENGTH LONGEUR \ CODE FARBWIEDERGABE FARBTEMPERATUR
571 mm 15 COLOUR RENDERING CODE COLOUR TEMPERATURE CODE
' COLOUR RENDERING TEMPERATURE DE COULEUR
_ 851 mm 20 CRI>80 8 2700K 27 (CRI>90 only)
White RAL9016 1131 mm 26
' CRI>90 3000K
1271 mm 2,8 2000K
Silver RAL9006 1411 mm 3,5
1691 mm 4,0 9 @
Black RAL9005 2251 mm 50
2531 rmm 52 POWER STEUERUNG
Surface Mounted OUTPUT CODE CONTROL CODE
2812 mm 6,6 SORTIE CONTROLE
Direct Direct 3372 mm 7.6 Low Output LP On-Off F
4 7z Z 3792 mm 9,1 High Output DALI
62 62
1 ‘20.5
— (6 (7]
GEHAUSEFARBE ABDECKUNG
HOUSING COLOUR CODE COVER CODE
COULEUR DU BOITIER COUVERTURE

Silver RAL9006 vV Opal 0
White RAL9016 Microprismatic
Black RAL9005 B U-Cover G

LED-Anbauleuchte direktstrahlend. Lichtkanal Surface-mounted LED Luminaire direct beam Luminaire en saillie a LED a rayonnement di-

aus Aluminium Strangpressprofil mit einer Ex-truded aluminium light channel with 41mm rect. Canal lumineux sous forme de profilé
Breite von 41mm. Fertigung der Leuchte width. The luminaire can be manufactured extrudé en aluminium d’une largeur de 41 mm.
milimetergenau auf Kundenwunsch maglich. according to the customer’s wishes down to Possibilité de fabriquer le luminaire sur mesure,
Oberflache der Leuchte feinstruktur matt the last millimetre. Luminaire surface fine au millimeétre pres. Surface de luminaire
pulverbeschichtet dhnlich RAL9016 wei3, RAL textured matte powder coat-ing similar to thermolagquée matte a fine structure en

9006 silber oder RAL9005 schwarz — auf RAL9016 white, RAL 9006 silver or RAL9005 RAL9016 blanc, RAL 9006 argent ou RAL9005
Anfrage in RAL nach Wahl. Diffusor wahlweise black — or in any other RAL of your choice. noir, sur demande RAL au choix. Dif-fuseur au MICROPRISMATIC OPAL U-Cover
in PMMA opal, PMMA opal U-Abdeckung oder Diffuser available in either PMMA opal, PMMA choix en PMMA opale, couvercle en U en PPMA
PMMA klar mit eingeschobener opal with U-cover or PMMA clear with opale ou PPMA transparent avec plaque mi-
Mikroprismatischer Plat-te flr eine reduzierte microprismatic pla-te inserted for lower croprismatique pour une intensité lumineuse
Leuchtdichte (UGR<19). Der Konverter ist in luminance (UGR<19). The con-verter is réduite (UGR<19). Le convertisseur est intégré
das Leuchtengehause integriert. Wahlweise als  integrated into the luminaire housing. Avai- au boftier du luminaire. Au choix en version
on/off oder DALI Variante — weitere lable as either on/off or DALI variant - other on/off ou DALI, autres options de commande
Steuerungsoptionen auf Anfrage maoglich. control options available on request. Colour disponibles sur demande. Températures de
Farbtem-peraturen: 2700K, 3000K, 4000K — temperatures: 2700K, 3000K, 4000K - other couleur : 2700 K, 3000 K, 4000 K, autres
weitere Licht-farben auf Anfrage. light colours availa-ble on request. Colour couleurs sur demande. Rendu des couleurs
Farbwiedergabe CRI>80 oder CRI>90 - Mac rendering CRI>80 or CRI>90 - Mac Adam <3 CRI>80 ou CRI>90 — Mac Adam <3

Adam <3

DIRECT DIRECT DIRECT
LENGTH LUMEN IWATT LUMEN IWATT | LUMENIWATT LUMEN |WATT LUMEN IWATT LUMEN | WATT
MM LOWOUTPUT  HIGH OUTPUT LOWOUTPUT  HIGH OUTPUT LOWOUTPUT  HIGH OUTPUT
571 757 Im18W 1503 Im 117 W 852ImI8W  1439Im 117 W 785ImI8W 1492 Im 117 W

UBERSICHT | OVERVIEW| VUE D’ENSEMBLE
851 1135 ImI12W 2254 Im |23 W 1136 Im112W 2158 Im 123 W 1177 Im112W 2238 Im 123 W

GENERAL INFO HOUSING COLOUR 1131 1514ImI115W  3005Im129W  1514Im115W 2879 1m 129 W 1570Im 115W 2984 Im 1 29 W

2700K, 3000K, 4000K wﬁ?ﬁ f]?inSTrUkTUF matt RAF%Ang 61 1271 1703ImI17W  3381ImI33W  1704ImI17W 3238Im 133 W 1767 Im 117 W 3357 Im 133 W
Direct Light ite fine structure matt 9016 1411 1892Im118W 3757 Im135W 1893 Im 118 W 3599 Im |35 W 1962Im118W  3730Im 135 W

Blanc structure fine mate RAL 9016
Up to 142Im/W, Up to 6297Im/m Schwarz feinstrukiur matt RAL 9005 1691 2271Im120W 4508 Im140W  2272imI20W 4318 Im|40W 2355Im120W 4476 Im140W

Ra>80, Ra>90, MacAdam 3 Black fine structure matt RAL 9005 2251 3028 Im127W 6010ImI53W 3028 ImI27W 5756 Im |53 W 3140Im127 W 5968 Im |53 W
On-Off / DALI Noir structure fine mate RAL 9005 2531  3406ImI30W 6762ImI160W  3408ImI30W  6475Im 160 W 3534Im180W  67141m 160 W
Opal & Microprismatic (UGR<19) Silber feinstruktur matt RAL 9006 2812 8784ImI35W 7514ImI70W  3786ImI185W 7198ImI70W  3924ImI35W 7460 Im |70 W
Up to L80B10/ 50,000h Silver fine structure matt RAL 3006 3372 4542Im141W  9016ImI181W  4544ImI41W 8636Im |81 W 4710Im141W  8952Im181W

Argent structure fine mate RAL 9006
3792 5110Im146W 10143ImI91W  5112ImI46W 9715Im 191 W 5299 Im 146 W 10071 Im 191 W

HWN
crificrill ) HOR N
amn Alle Lumen- und Wattangaben fir 4000K, CRI80 — (Mikroprismenangaben ohne Opalfolie) (Details auf P. 313-314)
>80 >90 3

1P20 DALI/. >50,000h >50,000 All lumen and watt figures are for 4000K, CRI80 — (Microprismatic details without opal film) (details on p. 313-314)
SwitchDim Toutes les données lumen et watt pour 4000K, CRI80 — (données microprisme sans feuille opale) (détails p. 313-314)

SN Made in Europe - can only be purchased from NEKO Germany. sales@nekolighting.de Made in Europe - can only be purchased from NEKO Germany. sales@nekolighting.de [iimnaraared



NEKO / DASH 40

Linear Light System
Pendant

l White RAL9016

LED-Hangeleuchte direktstrahlend oder direkt-
/indirektstrahlend. Lichtkanal aus Aluminium
Strangpressprofil mit einer Breite von 41mm.
Fertigung der Leuchte milimetergenau auf
Kundenwunsch méglich. Oberflache der
Leuch-te feinstruktur matt pulverbeschichtet
ahnlich RAL9016 weiB, RAL 9006 silber oder
RAL9005 schwarz — auf Anfrage in RAL nach
Wabhl. Dif-fusor wahlweise in PMMA opal,
PMMA opal U-Abdeckung oder PMMA klar mit
eingescho-bener Mikroprismatischer Platte flr
eine re-duzierte Leuchtdichte (UGR<19).
Leuchte inkl. Baldachin mit transparentem
Einspeisekabel sowie Seilabhédngern und
Schnellspannern zur stufenlosen Regulierung
der Montagehohe. Der Konverter ist in das
Leuchtengehause integriert. Wahlweise als
on/off oder DALI Variante — wei-tere
Steuerungsoptionen auf Anfrage moglich.
Farbtemperaturen: 2700K, 3000K, 4000K —
wei-tere Lichtfarben auf Anfrage.
Farbwiedergabe CRI>80 oder CRI>90 — Mac
Adam <3Farbtemperaturen: 2700K, 3000K,
4000K - wei-tere Lichtfarben auf Anfrage.
Farbwiedergabe CRI>80 oder CRI>90 - Mac
Adam <3

UBERSICHT | OVERVIEW| VUE D’ENSEMBLE

GENERAL INFO

2700K, 3000K, 4000K

Direct Light, Direct-Indirect Light
Up to 142Im/W, Up to 6297Im/m
Ra>80, Ra>90, MacAdam 3
On-Off / DALI

Opal & Microprismatic (UGR<19)
Up to L80B10/ 50,000

criffcri
>80 >90

BEa

1P20 DALY/
SwitchDim

NEW

SDCM
3

J_ Silver RAL9006

Pendant LED Luminaire direct beam or
direct/indi-rect beam. Extruded aluminium light
channel with 41mm width. The luminaire can be
manufactured according to the customer's
wishes down to the last millimetre. Luminaire
surface fine textured mat-te powder coating
similar to RAL9016 white, RAL 9006 silver or
RAL9005 black — or in any other RAL of your
choice. Diffuser available in either PMMA opal,
PMMA opal with U-cover or PMMA clear with
microprismatic plate inserted for lower
luminance (UGR<19). Luminaire with canopy
with transparent feed cable plus cable hangers
and quick-release clamps for smooth mounting
height adjustment. The converter is integrated
into the luminaire housing. Available as either
on/off or DALI variant - other control options
available on request. Colour tempe-ratures:
2700K, 3000K, 4000K - other light colours
available on request. Colour rendering CRI>80
or CRI>90 - Mac Adam <3

HWN

]
amn
>50,000h >50,000

Made in Europe - can only be purchased from NEKO Germany. sales@nekolighting.de

Pendant

Direct Direct

62

‘20.5

J}‘
[
[
h‘

Direct-Indirect

|
Black RAL9005
72
a1

Suspension a LED a rayonnement direct ou
direct/indirect. Canal lumineux sous forme de
profilé extru-dé en aluminium d’une largeur de
41 mm. Possibilité de fabriquer le luminaire sur
mesure, au millimetre pres. Surface de
luminaire thermolaguée matte a fine structure
en RAL9016 blanc, RAL 9006 argent ou
RAL9005 noir, sur demande RAL au choix. Dif-
fuseur au choix en PMMA opale, couvercle en
U en PPMA opale ou PPMA transparent avec
plaque mi-croprismatique pour une intensité
lumineuse réduite (UGR<19). Luminaire avec
cache et cable d’alimen-tation transparent,
cables de suspension et systémes de serrage
rapide permettant d’ajuster la hauteur de
montage en continu. Le convertisseur est
intégré au boitier du luminaire. Au choix en
version on/off ou DALI, autres options de
commande disponibles sur demande.
Températures de couleur : 2700 K, 3000 K,
4000 K, autres couleurs sur demande. Ren-du
des couleurs CRI>80 ou CRI>90 — Mac Adam
<3

HOUSING COLOUR

WeiB feinstruktur matt RAL 9016
White fine structure matt RAL 9016
Blanc structure fine mate RAL 9016

Schwarz feinstruktur matt RAL 9005
Black fine structure matt RAL 9005
Noir structure fine mate RAL 9005

Silber feinstruktur matt RAL 9006
Silver fine structure matt RAL 9006
Argent structure fine mate RAL 9006

LED-HANGELEUCHTE
LED PENDANT LUMINAIRE

LED SUSPENSION

Bestellbeispiel Example order Exemple de commande

3381mm, CRI80, 4000K, Direct-Indirect, Low Output On-Off, Black, Microprismatic

D4P03381-840LPF-BM-U

T _@TTT 771

(1] 06 60 6

o

(2] ®

LANGE LENGTH LONGEUR \ CODE FARBWIEDERGABE FARBTEMPERATUR
131 o COLOUR RENDERING CODE COLOUR TEMPERATURE CODE
’ COLOUR RENDERING TEMPERATURE DE COULEUR
1271 mm 89 CRI>80 8 2700K 27 (CRI>90 only)
1411 mm 42 CRI>90 3000K
1691 mm 49 000K
2251 mm 6,0
2531 mm 6,2 9 @
2812 mm 8,0
POWER STEUERUNG
372 93
mm OUTPUT CODE CONTROL CODE
3792 mm 113 SORTIE CONTROLE
Low Output LP On-Off F
High Output DAL

6]

o 8]

GEHAUSEFARBE ABDECKUNG LICHTVERTEILUNG
HOUSING COLOUR CODE COVER CODE LIGHT DISTRIBUTION CODE
COULEUR DU BOITIER COUVERTURE REPARTITION DE LA LUMIERE
Silver RAL9006 vV Opal @) Direct (none)
White RAL9016 Microprismatic Direct-Indirect
Black RAL9005 B U-Cover ©

MICROPRISMATIC OPAL U-COVER MICROPRISMATIC OPAL

(]

N
Las

A

DIRECT

LENGTH LUMEN IWATT LUMEN | WATT
MM LOWOUTPUT  HIGH OUTPUT

1131 1614 Im116W
1271 1708 Im 117 W
1411 1892 Im 118 W
1691 2271 Im 120 W
2251 3028 Im 127 W
2531 3406 Im 130 W
2812 3784ImI35W
3372 4542Im 141 W
3792 5110Iml46 W

3005 Im 129 W
3381 Im133W
3757 Im 135 W
4508 Im 140 W
6010Im 153 W
6762 1m 160 W
7514Im 170 W
9016 Im 181 W
10143 Im 191 W

DIRECT

LUMEN | WATT LUMEN | WATT

LOW OUTPUT  HIGH OUTPUT

1514 Im 115 W
1704 Im 117 W
1893 Im 118 W
2272 Im 120 W
3028 Im 127 W
3408 Im 130 W
37861Im 135 W
4544 Im 141 W
5112Im 146 W

DIRECT-INDIRECT

DIRECT

LOW OUTPUT  HIGH OUTPUT LOWOUTPUT  HIGH OUTPUT
2879 Im 129 W 1570 Im 116 W 2984 Im 129 W 3527 Im 126 W 6866 Im | 55 W
3238 Im 33 W 1767 Im 117 W 3357 Im 133 W 3968 ImI129W 7724 Im |63 W
3599 Im | 35 W 1962 Im118W  3730Im135W 4408 Im132W 8582 Im |68 W
4318 Im 140 W 2355Im120W 4476 Im |40 W 5289 Im138W 10298 Im 182 W
5756 Im 1 53 W 3140Im 127 W 5968 Im | 53 W 7054 Im 150 W 13732 Im 1106 W
64751m 160 W 3534 ImI130W  6714Im 160 W 7936 Im 156 W 15448 Im | 119 W
7198 Im 170 W 3924 Im135W 7460 Im 170 W 8816Im 164 W 17164 Im 1136 W
8636 Im 181 W 4710Im141W 8952 Im 181 W 10578 Im 1 77 W 20596 Im | 163 W
9715Im 191 W 5299 Im 146 W 10071 Im 191 W 11900 Im 187 W 23140 Im | 184 W

Alle Lumen- und Wattangaben fir 4000K, CRI80 — (Mikroprismenangaben ohne Opalfolie) (Details auf P. 313-314)
All lumen and watt figures are for 4000K, CRI80 — (Microprismatic details without opal film) (details on p. 313-314)
Toutes les données lumen et watt pour 4000K, CRI80 — (données microprisme sans feuille opale) (détails p. 313-314)

Made in Europe - can only be purchased from NEKO Germany. sales@nekolighting.de [iimnaraared

DIRECT-INDIRECT

LUMEN IWATT LUMEN | WATT
LOWOUTPUT  HIGH OUTPUT

35635Im 126 W
3977 Im 129 W
44191Im 132 W
5303 Im 138 W
7070 Im 150 W
7954 1m 156 W
8838Im 164 W
10606 Im | 77 W
11932 Im 1 87 W

6846 Im 1 56 W
77021m 163 W
8557 Im 168 W
10268 Im 1 82 W
13692 Im 1 106 W
15404 Im | 119 W
17114 Im 1136 W
20636 Im 1 163 W
23108 Im 1 184 W



NEKO / DASH 40

Linear Light System
Trim Recessed

White RAL9016

NEW

Silver RAL9006

LED-Einbauleuchte mit umlaufendem Rahmen
direktstrahlend. Lichtkanal aus Aluminium
Strangpressprofil mit einer Gesamtbreite von
54mm. Fertigung der Leuchte milimetergenau
auf Kundenwunsch méglich. Oberflache der
Leuchte feinstruktur matt pulverbeschichtet
ahnlich RAL9016 weiB, RAL 9006 silber oder
RAL9005 schwarz — auf Anfrage in RAL nach
Wabhl. Diffusor wahlweise in PMMA opal oder
PMMA klar mit eingeschobener Mikroprisma-
tischer Platte fUr eine reduzierte Leuchtdichte
(UGR<19). Leuchte inkl. MontagebUgel. Der
Konverterist in das Leuchtengehéuse integri-
ert. Wahlweise als on/off oder DALI Variante
weitere Steuerungsoptionen auf Anfrage
maoglich. Farbtemperaturen: 2700K, 3000K,
4000K — weitere Lichtfarben auf Anfrage. Farb-
wiedergabe CRI>80 oder CRI>90 — Mac Adam
<3

UBERSICHT | OVERVIEW| VUE D’ENSEMBLE

GENERAL INFO

2700K, 3000K, 4000K

Direct Light

Up to 142Im/W, Up to 6297Im/m
Ra>80, Ra>90, MacAdam 3
On-Off / DALI

Opal & Microprismatic (UGR<19)
Up to L80B10/ 50,000

Recessed LED Luminaire with frame direct
beam. Extruded aluminium light channel with a
total width of 54mm. The luminaire can be
manufactured ac-cording to the customer's
wishes down to the last millimetre. Luminaire
surface fine textured matte powder coating
similar to RAL9016 white, RAL 9006 silver or
RAL9005 black — or in any other RAL of your
choice. Diffuser available in either PMMA opal
or PMMA clear with microprismatic plate
inserted for lower luminance (UGR<19).
Luminaire with moun-ting bracket. The
converter is integrated into the lu-minaire
housing. Available as either on/off or DALI
variant - other control options available on
request. Colour temperatures: 2700K, 3000K,
4000K - other light colours available on
request. Colour rendering CRI>80 or CRI>90 -
Mac Adam <3

EECREL SR E D
>80 >90 3

P20 DALY/
SwitchDim

>50,000h >50,000

m Made in Europe - can only be purchased from NEKO Germany. sales@nekolighting.de

Black RAL9005

Trim Recessed

81

110 60

% | Z [10-40

a9
54

Luminaire & LED encastrable a rayonnement di-
rect avec cadre périphérique. Canal lumineux
sous forme de profilé extrudé en aluminium
d’une largeur totale de 54 mm. Possibilité de
fabriquer le luminaire sur mesure, au millimeétre
pres. Surface de luminaire thermolaquée matte
a fine structure en RAL9016 blanc, RAL 9006
argent ou RAL9005 noir, sur de-mande RAL au
choix. Diffuseur au choix en PMMA opale ou
transparent avec plaque microprismatique
pour une intensité lumineuse réduite
(UGR<19). Luminaire avec barre de montage.
Le convertisseur est intégré au boitier du
luminaire. Au choix en ver-sion on/off ou DALI,
autres options de commande disponibles sur
demande. Températures de cou-leur : 2700 K,
3000 K, 4000 K, autres couleurs sur demande.
Rendu des couleurs CRI>80 ou CRI>90 — Mac
Adam <3

HOUSING COLOUR

WeiB feinstruktur matt RAL 9016
White fine structure matt RAL 9016
Blanc structure fine mate RAL 9016

Schwarz feinstruktur matt RAL 9005
Black fine structure matt RAL 9005
Noir structure fine mate RAL 9005

Silber feinstruktur matt RAL 9006
Silver fine structure matt RAL 9006
Argent structure fine mate RAL 9006

LED EINBAULEUCHTE
LED RECESSED VERSION
LED LUMINAIRE ENCASTRABLE

LANGE LENGTH LONGEUR ‘

CODE

580 mm 1,7

860 mm 2,0
1140 mm 2,5
1280 mm 2,7
1420 mm 3,3
1700 mm 3,8
2260 mm 4,6
2540 mm 4,8
2821m 6,4
3381mm 73
3801 mm 8,9

(2]

Bestellbeispiel Example order Exemple de commande
3381mm, CRI80, 4000K, Direct, Low Output On-Off, Black, Microprismatic

D4R03381-840LPF-BM
T TITTTTT
00 006 00

(1]

(3]

FARBWIEDERGABE FARBTEMPERATUR
COLOUR RENDERING CODE COLOUR TEMPERATURE CODE
COLOUR RENDERING TEMPERATURE DE COULEUR
CRI>80 8 2700K 27 (CRI>90 only)
CRI>90 3000K
4000K
POWER STEUERUNG
OUTPUT CODE CONTROL CODE
SORTIE CONTROLE
Low Output LP On-Off F
High Output DALI

6]

GEHAUSEFARBE
HOUSING COLOUR
COULEUR DU BOITIER

CODE

Silver RAL9006

White RAL9016

Black RAL9005

MICROPRISMATIC

o

ABDECKUNG
COVER
COUVERTURE

CODE

Opal

Microprismatic

]

OPAL

DIRECT

LENGTH LUMENIWATT LUMEN | WATT
MM LOW OUTPUT  HIGH OUTPUT

580 757 ImI8W

860 1135ImIl12W
1140  1514Im 115 W
1280 1703 Im 117 W
1420  1892Im 118 W
1700 2271 Im120W
2260 3028 Iml127 W
2540 3406 Im130W
2821 3784Im135W
3381 4542 Im141W
3801 5110Iml46 W

1603 Im 117 W
2254 Im 123 W
3005 Im 129 W
3381 Im 133 W
3757 Im 135 W
4508 Im 1 40 W
6010 Im 153 W
6762 1m 160 W
7514 Im 170 W
9016 Im 181 W
10143 Im 191 W

DIRECT

LUMEN | WATT LUMEN | WATT
LOWOUTPUT  HIGH OUTPUT

852 Im |8 W
1136 Im | 12W
1614 Im 115 W
1704 Im 117 W
1893 Im 118 W
2272 Im 120 W
3028 Im 127 W
3408 Im 130 W
3786 Im 135 W
4544 Im 141 W
5112Im 146 W

1439 Im 117 W
2158 Im 123 W
2879 Im 129 W
3238Im 133 W
3599 Im 135 W
4318 Im140W
5756 Im 1 53 W
6475Im 160 W
7198 Im 170 W
8636 Im181W
97156 Im 191 W

3 Sk

RAHMEN FRAME LANGE LENGTHLA BRETEWIDTH  TIEFE DEPTH

CADRE GAUCHE A DROITE PROFONDEUR

580 mm 575 mm 49 mm 110 mm

860 mm 855 mm 49 mm 110 mm
1140 mm 1135 mm 49 mm 110 mm
1280 mm 1275 mm 49 mm 110 mm
1420 mm 1415 mm 49 mm 110 mm
1700 mm 1695 mm 49 mm 110 mm
2260 mm 2255 mm 49 mm 110 mm
2540 mm 2535 mm 49 mm 110 mm
2821 mm 2816 mm 49 mm 110 mm
3381 mm 3376 mm 49 mm 110 mm
3801 mm 3796 mm 49 mm 110 mm

Alle Lumen- und Wattangaben fir 4000K, CRI80 — (Mikroprismenangaben ohne Opalfolie) (Details auf P. 313-314)
All lumen and watt figures are for 4000K, CRI80 — (Microprismatic details without opal film) (details on p. 313-314)
Toutes les données lumen et watt pour 4000K, CRI80 — (données microprisme sans feuille opale) (détails p. 313-314)

Made in Europe - can only be purchased from NEKO Germany. sales@nekolighting.de [l B



NEKO / DASH 40

Linear Light System
Wall Mounted

Black RAL9005

LED-Wandleuchte direktstrahlend oder direkt-
/indirektstrahlend. Lichtkanal aus Aluminium
Strangpressprofil mit einer Breite von 41mm.
Fertigung der Leuchte milimetergenau auf
Kundenwunsch méglich. Oberflache der
Leuch-te feinstruktur matt pulverbeschichtet
ahnlich RAL9016 weiB, RAL 9006 silber oder
RAL9005 schwarz — auf Anfrage in RAL nach
Wabhl. Dif-fusor wahlweise in PMMA opal oder
PMMA klar mit eingeschobener
Mikroprismatischer Plat-te flr eine reduzierte
Leuchtdichte (UGR<19). Leuchte inkl.
speziellem Schnellmontage Wand-baldachin
(Montage mittels Stecker und Gegen-stecker).
Der Konverter istin das Leuchten-gehduse
integriert. Wahlweise als on/off oder DALI
Variante — weitere Steuerungsoptionen auf
Anfrage moglich. Farbtemperaturen: 2700K,
3000K, 4000K - weitere Lichtfarben auf Anfra-
ge. Farbwiedergabe CRI>80 oder CRI>90 -
Mac Adam <3

UBERSICHT | OVERVIEW| VUE D’ENSEMBLE

GENERAL INFO

2700K, 3000K, 4000K

Direct Light, Direct-indirect Light
Up to 142Im/W, Up to 6297Im/m
Ra>80, Ra>90, MacAdam 3
On-Off / DALI

Opal & Microprism (UGR <19)
Up to L80B10/ 50,000

criffcri
>80 >90

BEa

1P20 DALY/
SwitchDim

NEW

SDCM
3

White RAL9016

Silver RAL9006

LED Wall Luminaire direct beam or
direct/indirect beam. Extruded aluminium light
channel with 41mm width. The luminaire can be
manufactured according to the customer's
wishes down to the last millime-tre. Luminaire
surface fine textured matte powder coating
similar to RAL9016 white, RAL 9006 silver or
RAL9005 black — or in any other RAL of your
choice. Diffuser available in either PMMA opal
or PMMA clear with microprismatic plate
inserted for lower luminance (UGR<19).
Luminaire with special quick-mount wall
canopy (plug with mating plug used for
mounting). The converter is integrated into the
lu-minaire housing. Available as either on/off or
DALl variant - other control options available
on request. Colour temperatures: 2700K,
3000K, 4000K - other light colours available on
request. Colour rendering CRI>80 or CRI>90 -
Mac Adam <3

HWN

]
amn
>50,000h >50,000

m Made in Europe - can only be purchased from NEKO Germany. sales@nekolighting.de

Wall Mounted

Direct

23

49

Direct-Indirect

41

LED Applique Murale arayonnement direct ou
di-rect/indirect. Canal lumineux sous forme de
profi-1é extrudé en aluminium d’une largeur de
41 mm. Possibilité de fabriquer le luminaire sur
mesure, au millimetre pres. Surface de
luminaire thermolaguée matte a fine structure
en RAL9016 blanc, RAL 9006 argent ou
RAL9005 noir, sur demande RAL au choix.
Diffuseur au choix en PMMA opale ou
transparent avec plaque microprismatique
pour une intensité lumineuse réduite
(UGR<19). Luminaire avec cache mural spécial
a montage rapide inclus (montage par fiche et
contre-fiche). Le convertisseur est intégré au
boftier du luminaire. Au choix en version on/off
ou DALLI, autres options de commande
disponibles sur demande. Températures de
couleur : 2700 K, 3000 K, 4000 K, autres
couleurs sur demande. Ren-du des couleurs
CRI>80 ou CRI>90 — Mac Adam <3

HOUSING COLOUR

WeiB feinstruktur matt RAL 9016
White fine structure matt RAL 9016
Blanc structure fine mate RAL 9016

Schwarz feinstruktur matt RAL 9005
Black fine structure matt RAL 9005
Noir structure fine mate RAL 9005

Silber feinstruktur matt RAL 9006
Silver fine structure matt RAL 9006
Argent structure fine mate RAL 9006

LED WANDLEUCHTE
LED WALL LUMINAIRE
LED APPLIQUE MURALE

Bestellbeispiel Example order Exemple de commande

3381mm, CRI80, 4000K, Direct-Indirect, Low Output On-Off, Black, Microprismatic

D4W03381-840LPF-BM-U

(1]
LANGE LENGTH LONGEUR \ CODE FARBWIEDERGABE FARBTEMPERATUR
571 mm 00 COLOUR RENDERING CODE COLOUR TEMPERATURE CODE
’ COLOUR RENDERING TEMPERATURE DE COULEUR
851 mm 29 CRI>80 8 2700K 27 (CRI>90 only)
1131 mm 37 CRI>90 3000K
1271 mm 3,9 4000K
1411 mm 4,2
1691 mm 47 9 @
2251 mm 57
POWER STEUERUNG
2531 59
mm OUTPUT CODE CONTROL CODE
2812 mm 7.8 SORTIE CONTROLE
3372 mm 9,2 Low Output LP On-Off F
3792 mm 10,9 High Output DALI
GEHAUSEFARBE ABDECKUNG LICHTVERTEILUNG
HOUSING COLOUR CODE COVER CODE LIGHT DISTRIBUTION CODE
COULEUR DU BOITIER COUVERTURE REPARTITION DE LA LUMIERE
Silver RAL9006 \Y Opal O Direct (none )
White RAL9016 Microprismatic Direct-Indirect
Black RAL9005 B U-Cover C
MICROPRISMATIC OPAL MICROPRISMATIC OPAL

LENGTH LUMEN | WATT

MM

571

851
1131
1271
1411
1691
2251
2531
2812
3372
3792

DIRECT

LUMEN | WATT

LOW OUTPUT  HIGH OUTPUT

757 Im 18 W
1186 ImI12W
1514 Im 116 W
1703 Im 117 W
1892 Im 118 W
2271 Im120W
3028 Im 127 W
3406 Im 130 W
3784 1Im 1356 W
4542 Im 141 W
5110Im 146 W

1503 Im 117 W
2254 Im 123 W
3005 Im 129 W
3381Im133W
3757 Im 135 W
4508 Im 140 W
6010 Im 153 W
6762 Im 160 W
7514Im 170 W
9016 Im 181 W
10143 Im 191 W

DIRECT

LUMEN | WATT

LUMENIWATT

LOWOUTPUT  HIGH OUTPUT

852Im18W
1136 Im [ 12W
1514 Im 116 W
1704 Im 117 W
1893 Im 118 W
2272Im 120 W
3028 Im 127 W
3408 Im 130 W
3786 Im 135 W
4544 Im 141 W
5112Im 146 W

1439 Im 117 W
2158 Im 123 W
28791Im 129 W
3238 Im 133 W
3599 Im 135 W
4318 Im 140 W
5756 Im 1 53 W
6475Im 160 W
7198 Im 170 W
8636 Im 181 W
9715 Im 191 W

DIRECT-INDIRECT

LUMEN | WATT LUMEN | WATT
LOW OUTPUT  HIGH OUTPUT

1763 Im 114 W
2644 Im 120 W
3527 Im 126 W
3968 Im 129 W
4408 Im 132 W
5289 Im 138 W
7054 Im 150 W
7936 Im 1 56 W
8816 Im 164 W
10578 Im 1 77 W
11900 Im 1 87 W

3433Im 129 W
5149Im 143 W
6866 Im 1 55 W
7724 1m 163 W
8582 Im 1 68 W
10298 Im | 82 W
13732 Im 1106 W
15448 Im 1 119 W
17164 Im | 136 W
2059 Im | 163 W
23140 Im | 184 W

Alle Lumen- und Wattangaben fir 4000K, CRI80 — (Mikroprismenangaben ohne Opalfolie) (Details auf P. 313-314)
All lumen and watt figures are for 4000K, CRI80 — (Microprismatic details without opal film) (details on p. 313-314)
Toutes les données lumen et watt pour 4000K, CRI80 — (données microprisme sans feuille opale) (détails p. 313-314)

Made in Europe - can only be purchased from NEKO Germany. sales@nekolighting.de [iimnaraard BRIl

DIRECT-INDIRECT

LUMEN IWATT LUMEN | WATT
LOWOUTPUT  HIGH OUTPUT

1767 Im 1 14 W
2650 Im 120 W
3535Im 126 W
3977 Im 129 W
44191Im 132 W
5303 Im138W
70701m 150 W
7954 1m 156 W
8838Im 164 W
10606 Im | 77 W
11932 Im 1 87 W

3423 Im 129 W
5149 Im 143 W
6846 Im | 55 W
77021m |1 63 W
8557 Im 168 W
10268 Im 1 82 W
13692 Im 1 106 W
15404 Im 1 119 W
17114 Im 1136 W
20536 Im 1 163 W
23103 Im 1 184 W



NEKO / DASH 40
Linear Light System

NEW

LUMEN OUTPUT (im) LUMEN OUTPUT (Im)
MICROPRISMATIC OPAL
CRI80
LANGE DIRECT > LOW OUTPUT DIRECT » HIGH OUTPUT DIRECT > LOW OUTPUT DIRECT » HIGH OUTPUT CR|8O
LENGTH 3000K 4000K 3000K 4000K 3000K 4000K 3000K 4000K LANGE DIRECT > LOW OUTPUT DIRECT > HIGH OUTPUT DIRECT > LOW OUTPUT DIRECT » HIGH OUTPUT
LONGEUR mm Lumen Lumen Lumen Lumen Lumen Lumen Lumen Lumen LENGTH SO00K 000K SO00K (000K SU00K S Q00K SO00K 000K
571 - 580 797 757 1443 1503 1693 1763 3295 3433 LONGEUR mm Lumen Lumen Lumen Lumen Lumen Lumen Lumen Lumen
851 - 860 1090 1135 2164 2054 2539 2644 4942 5149 571580 818 852 1381 1439 1697 1767 3286 3423
1181 - 1140 1453 1514 2885 3005 3386 3527 6591 6866 851-860 1091 1136 2071 2158 2545 2650 Gy G
1271 - 1280 1635 1703 3246 3381 3809 3968 7415 7724 11811140 1454 1514 262 2879 3394 3035 6572 6846
1411 - 1420 1817 1892 3607 3757 4232 4408 8238 8582 1277 - 1280 1050 Lo S107 sese 818 Sl e (oe
1691 - 1700 2180 2071 4328 4508 5078 5089 9885 10298 14111420 e e s e - adl czilp e
2251 - 2260 2906 3028 5770 6010 6672 7054 13182 13732 1691 - 1700 all el Sk il 90ell 2408 e Ve
2531 - 2640 3270 3406 6492 6762 7618 7936 14830 15448 2251 - 2260 2908 3028 o524 57%6 6788 7070 15144 18692
2812 - 2621 3634 3784 7214 7514 8464 8816 16476 17164 2581 - 2540 Sere 408 ool o4 (650 S5 Es 15404
3372 - 3381 4360 4542 8656 9016 10156 10578 19770 20596 2612 - 2621 3636 3786 6904 7198 8484 8838 16430 174
3792 - 3801 4905 5110 9738 10143 11425 11900 22241 23140 ssr2 - 5581 asoe o cese c080 10180 10606 nae 20550
3792 - 3801 4908 5112 9322 9715 11452 11932 22180 23103
CRIQ0 c
LANGE DIRECT » LOW OUTPUT DIRECT > HIGH OUTPUT DIRECT > LOW OUTPUT DIRECT » HIGH OUTPUT RI90
LENGTH 700K 3000K 2000K 700K 3000K 2000K 700K 3000K 2000K 2700K 3000K 4000K LANGE DIRECT » LOW OUTPUT DIRECT » HIGH OUTPUT DIRECT > LOW OUTPUT DIRECT » HIGH OUTPUT
K 2 K K
LONGEUR mm | Lumen Lumen Lumen Lumen Lumen Lumen Lumen Lumen Lumen Lumen Lumen Lumen LENGTH 2700K S000K 4000K 2700K S000K 4000K 2700K 8000 4000K 70 5000 4000K
571580 590 628 655 1172 1247 1300 1375 1263 1525 5678 5849 2969 LONGEUR mm | Lumen Lumen Lumen Lumen Lumen Lumen Lumen Lumen Lumen Lumen Lumen Lumen
P — ™ ee e —— 7T T T 571580 664 707 737 1154 | 1194 | 1264 | 1378 | 1467 | 1529 | 2670 | 2841 2960
851 - 860 1731 1791 1896 2067 2200 2293 4005 4261 4440
1181 - 1140 1180 1256 | 1309 | 2344 | 2494 | 2600 | 2751 2027 | 3051 5356 | 5699 | 5939
RN oo a0 > oy 2o s G095 Ged  Gad G025 b4t ook oo
14111420 | 1476 | 1570 | 1637 | 2930 | 3118 | 8250 | 3438 | 3659 | 3813 | 6694 | 7123 | 7423 -
o = oy B — T T T T 1411 - 1420 1477 1571 1638 | 2886 | 2985 | 3161 3446 | 3667 | 3822 | 6675 | 7102 | 7401
2251 - 2260 2360 | 2512 | 2618 | 4688 | 4988 | 5200 | 5502 | 5854 | 6102 | 10712 | 11395 | 11878 16911790 e - B B T
- | 2950 | 3140 | 3274 | 5860 | 6236 | 6500 | 6876 | 7318 | 7626 | 13388 | 14246 | 14846 |
5972 - 5981 s — 7T T T T 2812 - 2821 2954 | 3142 | 3276 | 5772 | 5970 | 6322 | 6892 | 7334 | 7644 | 13350 | 14204 | 14802
3372 - 3381
- e . L e s TTRRTTRR TR T 3372 - 3381 3544 3770 3930 6926 7164 7586 8270 8800 9172 16020 17044 17762
3792 - 3801
8985 89 9 3792 - 3801 3987 | 4242 | 4422 | 7792 | 8059 | 8534 | 9304 | 9900 | 10318 | 18022 | 19174 | 19982
OPAL U-COVER CRI80 OPAL U-COVER CRI90
LANGE DIRECT > LOW OUTPUT DIRECT » HIGH OUTPUT DIRECT > LOW OUTPUT DIRECT > HIGH OUTPUT
LENGTH 3000K 4000K 3000K 4000K 2700K 3000K 4000K 2700K 3000K 4000K
LONGEUR mm Lumen Lumen Lumen Lumen Lumen Lumen Lumen Lumen Lumen Lumen
571580 753 785 1432 1492 612 652 679 1190 | 1230 | 1290
851 - 860 919 978 1019 1785 1846 1935
1131 - 1140 1225 1304 1358 2381 2461 2581
1271 - 1280 1378 1467 1528 2679 2769 2904
1411 - 1420 1531 1630 | 1697 | 2976 | 3076 | 3226
1691 - 1700 1837 1956 2037 3571 3691 3871
2251 - 2260 2450 | 2608 4922 | 5162
2531 - 2540 2756 2934 3056 5358 5538 5808
2812 - 2821 3062 | 8260 | 3394 | 5952 | 6152 | 6452
3372 - 3381 3674 3912 4074 7142 7382 7742
3792 - 3801 5085 5299 9666 10071 4133 | 4401 4583 | 8035 | 8304 | 8710

Made in Europe - can only be purchased from NEKO Germany. sales@nekolighting.de
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NEKO / DASH 50
Linear Light System

Microprismatic Cover/ Opal Cover

Surface Mounted

Direct

80.5

Microprismatic Cover/ Opal Cover Pendant

Direct Direct-Indirect

7R Z
80.5 % 80.5
"~ 50

Frr

i 50

Microprismatic Cover/ Opal Cover Trim Recessed

103

125
77

% 2 [10-40

m Made in Europe - can only be purchased from NEKO Germany. sales@nekolighting.de

Microprismatic Cover/ Opal Cover

NEW

f Wall Mounted

Direct

23

50

Direct-Indirect

Made in Europe - can only be purchased from NEKO Germany. sales@nekolighting.de [iiinnaraard B



NEKO / DASH 50

Linear Light System
Surface Mounted

NEW

LED ANBAULEUCHTE
LED SURFACE MOUNTED LUMINAIRE
LED LUMINAIRE EN SAILLIE

(2]

Bestellbeispiel Example order Exemple de commande
3381mm, CRI80, 4000K, Direct, Low Output On-Off, Black, Microprismatic

D5S03381-840LPF-BM

T TITTTTT
00 006 00

LANGE LENGTH LONGEUR \ CODE FARBWIEDERGABE FARBTEMPERATUR
p— 15 COLOUR RENDERING CODE COLOUR TEMPERATURE CODE
: COLOUR RENDERING TEMPERATURE DE COULEUR
851 mm 20 CRI>80 8 2700K 27 (CRI>90 only)
1131 mm 26 CRI>90 3000K
1271 mm 2,8 2000K
1411 mm 3,5
1691 mm 4,0 9 @
White Ral9016 2251 mm 50
2531 oo POWER STEUERUNG
: OUTPUT CODE CONTROL CODE
2812 mm 6,6 SORTIE CONTROLE
Silver Ral9006 3372 mm 7,6 Low Output LP On-Off F
1 3792 mm 9,1 High Output DALI

Black Ral9005

Direct @ 6
GEHAUSEFARBE ABDECKUNG
80.5 HOUSING COLOUR CODE COVER CODE
COULEUR DU BOITIER COUVERTURE
%L Silver RAL9006 Opal

—

White RAL9016 Microprismatic
Black RAL9005

LED-Anbauleuchte direktstrahlend. Lichtkanal — Surface-mounted LED Luminaire direct beam Luminaire en saillie & LED a rayonnement di-

aus Aluminium Strangpressprofil mit einer Brei-  Ex-truded aluminium light channel with 50mm rect. Canal lumineux sous forme de profilé

te von 50mm. Fertigung der Leuchte milimeter- ~ width. The luminaire can be manufactured extrudé en aluminium d’une largeur de 50 mm.

genau auf Kundenwunsch maglich. Oberflache  according to the customer‘s wishes down to Possibilité de fabriquer le luminaire sur mesure,

der Leuchte feinstruktur matt the last millimetre. Lumi-naire surface fine au millimeétre pres. Surface de luminaire

pulverbeschichtet dhnlich RAL9016 weil3, RAL textured matte powder coating si-milar to thermolaguée matte a fine structure en

9006 silber oder RAL9005 schwarz — auf RAL9016 white, RAL 9006 silver or RAL9005 RAL9016 blanc, RAL 9006 argent ou RAL9005 MICROPRISMATIC e

Anfrage in RAL nach Wahl. Diffusor wahlweise
in PMMA opal oder PMMA klar mit
eingeschobener Mikroprisma-tischer Platte fur
eine reduzierte Leuchtdichte (UGR<19). Der
Konverter ist in das Leuchten-gehause
integriert. Wahlweise als on/off oder DALI
Variante — weitere Steuerungsoptionen auf
Anfrage moglich. Farbtemperaturen: 2700K,
3000K, 4000K — weitere Lichtfarben auf Anfra-
ge. Farbwiedergabe CRI>80 oder CRI>90 -
Mac Adam <3

black — or in any other RAL of your choice.
Diffuser available in either PMMA opal or
PMMA clear with microprismatic plate inserted
for lower luminance (UGR<19). The converter
is integrated into the lu-minaire housing.
Available as either on/off or DALI variant - other
control options available on request. Colour
temperatures: 2700K, 3000K, 4000K - other
light colours available on request. Colour
rendering CRI>80 or CRI>90 - Mac Adam <3

noir, sur demande RAL au choix. Diffu-seur au
choix en PMMA opale ou transparent avec
plague microprismatique pour une intensité
lumi-neuse réduite (UGR<19). Le convertisseur
est intégré au boitier du luminaire. Au choix en
version on/off ou DALI, autres options de
commande disponibles sur demande.
Températures de couleur : 2700 K, 3000 K,
4000 K, autres couleurs sur demande. Ren-du
des couleurs CRI>80 ou CRI>90 - Mac Adam
<3

]

DIRECT DIRECT
LENGTH LUMEN IWATT LUMEN | WATT LUMEN IWATT  LUMEN | WATT
MM LOWOUTPUT  HIGH OUTPUT LOWOUTPUT  HIGH OUTPUT

571 741 mI8W  1470Im 117 W
851 1111 ImI12W  2205Im 123 W

HOUSING COLOUR .

WeiB feinstruktur matt RAL 9016 1271
White fine structure matt RAL 9016
Blanc structure fine mate RAL 9016

Schwarz feinstruktur matt RAL 9005

741ImI8W  1470Im 117 W

UBERSICHT | OVERVIEW| VUE D’ENSEMBLE
1111 Im112W 2205 Im 1283 W

GENERAL INFO

2700K, 3000K, 4000K
Direct Light
Up to 142Im/W, Up to 6297Im/m

1481 ImI15W 2940 Im 129 W 1481 ImI15W 2940 Im 129 W

1666 Im 116 W 3306 Im | 33 W 1666 Im116 W 3306 Im 133 W
1851 Im118W  3675ImI135W

2222Im120W 4409 Im 141 W

1411 1851 Im118W  3675ImI135W
1691 2222im120W 4409 Im 141 W

Ra>80, Ra>90, MacAdam 3 Black fine structure matt RAL 9005 2251 29621m 127 W 5879 Im |54 W 2962Im127W  5879Im154 W
On-Off / DALI Noir structure fine mate RAL 9005 2531 3332ImI30W 6614ImI60W  3332ImI30W 6614 ImI60W
Opal & Microprismatic (UGR<19) Silber feinstruktur matt RAL 9006 2812 8702ImI35W  7349ImI70W  3702ImI85W  73491Im |70 W
Silver fine structure matt RAL 9006
) 72 4444 1m 141 W 18ImI181W 4444 1m 141 W 181m 181 W
Up to L80B10/ 50,000h Argent structure fine mate RAL 9006 33 m 8818Im18 m 8818Im18
3792 5000 Im 146 W 9922Im191W  5000ImI46W 9922 Im|91W
HWN
EEERNERRE R
amn Alle Lumen- und Wattangaben fir 4000K, CRI80 — (Mikroprismenangaben ohne Opalfolie) (Details auf P. 325-326)
>80 >90 1P20 DALY/ 3 >50,000h >50,000 All'lumen and watt figures are for 4000K, CRI80 — (Microprismatic details without opal film) (details on p. 325-326)
SwitchDim

Toutes les données lumen et watt pour 4000K, CRI80 — (données microprisme sans feuille opale) (détails p. 325-326)

Made in Europe - can only be purchased from NEKO Germany. sales@nekolighting.de Made in Europe - can only be purchased from NEKO Germany. sales@nekolighting.de [iimnaraard



NEKO / DASH 50

Linear Light System
Pendant

White Ral9016

NEW

_EL Silver Ral9006

Black Ral9005

Pendant

Direct Direct-Indirect

% % 2
50 T50

7
80.5

LED-Hangeleuchte direktstrahlend oder di-
rekt-/indirektstrahlend. Lichtkanal aus Alumi-
nium Strangpressprofil mit einer Breite von
50mm. Fertigung der Leuchte milimetergenau
auf Kundenwunsch méglich. Oberflache der
Leuchte feinstruktur matt pulverbeschichtet
ahnlich RAL9016 weiB, RAL 9006 silber oder
RAL9005 schwarz — auf Anfrage in RAL nach
Wabhl. Diffusor wahlweise in PMMA opal oder
PMMA klar mit eingeschobener Mikroprisma-
tischer Platte fUr eine reduzierte Leuchtdichte
(UGR<19). Leuchte inkl. Baldachin mit trans-
parentem Einspeisekabel sowie Seilabhangern
und Schnellspannern zur stufenlosen regulie-
rung der Montagehohe. Der Konverter ist in
das Leuchtengehé&use integriert. Wahlweise als
on/off oder DALI Variante — weitere
Steuerungsop-tionen auf Anfrage maéglich.
Farbtemperaturen: 2700K, 3000K, 4000K —
weitere Lichtfarben auf Anfrage.
Farbwiedergabe CRI>80 oder CRI>90 — Mac
Adam <3

UBERSICHT | OVERVIEW| VUE D’ENSEMBLE

GENERAL INFO

2700K, 3000K, 4000K

Direct Light, Direct-Indirect Light
Up to 142Im/W, Up to 6297Im/m
Ra>80, Ra>90, MacAdam 3
On-Off / DALI

Opal & Microprismatic (UGR<19)
Up to L80B10/ 50,000

criffcri
>80 >90

BEa

1P20 DALY/
SwitchDim

SDCM
3

Pendant LED Luminaire direct beam or
direct/indi-rect beam. Extruded aluminium light
channel with 50mm width. The luminaire can be
manufactured according to the customer’s
wishes down to the last millimetre. Luminaire
surface fine textured matte powder coating
similar to RAL9016 white, RAL 9006 silver or
RAL9005 black — or in any other RAL of your
choice. Diffuser available in either PMMA opal
or PMMA clear with microprismatic plate
inserted for lower luminance (UGR<19).
Luminaire with canopy with transparent feed
cable plus cable hangers and quick-release
clamps for smooth mounting height
adjustment. The converter is integrated into
the lu-minaire housing. Available as either
on/off or DALI variant - other control options
available on request. Colour temperatures:
2700K, 3000K, 4000K - other light colours
available on request. Colour rendering CRI>80
or CRI>90 - Mac Adam <3

HWN

]
amn
>50,000h >50,000

m Made in Europe - can only be purchased from NEKO Germany. sales@nekolighting.de

uspension & LED a rayonnement direct ou di-
rect/indirect. Canal lumineux sous forme de
profi-1é extrudé en aluminium d’une largeur de
50 mm. Possibilité de fabriquer le luminaire sur
mesure, au millimetre pres. Surface de
luminaire thermolaguée matte a fine structure
en RAL9016 blanc, RAL 9006 argent ou
RAL9005 noir, sur demande RAL au choix.
Diffuseur au choix en PMMA opale ou
transparent avec plaque microprismatique
pour une intensité lumineuse réduite
(UGR<19). Luminaire avec cache et cable
d’alimentation transparent, cables de sus-
pension et systémes de serrage rapide
permettant d’ajuster la hauteur de montage en
continu. Le convertisseur est intégré au boitier
du luminaire. Au choix en version on/off ou
DALLI, autres options de commande
disponibles sur demande. Températures de
couleur : 2700 K, 3000 K, 4000 K, autres
couleurs sur demande. Rendu des couleurs
CRI>80 ou CRI>90uleurs CRI>80 ou CRI>90-
Mac Adam <3

HOUSING COLOUR

WeiB feinstruktur matt RAL 9016
White fine structure matt RAL 9016
Blanc structure fine mate RAL 9016

Schwarz feinstruktur matt RAL 9005
Black fine structure matt RAL 9005
Noir structure fine mate RAL 9005

Silber feinstruktur matt RAL 9006
Silver fine structure matt RAL 9006
Argent structure fine mate RAL 9006

LED-HANGELEUCHTE
LED PENDANT LUMINAIRE

LED SUSPENSION

Bestellbeispiel Example order Exemple de commande

3381mm, CRI80, 4000K, Direct-Indirect, Low Output On-Off, Black, Microprismatic

D5P03381-840LPF-BM-U

T

o

TTTTI
©

(1) 0060 6o 6
LANGE LENGTH LONGEUR \ CODE FARBWIEDERGABE FARBTEMPERATUR
131 o COLOUR RENDERING CODE COLOUR TEMPERATURE CODE
’ COLOUR RENDERING TEMPERATURE DE COULEUR
1271 mm 89 CRI>80 8 2700K 27 (CRI>90 only)
1411 mm 42 CRI>90 3000K
1691 mm 49 4000K
2251 mm 6,0
2531 mm 6,2 9 @
2812 mm 8,0
POWER STEUERUNG
372 93
mm OUTPUT CODE CONTROL CODE
3792 mm 113 SORTIE CONTROLE
Low Output LP On-Off F
High Output DALI

6]

GEHAUSEFARBE
HOUSING COLOUR
COULEUR DU BOITIER

CODE

Silver RAL9006

White RAL9016

Black RAL9005

MICROPRISMATIC

DIRECT

LENGTH LUMEN |WATT LUMEN | WATT
MM LOW OUTPUT  HIGH OUTPUT

1131 1481 Im116 W
1271 1666 Im 116 W
1411 1851 Im118 W
1691 2222 1m 120 W
2251 2962 Im 127 W
2531 3332 Im130W
2812 3702 Im 135 W
3372 4444 Im 141 W
3792 5000 Im | 46 W

2940 Im 129 W
3306 Im 1 33 W
3675Im 135 W
4409 Im 141 W
5879 Im 154 W
6614 Im 160 W
7349 Im 170 W
8818 Im 181 W
9922 Im 191 W

o

8]

ABDECKUNG LICHTVERTEILUNG
COVER CODE LIGHT DISTRIBUTION CODE
COUVERTURE REPARTITION DE LA LUMIERE

Opal (none )

Microprismatic

OPAL

DIRECT

B LUMEN | WATT  LUMEN | WATT
LOW OUTPUT  HIGH OUTPUT

1481 Im116 W
1666 Im 116 W
1851 Im118 W
2222 1m 120 W
2962 Im 127 W
3332 Im130W
3702Im 135 W
4444 Im 141 W
5000 Im 1 46 W

2940 Im 129 W
3306 Im 1 33 W
3675Im 135 W
4409 Im 141 W
5879 Im | 54 W
6614 Im 160 W
7349 Im 170 W
8818Im 181 W
9922 Im 191 W

MICROPRISMATIC

DIRECT-INDIRECT

LUMEN IWATT  LUMEN | WATT
LOWOUTPUT  HIGH OUTPUT

3617 Im 126 W
3965 Im 129 W
4397 Im 132 W
52761m 138 W
7034 Im 150 W
79121m 156 W
8794 Im 164 W

6548 Im 1656 W

7700 Im| 62 W
8556 Im| 68 W
10267 Im | 81 W
1360 Im 1106 W
15402 Im 1118 W
17112Im 1136 W

10652 Im | 77 W 20634 Im 1163 W
11871 Im | 86 W 23101 Im 1183 W

Alle Lumen- und Wattangaben fir 4000K, CRI80 — (Mikroprismenangaben ohne Opalfolie) (Details auf P. 325-326)
All'lumen and watt figures are for 4000K, CRI80 — (Microprismatic details without opal film) (details on p. 325-326)
Toutes les données lumen et watt pour 4000K, CRI80 — (données microprisme sans feuille opale) (détails p. 325-326)

Made in Europe - can only be purchased from NEKO Germany. sales@nekolighting.de [iiimaraard

(@] Direct

Direct-Indirect

OPAL

DIRECT-INDIRECT

LUMEN IWATT  LUMEN | WATT
LOW OUTPUT  HIGH OUTPUT

3517 Im 126 W
3955 Im 29 W
4397 Im 132 W
52761m 138 W
7034 Im 1 50 W
79121m 156 W
8794 Im 164 W
108821m | 77 W
1871Im | 868 W

6548 Im 1565 W
7700 Im 162 W
8556 Im | 68 W
10267 Im | 81 W
1360 Im 1106 W
1402 m | 118 W
17112 im 1136 W
20534 Im | 163 W
23101 Im 1183 W



NEKO / DASH 50

Linear Light System
Trim Recessed

White Ral9016

NEW

Silver Ral9006

Black Ral9005

LED-Einbauleuchte mit umlaufendem Rahmen
direktstrahlend. Lichtkanal aus Aluminium
Strangpressprofil mit einer Gesamtbreite von
63mm. Fertigung der Leuchte milimetergenau
auf Kundenwunsch méglich. Oberflache der
Leuchte feinstruktur matt pulverbeschichtet
ahnlich RAL9016 wei, RAL 9006 silber oder
RAL9005 schwarz — auf Anfrage in RAL nach
Wabhl. Diffusor wahlweise in PMMA opal oder
PMMA klar mit eingeschobener Mikroprisma-
tischer Platte fUr eine reduzierte Leuchtdichte
(UGR<19). Leuchte inkl. Montagebigel. Der
Konverter ist in das Leuchtengehé&use integri-
ert. Wahlweise als on/off oder DALI Variantebe
weitere Steuerungsoptionen auf Anfrage
mdglich. Farbtemperaturen: 2700K, 3000K,
4000K - weitere Lichtfarben auf Anfrage. Farb-
wiedergabe CRI>80 oder CRI>90 — Mac Adam
<3

UBERSICHT | OVERVIEW| VUE D’ENSEMBLE

GENERAL INFO

2700K, 3000K, 4000K

Direct Light

Up to 142Im/W, Up to 6297Im/m
Ra>80, Ra>90, MacAdam 3
On-Off / DALI

Opal & Microprismatic (UGR<19)
Up to L80B10/ 50,000

criffcri
>80 >90

P20 DALY/
SwitchDim

3

Recessed LED Luminaire with frame direct
beam. Extruded aluminium light channel with a
total width of 63mm. The luminaire can be
manufactured ac-cording to the customer's
wishes down to the last millimetre. Luminaire
surface fine textured matte powder coating
similar to RAL9016 white, RAL 9006 silver or
RAL9005 black — or in any other RAL of your
choice. Diffuser available in either PMMA opal
or PMMA clear with microprismatic plate
inserted for lower luminance (UGR<19).
Luminaire with moun-ting bracket. The
converter is integrated into the lu-minaire
housing. Available as either on/off or DALI
variant - other control options available on
request. Colour temperatures: 2700K, 3000K,
4000K - other light colours available on
request. Colour rendering CRI>80 or CRI>90 -
Mac Adam <3

Y
[&] a B & B

>50,000h >50,000

m Made in Europe - can only be purchased from NEKO Germany. sales@nekolighting.de

Trim Recessed

103

77

% % [10-40

Luminaire & LED encastrable a rayonnement di-
rect avec cadre périphérique. Canal lumineux
sous forme de profilé extrudé en aluminium
d’une largeur totale de 63 mm. Possibilité de
fabriquer le luminaire sur mesure, au millimeétre
pres. Surface de luminaire thermolagquée matte
afine structure en RAL9016 blanc, RAL 9006
argent ou RAL9005 noir, sur de-mande RAL au
choix. Diffuseur au choix en PMMA opale ou
transparent avec plaque microprismatique
pour une intensité lumineuse réduite
(UGR<19). Luminaire avec barre de montage.
Le convertisseur est intégré au boitier du
luminaire. Au choix en ver-sion on/off ou DALI,
autres options de commande disponibles sur
demande. Températures de cou-leur : 2700 K,
3000 K, 4000 K, autres couleurs sur demande.
Rendu des couleurs CRI>80 ou CRI>90 - Mac
Adam <3

HOUSING COLOUR

WeiB feinstruktur matt RAL 9016
White fine structure matt RAL 9016
Blanc structure fine mate RAL 9016

Schwarz feinstruktur matt RAL 9005
Black fine structure matt RAL 9005
Noir structure fine mate RAL 9005

Silber feinstruktur matt RAL 9006
Silver fine structure matt RAL 9006
Argent structure fine mate RAL 9006

LED EINBAULEUCHTE

LED RECESSED VERSION

LED LUMINAIRE ENCASTRABLE

LANGE LENGTH LONGEUR ‘

CODE

580 mm 1,7

860 mm 2,0
1140 mm 2,5
1280 mm 2,7
1420 mm 3,3
1700 mm 3,8
2260 mm 4,6
2540 mm 4,8
2821m 6,4
3381mm 73
3801 mm 8,9

(2]

Bestellbeispiel Example order Exemple de commande

3381mm, CRI80, 4000K, Direct, Low Output On-Off, Black, Microprismatic

D5R03381-840LPF-BM
ST ITTIIT
90 06 00

(1]

(3]

FARBWIEDERGABE FARBTEMPERATUR
COLOUR RENDERING CODE COLOUR TEMPERATURE CODE
COLOUR RENDERING TEMPERATURE DE COULEUR
CRI>80 8 2700K 27 (CRI>90 only)
CRI>90 3000K
4000K
POWER STEUERUNG
OUTPUT CODE CONTROL CODE
SORTIE CONTROLE
Low Output LP On-Off F
High Output DALI

6]

GEHAUSEFARBE
HOUSING COLOUR

COULEUR DU BOITIER

CODE

Silver RAL9006

White RAL9016

Black RAL9005

MICROPRISMATIC

DIRECT

LENGTH LUMENIWATT LUMEN | WATT
MM LOWOUTPUT  HIGH OUTPUT

580

860
1140
1280
1420
1700
2260
2540
2821
3381
3801

741ImI8W
1111 imlI12wW
1481 Im 15 W
1666 Im 116 W
1851 Im 118 W
2222 m 120 W
2962 Im 1 27 W
3332 Im 130 W
3702 Im 135 W
4444 1m 141 W
5000 Im | 46 W

1470 Im 117 W
2205Im 123 W
2940 Im 129 W
3306 Im133W
3675Im135W
4409 Im 141 W
58791Im 154 W
6614 Im160W
7349 Im 170 W
8818 Im181W
9922 Im 191 W

OPAL

o

ABDECKUNG
COVER
COUVERTURE

CODE

Opal

Microprismatic

]

DIRECT

LUMEN IWATT  LUMEN | WATT
LOWOUTPUT  HIGH OUTPUT

741 Im18W
1111 Im 1 12W
14811Im115 W
1666 Im 116 W
1851 Im118 W
2222 Im 120 W
2062 Im 127 W
33321m 130 W
37021m 135 W
4444 1m 141 W
5000 Im | 46 W

1470 Im 117 W
2205Im 123 W
2940 Im 129 W
3306 Im 133 W
3675Im135W
4409 Im 141 W
5879Im 154 W
6614 Im 160 W
7349 Im 170 W
8818Im 181 W
9922 Im 191 W

5

[

CADRE GAUCHE ADROITE

580 mm 575 mm 57 mm

860 mm 855 mm 57 mm
1140 mm 1135 mm 57 mm
1280 mm 1275 mm 57 mm
1420 mm 1415 mm 57 mm
1700 mm 1695 mm 57 mm
2260 mm 2255 mm 57 mm
2540 mm 2535 mm 57 mm
2821 mm 2816 mm 57 mm
3381 mm 3376 mm 57 mm
3801 mm 3796 mm 57 mm

Alle Lumen- und Wattangaben fir 4000K, CRI80 — (Mikroprismenangaben ohne Opalfolie) (Details auf P. 325-326)
All'lumen and watt figures are for 4000K, CRI80 — (Microprismatic details without opal film) (details on p. 325-326)
Toutes les données lumen et watt pour 4000K, CRI80 — (données microprisme sans feuille opale) (détails p. 325-326)

Made in Europe - can only be purchased from NEKO Germany. sales@nekolighting.de [iimaraard

RAHMEN FRAME LANGE LENGTH LA BREITEWIDTH

ik
TIEFE DEPTH
PROFONDEUR
1256 mm
125 mm
1256 mm
125 mm
1256 mm
1256 mm
1256 mm
1256 mm
125 mm
125 mm
1256 mm



NEKO / DASH 50

Linear Light System
Wall Mounted

NEW

White Ral9016

Silver Ral9006

Black Ral9005

LED-Wandleuchte direktstrahlend oder direkt-
/indirektstrahlend. Lichtkanal aus Aluminium
Strangpressprofil mit einer Breite von 41mm.
Fertigung der Leuchte milimetergenau auf
Kundenwunsch méglich. Oberflache der
Leuch-te feinstruktur matt pulverbeschichtet
ahnlich RAL9016 wei, RAL 9006 silber oder
RAL9005 schwarz — auf Anfrage in RAL nach
Wabhl. Dif-fusor wahlweise in PMMA opal oder
PMMA klar mit eingeschobener
Mikroprismatischer Plat-te flr eine reduzierte
Leuchtdichte (UGR<19). Leuchte inkl.
speziellem Schnellmontage Wand-baldachin
(Montage mittels Stecker und Gegen-stecker).
Der Konverter ist in das Leuchten-gehduse
integriert. Wahlweise als on/off oder DALI
Variante — weitere Steuerungsoptionen auf
Anfrage mdglich. Farbtemperaturen: 2700K,
3000K, 4000K — weitere Lichtfarben auf Anfra-
ge. Farbwiedergabe CRI>80 oder CRI>90 -
Mac Adam <3

UBERSICHT | OVERVIEW| VUE D’ENSEMBLE

GENERAL INFO

2700K, 3000K, 4000K

Direct Light, Direct-indirect Light
Up to 142Im/W, Up to 6297Im/m
Ra>80, Ra>90, MacAdam 3
On-Off / DALI

Opal & Microprism (UGR <19)
Up to L80B10/ 50,000

criffcri
>80 >90

BEa

1P20 DALY/
SwitchDim

SDCM
3

LED Wall Luminaire direct beam or
direct/indirect beam. Extruded aluminium light
channel with 41mm width. The luminaire can be
manufactured according to the customer's
wishes down to the last millime-tre. Luminaire
surface fine textured matte powder coating
similar to RAL9016 white, RAL 9006 silver or
RAL9005 black — or in any other RAL of your
choice. Diffuser available in either PMMA opal
or PMMA clear with microprismatic plate
inserted for lower luminance (UGR<19).
Luminaire with special quick-mount wall
canopy (plug with mating plug used for
mounting). The converter is integrated into the
lu-minaire housing. Available as either on/off or
DALl variant - other control options available
on request. Colour temperatures: 2700K,
3000K, 4000K - other light colours available on
request. Colour rendering CRI>80 or CRI>90 -
Mac Adam <3

HWN

]
amn
>50,000h >50,000

m Made in Europe - can only be purchased from NEKO Germany. sales@nekolighting.de

Wall Mounted

Direct

23

50

Direct-Indirect

LED Appligue Murale a rayonnement direct ou
di-rect/indirect. Canal lumineux sous forme de
profi-1é extrudé en aluminium d’une largeur de
41 mm. Possibilité de fabriquer le luminaire sur
mesure, au millimetre pres. Surface de
luminaire thermolaguée matte a fine structure
en RAL9016 blanc, RAL 9006 argent ou
RAL9005 noir, sur demande RAL au choix.
Diffuseur au choix en PMMA opale ou
transparent avec plaque microprismatique
pour une intensité lumineuse réduite
(UGR<19). Luminaire avec cache mural spécial
a montage rapide inclus (montage par fiche et
contre-fiche). Le convertisseur est intégré au
boitier du luminaire. Au choix en version on/off
ou DALLI, autres options de commande
disponibles sur demande. Températures de
couleur: 2700 K, 3000 K, 4000 K, autres
couleurs sur demande. Ren-du des couleurs
CRI>80 ou CRI>90 — Mac Adam <3

HOUSING COLOUR

WeiB feinstruktur matt RAL 9016
White fine structure matt RAL 9016
Blanc structure fine mate RAL 9016

Schwarz feinstruktur matt RAL 9005
Black fine structure matt RAL 9005
Noir structure fine mate RAL 9005

Silber feinstruktur matt RAL 9006
Silver fine structure matt RAL 9006
Argent structure fine mate RAL 9006

LED WANDLEUCHTE

LED WALL LUMI

NAIRE

LED APPLIQUE MURALE

(2]

Bestellbeispiel Example order Exemple de commande

3381mm, CRI80, 4000K, Direct-Indirect, Low Output On-Off, Black, Microprismatic

D5W03381-840LPF-BM-U

®

LANGE LENGTH LONGEUR ‘ CODE FARBWIEDERGABE FARBTEMPERATUR
571 mm ) COLOUR RENDERING CODE COLOUR TEMPERATURE CODE
’ COLOUR RENDERING TEMPERATURE DE COULEUR
851 mm 29 CRI>80 8 2700K 27 (CRI>90 only)
1181 mm 3.7 CRI>90 3000K
1271 mm 3,9 4000K
1411 mm 4,2
1691 mm 4,7 9 @
2251 mm 57
POWER STEUERUNG
2531 59
mm OUTPUT CODE CONTROL CODE
2812 mm 7,8 SORTIE CONTROLE
3372 mm 9,2 Low Output LP On-Off F
3792 mm 10,9 High Output DALI
GEHAUSEFARBE ABDECKUNG LICHTVERTEILUNG
HOUSING COLOUR CODE COVER CODE LIGHT DISTRIBUTION CODE
COULEUR DU BOITIER COUVERTURE REPARTITION DE LA LUMIERE
Silver RAL9006 v Opal O Direct (none )
White RAL9016 Microprismatic Direct-Indirect
Black RAL9005 B
MICROPRISMATIC OPAL MICROPRISMATIC OPAL

DIRECT

LENGTH LUMENIWATT LUMEN | WATT
MM LOWOUTPUT  HIGH OUTPUT

571 741ImI8W

851 1111 imlI12wW
1131 1481 Im 15 W
1271 1666 Im 116 W
1411 1851 Im 118 W
1691 2222 m 120 W
2251 2962 Im 127 W
2531 3332 Im 130 W
2812 3702 Im 135 W
3372 4444 Im 141 W
3792 5000 Im | 46 W

1470 Im 117 W
2205Im 123 W
2940 Im 129 W
3306 Im133W
3675Im135W
4409 Im 141 W
58791Im 154 W
6614 Im160W
7349 Im 170 W
8818 Im181W
9922 Im 191 W

DIRECT

LUMEN | WATT

LUMENIWATT

LOW OUTPUT  HIGH OUTPUT

741Im18W
1111 Im 12w
1481 Im 116 W
1666 Im 116 W
1851 Im118 W
2222 Im 120 W
2962 Im 127 W
3332 Im 130 W
3702 Im 135 W
4444 Im 141 W
5000 Im | 46 W

1470 Im 117 W
2205 Im 123 W
2940 Im 129 W
3306 Im 1 33 W
3675Im 135 W
4409 Im 141 W
5879 Im 154 W
6614 Im 160 W
7349 Im 170 W
8818 Im 181 W
9922 Im 191 W

1758 Im 1 14 W
2638 Im 123 W
3517 Im 126 W
3955 Im 129 W
4397 Im 132 W
52761m 138 W
7034 Im 150 W
7912Im 156 W
8794 Im 164 W
10652 Im 1 77 W
11871 Im 186 W

DIRECT/INDIRECT

LUMEN | WATT  LUMEN | WATT
LOW OUTPUT  HIGH OUTPUT

DIRECT/INDIRECT

LUMEN IWATT  LUMEN | WATT
LOW OUTPUT  HIGH OUTPUT

3422 1m 129 W 1768 Im 114 W 3422Im 129 W
5133 Im 142 W 2638 Im123W 5133 Im 142 W
6548 Im | 55 W 3517Im126W 6548 Im|55W
7700 Im 162 W 3955 Im129W 7700 Im 162 W
8556 Im | 68 W 4397 Im132W 8556 Im 168 W
10267 Im 181 W 5276 Im138W 10267 Im 181 W
13690 Im 1106 W 7034 Im 50 W 13690 Im | 106 W
1542 Im I 118W  7912Im 156 W 15402 Im | 118 W
17112Im 1186 W 8794 Im 164 W  17112Im | 136 W
20534 Im 1163 W  10552Im |77 W 20534 Im | 163 W
23101 Im 1183 W 11871 Im186W 23101 m | 183 W

Alle Lumen- und Wattangaben fir 4000K, CRI80 — (Mikroprismenangaben ohne Opalfolie) (Details auf P. 325-326)
All'lumen and watt figures are for 4000K, CRI80 — (Microprismatic details without opal film) (details on p. 325-326)
Toutes les données lumen et watt pour 4000K, CRI80 — (données microprisme sans feuille opale) (détails p. 325-326)

Made in Europe - can only be purchased from NEKO Germany. sales@nekolighting.de [iimnaraard



NEKO / DASH 50
Linear Light System

LUMEN OUTPUT (Im)

NEW

MICROPRISMATIC
CRI8BO
LANGE DIRECT > LOW OUTPUT DIRECT > HIGH OUTPUT DIRECT > LOW OUTPUT DIRECT > HIGH QUITRUT
LENGTH 3000K 4000K 3000K 4000K 3000K 4000K 3000K 4000K
LONGEUR mm Lumen Lumen Lumen Lumen Lumen Lumen Lumen Lumen
571 - 580 712 741 1389 1470 1688 1758 3282 3422
851 - 860 1067 1111 2083 2204 2532 2638 4926 5133
1271 - 1280 1601 1666 3124 3306 3797 3955 7386 7700
1691 - 1700 2135 2222 4166 4408 5064 5276 9852 10267
2531 - 2540 3202 3332 6248 6612 7594 7912 14780 15402
3372 - 3381 4270 4444 8332 8816 10128 10552 19704 20534
3792 - 3801 4804 5000 9455 9920 11394 11871 22167 23101
CRI90
LANGE DIRECT » LOW OUTPUT DIRECT > HIGH OUTPUT DIRECT > LOW OUTPUT DIRECT > HIGH OUTPUT
LENGTH 2700K 3000K 4000K 2700K 3000K 4000K 2700K 3000K 4000K 2700K 3000K 4000K
LONGEUR mm | Lumen Lumen Lumen Lumen Lumen Lumen Lumen Lumen Lumen Lumen Lumen Lumen
571 - 580 578 615 640 1147 1220 1277 1371 1459 1520 2670 2338 3025
851 - 860 961 1720 1831 1908 2057 2180 2281 4004 4260 4440

1131
1271
1411
1691
2251
2531

3372
3792

- 1140
- 1280
- 1420
- 1700
- 2260
- 2540
2812 -

2821

- 3381
- 3801

1299

1734

2600

3468
3902

1383

1844

2766

3688
4149

1440

1920

2880

3840
4325

2580

3440

5160

6880
7742

2745

3660

5490

7320
8240

2873

3816

5745

7632
8586

3085

4115

6170

8230
9259

3283

4379

6566

8758
9853

3421

4563

6840

9126
10267

6001

8009

12002

16018
18020

6386

8520

12770

17040
19170

6806

8880

13610

17760
19980

Made in Europe - can only be purchased from NEKO Germany. sales@nekolighting.de

LUMEN OUTPUT (Im)
OPAL
CRI8BO
LANGE DIRECT > LOW OUTPUT DIRECT > HIGH OUTPUT DIRECT > LOW OUTPUT DIRECT > HIGH OUTPUT
LENGTH 3000K 4000K 3000K 4000K 3000K 4000K 3000K 4000K
LONGEURmm Lumen Lumen Lumen Lumen Lumen Lumen Lumen Lumen
571 - 580 712 741 1389 1470 1688 1758 3282 3422
851 - 860 1067 1111 2083 2204 2532 2638 4926 5133
1271 - 1280 1601 1666 3124 3306 3797 3955 7386 7700
1691 - 1700 2135 2222 4166 4408 5064 5276 9852 10267
2531 - 2540 3202 3332 6248 6612 7594 7912 14780 15402
3372 - 3381 4270 4444 8332 8816 10128 10552 19704 20534
3792 - 3801 4804 5000 9455 9920 11394 11871 22167 23101
CRI9O0
LANGE DIRECT > LOW OUTPUT DIRECT > HIGH OUTPUT DIRECT » LOW OUTPUT DIRECT > HIGH OUTPUT
LENGTH 2700K 3000K 4000K 2700K 3000K 4000K 2700K 3000K 4000K 2700K 3000K 4000K
LONGEURmm | Lumen Lumen Lumen Lumen Lumen Lumen Lumen Lumen Lumen Lumen Lumen Lumen
571 - 580 578 615 640 1147 1220 1277 1371 1459 2670 2838 3025 3025
851 - 860 1720 1831 1908 2057 2190 4004 4260 4440 4440

1131
1271
1411
1691
2251
2531

3372
3792

- 1140
- 1280
- 1420
- 1700
- 2260
- 2540
2812 -

2821

- 3381
- 3801

1299

13883

1440

2580

2745

2873

3085

3283

6001

6386

6806

6806

1734

2600

1844

2766

1920

2880

3440

5160

3660

5490

3816

5745

4115

6170

4379

6566

8009

12002

8520

12770

8880

13610

8880

13610

3468
3902

3688
4149

3840
4325

6880
7742

7320
8240

7632
8586

8230
9259

8758
9853

16018
18020

17040
19170

17760
19980

17760
19980

Made in Europe - can only be purchased from NEKO Germany. sales@nekolighting.de [iimnaraard
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NEKO / SPACE 60 Linear System

NEW
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NEKO / SPACE 60
Linear Light System NEW

UGR<19

Microprismatic Cover
UGR<19

329 www.nekolighting.com



NEKO / SPACE 60
Linear Light System NEW

UGR<19

Pendant Surface Mounted Trimless Recessed

Channels

+

UGR<19

Mircoprismatic Diffuser (Standard) Opal Diffuser (Option)

Optional Flexible Diffuser

*Up to 30 meters long, in-field cuttable

Flexible Prismatic Diffuser, UGR<19 Flexible Opal Diffuser

Inserts

331 www.nekolighting.com 332



NEKO / SPACE 60
Linear Light System NEW

UGR<19
Linear Connector
———————  SE60-XC “
SE60-TC
SE60-LC

Corner Module of SPACE 60 Linear System Module LED Power System Power LED \bltage LED Current Length Color CRI CCT Beam System Output Code

600 600 600 SE60-TC 23 W 26 W 33V 700mA  600x600mm  White 80 3000K 80° 2300Im SETC-8308026F-WN
SE60-LC SE60-TC SE60-XC 1 4000K 80° 2500lm SETC-8408026F-WN

90 3000K 80° 2000Im SETC-9308026F-WN
4000K 80° 2200Im SETC-9408026F-WN

600 600 600 Black 80 3000K 80° 2300Im SETC-8308026F-BN
4000K 80° 2500Im SETC-8408026F-BN

90 3000K 80° 2000Im SETC-9308026F-BN
L 4000K  80° 2200Im SETC-9408026F-BN

65 65 B5
Code Remark: F=F(ON-OFF) A=A(1-10V Dim) D=D(DALI Dim)
Module LED Power System Power LED \oltage LED Current Length Color CRI CCT Beam System Output Code
SE60-LC 23 W 26 W 33V 700mA  600x600mm White 80 3000K 80° 2300Im SELC-8308026F-WN SE60-XC 23 W 26 W 33V 700mA  600x600mm White 80 3000K 80° 2300Im SEXC-8308026F-WN
4000K 80° 2500Im SELC-8408026F-WN 4000K 80° 2500Im SEXC-8408026F-WN
90 3000K 80° 2000Im SELC-9308026F-WN 90 3000K 80° 2000Im SEXC-9308026F-WN
4000K 80° 2200Im SELC-9408026F-WN 4000K 80° 2200Im SEXC-9408026F-WN
Black 80 3000K 80° 2300Im SELC-8308026F-BN Black 80 3000K 80° 2300Im SEXC-8308026F-BN
4000K 80° 2500Im SELC-8408026F-BN 4000K 80° 2500Im SEXC-8408026F-BN
90 3000K 80° 2000Im SELC-9308026F-BN 90 3000K 80° 2000Im SEXC-9308026F-BN
4000K 80° 2200Im SELC-9408026F-BN 4000K 80° 2200Im SEXC-9408026F-BN
- CodeRemark: F=FON-OFF) A=A(i-10vVDim) D=DOALIDIm) Code Remark: F=F(ON-OFF) A=A(1-10V Dim) D=D(DALIDim)

www.nekolighting.com m



NEKO /
Linear Light System Pendant

/L

26W CRI80 3000K 1052 UeR 1y (B3| CB C € o] H ) |
34W CRI90 4000K 80° gge | 50,000n6L80B10 < 19 —_ 1214/1514 |
65 Installation Type: Pendant with Uplight
LED Power System Power LED Voltage LED Current Length  Color CRI CCT Beam  System Output Code
28 W 26 W 33V 700mA  1214mm  White 80 3000K 80°4 2300Im SEAP-8308026F-WN
4000K 80°¢ 2500lm SEAP-8408026F-WN
90 3000K 80°1 2000Im SEAP-9308026F-WN
4000K 80°4 2200Im SEAP-9408026F-WN
Black 80  3000K 80°1 2300Im SEAP-8308026F-BN
4000K 80°4 2500Im SEAP-8408026F-BN
90  3000K 80°4 2000Im SEAP-9308026F-BN
4000K 80°! 2200Im SEAP-9408026F-BN
. Code Remark: F=F(ON-OFF) A=A(1-10VDim) D=D(DALIDim)
30 W 34 W 33V 900mA  1514mm  White 80  3000K 80°! 3100Im SEBP-8308034F-WN
4000K 80°1 3400im SEBP-8408034F-WN
90  3000K 80°¢ 2700Im SEBP-9308034F-WN
4000K 80°! 2900Im SEBP-9408034F-WN
Black 80 3000K 80°1 3100Im SEBP-8308034F-BN
4000K 80°! 3400Im SEBP-8408034F-BN
90  3000K 80°4 2700Im SEBP-9308034F-BN
4000K 80°1 2900Im SEBP-9408034F-BN

LED Power System Power LED Voltage LED Current Length Color

Beam

System Output

NEW

Code

35 W

38 W

33V

1050mA

1214mm  White

Black

80°4105°1
80°1105°1
80°4105°1
80°4105°1

80°1105°1
80°4105°1
80°1105°1
80°1105°1

2300Im ¢ 1600Im t
2500Im{ 1700Imt

2000Im ¢ 1400Im t
2200im ¢ 1500Im t

2300Im ¢ 1600Im *
2500im ¢ 1700Imt

2000Im ¢ 1400Im *
2200Im 4 1500Im t

SEAP-8308038F-WN-U
SEAP-8408038F-WN-U
SEAP-9308038F-WN-U
SEAP-9408038F-WN-U
SEAP-8308038F-BN-U
SEAP-8408038F-BN-U
SEAP-9308038F-BN-U
SEAP-9408038F-BN-U

Remark: F=F(ON-OFF) A=A(1-10V Dim) D=D(DALI Dim)

43 W

47 W

33V

1300mA

1514mm  White

Black

90

80

90

80°1105°1
80°4105°1
80°4105°1
80°1105°1

80°4105°1
80°1105°1
80°1105°1
80°4105°1

3000Im¢2100Im t
3300Im 2300Imt

2600Im ¢ 1800Im t
2800Im ¢ 1900Im

3000im+{2100imt
3300Im 4 2300Imt

2600Im ¢ 1800Im *
2800Im ¢ 1900Im *

SEBP-8308047F-WN-
SEBP-8408047F-WN-

U
U
SEBP-9308047F-WN-U
SEBP-9408047F-WN-U
SEBP-8308047F-BN-U
SEBP-8408047F-BN-U

SEBP-9308047F-BN-U
SEBP-9408047F-BN-U

Code Remark: F=F(ON-OFF) A=A(1-10V Dim) D=D(DALI Dim)

Code Remark: F=F(ON-OFF) A=A(1-10V Dim) D=D(DALI Dim)

www.nekolighting.com m



NEKO /

Linear Light System Surface & Trimless Recessed

/L

/[
26W CRI80 3000K " UeR 1oy (B3] CB c € sof [ ] ] ) | 26W CRISO 3000K « ° ueR o0 (B3] CB C € o[ ] ] ) |
34W CRI90  4000K | 80° | 50,000h@L80810 < 19 e 1214/1514 | 34W CRI90 4000K | 80° | 50,000heLsoBio < 19 . 1214/1514 !
LED Power System Power LED Voltage LED Current Length  Color CRI CCT Beam  System Output Code LED Power System Power LED Voltage LED Current Length  Color CRI CCT Beam  System Output Code
23 W 26 W 33V 700mA 1214mm  White 80 3000K 80°4 2300Im SEAC-8308026F-WN 23 W 26 W 33V 700mA 1214mm  White 80 3000K 80°4 2300Im SEAT-8308026F-WN
4000K 80°4 2500Im SEAC-8408026F-WN 4000K 80°4 2500Im SEAT-8408026F-WN
90 3000K 80°4 2000Im SEAC-9308026F-WN 90 3000K 80°4 2000Im SEAT-9308026F-WN
4000K 80°1 2200Im SEAC-9408026F-WN 4000K 80°1 2200Im SEAT-9408026F-WN
Black 80 3000K 80°4 2300Im SEAC-8308026F-BN Black 80 3000K 80°4 2300Im SEAT-8308026F-BN
4000K 80°4 2500Im SEAC-8408026F-BN 4000K 80°4 2500Im SEAT-8408026F-BN
90 3000K 80°4 2000Im SEAC-9308026F-BN 90 3000K 80°¢ 2000Im SEAT-9308026F-BN
4000K 80°! 2200Im SEAC-9408026F-BN 4000K 80°1 2200Im SEAT-9408026F-BN
o Code Remark: F=F(ON-OFF) A=A(1-10vVDim) D=DOALIDIM) Code Remark: F=F(ON-OFF) A=A(1-10VDim) D=D(DALIDim)
30 W 34 W 33V 900mA 1514mm  White 80 3000K 80°4 3100Im SEBC-8308034F-WN 30 W 34 W 33V 900mA 1514mm  White 80 3000K 80°4 3100Im SEBT-8308034F-WN
4000K 80°1 3400Im SEBC-8408034F-WN 4000K 80°1 3400Im SEBT-8408034F-WN
90 3000K 80°4 2700Im SEBC-9308034F-WN 90 3000K 80°¢ 2700Im SEBT-9308034F-WN
4000K 80°¢ 2900Im SEBC-9408034F-WN 4000K 80°1 2900Im SEBT-9408034F-WN
Black 80 3000K 80°! 3100Im SEBC-8308034F-BN Black 80 3000K 80°¢ 3100Im SEBT-8308034F-BN
4000K 80°¢ 3400Im SEBC-8408034F-BN 4000K 80°1 3400Im SEBT-8408034F-BN
90 3000K 80°4 2700Im SEBC-9308034F-BN 90 3000K 80°4 2700Im SEBT-9308034F-BN
4000K 80°1 2900Im SEBC-9408034F-BN 4000K 80°1 2900Im SEBT-9408034F-BN
777777777777777777777777777777777777777777777777777777 Code Remark: F=F(ON-OFF) A=A(1-10V Dim) D=D(DALIDim) ) Code Remark: F=F(ON-OFF) A=A(1-10V Dim) D=D(DALIDim)
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NEKO /MODULINE 26
Project: BABOR Flagship Store, Frankfurt, Germany <=

-

5 «?la":l‘l 1
i)

100%
Individuell
100%,
X Exklusiv fiir
Institut,

m www.nekolighting.com m



NEKO /MODULINE 26 n
Project: Museum Amos Rex, Finland =
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NEKO /MODULINE 26 Linear System ()
48V Low Voltage Modular Linear System =

H Track Standard Track Slim Track Trim Recessed Track Trimless Recessed Track-El Trimless Recessed Track

www.nekolighting.com m
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NEKO /MODULINE 26 Linear System ()
48V Low Voltage Modular Linear System .

=
=

Slim Track

1

~

N

R
[« 26 »‘ Available with Uplight

Standard Track

52—

r 26 »‘ Available with Uplight

Trim Recessed Track

30

=
ZES?x(LHO) m

>60mm

Trimless Recessed Track-El

| ]
| 82 |

ZEWX(LHO) m

>50mm

90

ML26-RS25-3W

ML26-FRS72-10W
ML26-FRS72-20W

ML26-AL190-3W
ML26-AL190-7W

ML26-RS25-5W

ML26-RS96-9W

ML26-AL280-9W
ML26-AL280-13W

ML26-RS40-8W

ML26-RS40-24W

ML26-AA315-14W

ML26-RS40-16W

ML26-RT55-10W

ML26-SA280-13W

ML26-RS40-12W

ML26-RS72-26W

ML26-WW280-7W
ML26-WW560-13W

ML26-GL280-7W/ 10W  ML26-SG280-7W/ 10W ML26-AG315-10W
ML26-GL560-13W/ 19W

ML26-GL840-19W/ 26W

ML26-GL1120-26W

Trimless Recessed Track
35
\

OR

52

‘ } 3mm thickness ceiling
100

5mm/9mm/12.5mm/15mm/18mm/20mm/25mm thickness ceilings

MLHO) m

>50mm

ML26-PD300-18W

ML26-PS60-5W ML26-PAD150-12W ML26-PB120-10W ML26-PS40-12W

T MLZG-PES- 1AW [unokaiigningcam | st6



NEKO /MODULINE 26 Linear System ()

48V Low Voltage Modular Linear System =
Surface Mounted / Pendant Version

ML26-AL280-9W ML26-GL280-7W ML26-AL280-13W
ML26-RS25-5W ML26-RS40-16W ML26-RS40-24W ML26-RS40-8W ML26-RS40-12W ML26-RT55-10W ML26-WW280-7W
ML26-PS40-12W Slim Track
O—=L0
.| | e . i — i — i ]
ML26-AL280-9W ML26-GL280-7W ML26-AL280-13W
\
ML26-RS25-5W ML26-RS40-16W ML26-RS40-24W ML26-RS40-8W ML26-RS40-12W ML26-RT55-10W ML26-WW280-7W \
\\
AN
ML26-PS40-12W
Standard Track

www.nekolighting.com m



NEKO /MODULINE 26 Linear System ()

48V Low Voltage Modular Linear System =
Recessed Version

ML26-AL280-9W ML26-GL280-7W ML26-AL280-13W

ML26-RS25-5W ML26-RS40-16W ML26-RS40-24W ML26-RS40-8W ML26-RS40-12W ML26-RT55-10W ML26-WW280-7W

ML26-PS40-12W

Trim Recessed Track

.

I

ML26-AL280-9W ML26-GL280-7W ML26-AL280-13W

ML26-RS25-5W ML26-RS40-16W ML26-RS40-24W ML26-RS40-8W ML26-RS40-12W ML26-RT55-10W ML26-WW280-7W

ML26-PS40-12W

Trimless Recessed Track Trimless Recessed Track-El

OR

2 \ 14 .

www.nekolighting.com m



NEKO /MODULINE 26 Linear System ()

48V Low Voltage Modular Linear System =
Pendant Version-H Track

ML26-AL280-9W ML26-GL280-7W ML26-AL280-13W

ML26-RS25-5W ML26-RS40-16W ML26-RS40-24W ML26-RS40-8W ML26-RS40-12W ML26-RT55-10W ML26-WW280-7W

ML26-PS40-12W

H Track

L

m www.nekolighting.com | 352



NEKO /MODULINE 26 Linear System ()

48V Low Voltage Modular Linear System
Slim Track Configuration

(¢

Remote 48V LED Driver (Max. 300W each circuit)
HLG-100H-48A/ HLG-150H-48A/ HLG-240H-48A

Short Info

( —
S S S S S S SSSSSSSSSSSSSSSSSSSSSSSSSSSS SSSSSSSSSSSSS
L + 48V low voltage system

| —— M26sEkB ML26-PK-B ML26-SCM-V-B

« Slim Track Rail made of extruded aluminium with 26mm
width groove and 27mm height

« Suitable for surface mounted or suspended with 2000mm
steel cable

* Track Rail available with standard lengths 1000mm,
2000mm and 3000mm

« 'L' shape corner module, 'T' shape connector and X'
shape connector available for flexible system

f Optional 48V In-track Driver
KGP-150V48N

ML26-PWK KGP-250V48N ML26-LC

ML26-UL725

« Linear Connector and Continuous Kit provided for
ML26-CKF-C-B—— continuous Track Rail connection

« Various lighting insets with multiple lighting applications,
Tool-free insert mounting by magnetic+click-in double
locking mechanism

« Insets available with Non Dim, 1-10V Dim and DALI Dim

ML26-PF-B
ML26-PF-P-B
ML26-CKI-B
ML26-CKUL-B =
ML26-SMK
ML26-STC-B
ML26-SLC-B

ML26-SR1000-B ML26-SLC-B———

ML26-SR2000-B ML26-SCM-O-B

ML26-SR3000-B

ML26-SXC-B
Moduline 26 Slim Track System
o A . . N‘ @i‘ ;g | ML26-CKF-C-B——————
Please order installation track rail, light insets and mounting accessories separately.
26 1000/2000/3000mm
Slim Track System Installation Track Rail | for surface or pendant mounting
Tracks can be shortened on site Code/ Model (Black-Standard) ~ Code/ Model (White-Option) Insets
LxWxH: 1000 x 26 x 27mm ML26-SR1000-B ML26-SR1000-W Soolih bondant Soolich
. potlig endant Spotlig

L x W x H : 2000 x 26 x 27mm ML26-SR2000-B ML26-SR2000-W ® Page 371-375 ® Page 393-394
L x W x H : 3000 x 26 x 27mm ML26-SR3000-B ML26-SR3000-W
*Track Rail including endcaps.
Accessories of Slim Track System Accent Lioht
Vertical 'L' Shape Corner Module-Inner, 80 x 80mm ML26-SCM-V-B ML26-SCM-V-W ® Page 9?85_388
Vertical 'L" Shape Corner Module-Outer, 80 x 80mm ML26-SCM-V-0O-B ML26-SCM-V-O-W
'L" Shape Connector Set, 26 x 26mm ML26-SLC-B ML26-SLC-W
'T' Shape Connector Set, 26 x 26mm ML26-STC-B ML26-STC-W
‘X' Shape Connector Set, 26 x 26mm ML26-SXC-B ML26-SXC-W
Endcap Kit (2pcs/ set) of Slim Track Rail ML26-SEK-B ML26-SEK-W General Light
Power Feeder Unit with feeder cables 500mm for surface mounted ML26-PF-B ML26-PF-W ® Page 389-392
Power Feeder Unit with feeder cables 2000mm for pendant ML26-PF-P-B ML26-PF-P-W
Linear Connector with screws ML26-LC ML26-L.C
Straight Continuous Kit*, Electrical ML26-CKI-B ML26-CKI-W
Flexible Continuous Kit*, Electrical ML26-CKF-C-B ML26-CKF-C-W
Surface mounted installation kit, 1set for 1000mm track ML26-SMK ML26-SMK Wall Wash Light
Moduline 26 Pendant Installation Kits, with 1pcs Ceiling Box & 2pcs Pendant Wire (2000mm) Kits ML26-PK-B ML26-PK-W O g A4z
Pendant Wire Kit, Wire in 2000mm Length, 2pcs/ set for 1000mm Track ML26-PWK ML26-PWK
48V In-track Driver, KGP48V Constant Voltage 100W LED Diriver, Black KGP-100V48N
48V In-track Driver, KGP48V Constant Voltage 150W LED Driver, Black KGP-150V48N
48V In-track Driver, KGP48V Constant Voltage 250W LED Driver, Black KGP-250V48N
48V Remote Driver, Meanwell 48V Constant Voltage 100W LED Driver HLG-100H-48A
48V Remote Driver, Meanwell 48V Constant Voltage 150W LED Driver HLG-150H-48A
48V Remote Driver, Meanwell 48V Constant Voltage 240W LED Driver HLG-240H-48A

m *Continuous Kit needs to be used together with Linear Connector as a set.

www.nekolighting.com m



NEKO /MODULINE 26 Linear System ()

48V Low Voltage Modular Linear System =

Standard Track Configuration
Remote 48V LED Driver (Max. 300W each circuit)
HLG-100H-48A/ HLG-150H-48A/ HLG-240H-48A

f %
SIS S S S S S S S S S S S S S S /{////////////

‘ ML26-PK-B Short Info

= 48V low voltage system

ML26-CM-V-B

ML26-EK-B

« Standard Track Rail made of extruded aluminium with
26mm width groove and 52mm height

« Suitable for surface mounted or suspended with 2000mm
steel cable

* Track Rail available with standard lengths 1000mm,
2000mm and 3000mm

« 'L' shape corner module, 'T' shape connector and X'
shape connector available for flexible system

Optional 48V In-track Driver

KGP-150V48N ML26-LC

| — ML26-PWK ML26-UL725 KGP-250V48N

« Linear Connector and Continuous Kit provided for

ML26-CKF-C-B continuous Track Rail connection

« Various lighting insets with multiple lighting applications,
Tool-free insert mounting by magnetic+click-in double
locking mechanism

« Insets available with Non Dim, 1-10V Dim and DALI Dim

ML26-PF-B
ML26-PF-P-B

—

ML26-CKI-B
ML26-CKUL-B i
ML26-SMK
ML26-TC-B
ML26-LC-B _LC-|

ML26-RC1000-B ML26-R1000-B M2e-LoB ML26-CM-O-B

ML26-RC2000-B ML26-R2000-B

ML26-RC3000-B ML26-R3000-B
Moduline 26 Standard Track System o ‘
Please order installation track rail, light insets and mounting accessories separately.

— ML26-CKF-C-B————
26 1000/2000/3000mm

Standard Track System Installation Track Rail | for surface or pendant mounting
Tracks can be shortened on site

LxWxH: 1000 x 26 x 52mm

L x W xH: 2000 x 26 x 52mm

L xW xH:3000 x 26 x 52mm

*Track Rail including endcaps.

Accessories of Slim Track System

ML26-R1000-B
ML26-R2000-B
ML26-R3000-B

Code/ Model (Black-Standard) ~ Code/ Model (White-Option)

ML26-R1000-W
ML26-R2000-W
ML26-R3000-W

Insets

Spotlight
@ Page 371-375

Vertical 'L" Shape Corner Module-Inner, 80 x 80mm ML26-CM-V-B ML26-CM-V-W

Vertical 'L" Shape Corner Module-Outer, 80 x 80mm ML26-CM-V-O-B ML26-CM-V-O-W Accent Light

'L' Shape Connector Set, 26 x 26mm ML26-L.C-B ML26-L.C-W @ Page 385-388
'T' Shape Connector Set, 26 x 26mm ML26-TC-B ML26-TC-W

'X' Shape Connector Set, 26 x 26mm ML26-XC-B ML26-XC-W

Endcap Kit (2pcs/ set) of Slim Track Rail ML26-EK-B ML26-EK-W

Power Feeder Unit with feeder cables 500mm for surface mounted ML26-PF-B ML26-PF-W

Power Feeder Unit with feeder cables 2000mm for pendant ML26-PF-P-B ML26-PF-P-W General Light
Linear Connector with screws ML26-L.C ML26-LC ® Page 389-392
Straight Continuous Kit*, Electrical ML26-CKI-B ML26-CKI-W

Flexible Continuous Kit*, Electrical ML26-CKF-C-B ML26-CKF-C-W

Surface mounted installation kit, 1set for 1000mm track ML26-SMK ML26-SMK

Moduline 26 Pendant Installation Kits, with 1pcs Ceiling Box & 2pcs Pendant Wire (2000mm) Kits ML26-PK-B ML26-PK-W

Pendant Wire Kit, Wire in 2000mm Length, 2pcs/ set for 1000mm Track ML26-PWK ML26-PWK Wall Wash Light

Track Rail Cover 1000mm/2000mm/3000mm, can be shortened at site
48V In-track Driver, KGP48V Constant Voltage 100W LED Driver, Black
48V In-track Driver, KGP48V Constant Voltage 150W LED Driver, Black
48V In-track Driver, KGP48V Constant Voltage 250W LED Diriver, Black
48V Remote Driver, Meanwell 48V Constant Voltage 100W LED Driver
48V Remote Driver, Meanwell 48V Constant Voltage 150W LED Driver
48V Remote Driver, Meanwell 48V Constant Voltage 240W LED Driver
*Continuous Kit needs to be used together with Linear Connector as a set.

ML26-RC1000-B
KGP-100V48N
KGP-150V48N
KGP-250V48N
HLG-100H-48A
HLG-150H-48A
HLG-240H-48A

ML26-RC1000-W

@ Page 401-402

Pendant Spotlight
@ Page 393-394

www.nekolighting.com m
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NEKO /MODULINE 26 Linear System ()

48V Low Voltage Modular Linear System =
H Track Configuration

ML26-PWK-H-B

Light Inset

ML26-HEK-B ML26-CKU-H-B

Light Inset

Moduline 26 H Track System
Please order installation track rail, light insets and mounting accessories separately.

Standard Track System Installation Track Rail | for surface or pendant mounting

Tracks can be shortened on site
LxW xH: 1000 x 26 x 90mm
L xW x H:2000 x 26 x 90mm
L x W x H: 3000 x 26 x 90mm
*Track Rail including endcaps.

Accessories of Slim Track System

Endcap Kit (2pcs/ set) of H Track Rail

Power Feeder Unit with feeder cables 2000mm for pendant

Flexible Continuous Kit, Electrical, for Up Track and Down Track connection

Flexible Continuous Kit, Electrical, for straight connection

Linear Connector with Pendant Kit of H Track System

Linear Connector Kit of H Track Systemx

Moduline 26 Pendant Installation Kits, with 1pcs Ceiling Box & 1pcs H Track Pendant Wire (2000mm) Kits
H Track Pendant Wire Kit, Wire in 2000mm Length, 2pcs/ set for 1000mm Track

Track Rail Cover 1000mm/2000mm/3000mm, can be shortened at site
48V In-track Driver, KGP48V Constant Voltage 100W LED Diriver, Black

48V In-track Driver, KGP48V Constant Voltage 150W LED Driver, Black
48V In-track Driver, KGP48V Constant Voltage 250W LED Driver, Black
48V Remote Driver, Meanwell 48V Constant Voltage 100W LED Driver
48V Remote Driver, Meanwell 48V Constant Voltage 150W LED Driver
48V Remote Driver, Meanwell 48V Constant Voltage 240W LED Driver
»Linear Connector Kit needs to be used together with Linear Connector with Pendant Kit

Remote 48V LED Driver (Max. 300W each circuit)
HLG-100H-48A/ HLG-150H-48A/ HLG-240H-48A

//////////////////////;%%%%%///////////////‘/////

ML26-LCH-P-B

ML26-CKF-H-B

ML26-LC-H

90

Code/ Model (Black-Standard)

ML26-HR1000-B
ML26-HR2000-B
ML26-HR3000-B

ML26-HEK-B
ML26-PF-P-B
ML26-CKU-H-B
ML26-CKF-H-B
ML26-LCH-P-B
ML26-L.C-H
ML26-PK-H-B
ML26-PWK-H-B
ML26-RC1000-B
KGP-100V48N
KGP-150V48N
KGP-250V48N
HLG-100H-48A
HLG-150H-48A
HLG-240H-48A

1000/2000/3000mm

Code/ Model (White-Option)

ML26-HR1000-W
ML26-HR2000-W
ML26-HR3000-W

ML26-HEK-W
ML26-PF-P-W
ML26-CKU-H-W
ML26-CKF-H-W
ML26-LCH-P-W
ML26-LC-H
ML26-PK-H-W
ML26-PWK-H-W
ML26-RC1000-W

KGP-150V48N
KGP-250V48N

Light Inset

Insets

Spotlight
@ Page 371-375

Accent Light
@ Page 385-388

General Light
@ Page 389-392

Wall Wash Light
@ Page 401-402

Optional 48V In-track Driver

ML26-PF-B

ML26-HR1000-B
ML26-HR2000-B
ML26-HR3000-B

ML26-RC1000-B
ML26-RC2000-B
ML26-RC3000-B

Pendant Spotlight
@ Page 393-394

Short Info
= 48V low voltage system

» H Track Rail made of extruded aluminium with
26mm width groove and 90mm height

« Suitable for surface mounted or suspended with 2000mm
steel cable

« Track Rail available with standard lengths 1000mm,
2000mm and 3000mm

« Linear Connector and Continuous Kit provided for
continuous Track Rail connection

= Various lighting insets with multiple lighting applications,
Tool-free insert mounting by magnetic+click-in double
locking mechanism

* Insets available with Non Dim, 1-10V Dim and DALI Dim

www.nekolighting.com m



NEKO /MODULINE 26 Linear System ()
48V Low Voltage Modular Linear System =

Installation

= =
=
magnet

& Push the button

o Push the button

-Tool-free insert mounting by magnetic+click-in double locking mechanism

m www.nekolighting.com m



NEKO /MODULINE 26 Linear System ()

48V Low Voltage Modular Linear System =
H Track

Installation

& push the button

Locked

X2

o~ push the button

Unlocked

m www.nekolighting.com m



NEKO /MODULINE 26 Linear System ()

48V Low Voltage Modular Linear System =
Recessed Track Configuration

\

e
-
ML26-FCM-V (Trim) ML26-FTC (Trim) ML26-FXC (Trim) ML26-FCM (Trim) ML26-FCM-O (Trim)
ML26-TCM-V (Trimless) ML26-TTC (Trimless) ML26-TXC (Trimless) ML26-TCM (Trimless) ML26-TCM-O (Trimless) ML26-CKI + ML26-LC
ML26-TTC-El (Trimless-El) ML26-TXC-El (Trimless-El) ML26-TCM-El (Trimless-El) ML26-TCM-EI-O (Trimless-El)

ML26-TCM-EI-V (Trimless-El)

www.nekolighting.com m



NEKO / Linear System
48V Low Voltage Modular Linear System
Trim Recessed Track System

Short Info Moduline 26 Trim Recessed Track System

Moduline 26 Trim Recessed Track System
4 Please order installation track rail, light insets and mounting accessories separately.

Trim Recessed Track System Version Installation Track Rail

, 80
Electrical
Non Dim o Zgﬁ I L (mm) Description Code/ Model (Black-Standard) ~ Code/ Model (White-Option)
~ o 32x(L+10)
>60mm
38

1-10V Dim 1000 Trim Recessed Track Rail ML26-FR1000-B  ML26-FR1000-W
DALI Dim 2000 Trim Recessed Track Rail ML26-FR2000-B  ML26-FR2000-W
Fixture Colour 3000 Trim Recessed Track Rail ML26-FR3000-B  ML26-FR3000-W
Black White(Option) *Track Rail including endcaps.
Accessories of Trim Recessed Track System
e
L (mm) Cutout (mm) Description Code/ Model (Black-Standard)  Code/ Model (White-Option)
BO( (28 80x80 (32x28)+(32x28) Vertical 'L' shape corner module-Inner ML26-FCM-V-B ML26-FCM-V-W
28
P /so 80X80 (32x80)+(32x80) Vertical 'L' shape corner module-Outer ML26-FCM-O-B ML26-FCM-O-W
8080 80x80 (32x77)+(32x45) Horizontal 'L' shape corner module ML26-FCM-B ML26-FCM-W
P
46 46
2 e
120x80 (32x120)+(32x45) ~ 'T' Shape Connector Set ML26-FTC-B ML26-FTC-W
i6 25
120 120
120X120 (82x120)+(32x120)  'X' Shape Connector Set ML26-FXC-B ML26-FXC-W
Flexible Continuous Kit, Electrical ML26-CKF-C-B ML26-CKF-C-W
T ——t
*For Corner Connection.
Short Info
-48V low voltage system Trim Recessed Track Rail Mounting Kit, 2pcs/ set ML26-FIK ML26-FIK
-Trim Recessed Track Rail Version made of extruded aluminium with 26mm width groove and 52mm height
‘Mounted from inner track , suitable for all thickness ceiling heights
-Track Rail available with standard lengths 1000mm, 2000mm and 1000mm
-‘L’ shape corner module, ‘T’ shape connector and X’ shape connector available for flexible system ) )
-Linear Connector and Continuous Kit provided for continuous Track Rail connection Endcap Kit (2pcs/ set) of Trim Recessed Track ML26-FEK-B ML26-FEK-W
-Various lighting insets with multiple lighting applications, Tool-free insert mounting by magnetic+click-in double locking mechanism
-Insets available with Non Dim, 1-10V Dim and DALI Dim
Power Feeder Unit with feeder cables 500mm ML26-PF-B ML26-PF-W
Track Rail Cover 1000mm ML26-RC1000-B ML26-RC1000-W
Track Rail Cover 2000mm ML26-RC2000-B  ML26-RC2000-W
Track Rail Cover 3000mm ML26-RC3000-B  ML26-RC3000-W
*Track Rail Cover can be shortened as desired.
Insets Features
s.p%tgg';‘sn 375 F;ergjaagn; e o &
Linear Connector with screws ML26-LC ML26-LC
Straight Continuous Kit+, Electrical ML26-CKI-B ML26-CKI-W
Accent Light 1 *Continuous Kit needs to be used together with Linear Connector as a set.
® Page 385-388 f
48V In-track Driver, KGP48V Constant Voltage 100W LED Driver, Black KGP-100V48N
48V In-track Driver, KGP48V Constant Voltage 150W LED Driver, Black KGP-150V48N
P 5] | 48V In-track Driver, KGP48V Constant Voltage 250W LED Diriver, Black KGP-250V48N
o Page 3%9-392 i e Push the bution
48V Remote Driver, Meanwell 48V Constant Voltage 100W LED Driver HLG-100H-48A
: - ) 48V Remote Driver, Meanwell 48V Constant Voltage 150W LED Driver HLG-150H-48A
< Pags 40t 402 s 48V Remote Driver, Meanwell 48V Constant Voltage 240W LED Driver  HLG-240H-48A

-Magnetic+click-in double locking mechanism
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NEKO / Linear System
48V Low Voltage Modular Linear System

Trimless Recessed Track System-El
Easy Installation

Short Info Moduline 26 Trimless Recessed Track System
Easy Installation Version
Moduline 26 Trimless Recessed Track System

Easy Installation Version Please order installation track rail, light insets and mounting accessories separately.

33

Electrical Trimless Recessed Track System Easy Installation Version Installation Track Rail
o

Non Dim © F % ot y —
Nonoan ZBE L410 I L (mm) De.scnptlon ‘ Code/ Model (Black-Standard) ~ Code/ Model (White-Option)
1-10V Dim - e— >50mm 1000 Trimless Recessed Track Rail-El ML26-TR1000-EI-B ML26-TR1000-EI-W
DALI Dim 2000 Trimless Recessed Track Rail-El ML26-TR2000-EI-B  ML26-TR2000-EI-W

) 3000 Trimless Recessed Track Rail-El ML26-TR3000-EI-B ML26-TR3000-EI-W
Fixture Colour
Black White(Option) «Track Rail including endcaps.

s

Accessories of Easy Installation Version Trimless Recessed Track System

100 L (mm) Cutout (mm) Description Code/ Model (Black-Standard)  Code/ Model (White-Option)

[ 100x100  (40x48)+(40x48)

Vertical 'L' shape corner module-Inner ML26-TCM-EI-V-B  ML26-TCM-EI-V-W

100~ _~T0  100x100

(40x100)+(40x100)

Vertical 'L' shape corner module-Outer ML26-TCM-EI-O-B

ML26-TCM-EI-O-W

109~ ~0 100x100  (40x80)+(40x40)  Horizontal 'L’ shape corner module  ML26-TCM-EI-B ML26-TCM-EI-W
42/\42
» %
100x120 (40x120)+(40x40) 'T' Shape Connector Set ML26-TTC-EI-B ML26-TTC-EI-W
5 s
120 %
120X120  (40x120)+(40x120) 'X' Shape Connector Set ML26-TXC-EI-B ML26-TXC-EI-W
Flexible Continuous Kit, Electrical ML26-CKF-C-B ML26-CKF-C-W
T —t—
+For Corner Connection.
Short Info
-48V low voltage system Endcap Kit (2pcs/ set) of Trim Recessed Track ML26-TEK-EI-B ML26-TEK-EI-W
-Trimless Recessed Track Rail Easy Installation Version made of extruded aluminium with 26mm width groove and 52mm height
‘Mounted from surface, suitable for all thickness ceiling heights
-Track Rail available with standard lengths 1000mm, 2000mm and 3000mm
-‘L’ shape corner module, ‘T” shape connector and X’ shape connector available for flexible system Power Feeder Unit with feeder cables 500mm ML26-PF-B ML26-PE-W

-Linear Connector and Continuous Kit provided for continuous Track Rail connection
-Various lighting insets with multiple lighting applications, Tool-free insert mounting by magnetic+click-in double locking mechanism

-Insets available with Non Dim, 1-10V Dim and DALI Dim

Track Rail Cover 1000mm

ML26-RC1000-B

ML26-RC1000-W

Track Rail Cover 2000mm

ML26-RC2000-B

ML26-RC2000-W

Track Rail Cover 3000mm

ML26-RC3000-B

ML26-RC3000-W

*Track Rail Cover can be shortened as desired.

& Linear Connector with screws ML26-LC ML26-LC
Straight Continuous Kit*, Electrical ML26-CKI-B ML26-CKI-W
T4 *Continuous Kit needs to be used together with Linear Connector as a set.
Insets Features
s.pgggrenm_s?s F;ergjai;net 3535"9?9“1 [] Trimless Recessed Track mounting kit
1set for 1000mm track ML26-RMK ML26-RMK
ﬁc?:e;‘tel'?gé-sss 48V In-track Driver, KGP48V Constant Voltage 100W LED Driver, Black KGP-100V48N
¢ t 48V In-track Driver, KGP48V Constant Voltage 150W LED Driver, Black KGP-150V48N
48V In-track Driver, KGP48V Constant Voltage 250W LED Driver, Black KGP-250V48N
General Light [s] [+]
® Page 389-392 A Push tho button 48V Remote Driver, Meanwell 48V Constant Voltage 100W LED Driver HLG-100H-48A
48V Remote Driver, Meanwell 48V Constant Voltage 150W LED Driver HLG-150H-48A
48V Remote Driver, Meanwell 48V Constant Voltage 240W LED Driver HLG-240H-48A
Wall Wash Light - )9
° Pagaes401?402 573

-Magnetic+click-in double locking mechanism
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NEKO / Linear System
48V Low Voltage Modular Linear System
Trimless Recessed Track System-Ceiling Thickness Adjustable

Short Info Moduline 26 Trimless Recessed Track System
Ceiling Thickness Adjustable

Moduline 26 Trimless Recessed Track System . ) R ) )

Ceiling Thickness Adjustable Please order installation track rail, light insets and mounting accessories separately.

35

Electrical Trimless Recessed Track System Ceiling Thickness Adjustable Version Installation Track Rail
Non Dim 8 ZBELHO) m L (mm) Description Code/ Model (Black-Standard) ~ Code/ Model (White-Option)
1-10V Dim — >50mm 1000 Trimless Recessed Track Rail ML26-TAR1000-B  ML26-TAR1000-W
DALI Dim 2000 Trimless Recessed Track Rail ML26-TAR2000-B  ML26-TAR2000-W
Fixture Colour 3000 Trimless Recessed Track Rail ML26-TAR3000-B  ML26-TAR3000-W

*Track Rail including endcaps.

Black White(Option)

2

80 Accessories of Ceiling Thickness Adjustable Trimless Recessed Track System
/

@8

L (mm) Cutout (mm) Description Code/ Model (Black-Standard)  Code/ Model (White-Option)
80x80 (40x28)+(40x28) Vertical 'L' shape corner module-Inner ML26-TACM-V-B ~ ML26-TACM-V-W

80\ %0 80x80 (40x80)+(40x80) Vertical 'L' shape corner module-Outer ML26-TACM-O-B ML26-TACM-O-W

80 N80 80x80 (40x82)+(40x42) Horizontal 'L' shape corner module ML26-TACM-B ML26-TACM-W

PN
45 45
y &
80x120 (40x120)+(40x42) 'T' Shape Connector Set ML26-TATC-B ML26-TATC-W
P
45 415
120 %
120X120  (40x120)+(40x120) 'X' Shape Connector Set ML26-TAXC-B ML26-TAXC-W
Flexible Continuous Kit, Electrical ML26-CKF-C-B ML26-CKF-C-W
e
*For Corner Connection.
Short Info
48V low voltage system ) )
“Trimless Recessed Track Rail Version made of extruded aluminium with 35mm width groove and 52mm height Endcap Kit (2pcs/ set) of Trim Recessed Track ML26-TAEK-B ML26-TAEK-W
-Suitable for 3mm/5mm/9mm/12.5mm/15mm/18mm/20mm/25mm thickness ceilings heights
-Track Rail available with standard lengths 1000mm, 2000mm and 3000mm
-‘L’ shape corner module, ‘T” shape connector and X’ shape connector available for flexible system
-Linear Connector and Continuous Kit provided for continuous Track Rail connection Power Feeder Unit with feeder cables 500mm ML26-PF-B ML26-PE-W

-Various lighting insets with multiple lighting applications, Tool-free insert mounting by magnetic+click-in double locking mechanism

-Insets available with Non Dim, 1-10V Dim and DALI Dim

Track Rail Cover 1000mm

ML26-RC1000-B

ML26-RC1000-W

Track Rail Cover 2000mm

ML26-RC2000-B

ML26-RC2000-W

Track Rail Cover 3000mm

ML26-RC3000-B

ML26-RC3000-W

*Track Rail Cover can be shortened as desired.

& Linear Connector with screws ML26-LC ML26-LC

Straight Continuous Kit+, Electrical ML26-CKI-B ML26-CKI-W
Insets Features 7 *Continuous Kit needs to be used together with Linear Connector as a set.
Spotlight Pendant Spotlight [1]
o Page 371-375 ® Page 393-394

Trimless Recessed installation kit

1set for 1000mm track ML26-TAIK ML26-TAIK
Accent Light

® Page 385-388

48V In-track Driver, KGP48V Constant Voltage 100W LED Driver, Black

KGP-100V48N

48V In-track Driver, KGP48V Constant Voltage 150W LED Driver, Black

KGP-150V48N

48V In-track Driver, KGP48V Constant Voltage 250W LED Driver, Black

KGP-250V48N

General Light [3]
® Page 389-392 , 4 Push he bution
48V Remote Driver, Meanwell 48V Constant Voltage 100W LED Driver HLG-100H-48A
. 48V Remote Driver, Meanwell 48V Constant Voltage 150W LED Driver HLG-150H-48A
Wall Wash Light ” Lw:)g 48V Remote Driver, Meanwell 48V Constant Voltage 240W LED Driver HLG-240H-48A
® Page 401-402 X2

-Magnetic+click-in double locking mechanism
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NEKO /MODULINE 26 Linear System () NEKO /MODULINE 26 Linear System (A

48V Low Voltage Modular Linear System = 48V Low Voltage Modular Linear System =
Spotlight Inset Spotlight Inset
ML26-RS25-3W ML26-RS40-8W
Single Spot Single Spot
ML26-RS25-5W ML26-RS40-16W
Double Spot Double Spot
+—190/ 230 (DALI 2.0)— +—190/ 230 (DALI 2.0)— 1 90_/ 239 (D_AU _2.0)»1 11 90_/ 23_0 (Dj\U _2.0)»1
Fr = ahh @ T iFld = Ogh 1Pl = fah
3W 2700K | _n " " OSRAM UGR @ c € (“’ sW 2700K | N r~ CITIZEN uGR ) O T T
000K (LR WY IP2 €. . . IP2 c € &Y. : !
sw RIS 3300% Masllaot L5t socometsoero < 19 | P20 B Q < g 16w 90 000K e oot st Tomaome <18 0 B u—an T 1
i«4eza~ 141325«‘ — @40 —~ Q40K
LED Power System Power LED Voltage CRI CCT Beam LED Output System Output Code LED Power System Power LED Voltage CRI CCT Beam LED Output System Output Code
2W 3W 48V 90 2700K 18° 220Im 170Im MLR0-9271803F-BB 7.5W 8w 48V 90 2700K 18° 700im 550im MLR2-9271808F-BB
30° 220Im 170Im MLR0-9273003F-BB 30° 700Im 550Im MLR2-9273008F-BB
45°  220Im 170Im MLR0-9274503F-BB 45°  700Im 400Im MLR2-9274508F-BB
3000K 18°  230Im 180Im MLR0-9301803F-BB 3000K 18°  750Im 580Im MLR2-9301808F-BB
30°  230m 180Im MLR0-9303003F-BB 30°  750Im 580Im MLR2-9303008F-BB
45° 230Im 180Im MLR0-9304503F-BB 45° 750Im 420Im MLR2-9304508F-BB
4000K 18° 250Im 190Im MLRO0-9401803F-BB 4000K 18° 800Im 640Im MLR2-9401808F-BB
30°  250Im 190Im MLR0-9403003F-BB 30°  800Im 640m MLR2-9403008F-BB
45° 250im 190Im MLR0-9404503F-BB 45° 800Im 460Im MLR2-9404508F-BB
ML26-RS25-8W T e T T e e e T T o ML26-RS40-8W T e T T e e e T ST o
Code Remark: F(ON-OFF) A=A(1-10V Dim) D=D(DALI Dim) Code Remark: F(ON-OFF) A=A(1-10V Dim) D=D(DALI Dim)
A 5W 48V 90 2700K 18° 420Im 330Im MLR1-9271805F-BB 15W 16W 48V 90 2700K 18° 1400Im 1000Im MLR3-9271816F-BB
30° 420Im 330Im MLR1-9273005F-BB 30°  1400Im 1000Im MLR3-9273016F-BB
45° 420lm 330Im MLR1-9274505F-BB 45°  1400Im 800Im MLR3-9274516F-BB
3000K 18° 450Im 350Im MLR1-9301805F-BB 3000K 18° 1500Im 1100Im MLR3-9301816F-BB
30° 450Im 350Im MLR1-9303005F-BB 30°  1500Im 1100Im MLR3-9303016F-BB
45° 450Im 350Im MLR1-9304505F-BB 45°  1500Im 850Im MLR3-9304516F-BB
4000K 18° 500Im 380Im MLR1-9401805F-BB 4000K 18° 1600Im 1200Im MLR3-9401816F-BB
30°  500Im 380Im MLR1-9403005F-BB 30° 1600Im 1200Im MLR3-9403016F-BB
45° 500im 380Im MLR1-9404505F-BB 45°  1600Im 900Im MLR3-9404516F-BB
ML26-RS25-6W T T T T e e T T o ML26-RS40-16W  ~ T T T T T T T T e T o
Code Remark: F(ON-OFF) A=A(1-10V Dim) D=D(DALI Dim) Code Remark: F(ON-OFF) A=A(1-10V Dim) D=D(DALI Dim)
Optional Optional
Brushed Gold White S S
Brushed Gold White
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48V Low Voltage Modular Linear System =
Spotlight Inset

ML26-RS40-12W
Single Spot

ML26-RS40-24W
Double Spot

190/ 230 (DALI 2.0)~ 190/ 230 (DALI 2.0)—
@ -~ - ~.mh @ - ~-mh
2700K _a -~ ~ | CITIZEN T T
12W UGR C € @D
CRI9O0 | 3000K . . ,  ——— 1P20 d s g 9
24W 4000K 187308 E45T g5 00mareosto < 19 CB e i 1
1 Q40 k- — @40 -
LED Power System Power LED Voltage CRI CCT Beam LEDOutput System Output Code
11w 12W 48V 90 2700K 18° 1000Im 700lm MLR4-9271812F-BB
30° 1000Im 700Im MLR4-9273012F-BB
45° 1000Im 550Im MLR4-9274512F-BB
3000K 18° 1100Im 750Im MLR4-9301812F-BB
30° 1100Im 750Im MLR4-9303012F-BB
45° 1100Im 600Im MLR4-9304512F-BB
4000K 18° 1200Im 800Im MLR4-9401812F-BB
30° 1200Im 800Im MLR4-9403012F-BB
45° 1200Im 650im MLR4-9404512F-BB

ML26-RS40-12W  — T T e e e e T
Code Remark: F(ON-OFF) A=A(1-10V Dim) D=D(DALI Dim)

22W 24W 48 V 90 2700K 18°  2000m 1400Im MLR5-9271824F-BB
30°  2000m 1400Im MLR5-9273024F-BB

45°  2000Im 1100Im MLR5-9274524F-BB

3000K 18°  2200m 1500Im MLR5-9301824F-BB

30°  2200m 1500Im MLR5-9303024F-BB

45°  2200im 1200Im MLR5-9304524F-BB

4000K 18°  2400m 1600Im MLR5-9401824F-BB

30°  2400m 1600Im MLR5-9403024F-BB

45°  2400m 1300Im MLR5-9404524F-BB

ML26-RS40-24W T T e e e e T
Code Remark: F(ON-OFF) A=A(1-10V Dim) D=D(DALI Dim)

Optional

Brushed Gold White
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NEKO /MODULINE 26 Linear System (A

48V Low Voltage Modular Linear System =
Spotlight Inset

ML26-RT55-10W
Zooming Spot

190/ 230 (DALI 2.0)—
P Y

2700K | " "W | CITIZEN \
10W CRI90 3000K e UGR | pg L@ B CE @. ne
4000K | 200-40° 35°-60° | 50000naLeosto | < 19 e 1
f— 150 mm —
LED Power System Power LED \oltage CRI CCT Beam LED Output System Output Code
9w 10W 48V 90 2700K 20°-40° 1200im 1000im MLR6-9277410F-BB
35°-60°  1200im 950Im MLR6-9277610F-BB
3000K 20°-40° 1300im 1100Im MLR6-930Z410F-BB
35°-60° 1300Im 1000Im MLR6-9302610F-BB
4000K 20°-40° 1400im 1200im MLR6-9407410F-BB
35°-60°  1400im 1100im MLR6-9407610F-BB

Code Remark: F=F(ON-OFF) A=A(1-10V Dim) D=D(DALI Dim)

ML26-RT55-10W

Optional
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48V Low Voltage Modular Linear System =
Spotlight Inset

ML26-RS72-19W
ML26-RS72-26W
Single Spot

190/ 230 (DALI 2.0~

2700K | _n A ~. CITIZEN \
19W K CITIZEN yGR CE . T
26w ORI90 3000% 2ar oot oot Graramre <19 720 B % o
f——137.5 —

LED Power System Power LED \oltage CRI CCT Beam LED Output System Output Code

18W 19W 48V 90 2700K 20° 1800Im 1500im MLR7-9272019F-BB

35° 1800Im 1600Im MLR7-9273519F-BB

55° 1800Im 1600Im MLR7-9275519F-BB

3000K 20° 1900Im 1600Im MLR7-9302019F-BB

35° 1900Im 1700Im MLR7-9303519F-BB

55° 1900Im 1700Im MLR7-9305519F-BB

4000K 20° 2100Im 1700Im MLR7-9402019F-BB

35° 2100Im 1800Im MLR7-9403519F-BB

55° 2100Im 1800Im MLR7-9405519F-BB

25W 26W 48V 90 2700K 20° 2500Im 2100Im MLR7-9272026F-BB

35° 2500Im 2300Im MLR7-9273526F-BB

55° 2500Im 2300Im MLR7-9275526F-BB

3000K 20° 2700Im 2200Im MLR7-9302026F-BB

35° 2700Im 2400Im MLR7-9303526F-BB

55° 2700Im 2400Im MLR7-9305526F-BB

4000K 20° 2900Im 2400Im MLR7-9402026F-BB

35° 2900Im 2600Im MLR7-9403526F-BB

ML26-RS72-19W 55° 2900Im 2600Im MLR7-9405526F-BB

ML26-RS72-26W oo e e M TEREe T T
Code Remark: F(ON-OFF) A=A(1-10V Dim) D=D(DALI Dim)

Optional
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NEKO /MODULINE 26 Linear System ()

48V Low Voltage Modular Linear System =
ML26-RS96 Spotlight Inset

ML26-RS96-9W

9W (CRIZO §§§§E :5,, ;50 3”5\, SZZEL e B CE @Dw

50,000h@LB0B10 Intertek

+—190/ 230 (DALI 2.0)—

LED Power System Power LED \bltage CRI CCT Beam LED Output System Output Code

8W 9w 48V 90 2700K 15° 900Im 700Im MLR9-9271509F-BN
25° 900Im 720Im MLR9-9272509F-BN

35° 900Im 720Im MLR9-9273509F-BN

3000K 15° 950im 720Im MLR9-9301509F-BN

25° 950im 750Im MLR9-9302509F-BN

35° 950Im 750Im MLR9-9303509F-BN

4000K 15° 1050Im 780Im MLR9-9401509F-BN

25° 1050Im 830Im MLR9-9402509F-BN

35° 1050Im 830Im MLR9-9403509F-BN

ML26-RS96-10W o
Code Remark: F(ON-OFF)

A=A(1-10V Dim) D=D(DALI Dim)

Optional

Brushed Gold White

NEW

www.nekolighting.com 378
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NEKO /MODULINE 26 Linear System ()

48V Low Voltage Modular Linear System =
ML26-FRS72 Spotlight Inset

Accessory

Honeycomb

Reflector

Black

White

Dark Light

Specular

NEW

Matt

www.nekolighting.com m



NEKO /MODULINE 26 Linear System () NEW

48V Low Voltage Modular Linear System =
ML26-FRS72 Spotlight Inset LED Power System Power LED Voltage CRI CCT Beam LED Output System Output Code
oW 10W 48V 90 2700K 25°  900Im 620Im MLF1-9272510F-BC
36°  900Im 650Im MLF1-9273610F-BC
50°  900Im 650Im MLF1-9275010F-BC
3000K 25°  950Im 650Im MLF1-9302510F-BC
36°  950m 700Im MLF1-9303610F-BC
50°  950Im 700Im MLF1-9305010F-BC
4000K 25° 1050Im 700Im MLF1-9402510F-BC
. 36°  1050Im 780Im MLF1-9403610F-BC
Dark Light Reflector 50°  1050Im 780m  MLF1-9405010F-BC
Code Remark: F(ON-OFF) A=A(1-10V Dim) D=D(DALI Dim)
oW 10W 48V 90 2700K 25°  900Im 620Im MLF1-9272510F-BW
36°  900Im 650Im MLF1-9273610F-BW
50°  900Im 650Im MLF1-9275010F-BW
3000K 25°  950Im 650Im MLF1-9302510F-BW
36°  950m 700Im MLF1-9303610F-BW
50°  950Im 700Im MLF1-9305010F-BW
4000K 25° 1050Im 700Im MLF1-9402510F-BW
ML26-FRS72-10W - 36° 1050Im 780Im MLF1-9403610F-BW
Single Spot inie Feflector . 50" 1050m _ 780m  MLF1-9405010F-BW
Code Remark: F(ON-OFF) A=A(1-10V Dim) D=D(DALI Dim)
Accessory Optional
+—190/ 230 (DALI 2.0)—
de®a = "7 Eeh L [
2700K |~ _r_ .~ CITIZEN A H b i
10W GRIg0 000K [ 1|7, [ ==mmimme UGR 1p3g @ B C€ @. eneveem Brushed Gold White
4000K | 257E36%150% | gy oonaLsosto | < 19 intertek 60
= @72 —
LED Power System Power LED Voltage CRI CCT Beam LED Output System Output Code
oW 10W 48V 90 2700K 25°  900Im 620Im MLF1-9272510F-BS
36°  900Im 650Im MLF1-9273610F-BS
50°  900Im 650Im MLF1-9275010F-BS
3000K 25°  950Im 650Im MLF1-9302510F-BS
36°  950m 700im MLF1-9303610F-BS
50°  950Im 700Im MLF1-9305010F-BS
4000K 25° 1050Im 700Im MLF1-9402510F-BS
36°  1050Im 780Im MLF1-9403610F-BS
Specular Reflector 50°  1050m 780lm  MLF1-9405010F-BS

Code Remark: F(ON-OFF) A=A(1-10V Dim) D=D(DALI Dim)

ow 10w 48V 90 2700K 25°  900Im 620m  MLF1-9272510F-BM
36°  900Im 650m  MLF1-9273610F-BM

50°  900m 650lm  MLF1-9275010F-BM

3000K 25°  950Im 650m  MLF1-9302510F-BM

36°  950m 700m  MLF1-9303610F-BM

50°  950m 700m  MLF1-9305010F-BM

4000K 25° 1050Im 700m  MLF1-9402510F-BM

36°  1050Im 780m  MLF1-9403610F-BM

Matt Reflector 50° 1050im 780m  MLF1-9405010F-BM

Code Remark: F(ON-OFF) A=A(1-10V Dim) D=D(DALI Dim)

ow 10w 48V 90 2700K 25°  900Im 620m  MLF1-9272510F-BB
36°  900Im 650lm  MLF1-9273610F-BB

50°  900m 650lm  MLF1-9275010F-BB

3000K 25°  950Im 650lm  MLF1-9302510F-BB

36°  950m 700m  MLF1-9303610F-BB

50°  950m 700m  MLF1-9305010F-BB

4000K 25° 1050Im 700m  MLF1-9402510F-BB

36° 1050Im 780lm  MLF1-9403610F-BB

Black Reflector 50° 1050im 780m  MLF1-9405010F-BB

Code Remark: F(ON-OFF) A=A(1-10V Dim) D=D(DALI Dim)

www.nekolighting.com m



NEKO /MODULINE 26 Linear System ()
48V Low Voltage Modular Linear System 2

ML26-FRS72 Double Spotlight Inset

2700K
3000K
4000K

n n n

25 W I364 50

CITIZEN

—e——
50,000h@LB0B10

‘ 20W  CRI90

UGR
<19

=

Double Inset

‘lpzo“CB‘ce

NEW

ML26-FRS72-20W

Intertek

+—190/ 230 (DALI 2.0)—

60

1

= @72 —— @72

LED Power System Power LED \oltage CRI

CCT Beam

LED Output System Output

Code

18W 20W 48V 90 2700K 25°  1800Im 1250im  MLF2-9272520F-BS
36°  1800Im 1300m  MLF2-9273620F-BS

50°  1800Im 1300m  MLF2-9275020F-BS

3000K 25°  1900im 1300m  MLF2-9302520F-BS

36°  1900m 1400im  MLF2-9303620F-BS

50°  1900Im 1400lm  MLF2-9305020F-BS

4000K 25°  2100im 1400m  MLF2-9402520F-BS

36° 2100 1550m  MLF2-9403620F-BS

Specular Reflector 50°  2100im 1550l MLF2-9405020F-BS
Gode Remark: F(ON-OFF) A=A(1-10V Dim) D=D(DALI Dim)

18W 20W 48V 90 2700K 25°  1800Im 1250im  MLF2-9272520F-BM

36°  1800Im 1300m  MLF2-9273620F-BM

50°  1800Im 1300m  MLF2-9275020 F-BM

3000K 25°  1900im 1300m  MLF2-9302520F-BM

36°  1900m 1400lm  MLF2-9303620 F-BM

50°  1900Im 1400lm  MLF2-9305020 F-BM

4000K 25°  2100im 1400m  MLF2-9402520F-BM

36° 2100 1550m  MLF2-9403620 F-BM

Matt Reflector 50°  2100Im 1550l MLF2-9405020 F-BM
Gode Remark: F(ON-OFF) A=A(1-10V Dim) D=D(DALI Dim)

18W 20W 48V 90 2700K 25°  1800Im 1250im  MLF2-9272520F-BB

36°  1800Im 1300m  MLF2-9273620F-BB

50°  1800Im 1300m  MLF2-9275020F-BB

3000K 25°  1900im 1300m  MLF2-9302520F-BB

36°  1900m 1400im  MLF2-9303620F-BB

50°  1900Im 1400lm  MLF2-9305020F-BB

4000K 25°  2100im 1400m  MLF2-9402520F-BB

36° 2100 1550m  MLF2-9403620F-BB

Black Reflector 50°  2100Im 1550im  MLF2-9405020F-BB

Code Remark: F(ON-OFF) A=A(1-10V Dim) D=D(DALI Dim)

LED Power System Power LED Voltage CRI CCT Beam LED Output System Output Code
18W 20W 48V 90 2700K 25°  1800Im 1250m  MLF2-9272520F-BC
36°  1800Im 1300m  MLF2-9273620F-BC
50°  1800Im 1300m  MLF2-9275020F-BC
3000K 25°  1900Im 1300m  MLF2-9302520F-BC
36°  1900m 1400lm  MLF2-9303620F-BC
50°  1900Im 1400m  MLF2-9305020 F-BC
4000K 25°  2100Im 1400m  MLF2-9402520F-BC
, 36° 2100 1550m  MLF2-9403620 F-BC
Dark Light Reflector 50°  2100Im 1550m  MLF2-9405020 F-BC

Code Remark: F(ON-OFF) A=A(1-10V Dim) D=D(DALI Dim)

18W 20W 48V 90 2700K 25°  1800Im 1250m  MLF2-9272520F-BW
36°  1800Im 1300m  MLF2-9273620F-BW

50°  1800Im 1300lm  MLF2-9275020 F-BW

3000K 25°  1900Im 1300lm  MLF2-9302520 F-BW

36°  1900m 1400lm  MLF2-9303620 F-BW

50°  1900Im 1400lm  MLF2-9305020 F-BW

4000K 25°  2100Im 1400m  MLF2-9402520 F-BW

. 36° 2100 1550m  MLF2-9403620 F-BW
White Reflector 50°  2100Im 1550im  MLF2-9405020 F-BW

Code Remark: F(ON-OFF) A=A(1-10V Dim) D=D(DALI Dim)

Accessory Optional

Honeycomb Brushed Gold White

www.nekolighting.com m



NEKO /MODULINE 26 Linear System n

48V Low Voltage Modular Linear System =
Accent Light Inset

ML26-AL190-3W ML26-AL190-7W ML26-AL280-9W ML26-AL280-13W

s - il O Pla® 1 [fs- -~ -~ "5F o
2700K |~ " n g g 2700K | A n ©
aw OSRAM UGR ‘ CB C€ O 5 OSRAM UGR D g
CRIg0 3000K [T U1 % IP20 [ I O CRIg0 3000K LW ¥ 1P20 (B [ v | |
™ 200 354 F 55¢ < kS 13W 202 1352 | 55° < o
4000K 50,000n@L80B10 | < 19 = - - e 4000K 50,000h@L80B10 < 19 intertek | 284 | |22 j
LED Power System Power LED Voltage CRI CCT Beam LED Output System Output Code LED Power System Power LED Voltage CRI CCT Beam LED Output System Output Code
2W 3W 48V 90 2700K 20° 230Im 170Im MLAS3-9272003F-BB 8W 9w 48V 90 2700K 20° 950Im 700Im MLA1-9272009F-BB
35° 230Im 170Im MLAS3-9273503F-BB 35° 950Im 700Im MLA1-9273509F-BB
55° 230Im 160Im MLAS3-9275503F-BB 55° 950Im 650Im MLA1-9275509F-BB
3000K  20° 250Im 180Im MLAS3-9302003F-BB 3000K 20°  1000Im 750Im MLA1-9302009F-BB
35° 250Im 180Im MLAS3-9303503F-BB 35° 1000Im 750Im MLA1-9303509F-BB
55° 250Im 170Im MLAS3-9305503F-BB 55° 1000Im 680Im MLA1-9305509F-BB
4000K 20° 270lm 200Im MLAS3-9402003F-BB 4000K 20°  1100Im 800Im MLA1-9402009F-BB
ML26-AL190-3W 35° 270lm 200Im MLAS3-9403503F-BB 35° 1100Im 800Im MLA1-9403509F-BB
55 270lm 190Im MLAS3-9405503F-BB ML26-AL280-9W 55°  1100Im 750Im MLA1-9405509F-BB
Code Remark: F(ON-OFF) A=A(1-10V Dim) D=D(DALI Dim) Code Remark: F(ON-OFF) A=A(1-10V Dim) D=D(DALI Dim)
W W 48V 90 2700K 20° 700Im 500Im MLA4-9272007F-BB 12W 13W 48V 90 2700K 20°  1400im 1000Im MLA2-9272013F-BB
35° 700Im 500Im MLA4-9273507F-BB 35° 1400Im 1000Im MLA2-9273513F-BB
55° 700Im 470Im MLA4-9275507F-BB 55° 1400Im 950Im MLA2-9275513F-BB
3000K 20° 750Im 550Im MLA4-9302007F-BB 3000K 20° 1500Im 1100Im MLA2-9302013F-BB
35° 750Im 550Im MLA4-9303507F-BB 35° 1500Im 1100Im MLA2-9303513F-BB
55° 750Im 500Im MLA4-9305507F-BB 55° 1500Im 1000Im MLA2-9305513F-BB
4000K 20° 820Im 600Im MLA4-9402007F-BB 4000K 20° 1600Im 1200Im MLA2-9402013F-BB
ML26-AL190-7W 35° 820Im 600Im MLA4-9403507F-BB 35°  1600Im 1200Im MLA2-9403513F-BB
55° 820Im 550Im MLA4-9405507F-BB 55° 1600Im 1100Im MLA2-9405513F-BB

Code Remark: F(ON-OFF) A=A(1-10V Dim) D=D(DALI Dim) ML26-AL280-13W Code Remark: F(ON-OFF) A=A(1-10V Dim) D=D(DALI Dim)

Optional Optional

www.nekolighting.com m



NEKO /MODULINE 26 Linear System () NEKO /MODULINE 26 Linear System () NEW

48V Low Voltage Modular Linear System = 48V Low Voltage Modular Linear System =
Adjustable Accent Light Inset ML26-AA315 Accent Light Inset
A
ML26-SA280-13W . .
Adjustable Accent Light Inset ML26-AA315-14W Felusizle rEge 1l
g = - "%h [ *g i T
2700K | _n oo oo OSRAM UGR O | D 8 2700K || OSRAM UGR @ \ i~ ' I
s E\Y))8 3000K | IP2 C € céllam el
10w Grioo 3000 [ 5L S <10 P20 lﬁ! CBCE .ﬂl’k ] l 14W CRI90 3000 (50t soooomatzesio <19 P20 B Oﬁ | |
| N| 315 @22~
! 28 | — 22
LED Power System Power LED Voltage CRI CCT Beam LED Output System Output Code LED Power System Power LED \bltage CRI CCT Beam LED Output System Output Code
12W 13W 48V 90 2700K 20°  1400Im 1000lm  MLA5-9272013F-BB 13w 14W 48V 90 2700K  30°  1200im 1050im  MLA7-9273014F-BB
357 1400im 1000m  MLA5-9273513F-BB 3000K  30°  1400im 1100lm  MLA7-9303014F-BB
557 1400m 9%50im  MLAS-9275513F-BB 4000K  30°  1500Im 1200m  MLAT7-9403014F-BB
3000K 20°  1500Im 1100m  MLA5-9302013F-BB e T T T T
35°  1500im 1100Im  MLA5-9303513F-BB Code Remark: F(ON-OFF) A=A(1-10V Dim) D=D(DALI Dim)
55°  1500im 1000m  MLA5-9305513F-BB
4000K 20°  1600Im 1200m  MLA5-9403513F-BB
35  1600Im 1200im  MLA5-9403513F-BB
55 1600im 1100m  MLA5-9405513F-BB ML26-AA315-14W
ML26-SA280-13W Code Remark: F(ON-OFF) A=A(1-10V Dim) D=D(DALI Dim)
Optional
White

www.nekolighting.com 388



NEKO /MODULINE 26 Linear System () NEW NEKO /MODULINE 26 Linear System (A

48V Low Voltage Modular Linear System = 48V Low Voltage Modular Linear System =
ML26-AG315 General Light Inset Adjustable General Light Inset
A
) o ML26-SG280-7W
ML26-AG315-10W FelusiEia Enge 160 Adjustable General Light Inset
dg° e - " *sh °g Ol T
10W CRI90 3000k 1 OSRAM jpyg (B C€ . P;” — . ﬂ; W Crioo 00K v ™ pao @ (B C€ @. ! @ i
2000K | 120° | 50,000n@L80B10 e i 2000K 1% 50 000meLeoB10 A s D JL
315 222+ 90" 90 | 08 | 22k
T 1
LED Power System Power LED \bltage CRI CCT Beam LED Output System Output Code LED Power System Power LED Voltage CRI CCT Beam LED Output System Output Code
9w 10W 48V 90 2700K  120° 750Im 500Im MLG6-927A210F-BN 6w W 48V 90 2700K  110° 550im 430Im MLG5-927A107F-BN
3000K  120° 800Im 550Im MLG6-930A210F-BN 3000K  110° 600Im 400Im MLG5-930A107F-BN
4000K  120°  850Im 600m  MLGB-940A210F-BN 4000K 110°  650m 450m  MLG5-940A107F-BN
Code Remark: F(ON-OFF) A=A(1-10V Dim) D=D(DALI Dim) Code Remark: F(ON-OFF) A=A(1-10V Dim) D=D(DALI Dim)
Optional

ML26-AG315-10W ML26-SG280-7W e :

www.nekolighting.com m



NEKO /MODULINE 26 Linear System ()

48V Low Voltage Modular Linear System =
General Light Inset

2700K| : \
Bt oo 55 42 (B3 CBCE D-

0,000h@L80B10) Intertek

ML26-GL280-7W

ML26-GL560-13W

284/ 564

LED Power System Power LED \oltage CRI CCT

Beam LED Output System Output

Code

6w W 48V
e

90 2700K  110° 550Im 430Im
3000K  110° 600Im 400Im
4000K  110° 650Im 450Im

MLG1-927A107F-BN
MLG1-930A107F-BN
MLG1-940A107F-BN

ML26-GL280-7W

Code Remark: F(ON-OFF) A=A(1-10V Dim)

D=D(DALI Dim)

ML26-GL560-13W

90 2700K  110° 1100Im 750Im MLG2-927A113F-BN
3000K  110° 1200Im 800Im MLG2-930A113F-BN
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, 4000K__110° __1300m_____900im___MLG2-G40A113F-BN
Code Remark: F(ON-OFF) A=A(1-10V Dim) D=D(DALI Dim)
Optional
White

ML26-GL840-19W

ML26-GL1120-26W
prian| P
2700K = \ 2 g ) s %g
1R crigo 3000K . . &I by (B c E @m M 1 i
4000K 50,000h@LB0B10 intertek | \
| 844/ 1124 |
LED Power System Power LED Voltage CRI CCT Beam LED Output System Output Code

—————— T

ML26-GL840-19W

ML26-GL1120-26W

18W 19w 48V 90 2700K 110°  1700m 1100l  MLGB-927A119F-BN
000K 110°  1800m  1200im  MLG3-930A119F-BN
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, 4000K 110%  1900im  1800im  MLG3-940AT19F-BN
Code Remark: F(ON-OFF) A=A(1-10V Dim) D=D(DALI Dim)

24W 26W 48V 90 2700K 110°  2200m  1500im  MLG4-927A126F-BN
000K  110°  2400m  1600im  MLGA4-930A126F-BN

4000K  110°  2600m  1700m  MLGA4-Q40A126F-BN

Code Remark: F(ON-OFF) A=A(1-10V Dim) D=D(DALI Dim)

Optional

www.nekolighting.com m



NEKO /MODULINE 26 Linear System () NEKO /MODULINE 26 Linear System (A

48V Low Voltage Modular Linear System = 48V Low Voltage Modular Linear System =
Pendant Spot Inset Pendant Spot Inset

——190/ 230 (DALI 2.0) —1 ——190/ 230 (DALI 2.0) —

400

ML26-PS55-14W

ML26-PS40-12W 40k

2700K | _a_ - _~_|CITIZEN uGR @ \ 2700K | o~ _n_ | CITIZEN uGR @
12 ORI0 3000K |5 [ 1, == UGS 1P20 CB C€ @. 14W ORI 3000K [0 1) 1 [ i 1P20 CB C€ @.

intertek s0000naLsoeto | < 19 intertek

LED Power System Power LED \oltage CRI CCT Beam LED Output System Output Code LED Power System Power LED Voltage CRI CCT Beam LED Output System Output Code
11w 12W 48V 90 2700K 18°  1000m 700lm MLP1-9271812F-BB 13W 14W 48V 90 2700K 18°  1100Im 900Im MLP2-9271814F-BB
30°  1000Im 700lm MLP1-9273012F-BB 24°  1100Im 900Im MLP2-9272414F-BB
45°  1000Im 550Im MLP1-9274512F-BB 36°  1100Im 750lm MLP2-9273614F-BB
3000K 18°  1100Im 750lm MLP1-9301812F-BB 3000K 18°  1200Im 950Im MLP2-9301814F-BB
30°  1100Im 750Im MLP1-9303012F-BB 24°  1200lm 950Im MLP2-9302414F-BB
45°  1100Im 600Im MLP1-9304512F-BB 36°  1200Im 800Im MLP2-9303612F-BB
4000K 18°  1200Im 800Im MLP1-9401812F-BB 4000K 18°  1300Im 1000im MLP2-9401814F-BB
30°  1200Im 800Im MLP1-9403012F-BB 24°  1300Im 1000Im MLP2-9402414F-BB
45° 1200Im 650im MLP1-9404512F-BB 36° 1300Im 850Im MLP2-9403614F-BB
Code Remark: F(ON-OFF) A=A(1-10V Dim) D=D(DALI Dim) Code Remark: F=F(ON-OFF) A=A(1-10V Dim) D=D(DALI Dim)

ML26-PS55-14W

ML26-PS40-12W Optional Optional

Brushed Gold White White

www.nekolighting.com m



NEKO /MODULINE 26 Linear System ()

48V Low Voltage Modular Linear System =
ML26-PS60 Pendant Light Inset

ML26-PS60-5W

2700K |_n 2 2 -
OSRAM UGR C €
5W |CRigo 2888E 18° | 242 [36% | 50% s0,000hLeoBio| < 19 1P20 CB °

Intertek

NEW

+—190/ 230 (DALI 2.0)—
= T T 7 Fe

69

@60+

LED Power System Power LED Voltage CRI CCT Beam LED Output System Output

Code

4.5W 5W 48V 90 2700K

3000K

ML26-PS60-5W 4000K

18°
24°
36°
50°
18°
24°
36°
50°

470Im
470Im
470Im
470Im
500im
500Im
500Im
500Im
550Im
550Im
550im
550Im

370Im
370Im
370Im
370Im
400Im
400Im
400Im
400Im
450Im
450Im
450Im
450Im

MLP3-9271805F-BB
MLP3-9272405F-BB
MLP3-9273605F-BB
MLP3-9275005F-BB
MLP3-9301805F-BB
MLP3-9302405F-BB
MLP3-9303605F-BB
MLP3-9305005F-BB
MLP3-9401805F-BB
MLP3-9402405F-BB
MLP3-9403605F-BB
MLP3-9405005F-BB

Code Remark: F(ON-OFF) A=A(1-10V Dim) D=D(DALI Dim)

Optional

NEKO /MODULINE 26 Linear System (A

48V Low Voltage Modular Linear System =
ML26-PAD150 Pendant Light Inset

ML26-PAD150-12W

2700K | _
RAM )
12w criso 3000K 71 OSRAM 1pa (B C€ @.

Intertek

NEW

~—190/ 230 (DALI 2.0)—
""" Te"sh

LED Power System Power LED \oltage CRI CCT Beam LED Output System Output Code
11w 12W 48V 90 2700K  110° 900Im 720lm MLPA-927A112F-BN
3000K  110° 950Im 750Im MLPA-930A112F-BN
4000K  110°  1050Im 800Im MLPA-940A112F-BN

ML26-PAD150-12W

Code Remark: F(ON-OFF) A=A(1-10V Dim) D=D(DALI Dim)

Optional

Brushed Gold White

www.nekolighting.com m
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NEKO /MODULINE 26 Linear System ()

48V Low Voltage Modular Linear System
ML26-PD300 Pendant Light Inset

=

ML26-PD300-18W

+—190/ 230 (DALI 2.0)—

2700K CITIZEN | ygr
18W CRI90 3000K ’ ‘ ——EE 1P20 c € CGTIiw
‘ 4000K | 60°!| 50,000n@Leos10 | < 19 CB % J
p——— @300 ——
LED Power System Power LED Voltage CRI CCT Beam LED Output System Output Code

17w 18W 48V 90 2700K 60° 1600Im 1050lm  MLPD-9276018F-BB-H
3000K 60° 1700Im 1100lm  MLPD-9306018F-BB-H
4000K 60° 1800Im 1200lm  MLPD-9406018F-BB-H
Code Remark: F(ON-OFF) A=A(1-10V Dim) D=D(DALI Dim)
17W 18W 48V 90 2700K  60° 1600im 1050lm  MLPD-9276018F-BW-H

3000K  60° 1700Im 1100lm  MLPD-9306018F-BW-H
4000K  60° 1800Im 1200lm  MLPD-9406018F-BW-H

Code Remark: F(ON-OFF) A=A(1-10V Dim) D=D(DALI Dim)

Optional

NEW

www.nekolighting.com m



NEKO /MODULINE 26 Linear System ()

48V Low Voltage Modular Linear System = N EW
ML26-PB120 Pendant Light Inset

ML26-PB120-10W
(Frosted Glass)

+—190/ 230 (DALI 2‘0)

2700K = - CITIZEN : O
10W CRI90 3000K 1g0 =eemmims |P20 B CE €.
4000K 60,000n@LE0B10 intertek
@120
LED Power System Power LED Voltage CRI CCT Beam LED Output System Output Code
9w 10W 48V 90 2700K  180° 900Im 620Im MLPB-927A810F-BN
3000K  180° 950Im 650Im MLPB-930A810F-BN
4000K  180°  1050Im 700Im MLPB-940A810F-BN

Code Remark: F(ON-OFF) A=A(1-10V Dim) D=D(DALI Dim)

ML26-PB120-10W Optional

www.nekolighting.com m



NEKO /MODULINE 26 Linear System ()
48V Low Voltage Modular Linear System =

Wall Washer Inset

ML26-WW280-7W

ST, B
ML26-WW560-13W
® o = o O JT E
2700K \ ®
15 (CRI9 3000K 1P20 (B C€ @. 1 u
4000K | 50,0001@LB0B10 interk | 290/ 570 i o2k
LED Power System Power LED \oltage CRI CCT Beam LEDOutput System Output Code

6w W 48V 90 2700K Wall Washer  550Im 330Im MLW1-927A107F-BM

3000K Wall Washer  600Im 350im MLW1-930A107F-BM

4000K Wall Washer  650Im 400Im MLW1-940A107F-BM

ML26-WW280-7W

ML26-WW560-13W

Code Remark: F(ON-OFF) A=A(1-10V Dim) D=D(DALI Dim)

12w 13W 48V 90 2700K Wall Washer 1100im 670Im MLW2-927A113F-BM
3000K  Wall Washer 1200im 700Im MLW2-930A113F-BM
4000K  Wall Washer 1300im 750Im MLW2-940A113F-BM

Code Remark: F(ON-OFF) A=A(1-10V Dim) D=D(DALI Dim)

Optional

Wall

Adjustable Wall Washer

—

www.nekolighting.com m



NEKO /

Microprismatic Cover

UGR<19

R
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NEKO /

Ceiling Light System
Modular Design

Pendant Installation Kit-Rod Pendant Installation Kit-Wire

Ceiling Box with Suspension Rod Ceiling Box with Suspension Wires

Surface Mounted Installation Kit Magnetic Uplight Module

LED Light Engine

CRI>90/ CRI>80
2700/ 3000K/ 4000K/

Light Cover
GAME Series Light Cover Light Cover
Black SUGAR Series SUGAR Series

Black-Black Black-Gold

Pendant Installation Kit-Rod
Ceiling Box with Suspension Rod

Surface Mounted Installation Kit

LED Light Engine
CRI>90/ CRI>80

Light Cover
GAME Series
White

Installation:

Pendant Installation Kit-Wire
Ceiling Box with Suspension Wires

Magnetic Uplight Module

Light Cover
SUGAR Series
White-White

www.nekolighting.com 406



NEKO /
Ceiling Light System

50mmI

350mm

—— 8WUp Light(250mA) 850Im
12W Down Light(350mA) 1400im
16W Down Light(500mA) 2000Im
ON-OFF/Phase Dim/1-10V/DALI Dim

~ 50mm I

450mm

— 11W Up Light(350mA) 1100Im
16W Down Light(500mA) 2000Im
24W Down Light(700mA) 2800Im
ON-OFF/Phase Dim/1-10V/DALI Dim

50mmI

600mm

— 18W Up Light(500mA) 1700Im
24W Down Light(700mA) 2800Im
36W Down Light(1050mA) 4700Im
46W Down Light(1050mA) 6100Im
ON-OFF/Phase Dim/1-10V/DALI Dim

50mmI |2

D3=@136mm
|— D3 —]
g 900mm

o — D3 —|

——  25WUp Light(700mA) 2400Im
65W Down Light(1400mA) 8000Im
ON-OFF/1-10V/DALI Dim

1200mm 1000mm
Adjustable Customized Lengths Available

Magnetic Uplight Module

|

D

GAME 350/ 450: D2=@235mm
GAME 600/ 900: D2=@350mm

D2 —
I |

(«

g
I
3

78 —|
L 501

GAME 350: D1=@350mm
GAME 450: D1=0450mm (GAME 350 for Reference) (GAME 450 for Reference)

GAME 600: D1=@600mm

GAME 900: D1=@900mm
407 www.nekolighting.com 408



NEKO /
Ceiling Light System

75mmI

350mm

8W Up Light(250mA) 850Im

12W Down Light(350mA) 1400im
16W Down Light(500mA) 2000Im
ON-OFF/Phase Dim/1-10V/DALI Dim

l 75mmI

450mm

11W Up Light(350mA) 1100Im
16W Down Light(500mA) 2000Im
24W Down Light(700mA) 2800Im
ON-OFF/Phase Dim/1-10V/DALI Dim

75mmI

600mm

18W Up Light(500mA) 1700Im

24W Down Light(700mA) 2800Im
36W Down Light(1050mA) 4700Im
46W Down Light(1050mA) 6100Im
ON-OFF/Phase Dim/1-10V/DALI Dim

75mmI

D3=@136mm
|— D3 —]
900mm

- D3
]

., 25W Up Light(700mA) 2400Im
65W Down Light(1400mA) 8000Im

ON-OFF/1-10V/DALI Dim

1200mm 1000mm
Adjustable Customized Lengths Available
Magnetic Uplight Module

|

D

&

g
I
3

SUGAR 850/ 450: D2=@235mm
SUGAR 600/ 900: D2=0350mm

D2 —

—103 —

75

(SUGAR 450 for Reference)

| D1 | | D1 | I
SUGAR 350: D1=0350mm
www.nekolighting.com m

SUGAR 450: D1=0450mm
SUGAR 600: D1=0600mm

m SUGAR 900: D1=@900mm

D1 |
(SUGAR 350 for Reference)




NEKO /
Project: Skyline Hill, Germany
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NEKO /
Ceiling Light System

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code

12w 14 W 34V 350mA 80 2700K 90° 1800Im 1300m  GAPW-8279012N-BN
3000K 90° 1900Im 1400lm  GAPW-8309012N-BN
4000K 90° 2000Im 1600m  GAPW-8409012N-BN

16W 18W 34V 500mA 80 2700K 90° 2400Im 1900m  GAPW-8279016N-BN
3000K 90° 2600Im 2000lm  GAPW-8309016N-BN
4000K  90° 2800Im 2200lm  GAPW-8409016N-BN

Standard pendant length: 1200mm

Black
12w 14W 34V 350mA 80 2700K 90° 1800Im 1300im  GAPW-8279012N-WN
3000K 90° 1900Im 1400lm  GAPW-8309012N-WN
4000K 90° 2000Im 1500lm  GAPW-8409012N-WN
16 W 18 W 34V 500mA 80 2700K 90°  2400lm  1900im  GAPW-8279016N-WN
3000K 90°  2600Im 2000Im  GAPW-8309016N-WN
4000K 90° 2800Im 2200lm  GAPW-8409016N-WN
Standard pendant length: 1200mm ~~~ T T T T T T T T T T T T T T T T T e n e e
White
12W 14w 34V 350mA 80 2700K 90° 1800Im 1300Im GAPR-8279012N-BN
3000K 90°  1900Im 1400m  GAPR-8309012N-BN
4000K 90°  2000Im 1500m  GAPR-8409012N-BN
16w 18W 34V 500mA 80 2700K 90°  2400Im 1900im  GAPR-8279016N-BN
3000K 90°  2600lm  2000m  GAPR-8309016N-BN
4000K 90°  2800lm  2200m  GAPR-8409016N-BN
Standard pendant length: 1000mm (customized lengths avallable) | Remark: Field cuttable pendant rod solution optional -
Black
v f«——0235—
12W cRigo 2100K Tunable White "v OSRAM UGR 540 € 23| \ 12w 14W 34V 350mA 80 2700K 90°  1800im  1300im  GAPR-8279012N-WN
16W 000K Availabl 90° <19 Ay
BWCRI90 4000K =~ Available 50,00016L80810 itk F 350 | 3000K 90°  1900im  1400m  GAPR-8309012N-WN
4000K 90°  2000Im 1500m  GAPR-8409012N-WN
16w 18 W 34V 500mA 80 2700K 90°  2400Im 1900m  GAPR-8279016N-WN
LED Power System Power LED \oltage LED Current CRI CCT Beam LED Output System Output Code 3000K 90° 2600Im 2000m  GAPR-8309016N-WN
12w 14w 34V 350mA 80 2700K 90° 1800Im 1300m  GASM-8279012N-BN 4000K 90° 2800Im 2200lm  GAPR-8409016N-WN
3000K 90"~ 1900im  1400im  GASM-8309012N-BN Standard pendant length: 1000mm (customized lengths available) — Remark . Field cuttable vendant rod soluti i ontional
4000K  90° 2000Im 1500m  GASM-8409012N-BN Remark: Field cuttable pendant rod solution optional
16W 18W 34V 500 mA 80 2700K 90° 2400Im 1900lm  GASM-8279016N-BN Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)
Black 3000K 90° 2600Im 2000lm  GASM-8309016N-BN
4000K 90°  2800Im 2200lm  GASM-8409016N-BN White
12w 14w 34V 350mA 80 2700K 90° 1800Im 1300ilm  GASM-8279012N-WN
3000K 90° 1900Im 1400lm  GASM-8309012N-WN Ontional accesso
4000K 90°  2000m  1500im  GASM-8409012N-WN P i
16 W 18W 34V 500mA 80 2700K 90°  2400Im 1900m  GASM-8279016N-WN
LED P P LED Volt LED RI T B LED Output
e 3000K 90° 2600Im 2000m  GASM-8309016N-WN ower System Power age Current C CC earT: utput System Output Code
4000K 90°  2800Im 20200Im  GASM-8409016N-WN 8w 10w 33V 250mA 80 2700K 110 900Im 800im  UMB35-827A108N-NN
******************************************************************************** 3000K 110° 950Im 850im  UM35-830A108N-NN
Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim) Magnetc Upight Moddo 360 4000K 110° 1050 950im  UM35-840A108N-NN

Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)

Code for GAPR-8309012N-WN with Uplight Module
GAPR-8309012N-WN-U

413 www.nekolighting.com m



NEKO /
Ceiling Light System

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code

16W 18W 34V 500mA 80 2700K 90° 2400Im 1900m  GBPW-8279016N-BN
3000K 90° 2600Im 2000im  GBPW-8309016N-BN
4000K 90° 2800Im 2200lm  GBPW-8409016N-BN

24 W 26 W 34V 700mA 80 2700K 90° 3500Im 2600ilm  GBPW-8279024N-BN
3000K 90° 3700Im 2800Im  GBPW-8309024N-BN
4000K 90° 4000Im 3000lm  GBPW-8409024N-BN

Standard pendant length: 1200mm

Black

16W 18W 34V 500mA 80 2700K 90° 2400Im 1900im  GBPW-8279016N-WN
3000K 90° 2600Im 2000lm  GBPW-8309016N-WN
4000K 90° 2800Im 2200lm  GBPW-8409016N-WN
24 W 26 W 34V 700mA 80 2700K 90° 3500Im 2600im  GBPW-8279024N-WN
3000K 90° 3700Im 2800im  GBPW-8309024N-WN
4000K 90° 4000Im 3000im  GBPW-8409024N-WN

Standard pendant length: 1200mm

White
16 W 18 W 34V 500mA 80 2700K 90°  2400m  1900im  GBPR-8279016N-BN
3000K 90°  2600im  2000lm  GBPR-8309016N-BN
4000K 90°  2800im  2200lm  GBPR-8409016N-BN
24 W 26 W 364V 700mA 80 2700K 90°  3500lm  2600im  GBPR-8279024N-BN
3000K 90°  3700m  2800lm  GBPR-8309024N-BN
4000K 90°  4000m  3000lm  GBPR-8409024N-BN
Standard pendant length: 1000mm (customized lengths available) Remark: Field cuttable pendant rod solution optional
Black
¥ |[¢——@235—>]
16W CRIg0 2700K Tunaple white " UGR @D o
‘24W CRigo 3999K uAvaiIabIeI 9%0° gg%m <19 P40 CB ce =§Ibu ﬁ" A ‘ 16 W 18 W 34V 500mA 80 2700K 90°  2400lm  1900lm  GBPR-8279016N-WN
interek | 450 | 3000K 90°  2600lm  2000lm  GBPR-8309016N-WN
4000K 90°  2800im  2200lm  GBPR-8409016N-WN
LED Power System Power LED \bltage LED Gurrent CRI GCT Beam LED Output System Output Code 24 W 26W 34V 700mA 80 2700K 90°  3500im  2600im  GBPR-8279024N-WN
- 3000K 90°  3700lm  2800Im  GBPR-8309024N-WN
S000K 90" 2600m  2000im  GBSM-8309016N-BN Sfandard pendant length: 1000mm (custorized fengths avalable) Remark: Field outiable pendant rod solution optional
4000K 90°  2800m  2200lm  GBSM-8409016N-BN
24 W 26 W 34V 700mA 80 2700K 90°  3500Im  2600im  GBSM-8279024N-BN Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)
Black 3000K 90°  3700im  2800im  GBSM-8309024N-BN
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, 4000K 90°  4000m  3000Im  GBSM-8409024N-BN White
16 W 18 W 34V 500mA 80 2700K 90°  2400m  1900im  GBSM-8279016N-WN
3000K 90°  2600lm  2000im  GBSM-8309016N-WN .
4000K 90°  2800im  2200im  GBSM-8409016N-WN Optional accessory
24w 26 W 34V 700mA 80 2700K 90°  3500lm  2600im  GBSM-8279024N-WN
White 3000K 90° 3700Im 2800Im  GBSM-8309024N-WN LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
777777777777777777777777777777777777777 4000K 90°  4000im  3000im  GBSM-8409024N-WN 11w 13 W 33V 350mA 80 2700K 110°  1100Im 1000im  UM45-827A111N-NN
Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim) . 000K 110%  1200Im 1100m  UM45-830AT11N-NN
Megneti Uplight Mociuk 450 4000K 110°  1300Im 1200im  UM45-840A111N-NN

Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)

Code for GBPR-8309016N-WN with Uplight Module
GBPR-8309016N-WN-U
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NEKO /
Ceiling Light System

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code

24 W 26 W 34V 700mA 80 2700K 90° 3500Im 2600lm  GCPW-8279024N-BN
3000K 90° 3700Im 2800lm  GCPW-8309024N-BN
4000K 90° 4000Im 3000im  GCPW-8409024N-BN

36 W 40W 34V 10560mA 80 2700K 90° 5800Im 4400lm  GCPW-8279036N-BN
3000K 90° 6200Im 4700lm  GCPW-8309036N-BN
4000K 90° 6600Im 4900im  GCPW-8409036N-BN

46 W 50 W 34V 1400mA 80 2700K 90° 7200Im 5800im  GCPW-8279046N-BN
3000K 90° 8100Im 6100im  GCPW-8309046N-BN
Black 4000K 90° 8600Im 6400lm  GCPW-8409046N-BN

Standard pendant length: 1200mm

24 W 26 W 34V 700mA 80 2700K 90° 3500Im 2600lm  GCPW-8279024N-WN
3000K  90° 3700Im 2800im  GCPW-8309024N-WN
4000K 90° 4000Im 3000lm  GCPW-8409024N-WN

36 W 40W 34V 10560mA 80 2700K 90° 5800Im 4400lm  GCPW-8279036N-WN
3000K 90° 6200Im 4700lm  GCPW-8309036N-WN
4000K  90° 6600Im 4900lm  GCPW-8409036N-WN

46 W 50 W 34V 1400mA 80 2700K 90° 7200Im 5800lm  GCPW-8279046N-WN
3000K 90° 8100Im 6100lm  GCPW-8309046N-WN
4000K  90° 8600Im 6400lm  GCPW-8409046N-WN

Standard pendant length: 1200mm

White
24 W 26 W 34V 700mA 80 2700K 90° 3500Im 2600Im GCPR-8279024N-BN
3000K 90° 3700Im 2800Im GCPR-8309024N-BN
4000K 90° 4000Im 3000Im GCPR-8409024N-BN
36W 40W 34V 1050 mA 80 2700K 90° 5800Im 4400Im GCPR-8279036N-BN
3000K 90° 6200Im 4700Im GCPR-8309036N-BN
4000K 90° 6600Im 4900Im GCPR-8409036N-BN
46 W 50 W 34V 1400mA 80 2700K 90° 7200Im 5800Im GCPR-8279046N-BN
3000K 90° 8100Im 6100Im GCPR-8309046N-BN
4000K 90° 8600Im 6400Im GCPR-8409046N-BN
Standard pendant length: 1000mm (customized lengths available) Remark: Field cuttable pendant rod solution optional
Black
24w 9700K . : | 24W 26 W 34V 700mA 80 2700K 90°  8500im  2600im  GCPR-8279024N-WN
‘ssw CRIBO 500k Tunable White |y OSRAM UGR ‘ IP40 ‘ ‘ (B ‘ C€ @. 28] | 3000K 90°  3700m  2800m  GCPR-8309024N-WN
46W CRI90 4000K ~ Available 907 snunaisosto <19 erek LRy 600 ; 4000K 90°  4000m  3000m  GCPR-8409024N-WN
36 W 40W 34V 1050 mA 80 2700K 90° 5800Im 4400lm  GCPR-8279036N-WN
3000K 90° 6200Im 4700lm  GCPR-8309036N-WN
LED Power System Power LED \oltage LED Current CRI CCT Beam LEDOutput System Output Code 4000K 90° 6600Im 4900lm  GCPR-8409036N-WN
24 W 26 W 34V 700mA 80 2700K 90° 3500Im 2600lm  GCSM-8279024N-BN 46 W 50 W 34V 1400 mA 80 2700K 90° 7200Im 5800lm  GCPR-8279046N-WN
3000K 90° 3700Im 2800im  GCSM-8309024N-BN 3000K 90° 8100Im 6100lm  GCPR-8309046N-WN
4000K 90° 4000Im 3000m  GCSM-8409024N-BN 4000K 90° 8600Im 6400lm  GCPR-8409046N-WN
36 W 40 W 34V 1050 mA 80 2700K 90° 5800Im 4400lm  GCSM-8279036N-BN T T T T T T T T T T T T T T T T T T T T e e o
3000K 90° 6200Im 4700Im GCSM-8309036N-BN Standard pendant length: 1000mm (customized lengths available) Remark: Field cuttable pendant rod solution optional
Black 4000K 90° 6600Im 4900lm  GCSM-8409036N-BN White ) ) ) )
46 W 50 W 34V 1400 mA 80 2700K 90° 7200Im 5300lm  GCSM-8279046N-BN Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)
3000K 90° 8100Im 6100lm  GCSM-8309046N-BN
4000K 90° 8600Im 6400lm  GCSM-8409046N-BN
’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’ Optional accessory
24w 2w 34V 700mA 80 ggggi 88 g?gg:m 2288:2 gggmggggggimws LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
4000K 90° 4000Im 3000Im GCSM-8409024N-WN 18W 20 W 36V 500 mA 80 2700K 110° 1800Im 1600lm  UMB0-827A118N-NN
36 W 40W 34V 1050mA 80 2700K 90°  5800im  4400m  GCSM-8279036N-WN . S000K 110°  1900Im 1700lm  UMB0-830A118N-NN
3000K 90° 6200Im 4700lm  GCSM-8309036N-WN Magnetic Uplight Modle 600 4000K 110°  2000Im 1800im  UM60-840A118N-NN
White 4000K 90° 6600Im 4900lm  GCSM-8409036N-WN Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)
46 W 50 W 34V 1400 mA 80 2700K 90° 7200Im 5800ilm  GCSM-8279046N-WN
3000K 90° 8100Im 6100lm  GCSM-8309046N-WN . .
4000K 90°  8600im  6400im  GCSM-8409046N-WN Code for GOPR-B309030N WAL Uplight Module

Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)

a7 www.nekolighting.com m



NEKO /
Ceiling Light System

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code

65 W 68 W 46V 1400mA 80 2700K 90° 9900Im 7600lm  GDPW-8279065N-BN
3000K 90°  10500Im 8000im  GDPW-8309065N-BN
4000K 90°  11000Im 8400lm  GDPW-8409065N-BN

Standard pendant length: 1200mm

Black
65 W 68 W 46V 1400 mA 80 2700K 90° 9900Im 7600lm  GDPW-8279065N-WN
3000K 90°  10500Im 8000Im  GDPW-8309065N-WN
4000K 90°  11000Im 8400lm  GDPW-8409065N-WN
" Standard pendant length: 1200mm oo
White
65 W 68 W 46V 1400 mA 80 2700K 90° 9900Im 7600Im GDPR-8279065N-BN
3000K 90°  10500Im 8000Im GDPR-8309065N-BN
4000K 90°  11000Im 8400Im GDPR-8409065N-BN
 Standard pendant length: 1000mm (customized lengths avallable) | Remark: Field cuttable pendant rod solution optional
. e gas0— Black
CRigo 2700K =y UGR ‘ Q eg
‘ 65W CRISO 2888& 90° gg%m <19 IP40 CB c € c 6“’ v ?—“’F ! — ! 65 W 68 W 46V 1400 mA 80 2700K 90° 9900Im 7600lm  GDPR-8279065N-WN
fntertek ‘ @900 ! 3000K 90° 10500lm  8000im  GDPR-8309065N-WN
4000K 90°  11000Im 8400lm  GDPR-8409065N-WN
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code " Standard pendant length: 1000mm (customized lengths available) | Remark: Field cuttable béﬁdaﬁ’f rfoafsE)Iﬁﬁofnfofpjtiaﬁaﬂ
65 W 68 W 46V 1400 mA 80 2700K 90° 9900Im 7600lm  GDSM-8279065N-BN
3000K 90°  10500Im 8000im  GDSM-8309065N-BN Code Remark: N=(NO Driver) F=(ON-OFF) A=(1-10V Dim) D=(DALI Dim)
4000K 90°  11000Im 8400lm  GDSM-8409065N-BN
Black
White
Optional accessory
65 W 68 W 46V 1400 mA 80 2700K 90° 9900Im 7600lm  GDSM-8279065N-WN
3000K 90°  10500Im 8000iIm  GDSM-8309065N-WN LED Power System Power LED \oltage LED Current CRI CCT Beam LED Output System Output Code
4000K 90°  11000Im 8400lm  GDSM-8409065N-WN 25 W 28 W 36V 700mA 80 2700K 110°  2500Im 2200lm  UM90-827A125N-NN
White e o 3000K 110°  2700Im 2400lm  UM90-830A125N-NN
Code Remark: N=(NO Driver) F=(ON-OFF) A=(1-10V Dim) D=(DALI Dim) Megresio Uplght Mod 800 4000K 110°  2900Im 5600im  UM90-840A1 25N-NN

Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)

Code for GDPR-8309065N-WN with Uplight Module
GDPR-8309065N-WN-U

www.nekolighting.com m
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NEKO /
Ceiling Light System

«——0235—|
77 ;
12W CRIg0 2700K 1, apie white 7" OSRAM UGR N 8¢
12w 3000K Tunable White )" O IP40 CB C€ &v. 5

CRI90 4000K  Available 90° | 50,000naLg0B10| < 19 = i 2950 |

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
12w 14 W 34V 350mA 80 2700K 90° 1800Im 1300im  SASM-8279012N-BB
3000K 90° 1900Im 1400lm  SASM-8309012N-BB
4000K 90° 2000Im 1500lm  SASM-8409012N-BB
16W 18W 34V 500mA 80 2700K 90° 2400im 1900lm  SASM-8279016N-BB
Black 3000K 90° 2600im 2000im  SASM-8309016N-BB
4000K 90° 2800Im 2200lm  SASM-8409016N-BB
12w 14 W 34V 350mA 80 2700K 90° 1800Im 1300lm  SASM-8279012N-BG
3000K 90° 1900Im 1400lm  SASM-8309012N-BG
4000K 90° 2000Im 1500lm  SASM-8409012N-BG
16W 18W 34V 500mA 80 2700K 90° 2400im 1900lm  SASM-8279016N-BG
Black-Gold 3000K 90°  2600lm  2000lm  SASM-8309016N-BG
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, 4000K_90°  2800Im _ 2200m  SASM-8409016N-BG
12 W 14 W 34V 350mA 80 2700K 90° 1800Im 1300lm  SASM-8279012N-WW
3000K 90° 1900Im 1400lm  SASM-8309012N-WW
4000K 90° 2000Im 1500lm  SASM-8409012N-WW
1B6W 18 W 34V 500mA 80 2700K 90° 2400Im 1900im  SASM-8279016N-WW
White 3000K 90° 2600Im 2000lm  SASM-8309016N-WW

4000K  90° 2800Im 2200lm  SASM-8409016N-WW

Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code

12w 14 W 34V 350mA 80 2700K 90° 1800Im 1300im  SAPW-8279012N-BB
3000K 90° 1900Im 1400lm  SAPW-8309012N-BB
4000K 90° 2000Im 1500im  SAPW-8409012N-BB

16W 18W 34V 500mA 80 2700K 90° 2400Im 1900lm  SAPW-8279016N-BB
3000K 90° 2600Im 2000im  SAPW-8309016N-BB
4000K 90° 2800Im 2200lm  SAPW-8409016N-BB

Standard pendant length: 1200mm

Black
12W 14 W 34V 350mA 80 2700K 90° 1800Im 1300lm  SAPW-8279012N-BG
3000K 90° 1900Im 1400lm  SAPW-8309012N-BG
4000K 90° 2000Im 1500im  SAPW-8409012N-BG
16W 18 W 34V 500mA 80 2700K 90° 2400lm 1900lm  SAPW-8279016N-BG
3000K 90° 2600Im 2000im  SAPW-8309016N-BG
4000K 90° 2800Im 2200lm  SAPW-8409016N-BG
Standard pendant length: 1200mm T oo

Black-Gold

12W 14 W 34V 350mA 80 2700K 90° 1800Im 1300lm  SAPW-8279012N-WW
3000K 90° 1900Im 1400lm  SAPW-8309012N-WW
4000K 90° 2000Im 1500im  SAPW-8409012N-WW
16W 18 W 34V 500mA 80 2700K 90° 2400im 1900lm  SAPW-8279016N-WW
3000K 90° 2600im 2000im  SAPW-8309016N-WW
4000K 90° 2800Im 2200lm  SAPW-8409016N-WW
Stendard pendant length: 1200mm
Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)

White

Optional accessory

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
8W 10w 33V 250mA 80 2700K 110° 900Im 800Im  UM35-827A108N-NN
3000K 110° 950im 850Im  UM35-830A108N-NN
Magnetic Uplght Module 350 4000K 110°  1050Im 950lm  UMB35-840A108N-NN

Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)

Code for SAPW-8309012N-WW with Uplight Module
SAPW-8309012N-WW-U
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427

Black

Black-Gold

White

Optional accessory

LED Power System Power LED Voltage LED Current CRI CCT

Beam LED Output System Output Code

12w 14 W 34V 350mA 80 2700K 90° 1800Im 1300im  SAPR-8279012N-BB
3000K 90° 1900Im 1400lm  SAPR-8309012N-BB
4000K  90° 2000Im 1500lm  SAPR-8409012N-BB
16W 18w 34V 500mA 80 2700K 90° 2400Im 1900lm  SAPR-8279016N-BB
3000K  90° 2600Im 2000lm  SAPR-8309016N-BB
4000K 90° 2800Im 2200lm  SAPR-8409016N-BB
Standard pendant length: 1000mm (customized lengths available) Remark: Field cuttable pendant rod solution optional
12w 14 W 34V 350mA 80 2700K 90° 1800Im 1300im  SAPR-8279012N-BG
3000K 90° 1900Im 1400lm  SAPR-8309012N-BG
4000K  90° 2000Im 1500lm  SAPR-8409012N-BG
16W 18w 34V 500mA 80 2700K 90° 2400Im 1900lm  SAPR-8279016N-BG
3000K 90° 2600Im 2000lm  SAPR-8309016N-BG
4000K  90° 2800Im 2200lm  SAPR-8409016N-BG
‘Standard pendant length: 1000mm (customized lengths avallable) Remark: Field cuttable pendant rod solution optional
12w 14 W 34V 350mA 80 2700K 90° 1800Im 1300im  SAPR-8279012N-WW
3000K 90° 1900Im 1400lm  SAPR-8309012N-WW
4000K 90° 2000Im 1500lm  SAPR-8409012N-WW
16W 18 W 34V 500mA 80 2700K 90° 2400Im 1900im  SAPR-8279016N-WW
3000K 90° 2600Im 2000im  SAPR-8309016N-WW
4000K  90° 2800Im 2200im  SAPR-8409016N-WW

Standard pendant length: 1000mm (customized lengths available)

Remark: Field cuttable pendant rod solution optional

Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)

Magnetic Uplight Module 350

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
8W 10w 33V 250mA 80 2700K 110° 900Im 800Im  UMB35-827A108N-NN
3000K 110° 950Im 850im  UM35-830A108N-NN
4000K 110°  1050Im 950lm  UM35-840A108N-NN

Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)

Code for SAPW-8309012N-WW with Uplight Module

SAPW-8309012N-WW-U

SUGAR with
UPLIGHT
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NEKO /
Ceiling Light System

LED Power System Power LED \oltage LED Current CRI CCT Beam LED Output System Output Code

1B6W 18W 34V 500mA 80 2700K 90° 2400Im 1900m  SBPW-8279016N-BB
3000K 90° 2600Im 2000im  SBPW-8309016N-BB
4000K 90° 2800Im 2200lm  SBPW-8409016N-BB

24 W 26 W 34V 700mA 80 2700K 90°  3500Im 2600im  SBPW-8279024N-BB
3000K 90°  3700Im 2800im  SBPW-8309024N-BB
4000K 90°  4000Im 3000im  SBPW-8409024N-BB

Standard pendant length: 1200mm

Black

16W 18W 34V 500mA 80 2700K 90°  2400im 1900im  SBPW-8279016N-BG
3000K 90°  2600Im 2000im  SBPW-8309016N-BG
4000K 90°  2800Im 2200lm  SBPW-8409016N-BG
24 W 26 W 34V 700mA 80 2700K 90°  3500im 2600im  SBPW-8279024N-BG
3000K 90°  3700Im 2800im  SBPW-8309024N-BG
4000K 90°  4000Im 3000lm  SBPW-8409024N-BG

Standard pendant length: 1200mm

Black-Gold
16 W 18W 34V 500mA 80 2700K 90° 2400Im 1900lm  SBPW-8279016N-WW
3000K 90° 2600Im 2000lm  SBPW-8309016N-WW
4000K 90° 2800Im 2200lm  SBPW-8409016N-WW
24 W 26 W 34V 700 mA 80 2700K 90° 3500Im 2600lm  SBPW-8279024N-WW
3000K 90° 3700Im 2800im  SBPW-8309024N-WW
4000K 90° 4000Im 3000lm  SBPW-8409024N-WW
Stendard pendant length: 1200mm
Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)
f«——0235—
2700K 8z
16W CRig0 2700K Tunabie white "\ OSRAM UER p g @ CB CE . i
24W CRI90 2000K Available 90° | 50,000neLs0810 < 19 e i 2350 | White
LED Power System Power LED Voltage LED Current CRI CCT Beam LEDOutput System Output Code Optional accessory
16 W 18W 34V 500mA 80 2700K 90° 2400lm 1900lm  SBSM-8279016N-BB
3000K 90° 2600Im 2000Im SBSM-8309016N-BB LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
4000K 90° 2800Im 2200Im SBSM-8409016N-BB 11w 18W 33V 350 mA 80 2700K 110°  1100Im 1000lm  UM45-827A111N-NN
24 W 26 W 34V 700mA 80 2700K 90°  8500m  2600im  SBSM-8279024N-BB o S000K 110°  1200im 1100m  UM45-830ATT1N-NN
3000K 90°  8700im  2800im  SBSM-8309024N-BB UMM 4000K 1107 1300m 1200m  UM45-840ATTIN-NN
Bleck 47070957 99j o 7470709@ o ?qqolﬁj o 7878787’\4'78‘}997072%[\1:8787 Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)
16 W 18W 34V 500 mA 80 2700K 90° 2400Im 1900lm  SBSM-8279016N-BG . .
f BPW- 16N-WN with Uplight M |
3000K 90°  2600m  2000m  SBSM-8309016N-BG Code for SBE 830901 e\ 1 1 Uplight Module
4000K 90° 2800Im 2200lm  SBSM-8409016N-BG
24 W 26 W 34V 700 mA 80 2700K 90° 3500Im 2600lm  SBSM-8279024N-BG
3000K 90° 3700Im 2800im  SBSM-8309024N-BG
Black-Gold 4000K 90° 4000Im 3000m  SBSM-8409024N-BG
16 W 18 W 34V 500 mA 80 2700K 90° 2400Im 1900lm  SBSM-8279016N-WW
3000K 90° 2600Im 2000lm  SBSM-8309016N-WW
4000K 90° 2800Im 2200lm  SBSM-8409016N-WW
24 W 26 W 34V 700mA 80 2700K 90° 3500Im 2600lm  SBSM-8279024N-WW
3000K 90° 3700Im 2800Im  SBSM-8309024N-WW
White 4000K 90° 4000Im 3000lm  SBSM-8409024N-WW

Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)
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LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code

16w 18W 34V 500mA 80 2700K 90°  2400Im 1900im  SBPR-8279016N-BB
3000K 90°  2600im 2000m  SBPR-8309016N-BB
4000K 90°  2800Im 2200lm  SBPR-8409016N-BB
24 W 26 W 34V 700mA 80 2700K 90°  3500Im 2600im  SBPR-8279024N-BB
3000K 90°  3700Im 2800im  SBPR-8309024N-BB
4000K 90°  4000Im 3000im  SBPR-8409024N-BB

Standard pendant length: 1000mm (customized lengths available) Remark: Field cuttable pendant rod solution optional

Black
16w 18W 34V 500mA 80 2700K 90° 2400Im 1900lm  SBPR-8279016N-BG
3000K 90° 2600Im 2000lm  SBPR-8309016N-BG
4000K 90° 2800Im 2200lm  SBPR-8409016N-BG
24 W 26 W 34V 700mA 80 2700K 90° 3500Im 2600lm  SBPR-8279024N-BG
3000K 90° 3700Im 2800Im  SBPR-8309024N-BG
4000K 90° 4000Im 3000lm  SBPR-8409024N-BG
Standard pendant length: 1000mm (customized lengths available) Remark: Field cuttable pendant rod solution optional

Black-Gold

16w 18W 34V 500mA 80 2700K 90° 2400Im 1900lm  SBPR-8279016N-WW
3000K 90° 2600Im 2000im  SBPR-8309016N-WW
4000K 90° 2800Im 2200im  SBPR-8409016N-WW
24 W 26 W 34V 700mA 80 2700K 90° 3500Im 2600lm  SBPR-8279024N-WW
3000K 90° 3700Im 2800Im  SBPR-8309024N-WW
4000K 90° 4000Im 3000im  SBPR-8409024N-WW
Standard pendant length: 1000mm (customized lengths available) Remark: Field cuttable pendant rod solution optional
Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)

White

Optional accessory

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
"MW 18 W 33V 350mA 80 2700K 110°  1100Im 1000im  UM45-827A111N-NN
3000K 110°  1200Im 1100lm  UM45-830A111N-NN
Magnetic Uplight Module 450 4000K 110°  1300Im 1200lIm  UM45-840A111N-NN

Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)

Code for SBPR-8309016N-WW with Uplight Module
SBPR-8309016N-WW-U
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NEKO /
Ceiling Light System

LED Power System Power LED \oltage LED Current CRI CCT Beam LED Output System Output Code

24 W 24 W 34V 700mA 80 2700K 90° 3500Im 2600lm  SCPW-8279024N-BB
3000K 90° 3700Im 2800lm  SCPW-8309024N-BB
4000K 90° 4000Im 3000lm  SCPW-8409024N-BB

36 W 40W 34V 10560mA 80 2700K 90° 5800Im 4400lm  SCPW-8279036N-BB
3000K 90° 6200Im 4700lm  SCPW-8309036N-BB
4000K 90° 6600Im 4900lm  SCPW-8409036N-BB

46 W 50 W 34V 1400mA 80 2700K 90° 7200Im 5800lm  SCPW-8279046N-BB
3000K 90° 8100Im 6100lm  SCPW-8309046N-BB
4000K 90° 8600Im 6400lm  SCPW-8409046N-BB

Standard pendant length: 1200mm

Black
24 W 24 W 34V 700mA 80 2700K 90° 3500Im 2600lm  SCPW-8279024N-BG
3000K 90° 3700Im 2800lm  SCPW-8309024N-BG
4000K 90° 4000Im 3000lm  SCPW-8409024N-BG
36 W 40 W 34V 10560mA 80 2700K 90° 5800Im 4400lm  SCPW-8279036N-BG
3000K 90° 6200Im 4700lm  SCPW-8309036N-BG
4000K 90° 6600Im 4900lm  SCPW-8409036N-BG
46 W 50 W 34V 1400mA 80 2700K 90° 7200Im 5800lIm  SCPW-8279046N-BG
3000K 90° 8100Im 6100m  SCPW-8309046N-BG
4000K 90° 8600Im 6400lm  SCPW-8409046N-BG
Standard pendant length: 1200mm
Black-Gold
24 W 24 W 34V 700mA 80 2700K 90° 3500Im 2600lm  SCPW-8279024N-WW
3000K 90° 3700Im 2800Im  SCPW-8309024N-WW
4000K 90° 4000Im 3000im  SCPW-8409024N-WW
36 W 40 W 34V 10560mA 80 2700K 90° 5800Im 4400lm  SCPW-8279036N-WW
3000K 90° 6200Im 4700lm  SCPW-8309036N-WW
4000K 90° 6600Im 4900lm  SCPW-8409036N-WW
2350 46 W 50 W 34V 1400mA 80 2700K 90° 7200Im 5800Im  SCPW-8279046N-WW
24W 2700K - — 3000K 90° 8100Im 6100iIm  SCPW-8309046N-WW
S om0 S0 Tunoiowni /1 OSRAM Uet 1o (] CB C€ @ 21 R 400K 90 8500 _6400im SOPW-8409048N WY
46W 4000K|  Available £0,000n@L80B10 intertek ~ pe00— Standard pendant length: 1200mm
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code White Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)
24 W 24 W 34V 700mA 80 2700K 90° 3500Im 2600lm  SCSM-8279024N-BB
3000K 90° 3700Im 2800lm  SCSM-8309024N-BB
4000K 90° 4000Im 3000lm  SCSM-8409024N-BB Optional accessory
36 W 40 W 34V 1050 mA 80 2700K 90° 5800Im 4400lm  SCSM-8279036N-BB
3000K 90° 6200Im 4700lm  SCSM-8309036N-BB LED Power System Power LED \oltage LED Current CRI CCT Beam LED Output System Output Code
4000K 90°  6600m  4900im  SCSM-8409036N-BB 18 W 20 W 36V 500mA 80 2700K 110°  1800Im 1600im  UMB0-827A118N-NN
Black 46 W 50 W 34V 1400mA 80 2700K 90° 7200Im 5800lm  SCSM-8279046N-BB 3000K 110°  1900Im 1700lm  UMB0-830A118N-NN
3000K 90°  8100Im 6100lm  SCSM-8309046N-BB Magnetic Upiight Module 600 4000K 110°  2000Im 1800Im  UMB0-840A118N-NN
4000K 90° 8600Im 6400lm  SCSM-8409046N-BB oo el R
ffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffff Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)
24 W 24 W 34V 700mA 80 2700K 90° 3500Im 2600lm  SCSM-8279024N-BG ) .
3000K 90°  3700im 2800Im  SCSM-8309024N-BG Code for SCPW-8279036N-WW with Uplight Module
4000K 90°  4000m  3000im  SCSM-8409024N-BG SCPW-8279036N-WW-U
36 W 40 W 34V 1050 mA 80 2700K 90° 5800Im 4400lm  SCSM-8279036N-BG

3000K 90° 6200Im 4700lm  SCSM-8309036N-BG
4000K 90° 6600Im 4900lm  SCSM-8409036N-BG
Black-Gold 46 W 50 W 34V 1400mA 80 2700K 90° 7200Im 5800Im  SCSM-8279046N-BG
3000K  90° 8100Im 6100lm  SCSM-8309046N-BG
4000K 90° 8600Im 6400lm  SCSM-8409046N-BG

24 W 24 W 34V 700mA 80 2700K 90° 3500Im 2600Im  SCSM-8279024N-WW
3000K 90° 3700Im 2800Im  SCSM-8309024N-WW
4000K  90° 4000Im 3000im  SCSM-8409024N-WW

36 W 40W 34V 1050mA 80 2700K 90° 5800Im 4400lm  SCSM-8279036N-WW
3000K 90° 6200Im 4700Im  SCSM-8309036N-WW
4000K 90° 6600Im 4900lm  SCSM-8409036N-WW

46 W 50 W 34V 1400mA 80 2700K 90° 7200Im 5800Im  SCSM-8279046N-WW
3000K 90° 8100Im 6100lm  SCSM-8309046N-WW
4000K  90° 8600Im 6400lm  SCSM-8409046N-WW

Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)

White
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Black

Black-Gold

White

Optional accessory

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
24 W 24 W 34V 700mA 80 2700K 90° 3500im 2600lm  SCPR-8279024N-BB
3000K 90° 3700Im 2800Im  SCPR-8309024N-BB
4000K 90° 4000Im 3000im  SCPR-8409024N-BB
36 W 40 W 34V 1050 mA 80 2700K 90° 5800Im 4400lm  SCPR-8279036N-BB
3000K 90° 6200Im 4700lm  SCPR-8309036N-BB
4000K 90° 6600Im 4900lm  SCPR-8409036N-BB
46 W 50 W 34V 1400 mA 80 2700K 90° 7200Im 5800Im  SCPR-8279046N-BB
3000K 90° 8100Im 6100lm  SCPR-8309046N-BB
4000K 90° 8600Im 6400lm  SCPR-8409046N-BB
Standard pendant length: 1000mm (customized lengths available) Remark: Field cuttable pendant rod solution optional
24 W 24 W 34V 700mA 80 2700K 90° 3500Im 2600im  SCPR-8279024N-BG
3000K 90° 3700Im 2800im  SCPR-8309024N-BG
4000K 90° 4000Im 3000im  SCPR-8409024N-BG
36 W 40 W 34V 1050 mA 80 2700K 90° 5800Im 4400lm  SCPR-8279036N-BG
3000K 90° 6200Im 4700lm  SCPR-8309036N-BG
4000K 90° 6600Im 4900lm  SCPR-8409036N-BG
46 W 50 W 34V 1400mA 80 2700K 90° 7200Im 5800lm  SCPR-8279046N-BG
3000K 90° 8100Im 6100lm  SCPR-8309046N-BG
4000K 90° 8600Im 6400lm  SCPR-8409046N-BG
‘Standard pendant length: 1000mm (customized lengths avallable) Remerk: Field cuttable pendant rod solution optional
24 W 24 W 34V 700mA 80 2700K 90° 3500Im 2600lm  SCPR-8279024N-WW
3000K 90° 3700Im 2800lm  SCPR-8309024N-WW
4000K 90° 4000Im 3000im  SCPR-8409024N-WW
36 W 40 W 34V 1050 mA 80 2700K 90° 5800Im 4400lm  SCPR-8279036N-WW
3000K 90° 6200Im 4700lm  SCPR-8309036N-WW
4000K 90° 6600Im 4900lm  SCPR-8409036N-WW
46 W 50 W 34V 1400mA 80 2700K 90° 7200Im 5800Im  SCPR-8279046N-WW
3000K 90° 8100Im 6100lm  SCPR-8309046N-WW
4000K 90° 8600Im 6400lm  SCPR-8409046N-WW

Standard pendant length: 1000mm (customized lengths available)

Remark: Field cuttable pendant rod solution optional

Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)

Magnetic Uplight Module 600

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
18W 20 W 36V 500 mA 80 2700K 110°  1800Im 1600Im  UMB0-827A118N-NN
3000K 110°  1900Im 1700lIm  UMB0-830A118N-NN
4000K 110°  2000Im 1800Im  UM60-840A118N-NN

Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)

Code for SCPR-8309036N-WW with Uplight Module

SCPR-8309036N-WW-U

White-Gold Optional
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NEKO /
Ceiling Light System

T +——0350—»
’J:L‘
CRI80 279%K "< OSRAM UGR e C € C ) 88
‘GSW CRI90 2888E 90°  50,000n@Ls0810 < 19 P40 CB °%" L“ p— ‘
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
65 W 68 W 46V 1400 mA 80 2700K 90° 9900Im 7600lm  SDSM-8279065N-BB
3000K 90°  10500Im 8000im  SDSM-8309065N-BB
4000K 90°  11000Im 8400lm  SDSM-8409065N-BB
Black
65 W 68 W 46V 1400 mA 80 2700K 90° 9900Im 7600lm  SDSM-8279065N-BG
3000K 90°  10500Im 8000iIm  SDSM-8309065N-BG
4000K 90°  11000Im 8400lm  SDSM-8409065N-BG
Black-Gold
65 W 68 W 46V 1400 mA 80 2700K 90° 9900Im 7600lm  SDSM-8279065N-WW
3000K 90°  10500Im 8000im  SDSM-8309065N-WW
4000K 90°  11000Im 8400lm  SDSM-8409065N-WW
White N Mo e NAER A1 A i (AT i

Code Remark: N=(NO Driver) F=(ON-OFF) A=(1-10V Dim) D=(DALI Dim)

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code

65 W 68 W 46V 1400mA 80 2700K 90°  9900Im 7600lm  SDPW-8279065N-BB
3000K 90°  10500Im 8000Im  SDPW-8309065N-BB
4000K 90°  11000Im 8400lm  SDPW-8409065N-BB

Standard pendant length: 1200mm

Black
65 W 68 W 46V 1400 mA 80 2700K 90° 9900Im 7600lm  SDPW-8279065N-BG
3000K 90°  10500Im 8000im  SDPW-8309065N-BG
4000K 90°  11000Im 8400im  SDPW-8409065N-BG
Standard pendant length: 1200mm T oo T nmn e
Black-Gold
65 W 68 W 46V 1400 mA 80 2700K 90° 9900Im 7600Im  SDPW-8279065N-WW
3000K 90°  10500Im 8000Im  SDPW-8309065N-WW
4000K 90°  11000Im 8400Im  SDPW-8409065N-WW
Standard pendart length: 1200mm
Code Remark: N=(NO Driver) F=(ON-OFF) A=(1-10V Dim) D=(DALI Dim)
White

Optional accessory

LED Power System Power LED \oltage LED Current CRI CCT Beam LED Output System Output Code
25 W 28 W 36V 700mA 80 2700K 110°  2500Im 2200lm  UM90-827A125N-NN
3000K 110°  2700im 2400lm  UM90-830A125N-NN
Magnetic Uplght Module 900 4000K 110°  2900im 2600Im  UM90-840A125N-NN

Code Remark: N=(NO Driver) F=(ON-OFF) A=(1-10V Dim) D=(DALI Dim)

Code for SDPW-8309065N-WW with Uplight Module
SDPW-8309065N-WW-U
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Black

Black-Gold

White

Optional accessory

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
65 W 68 W 46V 1400 mA 80 2700K 90° 9900Im 7600lm  SDPR-8279065N-BB
3000K 90°  10500Im 8000im  SDPR-8309065N-BB
4000K 90°  11000Im 8400lm  SDPR-8409065N-BB

Standard pendant length: 1000mm (customized lengths available) Remark: Field cuttable pendant rod solution optional

65 W 68 W 46V 1400mA 80 2700K 90° 9900Im 7600lm  SDPR-8279065N-BG
3000K 90°  10500Im 8000im  SDPR-8309065N-BG

4000K 90°  11000Im 8400lm  SDPR-8409065N-BG

Standard pendant length: 1000mm (customized lengths available) Remark: Field cuttable pendant rod solution optional

65 W 68 W 46V 1400 mA 80 2700K 90° 9900Im 7600Im  SDPR-8279065N-WW
3000K 90°  10500Im 8000im  SDPR-8309065N-WW

4000K 90°  11000Im 8400im  SDPR-8409065N-WW

Standard pendant length: 1000mm (customized lengths available) Remark: Field cuttable pendant rod solution optional

Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)

Magnetic Uplight Module 900

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
25W 28 W 36V 700mA 80 2700K 110° 2500im 2200lm  UM90-827A125N-NN
3000K 110° 2700Im 2400lm  UM90-830A125N-NN

4000K 110°  2900Im 2600Im  UM90-840A125N-NN

Code Remark: N=(NO Driver) F=(ON-OFF) P=(Phase Dim) A=(1-10V Dim) D=(DALI Dim)

Code for SDPR-8309065N-WW with Uplight Module
SDPR-8309065N-WW-U
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NEKO / GINGER & PEPPER
LED Ceiling Light

GINGER 400 G4RC-30W GINGER 600 G6RC-50W PEPPER 400 P4SC-30W
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NEKO /

LED Ceiling Light
Aluminum Frame & Homogen Light
Incl. Phase Dim Driver

‘SOW CRigo S0Q0K/3000KIA000K 44 br@. IP44 ‘ ‘ C€ ‘ HGS
50,000h@L80B10
0400
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
28 W 30W 72V 380mA 90 3000K 110°  3000Im 2400lm  G4RC-9S3A130P-WN
3500K 110°  3200Im 2500lm  G4RC-9S3A130P-WN
4000K 110°  3100Im 2400lm  G4RC-9S3A130P-WN
””””””””””””””””””””””””””””””””””””””” Code Remark: P=(Phase Dim)
28 W 30 W 72V 380mA 90 3000K 110°  3000Im 2400Im G4RC-9S3A130P-BN
3500K 110°  3200Im 2500Im G4RC-9S3A130P-BN
4000K 110°  3100Im 2400Im G4RC-9S3A130P-BN
””””””””””””””””””””””””””””””””””””””” Code Remark: P=(Phase Dim)
Light Distribution
) —
3000K

G4RC-30W-930-110°

$1672 — |

Diameter
(cm)

@279 <

@557 ==

#8366 —

P1114 ——

Height,Emax

1m 874lx

2m

3m

4m

5m

219Ix

97Ix

S5Ix

35Ix

NEKO /

LED Ceiling Light

Aluminum Frame & Homogen Light
ON-OFF Driver+Microwave Sensor

Microwave Sensor

| —
Detection Angle: 120° ~—___»-

Max. 3.5m

Det’eﬂction'ﬁi.stance:

Max. 8m
‘ 30W CRigo  S0QKIZSO0KIA000K | 440 oridgelis). IP44‘ ‘ C€ ‘ 3 ‘ HGS
50,000n@L80B10 .
©400
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
28 W 30 W 72V 380mA 90 3000K 110°  3000Im 2400Im G4RC-9S3A130S-WN
3500K 110°  3200Im 2500im G4RC-9S3A130S-WN
4000K 110°  3100Im 2400im G4RC-9S3A130S-WN
- Code Remark: S=On-Off LED Driver+Microwave Sensor
28 W 30 W 72V 380mA 90 3000K 110°  3000Im 2400Im G4RC-9S3A130S-BN
3500K 110°  3200Im 2500im G4RC-9S3A130S-BN
4000K 110°  3100Im 2400im G4RC-9S3A130S-BN
-~ Code Remark: S=On-Off LED Driver+Microwave Sensor
Light Distribution
J S—
3000K
. G4RC-30W-930-110°
Diameter Height,Emax
(cm)
@279 =1m 874lx
@557 = 2m 219Ix
#836 ——3m 97
@$1114 ——]4m  55Ix
5m  35Ix

B1672 — |

www.nekolighting.com m



NEKO /

LED Ceiling Light

Aluminum Frame & Homogen Light
Incl. Phase Dim Driver

3000K/3500K/4000K | 4o | 1o 1)
‘44W CRI% ““GCT Switchable 1107 Dridgelu. "’44‘ ‘CE‘

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System OQutput Code

40 W 44 W 9BV 480mA 90 3000K 110°  4000Im 3350lm  GERC-9S3A144P-WN
3500K 110°  4200Im 3550im  G6RC-9S3A144P-WN
4000K 110°  4100Im 3350im  G6RC-9S3A144P-WN

Code Remark: P=(Phase Dim)

480mA 90 3000K 110°  4000Im 3350Im G6RC-9S3A144P-BN
3500K 110°  4200m 3550Im GB6RC-9S3A144P-BN
4000K 110°  4100Im 3350Im GBRC-9S3A144P-BN

Code Remark: P=(Phase Dim)

Light Distribution

GBRC-44W-930-110°
Height,Emax

im 1878lx

4661x

216lx

1150k

74Ix
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NEKO /

LED Ceiling Light
Aluminum Frame & Homogen Light
Incl. Phase Dim Driver

‘SOW CRigo S0Q0K/3000KIA000K 44¢- br@. IP44 ‘ ‘ C€ ‘ HGS
50,000h@L80B10
0400X400
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
28 W 30W 78V 350mA 90 3000K 110°  2800Im 2000Im P4SC-9S3A130P-WN
3500K 110°  2900Im 2100Im P4SC-9S3A130P-WN
4000K 110°  2900Im 2100Im P4SC-9S3A130P-WN
””””””””””””””””””””””””””””””” Code Remark: P=(Phase Dim)
28 W 30 W 78V 350mA 90 3000K 110°  2800Im 2000Im P4SC-9S3A130P-BN
3500K 110°  2900Im 2100Im P4SC-9S3A130P-BN
4000K 110°  2900Im 2100Im P4SC-9S3A130P-BN
””””””””””””””””””””””””””””””” Code Remark: P=(Phase Dim)
Light Distribution
) —
3000K

P4SC-30W-930-110°

$1668 — |

Diameter
(cm)

@276 <

@554 —

@832 —

$1110 ——

Height,Emax

1m 878Ix

2m

3m

4m

5m

221Ix

98Ix

56Ix

37Ix

NEKO /

LED Ceiling Light

Aluminum Frame & Homogen Light
ON-OFF Driver+Microwave Sensor

Microwave Sensor L

 E—

Detection Angle: 120° ~—___»-

Max. 3.5m

Det’eﬂction'ﬁi.stance: Max. 8m

$1668 — |

‘sow CRigo S00K3S00KIA000K 44 br@, IP44 ‘ ‘ C€ ‘ § ‘ H65
50,000h@L80B10 .
©400X400
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
28 W 30 W 78V 350mA 90 3000K 110°  2800Im 2000Im P4SC-9S3A130S-WN
3500K 110°  2900Im 2100Im P4SC-9S3A130S-WN
4000K 110°  2900Im 2100Im P4SC-9S3A130S-WN
- Code Remark: S=On-Off LED Driver+Microwave Sensor
28 W 30 W 78V 350mA 90 3000K 110°  2800Im 2000Im P4SC-9S3A130S-BN
3500K 110°  2900Im 2100Im P4SC-9S3A130S-BN
4000K 110°  2900Im 2100Im P4SC-9S3A130S-BN
- Code Remark: S=On-Off LED Driver+Microwave Sensor
Light Distribution
) —
3000K
o P4SC-30W-930-110°
Diameter Height,Emax
(cm)
?276 < 1m 878Ix
@554 = 2m 221l
#8322 ——3m 98ix
$1110 <—]4m  56lx
5m  37Ix

www.nekolighting.com 448



NEKO/
LED Ceiling Light
CCT Switchable & Power Switchable

0240
13W/18W/24W 2700K/3000K/4000K o
A, oreo /PR 120 esa wio (Y] CE —
0280
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
12W 13W 78V 155 mA 80 2700K 120°  1600Im 1350lm  MASM-8S3A224F-WN
3000K 120°  1700Im 1400Im
o sOOOSTZOT USRdm e
16W 18 W 78V 200 mA 80 2700K 120° 2000Im 1700lm  MASM-8S3A224F-WN
3000K 120° 2100Im 1800Im
. cooUST2G 22UBW elw
22 W 24 W 78V 280 mA 80 2700K 120° 2400Im 2100m  MASM-8S3A224F-WN
3000K 120° 2550Im 2200im
4000K 120°  2600Im 2350lm
- CodeRemark: F=(On-Off LED Driver, Power Switchable)
Light Distribution
J] —
3000K
- MASM-13W-830-120° - MASM-18W-830-120° ° MASM-24W-830-120°
120° 120° 120°
DIamE)ler HeightEmax D\amﬁter HeightEmax D\am?er HeightEmax
@344 1m 433Ix 0344 1m 560Ix 0346 1m 693Ix
0688 2m 108Ix 2688 2m  140Ix 2691 2m 173Ix
21032 3m  48Ix 21032 3m  62Ix ©1037 3m  77Ix
21376 4m - 27Ix 21376 4m  35Ix 01383 4m  43Ix
@1720: 5m  17Ix 2172 5m 221 01728, 5m  28Ix
20° 10 [ 10° 20 20° 10 0°  10° 20 20° 10 ) 10° 20

www.nekolighting.com m



NEKO/ NEKO/

LED Ceiling Light LED Ceiling Light
Microwave Sensor Version Emergency Version

Microwave Sensor
1
Detection Angle: 120° ~—__»

Max. 4m

Detgction'l'ji/stance: Max. 9m

@240 @240
13W/18W/24W 2700K/3000K/4000K o s ‘e 13W/18W/24W 2700K/3000K/4000K o
Power Switchable ORI8O0~ CCT Switchable | 120 'P54‘ 1K1 0‘ ‘ 3 ‘ ‘ 48 Power Switchable CR1B0| ~" CCT Switchable | 120 'P54‘ 1K1 0‘ ‘ €3 ‘ ‘ [40
0280 0280
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
12w 13 W 78V 155 mA 80 2700K 120°  1600Im 1350lm  MASM-8S3A224S-WN 12 W 13 W 78V 185 mA 80 2700K 120°  1600Im 1350lm  MASM-8S3A224E-WN
3000K 120°  1700Im 1400Im 3000K 120°  1700Im 1400Im
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, 4000k 1207 1800 1800m ... Ao0OK120°  1800m  18Q0Mm
16 W 18 W 78V 200 mA 80 2700K 120° 2000Im 1700lm  MASM-8S3A224S-WN 16W 18 W 78V 200 mA 80 2700K 120° 2000Im 1700lm  MASM-8S3A224E-WN
3000K 120° 2100Im 1800Im 3000K 120°  2100Im 1800Im
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, 4000K 120° 2200im ___ 1800M___ e il_________%o00K120° 2200m ___ 1900m__ .
22 W 24 W 78V 280 mA 80 2700K 120° 2400Im 2100lm  MASM-8S3A224S-WN 22 W 24 W 78V 280 mA 80 2700K 120° 2400Im 2100m  MASM-8S3A224E-WN
3000K 120°  2550Im 2200Im 3000K 120°  2550Im 2200im
4000K 120°  2600Im 2350Im 4000K 120°  2600Im 2350im
Code Remark: S=(On-Off LED Driver+Microwave Sensor) Emergency lighting duration : 120mins Code Remark: E=(On-Off LED Driver+Emergency Backup)
Emergency power : 5W
Light Distribution Light Distribution
) — J] —
3000K 3000K
- MASM-13W-830-120° - MASM-18W-830-120° - MASM-24W-830-120° - MASM-13W-830-120° - MASM-18W-830-120° ° MASM-24W-830-120°
120° 120° 120° 120° 120°
Di(acmme)[zr |Hei Di(acr'nne'ter HeightEmax * Di(ir'r:‘?(er HeightEmax Dizn':)ter HeightEmax D\(acrg?!er [Hei D\am?ter [Hei
2344 im 433Ix 0344 1m 560Ix \\ S 0346 1m 693Ix @344 1m 433Ix 0344 1m 560Ix @346 im 693Ix
2688 2m 108Ix 0688 2m  140Ix !2691 2m 173Ix 0688 2m 108Ix 2688 2m 140ix 2691 2m 173Ix
21032 3m  48Ix 01032 3m  62Ix @1037 3m 771 21032 3m  48Ix 21032 3m 62 21037 3m 771X
21376 4m 271 01376 4m  35Ix 01383 4m  43Ix 21376 4m - 27Ix 21376 4m  35Ix 21383 4m - 481x
12172 5m 171 D172 5m  22Ix @1728. 5m  28Ix @1720: 5m  17Ix 2172 5m 221 @1728; 5m  28Ix
20° 10 0 10° 20° 20 101 [ 10 20 20 20° 10 [ 10° 20 20° 10° O 10° 20 20° 10 0 100 20

m www.nekolighting.com E



NEKO /SKY Family
LED Ceiling Light

; Cw
& ’ -~
™ - - -
SKYDRIVER SDRC-10W SKYDRIVER SDSC-10W
= o S
SKYJOQY Single SJSC-8W SKYJOY Double SUDC-16W

SKYLINE SL5C-10W
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NEKO /
LED Ceiling Light

Incl. Phase Dim Driver

108
CITIZEN UGR
10W CRI 2700K —
‘ o ‘C 90 3000K 5o oooheLsosio < 19 P20 c E
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
8W 0ow 36V 230mA 90 2700K 36° 950Im 750Im SDRC-9273610P-WW
3000K 36°  1000Im 780Im SDRC-9303610P-WW
’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’ Code Remark: P=(Phase Dim)
8W 10w 36V 230mA 90 2700K 36° 950Im 750Im SDRC-9273610P-BB
3000K 36°  1000Im 780Im SDRC-9303610P-BB
’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’ Code Remark: P=(Phase Dim)
Feature Light Distribution
J S— J S—
2700K 3000K
SDRC-10W-927-36° SDRC-10W-930-36°
36° 36°
Diameter Height,Emax Diameter Height,Emax
(cm) (cm)
68 =1m 1447Ix P68 =1m 1452Ix
l
/{ @137  —2m 362l @137  —2m 363l
54 355 $205 —3m 161K $205 —3m 161
25°Tiltable and 355° Rotation 9273 ——|4m  90Ix $273 ——jam 91k
P341—|5m 58Ix P341—|5m 58Ix
20°  10° 0° 10°  20° 20° 10 0° 10°  20°

NEKO /
LED Ceiling Light
Incl. Phase Dim Driver

.

.
108
ITIZEN
10W CRio 2J00% 36+ iemm USR pyg . &3 Ce =
5o 000h@L80B10 ~50x90"
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
8W 10w 36V 230mA 90 2700K 36° 950Im 750lm SDSC-9273610P-WW
3000K 36°  1000Im 780Im SDSC-9303610P-WW
o
D Code Remark: P=(Phase Dim)
8W 10w 36V 230mA 90 2700K 36° 950Im 750Im SDSC-9273610P-BB
3000K 36°  1000Im 780Im SDSC-9303610P-BB
’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’ Code Remark: P=(Phase Dim)
Feature Light Distribution
) S— /T
2700K 3000K
SDSC-10W-927-36° SDSC-10W-930-36°
36° 36°
Di(ams;ter Height,Emax Di(ams.;ter Height,Emax
=) @68 = 1m 1447Ix P68 —1m 1452x
/i $137 ==2m 362lx 9137 ==2m 363Ix
S50l 3557 9205 <{3m 161l §205 —3m 161
25°Tiltable and 355° Rotation 9273 ——j4m  90Ix $273 ——j4m 91k
@341—15m  58Ix @341—15m  58Ix

20° 10° 0" 100 20°

20°

10°

0°  10° 20°

www.nekolighting.com m



NEKO /
LED Ceiling Light
Incl. Phase Dim Driver

135
.60
1800K-8000K | s | pridaclLy). UGR =
‘ 1OW‘ CRIoo SOPKIG 36" bridgelu. B ‘ |on‘ ‘ C€ ‘ K=Y
LED Power System PowerLED Voltagel ED Current CRI CCT Beam LED Output System Output Code
9w 10w 35V 250mA 90 1800K 36° 850Im Max.650Im SJSC-9D33610P-WW
-3000K
- CodeRemark: P=(Phase Dim)
9W 10w 35V 250mA 90 1800K 36° 850Im Max.650Im  SJSC-9D33610P-BB
. " -3000K
____,,-/
- - ) S CodeRemark: P=(Phase Dim)
Feature Light Distribution
J S
3000K
SJSC-DW-10W-9D3-36°
36°
Diameter Height,Emax
(cm)
135 63 <1m 1100Ix
.60
CITIZEN UGR — $126 <—2m 276Ix
‘ 8w ‘CRIQO 2700K 36" ==z g ‘ Ion‘ ‘ CE‘ \ & J13s piss —i3m 123
$252 —]4m 69Ix
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code #315—I5m  44ix
7W 8W 35V 200mA 90 2700K 36°  750Im 580m  SJSC-9273608P-WW Tilt 25° in all direction (360°) s
’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’ Code Remark: P=(Phase Dim) DIM to WARM 1800K 2700K 3000K
7W 8W 35V 200mA 90 2700K 36° 750Im 580Im SJSC-9273608P-BB
777777777777777777777777777777777777777777777777777777777777 Code Remark: P=(Phase Dim)
Feature Light Distribution
J) S
2700K
SJSC-8W-927-36°
36°
Diameter Height,Emax
(cm)
P68 =1m 1031Ix
$135 =2m  258Ix
$203 <——3m 115Ix
@271 —14m  64lx
@$338— |5m  4llx
Tilt 25° in all direction (360°) A
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NEKO /
LED Ceiling Light
Incl. Phase Dim Driver

224
e
ITIZEN =
‘16W‘CRI90 2700K | 36° -Cma 2(1“; ‘ Ion“ CE‘ \ @135
50,000h@L80B10 —
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
14 W 16W 35V 400mA 90 2700K 36°  1600Im 1300m  SJDC-9273616P-WW

Code Remark: P=(Phase Dim)

14 W 16W 35V 400mA 90 2700K 36°  1600Im 1300Im SJDC-9273616P-BB

Code Remark: P=(Phase Dim)

Feature Light Distribution

J —
2700K

o

SJDC-16W-927-36°
36°

Diameter Height,Emax

(cm)
@70 =1m 2201Ix
$140 <2m  550Ix

$209 <——3m 244ix

9279 < —14m  137Ix

@349— |5m  88Ix
Tilt 25° in all direction (360°) A

224
-
1800KB000K | oz« | pridaelLy). UGR \ 135
‘ ZOW‘CRIQO Do to w367 Drdgel. | U 1p20 Ig I 3 > =
LED Power System PowerLED Voltage LED CurrentCRI CCT Beam LED Output System Output Code
18W 20 W 35V 500mA 90 1800K 36°  1700lm  Max.1300im SJDC-9D33620P-WW
-3000K
- CodeRemark: P=(Phase Dim)
18 W 20W 35V 500mA 90 1800K 36° 1700lm  Max.1300im SJDC-9D33620P-BB
-3000K
- CodeRemark: P=(Phase Dim)
Feature Light Distribution
[ S—
3000K
A SJDC-DW-20W-9D3-36
y N Di(ame)ter Height,Emax
R 66 —1m 2070Ix
[ \ A \\ $132  —2m 578l
\\ )> | $198 ——3m 367Ix
S
\ )’ 9264 ——{am 180Ix
- 7
- = #330—sm 100k
Tilt 25° in all direction (360°) -
DIM to WARM 1800K 2700K 3000K

—_—— i

www.nekolighting.com m



NEKO /
LED Ceiling Light

Incl. Phase Dim Driver

Project: Hovenloen Restaurant, Norway

18835
2700K | o bridoels) UGR @ o
8.5W/GRI%0 3000K 30 50,000hg@Laos1o <19 P20 CE
r,l
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
8.5 W 10W 145V 600 mA 90 2700K 30° 950Im 720Im SL5C-9273010P-WS : )
3000K 30°  1000Im 750Im SL5C-9303010P-WS |
4 | —————
%’*&ﬁ,,, -

Code Remark: P=(Phase Dim)

T —
85W 10w 145V 600 mA 90 2700K 30° 950Im 720lm SL5C-9273010P-BS

3000K 30° 1000 750m  SL5C-9303010P-BS -

Code Remark: P=(Phase Dim)

Light Distribution
J E— J S—
2700K 3000K
n
SL5C-10W-927-30° SL5C-10W-930-30°
30° 30°
Diameter Height,Emax Diameter Height,Emax
(cm) (cm)
049 <1m 23591x 049 <1m 2517Ix
299 =2m  590Ix @99 =—2m  629Ix
@149 ——3m  262Ix 2149  ——3m  280Ix
@198 < 14m  147Ix @198 —J4m  157Ix
0248—|sm  9dlx 0248 |5m 101l
20 10 0 10° 20° 20° 10 0 10 20

m e "~ wwwanekolighting.com 462




NEKO /

Project: Office Borg Forvaltning Trondheim, Norway

MIU-CM MIU-C L
T ey u®
MIU-P S MIU-P M MIU-P L

www.nekolighting.com 464




NEKO / MIU/

ceiling Mounted Ligh t LED Power System Power LED \oltage LED Current CRI CCT Beam LEDOutput System Output Code

13 W 15W 36V 350mA 90 2700K 15° 1400Im 1100Im MCM1-9271515F-WB
25° 1400Im 1100Im MCM1-9272515F-WB
30° 1400Im 1100Im MCM1-9273015F-WB

3000K 15° 1500Im 1200im MCM1-9301515F-WB
25° 1500Im 1200Im MCM1-9302515F-WB
30° 1500Im 1200im MCM1-9303015F-WB

4000K 15°  1600Im 1300m  MCM1-9401515F-WB

25°  1600Im 1300m  MCM1-9402515F-WB
... .80° 1600m ___1300m _ MCM1-9403015F-WB
18W 21 W 36V 500mA 90 2700K 15°  1900im 1500m  MCMZ2-9271521F-WB
25°  1900Im 1500m  MCM2-9272521F-WB

30°  1900im 1500m  MCM2-9273021F-WB

3000K 15°  2000Im 1600m  MCM2-9301521F-WB

Black 25°  2000im 1600im  MCM2-9302521F-WB
30°  2000im 1600lm  MCM2-9303021F-WB

4000K 15°  2100Im 1700lm  MCM2-9401521F-WB

25°  2100im 1700m  MCM2-9402521F-WB

30°  2100im 1700lm  MCM2-9403021F-WB

18W 15W 36V 350mA 90 2700K 15° 1400Im 1100Im MCM1-9271515F-WW
25° 1400Im 1100Im MCM1-9272515F-WW

30° 1400Im 1100Im MCM1-9273015F-WW

3000K 15° 1500Im 1200Im MCM1-9301515F-WW

25° 1500Im 1200im MCM1-9302515F-WW

30° 1500Im 1200im MCM1-9303015F-WW

4000K 15° 1600Im 1300Im MCM1-9401515F-WW

25° 1600Im 1300Im MCM1-9402515F-WW

30° 1600Im 1300Im MCM1-9403015F-WW

18W 21 W 36V 500mA 90 2700K 15° 1900Im 1500Im MCM2-9271521F-WW

25° 1900Im 1500Im MCM2-9272521F-WW

30° 1900Im 1500Im MCM2-9273021F-WW

3000K 15° 2000Im 1600Im MCM2-9301521F-WW

White 25° 2000Im 1600Im MCM2-9302521F-WW
30° 2000Im 1600Im MCM2-9303021F-WW

4000K 15° 2100Im 1700Im MCM2-9401521F-WW

25° 2100Im 1700Im MCM2-9402521F-WW

o o
2700K © .80 2100m  1700m  MCM2-9403021FWW
214 criso 390K [/ 00 [0 SSEEE VSR v (B3] CB C€
15W 4000K 5% [830% s50,000n@L80B10 < 19
— 13W 15W 36V 350mA 90 2700K 15°  1400Im 1100m  MCM1-9271515F-WG
072 25°  1400im 1100m  MCM1-9272515F-WG
30°  1400im 1100lm  MCM1-9273015F-WG
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code 3000K 15° 1500lm 1200Im MCM1-9301515F-WG
. N 3 25°  1500im 1200m  MCM1-9302515F-WG
1w ew SOV SR0mA S0 200K T8 oo a2l BE 30°  1500m  1200m  MCM1-9303015F-WG
30°  1400im 1100lm  MCM1-9273015F-BB 4000K 15°  1600Im 1300im  MCM1-9401515F-WG
. i : 25°  1600Im 1300lm  MCM1-9402515F-WG
K I M e on . G 1600 1300  MOMI-9403015F-WG
30°  1500Im 1200m  MCM1-9303015F-BB 18 W 21 W 36V 500mA 90 2700K 15°  1900Im 1500m  MCM2-9271521F-WG
4000K 15°  1600im 1300lm  MCM1-9401515F-BB 25°  1900Im 1500m  MCM2-9272521F-WG
25°  1600Im 1300lm  MCM1-9402515F-BB 30°  1900Im 1500m  MCM2-9273021F-WG
30°  1600im 1300im  MCM1-9403015F-BB 3000K 15°  2000Im 1600lm  MCM2-9301521F-WG
e orw mrv man A 00 o7onk 4me 1000 RN MaMS Gold 25°  2000Im 1600lm  MCM2-9302521F-WG
sw 21w SOV S00mA 90 200K 18 e O oo e © 30°  2000m  1600m  MCM2-9303021F-WG
30° 1900Im 1500lm MCM2-9273021F-BB 4000K 15°  2100Im 1700m  MCM2-9401621F-WG
. 25°  2100im 1700lm  MCM2-9402521F-WG
3000K 15 2000Im 1600im  MCM2-9301521F-BB .
Black 25°  2000im 1600lm  MCM2-9302521F-BB . .........807 2100m - 1700m - MCM2-9403021F-WG
30° 2000Im 1600Im MCM2-9303021F-BB Code Remark: F=(ON-OFF) P=(Phase Dim)
4000K 15°  2100Im 1700lm  MCM2-9401521F-BB
25°  2100Im 1700lm  MCM2-9402521F-BB
.8 2100m  1700m  MCM2-9403021F-BB
13 W 15W 36V 350mA 90 2700K 15°  1400im 1100m  MCM1-9271515F-BG Optional acoessory
%8 Hggm ) 188m mgm 83%81 gEEg /| Gode for MCM1-930 1515F-WB with Honeycomb
| ) MCM1-930 1515F-WB-H
3000K 15°  1500Im 1200lm  MCM1-9301515F-BG \_/
25°  1500Im 1200lm  MCM1-9302515F-BG Honeycomb
30°  1500im 1200lm  MCM1-9303015F-BG
4000K 15°  1600im 1300lm  MCM1-9401515F-BG
25°  1600Im 1300lm  MCM1-9402515F-BG
.80 1600m  1300m  MCM1-9403015F-BG
18W 21 W 36V 500mA 90 2700K 15°  1900Im 1500lm  MCMZ2-9271521F-BG

25° 1900Im 1500m MCM2-9272521F-BG
30° 1900Im 1500m MCM2-9273021F-BG

8000K 15°  2000im  1600m  MCM2-9301521F-BG
Gold 25° 2000  1600m  MCM2-9302521F-BG
30°  2000m  1600lm  MCM2-9303021F-BG

4000K 15°  2100m  1700lm  MCMZ2-9401521F-BG

25°  2100m  1700m  MCMZ2-9402521F-BG

30°  2100m  1700m  MCM2-9403021F-BG

Code Remark: F=(ON-OFF) P=(Phase Dim)
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NEKO / MIU/
Ceiling Mounted Light

LED Power System Power LED \oltage LED Current CRI CCT Beam LED Output System Output Code

26 W 28 W 36V 700mA 90 2700K 18°  3200Im 2500Im MCL1-9271828F-WB
30°  3200Im 2500Im MCL1-9273028F-WB
45°  3200Im 2500Im MCL1-9274528F-WB

3000K 18°  3400Im 2700Im MCL1-9301828F-WB
30°  3400Im 2700Im MCL1-9303028F-WB
45°  3400Im 2700Im MCL1-9304528F-WB
4000K 18°  3600Im 2900Im MCL1-9401828F-WB
30°  3600Im 2900Im MCL1-9403028F-WB
45°  3600Im 2900Im MCL1-9404528F-WB

Black 000 m oo oo s oo oo o oo
25 W 28 W 36V 700mA 90 2700K 18°  3200im 2500lm  MCL1-9271828F-WW
30°  3200Im 2500im  MCL1-9273028F-WW
45°  3200m 2500lm  MCL1-9274528F-WW
3000K 18°  3400Im 2700lm  MCL1-9301828F-WW
30°  3400Im 2700lm  MCL1-9303028F-WW
45°  3400lm 2700lm  MCL1-9304528F-WW
4000K 18°  3600Im 2900lm  MCL1-9401828F-WW
30°  3600Im 2900lm  MCL1-9403028F-WW
, 45°  3600Im 2900lm  MCL1-9404528F-WW
White s s o s s s s s oo oo oo
25 W 28 W 36V 700mA 90 2700K 18°  3200im 2500m  MCL1-9271828F-WG
30°  3200Im 2500m  MCL1-9273028F-WG
45°  3200Im 2500lm  MCL1-9274528F-WG
3000K 18°  3400Im 2700lm  MCL1-9301828F-WG
30°  3400Im 2700lm  MCL1-9303028F-WG
45°  3400Im 2700lm  MCL1-9304528F-WG
4000K 18°  3600Im 2900im  MCL1-9401828F-WG
30°  3600Im 2900im  MCL1-9403028F-WG
Gold 457 8600m 2900im _ MCL1-9404528F-WG
Code Remark: F=(ON-OFF) D=D(DALI Dim)
o
e omeo 008 0 100 100 SEEEZE ven oo (8] CB CE ; Sptond sy
0 45 <
4000K s0.000netsogto < 19 Code for MCL1-830 1828F-WB with Honeycomb
290 MCL1-930 1828F-WB-H
LED Power System Power LED Voltage LED Current CRI CCT Beam LEDOutput System Output Code Honeycomb
25 W 28 W 36V 700mA 90 2700K 18°  3200im 2500lm  MCL1-9271828F-BB
30°  3200Im 2500lm  MCL1-9273028F-BB
45°  3200Im 2500lm  MCL1-9274528F-BB
3000K 18°  3400Im 2700lm  MCL1-9301828F-BB
30°  3400Im 2700lm  MCL1-9303028F-BB
45°  3400Im 2700lm  MCL1-9304528F-BB
4000K 18°  3600Im 2900lm  MCL1-9401828F-BB
30°  3600Im 2900lm  MCL1-9403028F-BB
Black ... 45 3600m __ 2900im _MCLi-9404528F-BB
25 W 28 W 36V 700mA 90 2700K 18°  3200im 2500lm  MCL1-9271828F-BG
30°  3200Im 2500lm  MCL1-9273028F-BG
45°  3200Im 2500lm  MCL1-9274528F-BG
3000K 18°  3400Im 2700lm  MCL1-9301828F-BG
30°  3400Im 2700lm  MCL1-9303028F-BG
45°  3400Im 2700lm  MCL1-9304528F-BG
4000K 18°  3600Im 2900lm  MCL1-9401828F-BG
30°  3600Im 2900lm  MCL1-9403028F-BG
Gold ... 45" 3600im  2900m  MCL1-9404528F-BG

Code Remark: F=(ON-OFF) D=D(DALI Dim)
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MIU-P
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NEKO/MIU/MIU-P S
Pendant Light

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
9w 11 W 36V 250mA 90 2700K 18° 850Im 700Im MPS1-9271811F-WB
24° 850Im 700Im MPS1-9272411F-WB
36° 850Im 700Im MPS1-9273611F-WB
3000K 18° 950Im 720lm MPS1-9301811F-WB
24° 950Im 720Im MPS1-9302411F-WB
36° 950Im 720Im MPS1-9303611F-WB
4000K 18°  1050Im 800Im MPS1-9401811F-WB
_ 24°  1050Im 800Im MPS1-9402411F-WB
- 36° 1050Im 800Im MPS1-9403611F-WB
o
9w 11 W 36V 250mA 90 2700K 18° 850Im 700Im MPS1-9271811F-WW
24° 850Im 700Im MPS1-9272411F-WW
36° 850Im 700Im MPS1-9273611F-WW
3000K 18° 950Im 720Im MPS1-9301811F-WW
24° 950Im 720Im MPS1-9302411F-WW
36° 950Im 720lm MPS1-9303611F-WW
4000K 18°  1050Im 800Im MPS1-9401811F-WW
24°  1050Im 800Im MPS1-9402411FWW
e 36° 1050Im 800Im MPS1-9403611F-WW
White
9w 1w 36V 250mA 90 2700K 18° 850Im 700Im MPS1-9271811F-WG
24° 850Im 700Im MPS1-9272411F-WG
36° 850Im 700Im MPS1-9273611F-WG
3000K 18° 950Im 720Im MPS1-9301811F-WG
24° 950Im 720lm MPS1-9302411F-WG
36° 950Im 720lm MPS1-9303611F-WG
4000K 18°  1050Im 800Im MPS1-9401811F-WG
. 24°  1050Im 800Im MPS1-9402411F-WG
- 36° 1050Im 800Im MPS1-9403611F-WG
God e
- © Code Remark: F=(ON-OFF) P=(Phase Dim)
Optional accessory
/7 | Code for MPS1-930 1811F-WB with Honeycomb
700K 2 ( ) MPS1-930 1811F-WB-H
f 1 " CITIZEN uGR CE o ~
‘11W CRIo0 3000K [ H| [7 1 (4| =emmemms (O 1P20 (B Honeyoomb
055
LED Power System Power LED Voltage LED Current CRI CCT Beam LEDOutput System Output Code
9w 1w 36V 250mA 90 2700K 18° 850Im 700Im MPS1-9271811F-BB
24° 850Im 700Im MPS1-9272411F-BB
36° 850Im 700Im MPS1-9273611F-BB
3000K 18° 950Im 720Im MPS1-9301811F-BB
24° 950Im 720lm MPS1-9302411F-BB
36° 950Im 720lm MPS1-9303611F-BB
4000K 18°  1050Im 800Im MPS1-9401811F-BB
24°  1050Im 800Im MPS1-9402411F-BB
® .86 1050m 800m  MPS1-9403611F-BB
Black
9w 11 W 36V 250mA 90 2700K 18° 850Im 700Im MPS1-9271811F-BG
24° 850Im 700Im MPS1-9272411F-BG
36° 850Im 700Im MPS1-9273611F-BG
3000K 18° 950Im 720Im MPS1-9301811F-BG
24° 950Im 720Im MPS1-9302411F-BG
36° 950Im 720lm MPS1-9303611F-BG
4000K 18°  1050Im 800Im MPS1-9401811F-BG
24°  1050Im 800Im MPS1-9402411F-BG
e ... .86 1080m_ ___800m __ MPS1-9403611F-BG
Gold Code Remark: F=(ON-OFF) P=(Phase Dim)
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NEKO / MIU/ MIU-P M

Pendant Li g ht LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code

183W 1BW 36V 350mA 90 2700K 15° 1400lm 1100lm  MPM1-9271515F-WB
25° 1400Im 1100lm  MPM1-9272515F-WB
30° 1400Im 1100lm  MPM1-9273015F-WB

3000K 15° 1500Im 1200lm  MPM1-9301515F-WB
25° 1500Im 1200lm  MPM1-9302515F-WB
30° 1500Im 1200lm  MPM1-9303015F-WB

4000K 15° 1600Im 1300im  MPM1-9401515F-WB
25° 1600Im 1300lm  MPM1-9402515F-WB
30° 1600Im 1300m  MPM1-9403015F-WB

18W 21 W 36V 500mA 90 2700K 15° 1900Im 1500lm  MPM2-9271521F-WB
25° 1900Im 1600lm  MPM2-9272521F-WB
30° 1900Im 1500lm  MPM2-9273021F-WB

L 3000K 15°  2000lm  1600lm  MPM2-9301521F-WB
25°  2000m  1600im  MPM2-9302521F-WB
Black 30°  2000m  1600im  MPM2-9303021F-WB

4000K 15° 2100Im 1700lm  MPM2-9401521F-WB
25° 2100Im 1700lm  MPM2-9402521F-WB
30° 2100Im 1700lm  MPM2-9403021F-WB

183W 1BW 36V 350mA 90 2700K 15° 1400Im 1100lm  MPM1-9271515F-WW
25° 1400Im 1100lm  MPM1-9272515F-WW
30° 1400Im 1100lm  MPM1-9273015F-WW

3000K 15° 1500lm 1200lm  MPM1-9301515F-WW
25° 1500Im 1200lm  MPM1-9302515F-WW
30° 1500Im 1200lm  MPM1-9303015F-WW

4000K 15° 1600Im 1300lm  MPM1-9401515F-WW
25° 1600Im 1300lm  MPM1-9402515F-WW
30° 1600Im 1300lm  MPM1-9403015F-WW

18W 21 W 36V 500mA 90 2700K 15° 1900Im 1500lm  MPM2-92715621F-WW
25° 1900Im 1600lm  MPM2-9272521F-WW
30° 1900Im 16500lm  MPM2-9273021F-WW

L] 3000K 15°  2000lm  1600lm  MPM2-9301521F-WW
, 25°  2000m  1600Im  MPM2-9302521F-WW
- White 30°  2000m  1600Im  MPM2-9303021F-WW

o 4000K 15° 2100Im 1700lm  MPM2-9401521F-WW
25° 2100Im 1700lm  MPM2-9402521F-WW
30° 2100Im 1700lm  MPM2-9403021F-WW

13 W 15W 36V 350mA 90 2700K 15° 1400Im 1100lm  MPM1-9271515F-WG
25° 1400Im 1100lm  MPM1-9272515F-WG
30° 1400Im 1100m  MPM1-9273015F-WG

2700K] s s 2 3000K 15°  1500im  1200m  MPM1-9301515F-WG
21W  spi90 5000k [0 170 1y SLIIZEN UGR b, (B c € 25°  1500lm  1200im  MPM1-9302515F-WG
15W 24000K| 157 [25% [80% 50,000naLs0B10 < 19 30°  1500lm  1200m  MPM1-9303015F-WG
o7 4000K 15°  1600im  1300m  MPM1-9401515F-WG
25°  1600lm  1300lm  MPM1-9402515F-WG
30° 1600 1300m  MPM1-9403015F-WG
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code o M M MPMI9RRS01om
13w 15 W 36V 350mA 90 2700K 15°  1400lm  1100lm  MPM1-9271515F-BB 8w 21w B = L v T
25°  1400m  1100m  MPM1-9272515F-BB S0 oo 2o MeMs asraoat e
30°  1400m  1100im  MPM1-9273015F-BB - )
3000K 15°  1500m  1200m  MPM1-9301515F-BB . B = A A et
25°  1500m  1200m  MPM1-9302515F-BB Gold S0 oo a0 MPMs-9a0s0at Fa
07 1500 T200im - MPI-9303015F-B5 4000K 15° 2100l 1700m  MPM2-9401521F-WG
4000K 15°  1600m  1300lm  MPM1-9401515F-BB 220 o1 omm 1700|m MPM2.9402521F-Wea
25°  1600im  1300m  MPM1-9402515F-BB T CRE T A v o et
.8 i600m___1300m__ MPMIS4G3015FEB eS0T, ZI00M 1700, MPME-408021F- WG
18 W 21 W 36V 500mA 90 2700K 15°  1900im  1500lm  MPM2-9271521F-BB Code Remark: F=(ON-OFF) P=(Phase Dim)
25°  1900lm  1500lm  MPM2-9272521FBB
o 30°  1900lm  1500m  MPM2-9273021F-BB
3000K 15°  2000m  1600m  MPM2-9301521F-BB
25°  2000lm  1600lm  MPM2-9302521F-BB
Black 30°  2000Im 1600m  MPM2-9303021F-BB Optional accessory
4000K 15°  2100lm  1700im  MPM2-9401521F-BB
25° 2100Im 1700Im MPM2-9402521F-BB /7 7\ | Code for MCM1-930 1515F-WB with Honeycomb
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, 30 2100m  1700im  MPM2-9403021F-BB MGCM1-930 1515F-WB-H
Hone;o:;mb
13 W 15W 36V 350mA 90 2700K 15°  1400m  1100m  MPM1-9271515F-BG

25° 1400Im 1100Im MPM1-9272515F-BG
30° 1400Im 1100Im MPM1-9273015F-BG

3000K 15°  1500m  1200m  MPM1-9301515F-BG
25°  1500m  1200lm  MPM1-9302515F-BG
? 30°  1500m  1200m  MPM1-9303015F-BG

4000K 15° 1600Im 1300Im MPM1-9401515F-BG

25° 1600Im 1300im MPM1-9402515F-BG
... .80¢ 1600m - 1300m  MPM1-9403015F-BG

18 W 21 W 36V 500mA 90 2700K 15° 1900Im 1500Im MPM2-9271521F-BG

25° 1900Im 1500Im MPM2-9272521F-BG

S 30° 1900Im 1500Im MPM2-9273021F-BG
3000K 15° 2000Im 1600Im MPM2-9301521F-BG

Gold 25° 2000Im 1600Im MPM2-9302521F-BG
30° 2000Im 1600Im MPM2-9303021F-BG

4000K 15° 2100Im 1700Im MPM2-9401521F-BG
25° 2100Im 1700Im MPM2-9402521F-BG

30° 2100Im 1700Im MPM2-9403021F-BG

Code Remark: F=(ON-OFF) P=(Phase Dim)
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NEKO/ MIU/ MIU-P L

Pendant Light
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code

25W 28 W 36V 700mA 90 2700K 18°  3200Im 2500Im MPL1-9271828F-WB
30°  3200Im 2500Im MPL1-9273028F-WB
45°  3200Im 2500Im MPL1-9274528F-WB
: i 3000K 18°  3400Im 2700Im MPL1-9301828F-WB
30°  3400im 2700Im MPL1-9303028F-WB
45°  3400Im 2700Im MPL1-9304528F-WB
. 4000K 18°  3600Im 2900Im MPL1-9401828F-WB
‘ 30°  3600Im 2900Im MPL1-9403028F-WB
| ... 4" 35600m  2900m  MPL1-9404528F-WB

i Black

[

‘ 25W 28 W 36V 700mA 90 2700K 18°  3200Im 2500lm MPL1-9271828F-WW
| 30°  3200Im 2500Im MPL1-9273028F-WW
| 45°  3200Im 2500lm MPL1-9274528F-WW
3000K 18°  3400im 2700Im MPL1-9301828F-WW
30°  3400Im 2700Im MPL1-9303028F-WW
45°  3400lm 2700Im MPL1-9304528F-WW
. 4000K 18°  3600Im 2900Im MPL1-9401828FWW
D' 30°  3600lm  2900Im  MPL1-9403028F-WW
B ... 45" 3600m _ 2900m  MPL1-9404528F-WW

White
25W 28 W 36V 700mA 90 2700K 18°  3200Im 2500Im MPL1-9271828F-WG
30°  3200Im 2500lm MPL1-9273028F-WG
45°  3200Im 2500lm MPL1-9274528F-WG
3000K 18°  3400Im 2700Im MPL1-9301828F-WG
30°  3400Im 2700Im MPL1-9303028F-WG
45°  3400im 2700Im MPL1-9304528F-WG
_ 4000K 18°  3600Im 2900Im MPL1-9401828F-WG
cj 30°  3600Im 2900Im MPL1-9403028F-WG
... 45" 3600m _ 2900m  MPL1-9404528F-WG
'-| Gold Code Remark: F=(ON-OFF) D=D(DALI Dim)

Optional accessory
Ve - | Code for MPL1-930 1828F-WB with Honeycomb
2700K ..n n n CITIZEN UGR @ § \ ) MPL1-930 1828F-WB-H
CRI90 3000K o \ o | T IP20 C € ~—
‘QSW‘ 4000K 18% [80% 1457 50 00onaLeoB1o | < 19 CB Honeycomb

290

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
25 W 28 W 36V 700mA 90 2700K 18°  3200Im 2500lm  MPL1-9271828F-BB
30° 3200 2500lm  MPL1-9273028F-BB
45°  3200Im 2500lm  MPL1-9274528F-BB
3000K 18°  3400Im 2700lm  MPL1-9301828F-BB
30° 3400 2700lm  MPL1-9303028F-BB
45°  3400im 2700lm  MPL1-9304528F-BB
4000K 18° 3600 2000lm  MPL1-9401828F-BB
() 30°  3600m  2900im  MPL1-0403028F-BB
... %" 3600m 2900im _ MPL1-9404528F-BB

Black

25 W 28 W 36V 700mA 90 2700K 18°  3200Im 2500m  MPL1-9271828F-BG
30°  3200Im 2500lm  MPL1-9273028F-BG
45°  3200im 2500lm  MPL1-9274528F-BG
3000K 18°  3400im 2700lm  MPL1-9301828F-BG
30°  3400Im 2700lm  MPL1-9303028F-BG
45°  3400im 2700lm  MPL1-9304528F-BG
. 4000K 18° 3600 2900lm  MPL1-9401828F-BG
] 30°  3600Im 2900im  MPL1-9403028F-BG
... 4 3600m 2900im _ MPL1-9404528F-BG
Gold Code Remark: F=(ON-OFF) D=D(DALI Dim)
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NEKO / BREEZE
Ceiling Mounted Spotlight

BREEZE Single

BREEZE Double

BREEZE Triple

478
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NEKO /BREEZE
Ceiling Mounted Spotlight

C

360°

NEKO /

Ceiling Mounted Spotlight
Incl. Phase Dim Driver

140x50x35
oW GRIo 2700k g+ bridgels) UGR gy @ C€ ”
50,000h@L80810 | < 19
050.5
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
7W 9w 36V 200mA 90 2700K 36° 800Im 700Im B1SC-9273609P-WB
””””””””””””””””””””””””””””””””””” Code Remark: P=(Phase Dim)
7W 9w 36V 200mA 90 2700K 36° 800Im 700Im B1SC-9273609P-BB

Code Remark: P=(Phase Dim)

Light Distribution

2700K
BREEZE Single-9W-927-36°
36°

Diameter Height,Emax

(cm)
@78 =1m 1347Ix
$156 =—2m 337Ix
@234 <——3m 150Ix

$312 ——14m  84Ix

$390—|5m  54Ix
20 100 ©0°  10° 20"
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NEKO / NEKO /

Ceiling Mounted Spotlight Ceiling Mounted Spotlight
Incl. Phase Dim Driver Incl. Phase Dim Driver

260x50x35 430x50x35
P 90 prm 90
2%OW CRI90 2700K | 36° br@. UGR 1P20 @ c E D D 3x9W CRIQ0| 2700K | 36° br@« UGR 1P20 @ c E D D D
50,000h@Lso810 | < 19 50,000haLeoto | < 19
250.5 050.5
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
2x7 W 2x9 W 36V 2x200mA 90 2700K 36° 1600Im 1400Im B2SC-9273618P-WB 3x7 W 3x9 W 36V  3x200mA 90 2700K 36° 2400Im 2100im B3SC-9273627P-WB
’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’ Code Remark: P=Phase Dim S CodeRemark: P=(Phase Dim)
2x7' W 2x9 W 36V 2x200mA 90 2700K 36° 1600Im 1400Im B2SC-9273618P-BB 3x7 W 3x9 W 36V  3x200mA 90 2700K 36° 2400Im 2100lm B3SC-9273627P-BB
’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’ Code Remark: P=Phase Dim S CodeRemark: P=(Phase Dim)
Light Distribution Light Distribution
J S—
2700K 2700K
f BREEZE Double-18W-927-36° BREEZE Triple-27W-927-36°
36° 36°

Diameter Height,Emax
(cm)

@70 =1m 4838Ix

Diameter Height,Emax
(cm)

@73 =1m 3280Ix

@146 < 2m  820Ix $140  =2m 1209Ix

$219 <——3m 365Ix $210 <——3m 538Ix

$291 <——4m  205Ix $280 ——14m  302Ix

$350—|5m  194Ix
20 100 ©0°  10° 20"

@364—15m  131lx
20° 10° 0 10° 20°
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NEKO /VIBES
LED Spotlight N EW

Different Mounting Bases (White/ Black) () @)

Surface Mounted

1RC Base 1SC Base 2RC Base 2SC Base Accessory Module Color

Recessed Mounted

Honeycomb Black Brushed Gold Chrome White

1RR Base 1SR Base 2RR Base 2SR Base
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2700K

CRISO 3000k

14W

36°

1P20

CITIZEN
—eEE——
50,000n@L80B10

5ce

Q77

65|

AT

77

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output

Code

125 W 14 W 36V 350mA 90 2700K 36° 1400Im 1100Im V1RC-9273614P-WW
3000K 36°  1500Im 1200Im V1RC-9303614P-WW
777777777777777777777777777777777777777777777777777777777777 Code Remark: P=(Phase Dim)

12.5W 14 W 36V 350mA 90 2700K 36°  1400Im 1100Im V1RC-9273614P-BB

3000K 36° 1500m 1200Im V1RC-9303614P-BB
777777777777777777777777777777777777777777777777777777777777 Code Remark: P=(Phase Dim)

125 W 14 W 36V 350mA 90 2700K 36°  1400Im 1100Im V1RC-9273614P-CB
3000K 36°  1500Im 1200Im V1RC-9303614P-CB
777777777777777777777777777777777777777777777777777777777777 Code Remark: P=(Phase Dim)
125 W 14 W 36V 350mA 90 2700K 36°  1400im 1100Im V1RC-9273614P-GB
3000K 36°  1500Im 1200Im V1RC-9303614P-GB
777777777777777777777777777777777777777777777777777777777777 Code Remark: P=(Phase Dim)

Light Distribution
[ S [ S
2700K 3000K
A V1RC-14W-927-36° A V1RC-14W-930-36°
36° 36°
Diameter Height, Emax Diameter Height, Emax
(em) (em)

064 =1m 2164Ix 264 =1m 2245Ix

2128 =—2m  541ix 2129 =—2m  561lx

2191 <—3m  240Ix 02193 <—3m  250Ix

0256 <—]4m  135Ix 0258 <——]4m  140Ix

@319 < |5m 87Ix @322 < |5m 90Ix

20° 10° o 10° 20° 20° 10° 0° 10° 20°

179
46
2700K CITIZEN 38]
° | 1P2(0 | wr——
28W CRI90 3000K 36 0 ps—p— CE —
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code

2x12.5 W 2x14 W 36V 2x350mA 90 2700K 36°  2900Im 2300im  V2RC-9273628P-WW
3000K 36°  3000im 2400lm  V2RC-9303628P-WW
””””””””””””””””””””””””””””””””””””””” Code Remark: P=(Phase Dim)
2x12.5 W 2x14 W 36V 2x350mA 90 2700K 36°  2900Im 2300im  V2RC-9273628P-BB
3000K 36°  3000im 2400lm  V2RC-9303628P-BB
””””””””””””””””””””””””””””””””””””””” Code Remark: P=(Phase Dim)
2x12.5 W 2x14 W 36V 2x350mA 90 2700K 36°  2900Im 2300m  V2RC-9273628P-CB
3000K 36°  3000im 2400lm  V2RC-9303628P-CB
””””””””””””””””””””””””””””””””””””””” Code Remark: P=(Phase Dim)
2x12.5 W 2x14 W 36V 2x350mA 90 2700K 36°  2900Im 2300im  V2RC-9273628P-GB
3000K 36°  3000im 2400lm  V2RC-9303628P-GB
””””””””””””””””””””””””””””””””””””””” Code Remark: P=(Phase Dim)
Light Distribution
—T —T1
2700K 3000K
a V2RC-28W-927-36° A V2RC-28W-930-36°
36° 36°
Diameter Height, Emax Diameter Height, Emax
em) em)
265 =1m  4327Ix 261 =1m  4530Ix
2129 <=—2m 1082ix o121 ==2m 1132x
2194 <——8m 481 2182 <—3m  503Ix
@259 —4m 271 @242 <—]4m 283
@324 —sm 173 @301 —|sm  181lx
20 10° 0 10 20° 20 10 0° 10 20°
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1115

46
2700K CITIZEN 3a|
° | IP20 | smrem—
14W CRI90 3000K 36 0 yswy— c € -
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code

125W 14 W 36V 350mA 90 2700K 36°  1400Im 1100Im V1SC-9273614P-WW
E 3000K 36°  1500im 1200im  V1SC-9303614P-WW
- Code Remark: P=(Phase Dim)
125W 14 W 36V 350mA 90 2700K 36°  1400Im 1100Im V1SC-9273614P-BB

3000K 36°  1500Im 1200Im V1SC-9303614P-BB
’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’ Code Remark: P=(Phase Dim)

125 W 14 W 36V 350mA 90 2700K 36°  1400Im 1100Im V1SC-9273614P-CB

3000K 36°  1500Im 1200im V1SC-9303614P-CB
’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’ Code Remark: P=(Phase Dim)

125W 14W 36V 350mA 90 2700K 36°  1400Im 1100Im V1SC-9273614P-GB

3000K 36°  1500Im 1200Im V1SC-9303614P-GB
’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’ Code Remark: P=(Phase Dim)

Light Distribution
[ S [ S
2700K 3000K
i V1SC-14W-927-36° i V1SC-14W-930-36°
36° 36°
Diameter Height, Emax Diameter Height, Emax
(cm) (cm)

064 =1m 2164ix 064 =1m 2245ix

2128 =—2m  541ix 2129 <==2m 561l

2191 <—13m 240l 2193 <—13m  250ix

0256 <—]4m 135l 0258 <——]4m  140Ix

2319 < |5m 87Ix @322 < |5m 90Ix

20° 10° 0° 10° 20°

501
CITIZEN (= sa]
36° IP20 == L;;J C€
50,000h@L80B10 Q77

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
2x12.5 W 2x14 W 36V 2x350 mA 90 2700K 36°  2900Im 2300lm  V2S8C-9273628P-WN
3000K 36°  3000Im 2400lm  V2SC-9303628P-WN
’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’ Code Remark: P=(Phase Dim)
2x12.56 W 2x14 W 36V 2x350mA 90 2700K 36°  2900Im 2300lm  V2SC-9273628P-BN
3000K 36°  3000Im 2400lm  V2SC-9303628P-BN
’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’ Code Remark: P=(Phase Dim)
2x12.56 W 2x14 W 36V 2x350 mA 90 2700K 36°  2900Im 2300im  V2SC-9273628P-CB
3000K 36°  3000Im 2400lm  V2SC-9303628P-CB
’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’ Code Remark: P=(Phase Dim)
2x12.5 W 2x14 W 36V 2x350mA 90 2700K 36°  2900Im 2300lm  V2SC-9273628P-GB
3000K 36°  3000Im 2400lm  V2SC-9303628P-GB
’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’ Code Remark: P=(Phase Dim)

Light Distribution
[ S [ S
2700K 3000K
i V2SC-28W-927-36° i V2SC-28W-930-36°
36° 36°
Diameter Height, Emax Diameter Height, Emax
(cm) (em)

265 =1m 4327Ix 261 =1m 4530Ix
2129 =—2m 1082Ix o121 =—2m 1132x

2194 —

@260 —|

0324 — |

3m

4m

5m

4811x

2711

178l

@182 <——{3m 503

@242 <—_]4m  283Ix

0301 <—sm  181lx
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Q77

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output

Code

2x350mA 90 2700K 36°  2900Im 2300Im
3000K 36°  3000im 2400Im

V2RR-9273628P-WW
V2RR-9303628P-WW

Code Remark: P=(Phase Dim)

2x350mA 90 2700K 36°  2900Im 2300Im
3000K 36°  3000im 2400Im

V2RR-9273628P-BB
V2RR-9303628P-BB

Code Remark: P=(Phase Dim)

90 2700K 36°  2900Im 2300lm  V2RR-9273628P-CB

3000K 36°  3000im 2400lm  V2RR-9303628P-CB

Code Remark: P=(Phase Dim)

90 2700K 36°  2900Im 2300im  V2RR-9273628P-GB

3000K 36°  3000im 2400m  V2RR-9303628P-GB

Code Remark: P=(Phase Dim)

@85
e 1 ce I -
50,000h@L80B10 75 o
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
125 W 14 W 36V 350mA 90 2700K 36° 1400m 1100Im V1RR-9273614P-WW
3000K 36°  1500Im 1200lm  V1RR-9303614P-WW
777777777777777777777777777777777777777777777777777777777777 Code Remark: P=(Phase Dim)
125 W 14W 36V 350mA 90 2700K 36°  1400Im 1100m  V1RR-9273614P-BB
3000K 36°  1500Im 1200lm  V1RR-9303614P-BB
777777777777777777777777777777777777777777777777777777777777 Code Remark: P=(Phase Dim)
125 W 14 W 36V 350mA 90 2700K 36° 1100Im V1RR-9273614P-CB
3000K 36° 1200lm  V1RR-9303614P-CB
777777777777777777777777777777777777777777777777777777777777 Code Remark: P=(Phase Dim)
125 W 14W 36V 350mA 90 2700K 36° 1100m  V1RR-9273614P-GB
3000K 36° 1200lm  V1RR-9303614P-GB
777777777777777777777777777777777777777777777777777777777777 Code Remark: P=(Phase Dim)
Light Distribution
[ S [ S
2700K 3000K
A VIRR-14W-927-36° A VARR-14W-930-36°
36° 36°
Diameter Height, Emax Diameter Height, Emax
(cm) (cm)
064 =1m 2164ix 064 =1m 2245ix
2128 =—2m  541ix 2129 =—2m  561Ix
2191 <—13m  240Ix 2193 <——3m  250Ix
0256 <—]4m 135l 0258 <——]4m  140Ix
@319 < |5m 87Ix @822 < |5m 90Ix
20° 10° 0° 10° 20° 20° 10° 0° 10° 20°

Light Distribution
) — ) —
2700K 3000K
i V2RR-28W-927-36° i V2RR-28W-930-36°
36° 36°
Diameter Height, Emax Diameter Height, Emax
(cm) (em)
65 =1m 4327Ix 261 ~{1m  4530Ix
2129 <=2m 1082Ix o121 <=2m 1132
2194 <—13m  481lx 2182 <—13m 503l
@269 —4m  271Ix @242 <—_]4m  283Ix
@324 < 5m 173k @301 < ]5m  181lx
20 10° 0 10° 20 20 10° 20°

www.nekolighting.com m



491

@85
CITIZEN (=
14W CRI90 %8% 36° IP20 | Lg! CE a|
50,000h@L80B10 75 o717
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code

125W 14W 36V 350mA 90 2700K 36°  1400Im 1100Im V1SR-9273614P-WW
3000K 36°  1500Im 1200Im V1SR-9303614P-WW
”””””””””””””””””””””””””””””””””” Code Remark: P=(Phase Dim)
125W 14w 36V 350mA 90 2700K 36°  1400Im 1100Im V1SR-9273614P-BB
3000K 36°  1500Im 1200Im V1SR-9303614P-BB
”””””””””””””””””””””””””””””””””” Code Remark: P=(Phase Dim)
125W 14W 36V 350mA 90 2700K 36°  1400Im 1100Im V1SR-9273614P-CB
3000K 36°  1500Im 1200Im V1SR-9303614P-CB
””””””””””””””””””””””””””””””” Code Remark: P=(Phase Dim)
125W 14W 36V 350mA 90 2700K 36°  1400Im 1100Im V1SR-9273614P-GB
3000K 36°  1500Im 1200Im V1SR-9303614P-GB
””””””””””””””””””””””””””””””” Code Remark: P=(Phase Dim)
Light Distribution
) — ) —
2700K 3000K
i V1SR-14W-927-36° A V1SR-14W-930-36°
36° 36°
Diameter Height, Emax Diameter Height, Emax
(cm) (em)

64 =1m 2164ix 064 ={1m 2245ix

0128 <==2m 541l 2129 <==2m 561l

2191 <—13m 240l 2193 <—13m 250l

@265 <—_]4m  135Ix @268 <—]4m 140

2319 < |5m 87Ix @322 < |5m 90Ix

20° 10° 0° 10° 20°

28W

CRI90

2700K
3000K

36°

1P20

CITIZEN
—eEE——
50,000h@L80B10

5ce

Q77

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output

Code

2x12.6 W 2x14 W 36V 2x350mA 90 2700K 36°  2900Im 2300lm  V2SR-9273628P-WW
3000K 36°  3000im 2400lm  V2SR-9303628P-WW
”””””””””””””””””””””””””””””””””” Code Remark: P=(Phase Dim)
2x12.6 W 2x14 W 36V 2x350mA 90 2700K 36°  2900Im 2300Im V2SR-9273628P-BB
3000K 36°  3000Im 2400Im V2SR-9303628P-BB
”””””””””””””””””””””””””””””””””” Code Remark: P=(Phase Dim)
2x12.6 W 2x14 W 36V 2x350mA 90 2700K 36°  2900Im 2300Im V2SR-9273628P-CB
3000K 36°  3000Im 2400lm  V2SR-9303628P-CB
””””””””””””””””””””””””””””””” Code Remark: P=(Phase Dim)
2x12.6 W 2x14 W 36V 2x350mA 90 2700K 36°  2900Im 2300lm  V2SR-9273628P-GB
3000K 36°  3000Im 2400lm  V2SR-9303628P-GB
””””””””””””””””””””””””””””””” Code Remark: P=(Phase Dim)
Light Distribution
) — ) —
2700K 3000K
A V2SR-28W-927-36° i V2SR-28W-930-36°
36° 36°
Diameter Height, Emax Diameter Height, Emax
(cm) (em)

261 1m  4530Ix 265 ={1m 4327Ix

2121 <==2m 1132x 2129 <=2m 1082Ix

2182 <——3m 503 2194 <—13m 481l

@242 —_]4m  283Ix @269 —4m  271Ix

@301 < ]5m 181l @324 < |5m 173
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NEKO / PURE-C
Ceiling Mounted PURE Series

Ceiling Mounted

(DMount Installation Base

/

@Click-In fixture

PURE Art-C PURE S-C
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NEKO / NEKO /

Ceiling Mounted PURE Art Ceiling Mounted PURE S

Q72 Q72
25‘
355° )0»90"
11W 2700K 10 CITIZEN, UGR . c€ 15W 2700K 15 CITIZEN UGR . CE
CRI90 3000K | 24° P20 CRI90 3000K 25° P20 or2
‘15W 4000K | 36 50000h0L80B10 <10 CB 21W 4000K | 30 50000h@LBOB10 <10 CB 140
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
9w 11 W 36V 250mA 90 2700K 18° 850Im 640im PUAC-9271811F-WB 13 W 15 W 36V 350mA 90 2700K 15°  1400Im 1100Im PUSC-9271515F-WB
24° 850im 640im PUAC-9272411F-WB 25°  1400im 1100im PUSC-9272515F-WB
36° 850Im 640Im PUAC-9273611F-WB 30°  1400im 1100Im PUSC-9273015F-WB
3000K 18° 950Im 720Im PUAC-9301811F-WB 3000K 15°  1500im 1200im PUSC-9301515F-WB
24° 950Im 720Im PUAC-9302411F-WB 25°  1500im 1200im PUSC-9302515F-WB
36° 950Im 720Im PUAC-9303611F-WB 30°  1500im 1200im PUSC-9303015F-WB
4000K 18°  1050im 800Im PUAC-9401811F-WB 4000K 15°  1600im 1300im PUSC-9401515F-WB
24° 1050im 800im PUAC-9402411F-WB 25°  1600im 1300im PUSC-9402515F-WB
36°  1050im 800Im PUAC-9403611F-WB 30°  1600m  1300lm  PUSC-9403015F-WB
13 W 15 W 36V 350mA 90 2700K 18°  1100Im 900Im PUAC-9271815F-WB 18 W 21 W 36V 500mA 90 2700K 15°  1900Im 1500im PUSC-9271521F-WB
24°  1100Im 900Im PUAC-9272415F-WB 25°  1900im 1500im PUSC-9272521F-WB
36°  1100im 900Im PUAC-9273615F-WB 30°  1900im 1500Im PUSC-9273021F-WB
3000K 18°  1200im 950Im PUAC-9301815F-WB 3000K 15°  2000im 1600im PUSC-9301521F-WB
24°  1200Im 950Im PUAC-9302415F-WB 25°  2000im 1600im PUSC-9302521F-WB
36°  1200im 950Im PUAC-9303615F-WB 30°  2000im 1600Im PUSC-9303021F-WB
4000K 18°  1300Im 1000Im PUAC-9401815F-WB 4000K 15°  2100im 1700im PUSC-9401521F-WB
24°  1300Im 1000Im PUAC-9402415F-WB 25°  2100im 1700im PUSC-9402521F-WB
36°  1300im 1000Im PUAC-9403615F-WB 30°  2100im 1700Im PUSC-9403021F-WB
9w 1w 36V 250mA 90 2700K 18° 850Im 640Im PUAC-9271811F-BB 13 W 15 W 36V 350mA 90 2700K 15°  1400Im 1100Im PUSC-9271515F-BB
24° 850im 640im PUAC-9272411F-BB 25°  1400Im 1100Im PUSC-9272515F-BB
36° 850Im 640Im PUAC-9273611F-BB 30°  1400im 1100Im PUSC-9273015F-BB
3000K 18° 950Im 720Im PUAC-9301811F-BB 3000K 15°  1500im 1200im PUSC-9301515F-BB
24° 950Im 720Im PUAC-9302411F-BB 25°  1500Im 1200Im PUSC-9302515F-BB
36° 950im 720Im PUAC-9303611F-BB 30°  1500im 1200Im PUSC-9303015F-BB
4000K 18°  1050im 800im PUAC-9401811F-BB 4000k 15°  1600im 1300im PUSC-9401515F-BB
24> 1050lm 800im PUAC-9402411F-BB 25°  1600im 1300Im PUSC-9402515F-BB
o8B 1050m 800m | PUAC-9403611F-BB _ 30°  1600im 1300im PUSC-9403015F-BB
13w 18w 36V 50 mA 90" 2700k 18] Hgglm 888}”‘ Egﬁgjgggﬂgg:gg 18 W 21 W 36V 500mA 90 2700K 15° 1900m  1500im PUSC-9271521F-BB
%6° 1100 S00Im PUAG-9273615F BB 25° 1900m  1500Im PUSGC-9272521F-BB
m m 30°  1900Im 1500Im PUSC-9273021F-BB
3000K 18°  1200im 950Im PUAC-9301815F-BB . ) 3
24> 1200Im 950Im PUAG-0302415F-BB 3000K 15°  2000im 1600im PUSC-9301521F-BB
36°  1200Im 950Im PUAG-0303615F-BB 25°  2000im 1600Im PUSC-9302521F-BB
s 30°  2000im 1600Im PUSC-9303021F-BB
4000K 18 1300Im 1000Im PUAC-9401815F-BB 4000K 15°  2100Im 1700lm PUSC-9401521F-BB
24° 1300im 1000Im PUAC-9402415F-BB 5B°  2100im 1700im PUSG-9402591F-BB
36°  1300im 1000Im PUAC-9403615F-BB .
. ........._....._.......80 2100m_ __ 1700m__ PUSC-9403021F-BB_
Code Remark: F=(ON-OFF) P=(Phase Dim) Code Remark: F=(ON-OFF) P=(Phase Dim) D=(DALI Dim)
Optional accessory Optional accessory
/ | Code for PUAC-9302511F-WB with Honeycomb /7 7\ | Code for PUSC-9302515F-WB with Honeycomb
PUAC-9302511F-WB-H { ) PUSC-9302515F-WB-H
\_/ NI
Honeycomb Honeycomb

m www.nekolighting.com m
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NEKO/PURE
LED Tracklight

PURE Art

15W 950-1000Im

im

2m

3m

4m

PURE S

15W 1200-1300Im
21W 1600-1700Im

NS L.

PURE M

PURE

28W 2700-2900Im

Narrow, medium and wide beam angles are available for different lighting applications

Narrow

Medium

Wide

www.nekolighting.com m



NEKO /
LED Tracklight

355°

10-90°
2700K| 18" | CITIZEN
15W CRIQ0 3000K | 24° | sy UGR |p2g CB C € 150
4000K  36° |50,000haLsoBio < 19 ~
055
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
13W 15W 36V 350mA 90 2700K 18°  1100Im 900Im PUA2-9271815F-WB

24°  1100lm 900Im PUA2- 9272415F-WB
36°  1100im 900Im PUA2- 9273615F-WB
3000K 18°  1200Im 950Im PUA2- 9301815F-WB
24°  1200lm 950Im PUA2- 9302415F-WB
36°  1200Im 950im PUA2- 9303615F-WB
4000K 18°  1300Im 1000Im PUA2- 9401815F-WB
24°  1300Im 1000Im PUA2- 9402415F-WB
36°  1300Im 1000Im PUA2- 9403615F-WB

13W 15w 36V 350 mA 90 2700K 18°  1100Im 900Im PUA2-9271815F-BB
24°  1100lm 900Im PUA2- 9272415F-BB

36°  1100m 900Im PUA2- 9273615F-BB

3000K 18°  1200Im 950Im PUA2-9301815F-BB

24°  1200lm 950Im PUA2- 9302415F-BB

36°  1200Im 950Im PUA2- 9303615F-BB

4000K 18°  1300Im 1000Im PUA2- 9401815F-BB

24°  1300lm 1000Im PUA2- 9402415F-BB

36°  1300Im 1000Im PUA2- 9403615F-BB

Code Remark: F=(ON-OFF) P=(Phase Dim)

Optional accessory
Code for PUA2-930 1815F-WB with Honeycomb
PUA2-930 1815F-WB-H

Honeycomb

Track System

E3

Compatible with GLOBAL / POWERGEAR 3-Circuit Track System

m www.nekolighting.com m



NEKO /
LED Tracklight

21W 2700K 15" CITIZEN .UGR @ c €
25
‘15\,\, CRIZ0 S000K 2 memmiemn GIOBALE ({5 1P20 DALI (B
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
13W 15W 36V 350mA 90 2700K 15°  1400im 1100lm  PUS1-9271515D-WB
25°  1400Im 1100m  PUS1- 9272515D-WB
30° 1400 1100m  PUS1- 9273015D-WB
3000K 15°  1500Im 1200m  PUS1-9301515D-WB
25°  1500Im 1200m  PUS1- 9302515D-WB
30° 1500 1200m  PUS1- 9303015D-WB
4000K 15°  1600Im 1300m  PUS1- 9401515D-WB
25°  1600Im 1300m  PUST- 9402515D-WB
30°  1600m 1300m  PUS1- 9403015D-WB
18W 21 W 36V 500mA 90 2700K 15°  1900Im 1500im  PUS2- 9271521D-WB
25°  1900Im 1500m  PUS2- 9272521D-WB
30°  1900Im 1500m  PUS2- 9273021D-WB
3000K 15°  2000Im 1600m  PUS2- 9301521D-WB
25°  2000Im 1600m  PUS2- 9302521D-WB
30° 2000 1600m  PUS2- 9303021D-WB
4000K 15°  2100Im 1700m  PUS2- 9401521D-WB
25°  2100Im 1700m  PUS2- 9402521D-WB
30°  2100m 1700m  PUS2- 9403021D-WB
13W 15W 36V 350mA 90 2700K 15°  1400Im 1100im  PUS1-9271515D-BB
25°  1400Im 1100m  PUS1-9272515D-BB
30°  1400Im 1100m  PUS1-9273015D-BB
3000K 15°  1500Im 1200m  PUS1-9301515D-BB
25°  1500Im 1200m  PUS1- 9302515D-BB
30° 1500 1200m  PUS1-9303015D-BB
4000K 15°  1600Im 1300m  PUS1-9401515D-BB
25°  1600Im 1300m  PUS1- 9402515D-BB
30° 1600 1300m  PUS1- 9403015D-BB
18W 21 W 36V 500mA 90 2700K 15°  1900Im 1500Im  PUS2- 9271521D-BB
25°  1900Im 1500m  PUS2- 9272521D-BB
30°  1900Im 1500m  PUS2- 9273021D-BB
3000K 15°  2000Im 1600m  PUS2- 9301521D-BB
a5 25°  2000Im 1600m  PUS2- 9302521D-BB
0-00° 30° 2000 1600m  PUS2- 9303021D-BB
oW o 2205 5 CTIZEN v omE fon  mn e
o m m - -

‘ww OIS0 3000K 30+ moomeranes < 19 ‘ “’”‘ ‘ B ‘ 3 ‘ Lo 80° 2100m _ 1700m PUS2-9408021D-BB_

Code Remark: D=(DALI Dim)

Optional accessory

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
13W 15 W 36V 350 mA 90 2700K 15°  1400Im 1100im  PUS1-9271515F-WB Code for PUS1-9301515D-WB with Honeycomb
25°  1400Im 1100lm  PUS1-9272515F-WB Q PUS1-9301515D-WB-H
30°  1400im 1100m  PUS1- 9273015F-WB
3000K 15°  1500im 1200lm  PUS1-9301515F-WB Honeycomb
25°  1500im 1200lm  PUS1- 9302515F-WB
30°  1500Im 1200lm  PUS1- 9303015F-WB
3000K 15°  1600Im 1300m  PUS1- 9401515F-WB
25°  1600Im 1300m  PUS1- 9402515F-WB Track System
30°  1600Im 1300lm  PUS1- 9403015F-WB
18 W 21 W 36V 500 MA 90 2700K 15°  1900im 1500m  PUS2- 9271521F-WB
25°  1900Im 1500lm  PUS2- 9272521F-WB
3000K ?(5)0 ;ggg:m lggg:m Eggg_ ggg?gg:} ’E_wg Compatible with GLOBAL 3-Circuit Track System
25°  2000im 1600lm  PUS2- 9302521F-WB
30°  2000Im 1600lm  PUS2- 9303021F-WB
4000K 15°  2100Im 1700lm  PUS2- 9401521F-WB
25°  2100im 1700lm  PUS2- 9402521F-WB
30°  2100Im 1700lm  PUS2- 9403021F-WB
13 W 15 W 36V 350mA 90 2700K 15°  1400Im 1100lm  PUS1-9271515F-BB
25°  1400im 1100lm  PUS1- 9272515F-BB
30°  1400im 1100lm  PUS1- 9273015F-BB
3000K 15°  1500Im 1200lm  PUS1- 9301515F-BB
25°  1500im 1200m  PUS1- 9302515F-BB
30°  1500Im 1200lm  PUS1- 9303015F-BB
4000K 15°  1600Im 1300lm  PUS1- 9401515F-BB
25°  1600im 1300m  PUS1- 9402515F-BB
30°  1600Im 1300lm  PUS1- 9403015F-BB
18 W 21 W 36V 500mA 90 2700K 15°  1900Im 1500m  PUS2- 9271521F-BB
25°  1900im 1500lm  PUS2- 9272521F-BB
30°  1900im 1500lm  PUS2- 9273021F-BB
3000K 15°  2000Im 1600lm  PUS2- 9301521F-BB
25°  2000im 1600lm  PUS2- 9302521F-BB
30°  2000Im 1600m  PUS2- 9303021F-BB
4000K 15°  2100im 1700lm  PUS2- 9401521F-BB
25°  2100im 1700lm  PUS2- 9402521F-BB
30°  2100Im 1700lm  PUS2- 9403021F-BB

Code Remark: F=(ON-OFF) P=(Phase Dim)

Optional accessory Track System
Code for PUS1-930 1515F-WB with Honeycomb
PUS1-930 1515F-WB-H
Honeycomb Compatible with GLOBAL / POWERGEAR 3-Circuit Track System
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NEKO /
LED Tracklight

2700K | 18°

28W CRIZ0 3000K 30° smeine ciopaE YGR 1p20 DALI @ CB c €
4000K  45° 50,000n6L80B10 <19
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
25 W 28 W 36V 700 mA 90 2700K 18°  3200Im 2500im  PUM1-9271828D-WB
30°  3200Im 2500lm  PUM1-9273028D-WB
45°  3200m 2500lm  PUM1-9274528D-WB
3000K 18°  3400im 2700lm  PUM1-9301828D-WB
30°  3400Im 2700lm  PUM1-9303028D-WB
45°  3400Im 2700lm  PUM1-9304528D-WB
4000K 18°  3600im 2900lm  PUM1-9401828D-WB
30°  3600Im 2900lm  PUM1-9403028D-WB
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, 457 3600m____ 2900m _ PUM1-9404528D-WB
25 W 28 W 36V 700 mA 90 2700K 18°  3200Im 2500lm  PUM1-9271828D-BB
30°  3200Im 2500lm  PUM1-9273028D-BB
45°  3200Im 2500lm  PUM1-9274528D-BB
3000K 18°  3400m 2700lm  PUM1-9301828D-BB
30°  3400Im 2700lm  PUM1-9303028D-BB
45°  3400Im 2700m  PUM1-9304528D-BB
4000K 18°  3600im 2900lm  PUM1-9401828D-BB
30°  3600Im 2900lm  PUM1-9403028D-BB
45°  3600Im 2900iIm  PUM1-9404528D-BB
Code Remark: D=(DALI Dim)
Optional accessory
Code for PUM1-930 1828D-WB with Honeycomb
355° PUM1-930 1828D-WB-H
10-90°
Honeycomb
2700K| 18" | CITIZEN yGR !@
28W CRIQ0 3000K | 30° | sssrmmr=m=mm IP2 c €
‘ 8 4000K  45° 50000heLsoio < 19 0 CB 200 Ago Track System
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code H
25 W 28W 36V 700 mA 90 2700K 18°  3200Im 2500lm  PUM1-9271828F-WB Compatible with GLOBAL 3-Circuit Track System

30°  3200im 2500lm  PUM1-9273028F-WB
45°  3200im 2500lm  PUM1-9274528F-WB
3000K 18°  3400Im 2700lm  PUM1-9301828F-WB
30°  3400Im 2700lm  PUM1-9303028F-WB
45°  3400im 2700lm  PUM1-9304528F-WB
4000K 18°  3600Im 2900im  PUM1-9401828F-WB
30°  3600Im 2900im  PUM1-9403028F-WB
45°  3600Im 2900im  PUM1-9404528F-WB

25W 28W 36V 700mA 90 2700K 18°  3200im 2500lm  PUM1-9271828F-BB
30°  3200im 2500lm  PUM1-9273028F-BB

45°  3200lm 2500lm  PUM1-9274528F-BB

3000K 18°  3400Im 2700lm  PUM1-9301828F-BB

30°  3400im 2700lm  PUM1-9303028F-BB

45°  3400Im 2700lm  PUM1-9304528F-BB

4000K 18°  3600Im 2900lm  PUM1-9401828F-BB

30°  3600im 2900lm  PUM1-9403028F-BB

45°  3600Im 2900im  PUM1-9404528F-BB

Code Remark: F=(ON-OFF)

Optional accessory
Code for PUM1-930 1828F-WB with Honeycomb
PUM1-930 1828F-WB-H

Honeycomb

Track System

Ed

Compatible with GLOBAL / POWERGEAR 3-Circuit Track System
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NEKO / ROXY
In-track Driver LED Tracklight

ROXY Art ROXY S ROXY K

15W 950Im-1000Im 15W 1200im-1300Im 28W 2400Im-2600Im
21W 1600Im-1700Im
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NEKO / Residential Lighting
In-track Driver LED Tracklight

On-Off Version . DALI Dim Version

wmn

355°
* ) 0-90°
18° 18°

2700K | 18 == 2700K | 18
15W CRigo 3000k 24 SITIZEN UGR b 50 CB C€ 15W CRioo 3000k 24 SITIZEN UGR p 54 CB C€ @
4000K | 50° | 50,000n@L80B10 <19 150 J 055 4000K | 50° |50,000n@L80B10 <19 150 085
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
13 W 15 W 36V 350mA 90 2700K 18°  1200Im 900im  ROA1-9271815F-WB 13 W 15 W 36V 350mA 90 2700K 18° 1200Im 900im  ROA1-9271815D-WB
24°  1200lm 900im  ROA1-9272415F-WB - . i 24° 1200Im 900im  ROA1-9272415D-WB
36°  1200Im 900im  ROA1-9273615F-WB = = 36° 1200Im 900im  ROA1-9273615D-WB
50°  1200Im 900im  ROA1-9275015F-WB 50° 1200Im 900im  ROA1-9275015D-WB
3000K 18°  1300Im 950lm  ROA1-9301815F-WB 3000K 18° 1300Im 950im  ROA1-9301815D-WB
24°  1300Im 950lm  ROA1-9302415F-WB 24° 1300Im 950im  ROA1-9302415D-WB
36°  1300Im 950lm  ROA1-9303615F-WB 36° 1300Im 950im  ROA1-9303615D-WB
50°  1300Im 950im  ROA1-9306015F-WB 50° 1300Im 950im  ROA1-9306015D-WB
4000K 18°  1400im 1000lm  ROA1-9401815F-WB 4000K 18° 1400Im 1000ilm  ROA1-9401815D-WB
24°  1400Im 1000im  ROA1-9402415F-WB 24° 1400Im 1000lm  ROA1-9402415D-WB
36°  1400Im 1000lm  ROA1-9403615F-WB 36° 1400Im 1000lm  ROA1-9403615D-WB
50°  1400Im 1000lm  ROA1-9405015F-WB 50° 1400Im 1000ilm  ROA1-9405015D-WB
13 W 15 W 36V 350mA 90 2700K 18°  1200Im 900im  ROA1-9271815F-BB 13 W 15 W 36V 350mA 90 2700K 18° 1200Im 900im  ROA1-9271815D-BB
24°  1200lm 900im  ROA1-9272415F-BB 24° 1200Im 900im  ROA1-9272415D-BB
36°  1200im 900lm  ROA1-9273615F-BB I, 36°  1200Im 900im  ROA1-9273615D-BB
50°  1200Im 900im  ROA1-9275015F-BB 50° 1200Im 900im  ROA1-9275015D-BB
3000K 18°  1300Im 950lm  ROA1-9301815F-BB 3000K 18° 1300Im 950im  ROA1-9301815D-BB
24°  1300Im 950im  ROA1-9302415F-BB 24° 1300Im 950im  ROA1-9302415D-BB
36°  1300Im 950im  ROA1-9303615F-BB 36° 1300Im 950im  ROA1-9303615D-BB
50°  1300Im 950im  ROA1-9306015F-BB 50° 1300Im 950im  ROA1-9306015D-BB
4000K 18°  1400Im 1000m  ROA1-9401815F-BB 4000K 18° 1400Im 1000lm  ROA1-9401815D-BB
24°  1400lm 1000lm  ROA1-9402415F-BB 24° 1400Im 1000ilm  ROA1-9402415D-BB
36°  1400Im 1000lm  ROA1-9403615F-BB 36° 1400Im 1000lm  ROA1-9403615D-BB
50°  1400Im 1000lm  ROA1-9405015F-BB 50° 1400Im 1000lm  ROA1-9405015D-BB
Code Remark: F=(ON-OFF) Code Remark: D=(DALI Dim)

Optional accessory
Code for ROA1-930 1815D-WB with Honeycomb
ROA1-930 1815D-WB-H

Honeycomb

Track System

Ed

Compatible with GLOBAL / POWERGEAR 3-Circuit Track System
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NEKO / Standard Shop Lighting
In-track Driver LED Tracklight

On-Off Version . DALI Dim Version

2' 3
2700K

15W 15" CITIZEN UGR c € 15W 2700K 15> CITIZEN  UGR c E @
CRI90 3000K  30° IP 20 ; CRI90 3000K  30° IP 20
‘21W 4000K 50° | s0,000nateosto < 19 CB 140 J 21w 4000K | 50° | 50,000neLe0810| < 19 CB 140
_ Q72 Q72
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
13 W 1B5W 36V 350mA 90 2700K 15° 1400Im 1100lm  ROS1-9271515F-WB 13 W 1B5W 36V 350mA 90 2700K 15° 1400Im 1100lm  ROS1-9271515D-WB
30° 1400Im 1100lm  ROS1-9273015F-WB 30° 1400Im 1100lm  ROS1-9273015D-WB
50° 1400Im 850lm  ROS1-9275015F-WB 50° 1400Im 850lm  ROS1-9275015D-WB
3000K 15° 1500Im 1200lm  ROS1-9301515F-WB 3000K 15° 1500Im 1200lm  ROS1-9301515D-WB
30° 1500Im 1200lm  ROS1-9303015F-WB 30° 1500Im 1200lm  ROS1-9303015D-WB
50° 1500Im 900im  ROS1-9305015F-WB 50° 1500Im 900im  ROS1-9305015D-WB
4000K 15° 1600Im 1300ilm  ROS1-9401515F-WB P—t - 4000K 15° 1600Im 1300lm  ROS1-9401515D-WB
30° 1600Im 1300lm  ROS1-9403015F-WB o 30° 1600Im 1300lm  ROS1-9403015D-WB
50° 1600Im 1000lm  ROS1-9405015F-WB 50° 1600Im 1000lm  ROS1-9405015D-WB
8w 21W 3V  500mA 90 2700K 15° 1900im  1500im  ROS2-9271521F-WB EREX 21W 3V  500mA 90 2700K 15° 1900m  1500im  ROS2-9271521D-WB
30° 1900Im 1500lm  ROS2-9273021F-WB 30° 1900Im 1500lm  ROS2-9273021D-WB
50° 1900Im 1100lm  ROS2-9275021F-WB 50° 1900Im 1500lm  ROS2-9275021D-WB
3000K 15°  2000Im 1600lIm  ROS2-9301521F-WB 3000K 15°  2000im 1600lm  ROS2-9301521D-WB
30°  2000Im 1600lm  ROS2-9303021F-WB 30°  2000im 1600lm  ROS2-9303021D-WB
50°  2000Im 1200lm  ROS2-9305021F-WB 50°  2000im 1600lm  ROS2-9305021D-WB
4000k 15°  2100Im 1700lm  ROS2-9401821F-WB 4000K 15°  2100m 1700lm  ROS2-9401821D-WB
30° 2100Im 1700lm  ROS2-9403021F-WB 30°  2100im 1700lm  ROS2-9403021D-WB
50°  2100Im 1300lm  ROS2-9405021F-WB 50°  2100im 1700lm  ROS2-9405021D-WB
13 W 1B5W 36V 350mA 90 2700K 15° 1400Im 1100lm  ROS1-9271515F-BB 13 W 15W 36V 350mA 90 2700K 15° 1400Im 1100lm  ROS1-9271515D-BB
30° 1400Im 1100lm  ROS1-9273015F-BB 30° 1400Im 1100lm  ROS1-9273015D-BB
50° 1400Im 850lm  ROS1-9275015F-BB 50° 1400Im 850im  ROS1-9275015D-BB
3000K 15° 1500Im 1200lm  ROS1-9301515F-BB 3000K 15° 1500Im 1200lm  ROS1-9301515D-BB
30° 1500Im 1200lm  ROS1-9303015F-BB 30° 1500Im 1200lm  ROS1-9303015D-BB
50° 1500Im 900im  ROS1-9305015F-BB 50° 1500Im 900im  ROS1-9305015D-BB
4000K 15° 1600Im 1300lm  ROS1-9401515F-BB 4000K 15° 1600Im 1300lm  ROS1-9401515D-BB
30° 1600Im 1300lm  ROS1-9403015F-BB 30° 1600Im 1300lm  ROS1-9403015D-BB
50° 1600Im 1000lm  ROS1-9405015F-BB 50° 1600Im 1000lm  ROS1-9405015F-BB
THBW 21w 86V 500mA 90 2700K 15°  1900m  1500m  HOS2-0271521F-BB THBW 21w 86V 500mA 90 2700K 15°  1900m  1500m  ROS2-02715210-BB
30° 1900Im 1500lm  ROS2-9273021F-BB 30° 1900Im 1500lm  ROS2-9273021D-BB
50° 1900Im 1100lm  ROS2-9275021F-BB 50° 1900Im 1100lm  ROS2-9275021D-BB
3000K 15°  2000Im 1600lm  ROS2-9301521F-BB 3000K 15°  2000Im 1600lm  ROS2-9301521D-BB
30°  2000Im 1600lm  ROS2-9303021F-BB 30°  2000Im 1600Im  ROS2-9303021D-BB
50°  2000Im 1200lm  ROS2-9305021F-BB 50°  2000Im 1200lm  ROS2-9305021D-BB
4000k 15°  2100Im 1700lm  ROS2-9401821F-BB 4000K 15°  2100Im 1700lm  ROS2-9401821D-BB
30°  2100Im 1700lm  ROS2-9403021F-BB 30°  2100im 1700lm  ROS2-9403021D-BB
50°  2100Im 1300lm  ROS2-9405021F-BB 50°  2100Im 1300lm  ROS2-9405021D-BB
Code Remark: F=(ON-OFF) Code Remark: D=(DALI Dim)
Optional accessory Track System
Code for ROS1-9302515D-WB with Honeycomb
ROS1-9302515D-WB-H
Compatible with GLOBAL / POWERGEAR 3-Circuit Track System
Honeycomb
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NEKO / High Height Ceiling Shop Lighting
In-track Driver LED Tracklight

On-Off Version . DALI Dim Version

2700K

2' 3
2700K

00K 20 CITIZEN UGR 00K 20 CITIZEN UGR
28W CRISO 3000K 43¢ IP 20 lg! C€E \ 28W CRISO 3000K 3% IP 20 (€ oy \
4000K | 55° | 50,000naLeo810| < 19 CB 187 &) 4000K 55°  50000naLe0B10| < 19 CB 187 &)
_ Q72 - Q72

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code

25 W 28 W 36V 700mA 90 2700K 20°  2500m 2000lm  ROK1-9272028F-WB 25 W 28 W 36V 700mA 90 2700K 20°  2500im 2000m  ROK1-9272028D-WB

35°  2500lm 2200lm  ROK1-9273528F-WB 35°  2500im 2200lm  ROK1-9273528D-WB

55°  2500Im 2200lm  ROK1-9275528F-WB 55°  2500Im 2200lm  ROK1-9275528D-WB

3000K 20°  2700Im 2200lm  ROK1-9302028F-WB 3000K 20°  2700Im 2200lm  ROK1-9302028D-WB

35°  2700Im 2400lm  ROK1-9303528F-WB 35"  2700Im 2400lm  ROK1-9303528D-WB

55°  2700Im 2400lm  ROK1-9305528F-WB 55°  2700Im 2400lm  ROK1-9305528D-WB

4000K 20°  2900Im 2400lm  ROK1-9402028F-WB 4000K 20°  2900Im 2400lm  ROK1-9402028D-WB

35°  2900Im 2600im  ROK1-9403528F-WB 35°  2900Im 2600lm  ROK1-9403528D-WB

55°  2900Im 2600im  ROK1-9405528F-WB 55°  2900Im 2600iIm  ROK1-9405528D-WB

25 W 28 W 36V 700mA 90 2700K 20°  2500Im 2000lm  ROK1-9272028F-BB 25 W 28 W 36V 700mA 90 2700K 20°  2500im 2000m  ROK1-9272028D-BB

35°  2500im 2200lm  ROK1-9273528F-BB 35°  2500im 2200lm  ROK1-9273528D-BB

55°  2500Im 2200lm  ROK1-9275528F-BB 55°  2500Im 2200lm  ROK1-9275528D-BB

3000K 20°  2700im 2200lm  ROK1-9302028F-BB 3000K 20°  2700Im 2200lm  ROK1-9302028D-BB

35°  2700Im 2400lm  ROK1-9303528F-BB 35°  2700im 2400lm  ROK1-9303528D-BB

55°  2700Im 2400lm  ROK1-9305528F-BB 55°  2700Im 2400lm  ROK1-9305528D-BB

4000K 20°  2900Im 2400lIm  ROK1-9402028F-BB 4000K 20°  2900Im 2400lm  ROK1-9402028D-BB

35°  2900Im 2600im  ROK1-9403528F-BB 35°  2900Im 2600lm  ROK1-9403528D-BB

55°  2900Im 2600im  ROK1-9405528F-BB 55°  2900Im 2600iIm  ROK1-9405528D-BB

Code Remark: F=(ON-OFF) Code Remark: D=(DALI Dim)

Optional accessory
Code for ROK1-930 3528F-WB with Honeycomb
ROK1-9303528F-WB-H

Honeycomb

Track System

E3

Compatible with GLOBAL / POWERGEAR 3-Circuit Track System
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NEKO / ROXY-Z

In-track Driver LED Tracklight
Beam Angle Zooming Version

ROXY Art-Z ROXY S-Z

15W 1000Im-1200Im 15W 1200Im-1400Im
20°-35° Zooming 21W 1600Im—1§00lm
35°-60° Zooming 18°-35° Zooming

35°-60° Zooming

~

~
ROXY Art-Z: Beam Angle 20°-35°/ 35°-60°

ROXY S-Z: Beam Angle 18°-35°/ 35°-60°

Ve
-

@
(——

18°-60° Zooming
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NEKO / NEKO /

In-track Driver LED Tracklight In-track Driver LED Tracklight
Beam Angle Zooming Version Beam Angle Zooming Version

i

162 260(DALI) 162 260(DALI)
2L =t
3557 P
) o00° D ooor
" CITIZEN UGR C€ @ 15W CITIZEN UGR C€E @
15W CRI90 SOOOK IP20 CRI90 3000K IP20
‘ " 5°~6 50 oconesosto | < 19 ‘ ‘ CB 150 055 21W 5°~6 50 oooheLsosto < 19 CB 140 7o
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code LED Power System Power LED \oltage LED Current CRI CCT Beam LEDOutput System Output Code

13 W 15 W 36V 350mA 90 2700K 20°~35° 1200Im 1000lm  ROA1-927Z315F-WB 13 W 15 W 36V 350mA 90 2700K 18°~35° 1400Im 1200lm  ROS1-9277315F-WB

3000K 20°~35° 1300Im 1100lm  ROA1-930Z315F-WB 3000K 18°~35° 1500Im 1300im  ROS1-930Z315F-WB

4000K 20°~35° 1400Im 1200lm  ROA1-940Z315F-WB 4000K 18°~35° 1600Im 1400lm  ROS1-940Z315F-WB

o o 2700K 35°~60° 1400Im 1100lm  ROS1-9277615F-WB
2700K 35°~60° 1200Im 950im  ROA1-927Z615F-WB

3000K 35°~60° 1300Im 1000im  ROA1-930Z615F-WB 3000K 35°~60° 1500im 1200m  ROS1-930Z615F-WB

4000K 35°~60° 1400Im 1100lm  ROA1-940Z615F-WB 4000K 35°~60° 1600Im 1300lm  ROS1-940Z615F-WB

77777777777777777777777777777777777777777777777777777777777777777777777777777777 18 W 21 W 36V 500mA 90 2700K 18°~35° 1900Im 1600Im  ROS2-9277321F-WB

3000K 18°~35° 2000Im 1700lm  ROS2-930Z321F-WB

4000K 18°~35° 2100Im 1800im  ROS2-9407321F-WB

13w 15 W 36V 850mA 90 2700K 20°~35° 1200m  1000m ROA1-927Z315F-BB 2700K 35°-607 1900im  1500im  ROS2-92776217-WB

3000K 20°~35° 1300Im 1100m  ROA1-930Z315F-BB 3000K 35°~60° 2000Im 1600m  ROS2-930Z621F-WB
4000K 20°~35° 1400Im 1200im  ROA1-940Z315F-BB 4000K 35°~60° 2100Im 1700lm  ROS2-940z621F-WB

2700K 35°~60° 1200Im 950im  ROAT-027Z615F-BB

3000K 35°~60° 1300lm  1000m  ROA1-930Z615F-BB
J000K 35°-60° 1400m  1100im  ROA1-9407615F-BB 13 W 15 W 36V 350mA 90 2700K 18°~35° 1400lm  1200m  ROS1-927Z315F-BB

,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, 3000K 18°~35° 1500Im 1300im  ROS1-930Z315F-BB
Code Remark: F=(ON-OFF) D=(DALI Dim) 4000K 18°~35° 1600Im 1400m  ROS1-940Z315F-BB

2700K 35°~60° 1400Im 1100lm  ROS1-927Z615F-BB

3000K 35°~60° 1500im 1200lm  ROS1-930Z615F-BB

4000K 35°~60° 1600Im 1300im  ROS1-940Z615F-BB

Optional accessory

18 W 21 W 36V 500 mA 90 2700K 18°~35° 1900Im 1600lm  ROS2-9277321F-BB
Code for ROA1-930 Z315F-WB with Honeycomb 3000K 18°~35° 2000im 1700lm  ROS2-930Z321F-BB
Q ROA1-930Z315F-WB-H 4000K 18°~35° 2100Im 1800iIm  ROS2-9407321F-BB
Honeyoorb 2700K 35°~60° 1900Im 1500lm  ROS2-9277621F-BB
3000K 35°~60° 2000Im 1600im  ROS2-930z621F-BB
4000K 35°~60° 2100Im 1700lm  ROS2-9407621F-BB
Track System Code Remark: F=(ON-OFF) D=(DALI Dim)
ﬂ Optional accessory
Code for ROS1-930Z2315F-WB with Honeycomb
Compatible with GLOBAL / POWERGEAR 3-Circuit Track System ROS1-930Z315F-WB-H
Honeycomb
Track System

Ed

Compatible with GLOBAL / POWERGEAR 3-Circuit Track System
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NEKO /INLINE
Single Phase LED Tracklight System

Incl. Phase Dim Driver
Direct Connection 230V — No External Driver

INLINE ST-11W

INLINE SP-8W
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NEKO /INLINE
Single Phase LED Tracklight System

Incl. Phase Dim Driver
Direct Connection 230V — No External Driver

INLINE ST-11W
11W, 36°, 700lm at CRI>90 2700K

INLINE SP-8W
8W, 36°, 500Im at CRI>90 2700K
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523

CITIZEN

50 000h@L80B50

2700K | 36° | o=

E‘:g‘lpzo‘.‘cq [oss

11w ‘CRIQO

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System OQutput Code
9W 11w 18V 500mA 90 2700K 36° 900Im 700Im ILST-9273611P-WB

Code Remark: P=(Phase Dim)

9w 11w 18V 500mA 90 2700K 36° 900Im 700Im ILST-9273611P-BB

Code Remark: P=(Phase Dim)

Track System Light Distribution

35 2700K

13} L@»N InLine ST-11W-927-36°
©) 36°

Compatible with NEKO INLINE Single Circuit Track System D‘(ac'r';;‘e' it iy

@52 =1m 1827Ix

$103 <=2m 457Ix

@155 <——3m 203Ix

$207 < —14m  114Ix

@258—15m  73Ix
200 10° 0° 10" 20°

250
ITIZEN
W CRISO 2700K 36" ~tmamy UGR 5o . CE
50 oooheLsosso < 19 —
55
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
6W 8w 18V 350mA 90 2700K 36° 700Im 500Im ILSP-9273608P-WB
- CodeRemark: P=(Phase Dim)
6W 8w 18V 350mA 90 2700K 36° 700Im 500Im ILSP-9273608P-BB
- CodeRemark: P=(Phase Dim)
Track System Light Distribution

T—T
35 2700K

18} @ i InLine SP-8W-927-36°
L N
S 3

Compatible with NEKO INLINE Single Circuit Track System ”‘fc';)e‘e' e i

@53 <1m 1283Ix

$107  =2m 321k
P61 <——3m 142lx

@215 ——]4m  80Ix

$268—|5m  51Ix
20° 10°  0° 10°  20°
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NEKO /INLINE

Single Phase LED Tracklight System

Quick Info

Load of Track

- Aluminum extrusion track shell
- 2 pieces copper busbars, insulated by plastic
- Single circuit track system for 16A (3500W) input !

!LTFHOOO-FP (L=1 OOOmm)  ILTR-2000-FP (L=2000mm)

- Track length available in 1000mm and 2000mm H/ of/ 2
- Various connectors and accessories available for H l { { {

building comprehensive lighting system

20N 20N 20N 20N 20N

- Color finish in White(RAL9003) or Black(RAL9005)

- Surface mounted

Connection Diagram

//Q(/‘

|

20N 20N 20N 20N 20N 20N 20N 20N 20N 20N

Example A:
@3 ]
ILTR-LEC-L ILTR-MSC ILTR—LC—OLT'
(it Provid LTRSS o o ) ILTR-LC-O
rovides a Lenter ree ption, - ~
P — ull|

L TR-LC-

1 ILTR-LC- ILTR-MSC ILTR-ECAP
5 i f
Example B:

F == =
ILTR-LC-O ILTR-MSC ILTR-LEC-R
ElLTR-LC-o ILTR-MSC ILTR-ECAP
== il

35

INLINE Single Phase Track

Description
INLINE Single Phase Track, 1000mm Length, White

Code/Model
ILTR-1000-FP-W

INLINE Single Phase Track, 1000mm Length, Black

ILTR-1000-FP-W

INLINE Single Phase Track, 2000mm Length, White

ILTR-2000-FP-W

INLINE Single Phase Track, 2000mm Length, Black

ILTR-2000-FP-B

Live End Connector

Description Code/Model
Live End Connector, Left, White ILTR-LEC-L-W
Live End Connector, Left, Black ILTR-LEC-L-B
Live End Connector, Right, White ILTR-LEC-R-W
Live End Connector, Right, Black ILTR-LEC-R-B
| Straight Connector

Description Code/Model
| Straight Connector, It Provides a Center Feed Option, White ILTR-ISC-W

| Straight Connector, It Provides a Center Feed Option, Black ILTR-ISC-B

L Connector

Description Code/Model
L Connector, Outer, White ILTR-LC-O-W
L Connector, Outer, Black ILTR-LC-O-B
L Connector, Inner, White ILTR-LC-I-W
L Connector, Inner, Black ILTR-LC-I-B
Mini Straight Connector

Description Code/Model
Mini Straight Connector, White ILTR-MSC-W
Mini Straight Connector, Black ILTR-MSC-B
Endcap

Description Code/Model
Endcap, White ILTR-ECAP-W
Endcap, Black ILTR-ECAP-B

www.nekolighting.com m



NEKO /KOI
LED Wall Light

0

Small KOI SKOI-5W

Large KOI LKOI-18W

No Visible Screws

Slim Architectural Design
Powder Coated Matt Finish
Incl. Phase Dim Driver

527 www.nekolighting.com m



100100 100100

2000K-3000K
Dim to Warm

ZIGEIG)

50,000h@L80B10

—

ZIGE@

50,000n@L80B10

CRI90 3000K CRI9O

mo“ce‘ 70}@ ‘gw IPZG“CE‘ 70}

‘SW

529

LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code
5W 7W 9V 500mA 90 3000K Up&Down 600Im 450lm  SKOI-930UDO5SF-WW

Code Remark: F=(ON-OFF)

5W W 9V 500mA 90 3000K Up&Down 600Im 280im  SKOI-930UDO5F-BB

Code Remark: F=(ON-OFF)

DIM to WARM

e e ]

LED Power System Power LED Voltage LED Current CRI ~ CCT Beam LED Output System Output  Code
9W "W 36V 250mA 90 2000K-3000K Up&Down 950im  650im SKOI-9D3UDO9P-WW

Code Remark: P=(Phase Dim)

9w 11w 36V 250 mA 90 2000K-3000K Up&Down 950Im  400im  SKOI-9D3UD09P-BB

Code Remark: P=(Phase Dim)

2000K 2700K 3000K

www.nekolighting.com 530



NEKO /Large KOI
LED Wall Light

‘18W‘CRI90 00K =  ZIGEK) Ion‘ ‘ C€ ‘
50,000n@L80B10
LED Power System Power LED Voltage LED Current CRI CCT Beam LED Output System Output Code

18W 20w 36V 500mA 90 3000K 30°  2100Im 1900im  LKOI-930UD18P-WW

Code Remark: P=(Phase Dim)

18W 20w 36V 500mA 90 3000K 30°  2100Im 1300Im LKOI-930UD18P-BB

Code Remark: P=(Phase Dim)

www.nekolighting.com m



NEKO / VANILLA
360° Circular Neon Strip Lighting N EW

Quick Info: Semi-circle Free Bending

SMiicing
Wattage: 14.5W/ M

Horizontal
Voltage: 24VDC

Vertical
P65

CRI>90

Color Temperature: 3000K/ 4000K

Diameter: @23mm

Maximum Length: 5M (Arbitrary Cutting)

360° Light Emission

Output lumen: 1000im/ M @3000K

Side Outlet

-

= \_ Top Outlet

u
— l b | |

Top Outlet Side Outlet

www.nekolighting.com m



NEKO / VANILLA |
360° Circular Neon Strip Lighting n m

Housing/ Canopy Color:

1@

00O

Chrome

www.nekolighting.com 536




537

NEKO / VANILLA /
360° Circular Neon Strip Lighting

360°

GRIg0| 3000K IP65 @ B ‘ CE ‘

‘178W

LED Power Systempower LED Voltage CRI CCT Beam System Output Canopy Color

Model

Code

178 W 182 W 24 VVDC 90 3000K 360° 12300Im White
Black

Chrome
Gold

4000K 360° 13500Im White
Black
Chrome
Gold

VANF-C5A3-178W-930-WN
VANF-C5A3-178W-930-BN
VANF-C5A3-178W-930-CN
VANF-C5A3-178W-930-GN
VANF-C5A3-178W-940-WN
VANF-C5A3-178W-940-BN
VANF-C5A3-178W-940-CN
VANF-C5A3-178W-940-GN

VANF-C5A3-930C6A8 -WN
VANF-C5A3-930C6A8 -BN
VANF-C5A3-930C6A8 -CN
VANF-C5A3-930C6A8 -GN
VANF-C5A3-940C6A8 -WN
VANF-C5A3-940C6A8 -BN
VANF-C5A3-940C6A8 -CN
VANF-C5A3-940C6A8 -GN

Code Remark:

= (No Driver) F= (ON-OFF)

1230

1630

2030

2530

5030

350x110

www.nekolighting.com
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NEW

NEKO / VANILLA / VANF-C5A3
360° Circular Neon Strip Lighting

A AR 95

www.nekolighting.com



NEKO / VANILLA / VANF-C1A
360° Circular Neon Strip Lighting

600x48

60

1500

Max.60

CAVAVAVAYY,
‘73W CRIg0| 3000K IP65“ CB‘CE ‘
360°
5000

LED Power Systempower LED Voltage CRI CCT Beam System Output Canopy Color Model Code
73 W al 24 VDC 90 3000K 360° 5000Im White VANF-C1A-73W-930-WN VANF-C1A-930C673F-WN
Black VANF-C1A-73W-930-BN VANF-C1A-930C673F-BN
Chrome  VANF-C1A-73W-930-CN VANF-C1A-930C673F-CN
Gold VANF-C1A-73W-930-GN VANF-C1A-930C673F-GN
4000K 360° 5500lm White VANF-C1A-73W-940-WN VANF-C1A-940C673F-WN
Black VANF-C1A-73W-940-BN VANF-C1A-940C673F-BN
Chrome  VANF-C1A-73W-940-CN VANF-C1A-940C673F-CN
Gold VANF-C1A-73W-940-GN VANF-C1A-940C673F-GN

Code Remark: N=N(No Driver) F=F(ON-OFF)

www.nekolighting.com m



NEW

NEKO / VANILLA / VANF-C1A

360° Circular Neon Strip Lighting

1—

.
|

|
a |

www.nekolighting.com



NEKO / VANILLA / VANF-SV06-SM & VANF-SV06-SUS

360° Circular Neon Strip Lighting

@90

100-700mm Adjustable

ASH] ASD] i
230 230
8.5W ‘Cngo 3000K IP65‘ ‘ ‘ C€ ‘Cg’\
‘ 4000K] 3600 CB 75 VANF-SV06-SM VANF-SV06-SUS
LED Power System power LED Voltage CRI CCT Beam System Output Canopy Color Model Code
85W 10w 24VDC 90 3000K 360° 600Im White VANF-SV06-SM-8.5W-930-WN  VANF-SV06-SM-930C609F-WN
Black VANF-SV06-SM-8.5W-930-BN  VANF-SV06-SM-930C609F-BN
Chrome ~ VANF-SV06-SM-8.5W-930-CN  VANF-SV06-SM-930C609F-CN
Gold VANF-SV06-SM-8.5W-930-GN  VANF-SV06-SM-930C609F-GN
4000K 360°  650im White VANF-SV06-SM-8.5W-940-WN  VANF-SV06-SM-940C609F-WN
Black VANF-SV06-SM-8.5W-940-BN  VANF-SV06-SM-940C609F-BN
Chrome  VANF-SV06-SM-8.5W-940-CN  VANF-SV06-SM-940C609F-CN
Gold VANF-SV06-SM-8.5W-940-GN  VANF-SV06-SM-940C609F-GN
8.5W 10W 24VDC 90 3000K 360°  600Im White VANF-SV06-SUS-8.5W-930-WN VANF-SV06-SUS-930C609F-WN
Black VANF-SV06-SUS-8.5W-930-BN  VANF-SV06-SUS-930C609F-BN
Chrome  VANF-SV06-SUS-8.5W-930-CN  VANF-SV06-SUS-930C609F-CN
Gold VANF-SV06-SUS-8.5W-930-GN  VANF-SV06-SUS-930C609F-GN
4000K 360°  650im White VANF-SV06-SUS-8.5W-940-WN VANF-SV06-SUS-940C609F-WN
Black VANF-SV06-SUS-8.5W-940-BN  VANF-SV06-SUS-940C609F-BN
Chrome  VANF-SV06-SUS-8.5W-940-CN  VANF-SV06-SUS-940C609F-CN
Gold VANF-SV06-SUS-8.5W-940-GN  VANF-SV06-SUS-940C609F-GN

Code Remark: N=N(No Driver) F=F(ON-OFF)

www.nekolighting.com m



NEKO / VANILLA / VANF-SV06-SUS
360° Circular Neon Strip Lighting

www.nekolighting.com 548




NEKO / VANILLA / VANF-C3A2 & C4A2 & C5A2

360° Circular Neon Strip Lighting

@230
51

@230
51

[ HOHH O
630 630 630
1030 1030 O 1030 N
L] L[ 0 L goo
32W > = L
‘ 26W ‘cmgo 3000K IPGE‘ CB ‘ C€ ‘ o e o
61W 360° VANF-C3A2 VANF-C4A2 VANF-C5A2
LED Power Systempower LED\oltage CRI CCT Beam System Output Canopy Color Model Code
32W 34 W 24 VDC 90 3000K 360° 2150Im White VANF-C3A2-32W-930-WN  VANF-C3A2-930C632F-WN
Black VANF-C3A2-32W-930-BN  VANF-C3A2-930C632F-BN
Chrome ~ VANF-C3A2-32W-930-CN  VANF-C3A2-930C632F-CN
Gold VANF-C3A2-32W-930-GN  VANF-C3A2-930C632F-GN
4000K  360° 2350im White VANF-C3A2-32W-940-WN  VANF-C3A2-940C632F-WN
Black VANF-C3A2-32W-940-BN  VANF-C3A2-940C632F-BN
Chrome ~ VANF-C3A2-32W-940-CN  VANF-C3A2-940C632F-CN
Gold VANF-C3A2-32W-940-GN  VANF-C3A2-940C632F-GN
46 W 48 W 24 VDC 90 3000K 360° 3200im White VANF-C4A2-46W-930-WN  VANF-C4A2-930C646F-WN
Black VANF-C4A2-46W-930-BN  VANF-C4A2-930C646F-BN
Chrome ~ VANF-C4A2-46W-930-CN  VANF-C4A2-930C646F-CN
Gold VANF-C4A2-46W-930-GN  VANF-C4A2-930C646F-GN
4000K 360° 3500Im White VANF-C4A2-46W-940-WN  VANF-C4A2-940C646F-WN
Black VANF-C4A2-46W-940-BN  VANF-C4A2-940C646F-BN
Chrome ~ VANF-C4A2-46W-940-CN  VANF-C4A2-940C646F-CN
Gold VANF-C4A2-46W-940-GN  VANF-C4A2-940C646F-GN
61 W 64 W 24 VDC 90 3000K 360° 4200im White VANF-C5A2-61W-930-WN  VANF-C5A2-930C661F-WN
Black VANF-C5A2-61W-930-BN  VANF-C5A2-930C661F-BN
Chrome ~ VANF-C5A2-61W-930-CN  VANF-C5A2-930C661F-CN
Gold VANF-C5A2-61W-930-GN  VANF-C5A2-930C661F-GN
4000K 360° 4600Im White VANF-C5A2-61W-940-WN  VANF-C5A2-940C661F-WN
Black VANF-C5A2-61W-940-BN  VANF-C5A2-940C661F-BN
Chrome ~ VANF-C5A2-61W-940-CN  VANF-C5A2-940C661F-CN
Gold VANF-C5A2-61W-940-GN  VANF-C5A2-940C661F-GN

Code Remark: N=N(No Driver) F=F(ON-OFF)

NEW

www.nekolighting.com m



NEKO / VANILLA / VANF-C3A2 & C4A2 & C5A2
360° Circular Neon Strip Lighting

™" et Fot

=L

m www.nekolighting.com




NEKO / VANILLA / VANF-C3A1 & C4A1 & C5A1 & C7A1

360° Circular Neon Strip Lighting

@230

@230

12302

1230 1230 1230
1830 1830 1830 1830
VANF-C3A1 VANF-C4A1
VANF-C5A1
W 3000K “‘ CB‘
oRis0 ves () CB CE
113W
158w 4000K o
LED Power System power LED Voltage CRI CCT Beam System Output Canopy Color Model Code

3600Im

3900Im

White
Black
Chrome
Gold
White
Black
Chrome
Gold

VANF-C3A1-52W-930-WN
VANF-C3A1-52W-930-BN
VANF-C3A1-52W-930-CN
VANF-C3A1-52W-930-GN
VANF-C3A1-52W-940-WN
VANF-C3A1-52W-940-BN
VANF-C3A1-52W-940-CN
VANF-C3A1-52W-940-GN

VANF-C3A1-930C652F-WN
VANF-C3A1-930C652F-BN
VANF-C3A1-930C652F-CN
VANF-C3A1-930C652F-GN
VANF-C3A1-940C652F-WN
VANF-C3A1-940C652F-BN
VANF-C3A1-940C652F-CN
VANF-C3A1-940C652F-GN

6000Im

6500Im

VANF-C4A1-87W-930-WN
VANF-C4A1-87W-930-BN
VANF-C4A1-87W-930-CN
VANF-C4A1-87W-930-GN
VANF-C4A1-87W-940-WN
VANF-C4A1-87W-940-BN
VANF-C4A1-87W-940-CN
VANF-C4A1-87W-940-GN

VANF-C4A1-930C687F-WN
VANF-C4A1-930C687F-BN
VANF-C4A1-930C687F-CN
VANF-C4A1-930C687F-GN
VANF-C4A1-940C687F-WN
VANF-C4A1-940C687F-BN
VANF-C4A1-940C687F-CN
VANF-C4A1-940C687F-GN

7800Im

8500Im

VANF-C5A1-113W-930-WN
VANF-C5A1-113W-930-BN
VANF-C5A1-113W-930-CN
VANF-C5A1-113W-930-GN
VANF-C5A1-113W-940-WN
VANF-C5A1-113W-940-BN
VANF-C5A1-113W-940-CN
VANF-C5A1-113W-940-GN

VANF-C5A1-930C6A1F-WN
VANF-C5A1-930C6A1F-BN
VANF-C5A1-930C6A1F-CN
VANF-C5A1-930C6A1F-GN
VANF-C5A1-940C6A1F-WN
VANF-C5A1-940C6A1F-BN
VANF-C5A1-940C6A1F-CN
VANF-C5A1-940C6A1F-GN

52 W 54 W 24VDC 90 3000K 360°
4000K 360°
87 W 90 W 24VDC 90 3000K 360°
4000K 360°
118 W 116 W 24VDC 90 3000K 360°
4000K 360°
156 W 160 W 24VDC 90 3000K 360°
4000K 360°

11000Im

12000Im

VANF-C7A1-156W-930-WN
VANF-C7A1-156W-930-BN
VANF-C7A1-156W-930-CN
VANF-C7A1-156W-930-GN
VANF-C7A1-156W-940-WN
VANF-C7A1-156W-940-BN
VANF-C7A1-1566W-940-CN
VANF-C7A1-156W-940-GN

VANF-C7A1-930C6A6F-WN
VANF-C7A1-930C6A6F-BN
VANF-C7A1-930C6A6F-CN
VANF-C7A1-930C6A6F-GN
VANF-C7A1-940C6A6F-WN
VANF-C7A1-940C6A6F-BN
VANF-C7A1-940C6A6F-CN
VANF-C7A1-940C6A6F-GN

Code Remark: N=N(No Driver) F=F(ON-OFF)

1830 1830 1830

VANF-C7A1

1830

www.nekolighting.com “



NEKO / VANILLA / VANF-C3A1 & C4A1 & C5A1 & C7A1
360° Circular Neon Strip Lighting
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NEKO / VANILLA / VANF-SH50-SP
360° Circular Neon Strip Lighting

‘ 73W |CRI9O0

3000K
4000K

360°

s (| CBICE

5000

LED Power System power LED \Voltage CRI

CCT Beam System Output Canopy Color Model

Code

73 W

77TW

24VDC 90 3000K 360°

4000K 360°

5000Im

5500Im

White
Black
Chrome
Gold
White
Black
Chrome
Gold

VANF-SH50-SP-73W-930-WN
VANF-SH50-SP-73W-930-BN
VANF-SH50-SP-73W-930-CN
VANF-SH50-SP-73W-930-GN
VANF-SH50-SP-73W-940-WN
VANF-SH50-SP-73W-940-BN
VANF-SH50-SP-73W-940-CN
VANF-SH50-SP-73W-940-GN

VANF-SH50-SP-930C673F-WN
VANF-SH50-SP-930C673F-BN
VANF-SH50-SP-930C673F-CN
VANF-SH50-SP-930C673F-GN
VANF-SH50-SP-940C673F-WN
VANF-SH50-SP-940C673F-BN
VANF-SH50-SP-940C673F-CN
VANF-SH50-SP-940C673F-GN

Code Remark: N=N(No Driver) F=F(ON-OFF)

www.nekolighting.com m



NEKO / VANILLA / VANF-SH50-SP
360° Circular Neon Strip Lighting

www.nekolighting.com 560




NEKO / VANILLA / VANF-C1B
360° Circular Neon Strip Lighting

Max.1000

1500

S AN @\\///}1\ ﬁ/ED ]
3000K
‘73W CRIg0| 3000K IP65“ CB‘CG ‘ 5000
LED Power System power LED \oltage CRI CCT Beam System Output Canopy Color Model 5000 Code

73W

a

24VDC 90 3000K 360°

4000K 360°

5000Im

5500Im

White
Black
Chrome
Gold
White
Black
Chrome
Gold

VANF-C1B-73W-930-WN
VANF-C1B-73W-930-BN
VANF-C1B-73W-930-CN
VANF-C1B-73W-930-GN
VANF-C1B-73W-940-WN
VANF-C1B-73W-940-BN
VANF-C1B-73W-940-CN
VANF-C1B-73W-940-GN

VANF-C1B-930C673F-WN
VANF-C1B-930C673F-BN
VANF-C1B-930C673F-CN
VANF-C1B-930C673F-GN
VANF-C1B-940C673F-WN
VANF-C1B-940C673F-BN
VANF-C1B-940C673F-CN
VANF-C1B-940C673F-GN

Code Remark: N=N(No Driver) F=F(ON-OFF)

www.nekolighting.com m



NEKO / VANILLA / VANF-SH50-SM & VANF-SH50-SUS
360° Circular Neon Strip Lighting

‘ 73W ‘CRIQO

3000K
4000K

360°

rs B €

@75

5000

VANF-SH50-SM

LED Power System power LED \oltage CRI

CCT Beam System Output Canopy Color

Model

Code

73 W

77TW

24VDC 90 3000K 360°

4000K 360°

5000Im

5500Im

White
Black
Chrome
Gold
White
Black
Chrome
Gold

VANF-SH50-SM-73W-930-WN
VANF-SH50-SM-73W-930-BN
VANF-SH50-SM-73W-930-CN
VANF-SH50-SM-73W-930-GN
VANF-SH50-SM-73W-940-WN
VANF-SH50-SM-73W-940-BN
VANF-SH50-SM-73W-940-CN
VANF-SH50-SM-73W-940-GN

VANF-SH50-SM-930C673F-WN
VANF-SH50-SM-930C673F-BN
VANF-SH50-SM-930C673F-CN
VANF-SH50-SM-930C673F-GN
VANF-SH50-SM-940C673F-WN
VANF-SH50-SM-940C673F-BN
VANF-SH50-SM-940C673F-CN
VANF-SH50-SM-940C673F-GN

Code Remark: N=N(No Driver) F=F(ON-OFF)

‘ 73W ‘CRIQO

3000K
4000K

-0 B el

@75

100-700mm
Adjustable

5000

VANF-SH50-SUS

LED Power System power LED Voltage CRI

CCT Beam System Output Canopy Color

77TW

24 VDC

90 3000K 360°

4000K 360°

5000Im

5500Im

White
Black
Chrome
Gold
White
Black
Chrome
Gold

VANF-SH50-SUS-73W-930-WN
VANF-SH50-SUS-73W-930-BN
VANF-SH50-SUS-73W-930-CN
VANF-SH50-SUS-73W-930-GN
VANF-SH50-SUS-73W-940-WN
VANF-SH50-SUS-73W-940-BN
VANF-SH50-SUS-73W-940-CN
VANF-SH50-SUS-73W-940-GN

VANF-SH50-SUS-930C673F-WN
VANF-SH50-SUS-930C673F-BN
VANF-SH50-SUS-930C673F-CN
VANF-SH50-SUS-930C673F-GN
VANF-SH50-SUS-940C673F-WN
VANF-SH50-SUS-940C673F-BN
VANF-SH50-SUS-940C673F-CN
VANF-SH50-SUS-940C673F-GN

Code Remark: N=N(No Driver) F=F(ON-OFF)
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NEKO / VANILLA / VANF-SH50-SM & VANF-SH50-SUS
360° Circular Neon Strip Lighting
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NEKO / VANILLA / VANF-SH12-SUS
360° Circular Neon Strip Lighting

3000K

CRI90 2000K

w0 B (€

360°

‘17W

I 600x47
30 I g

Max.1000

] @30

' 1200

LED Power System power LED Voltage CRI CCT Beam System Output Canopy Color

Model

Code

17 W 19w 24\VDC 90 3000K 360° 1150Im White
Black

Chrome
Gold
4000K 360° 1250im White
Black
Chrome
Gold

VANF-SH12-SUS-17W-930-WN
VANF-SH12-SUS-17W-930-BN
VANF-SH12-SUS-17W-930-CN
VANF-SH12-SUS-17W-930-GN
VANF-SH12-SUS-17W-940-WN
VANF-SH12-SUS-17W-940-BN
VANF-SH12-SUS-17W-940-CN
VANF-SH12-SUS-17W-940-GN

VANF-SH12-SUS-930C617F-WN
VANF-SH12-SUS-930C617F-BN
VANF-SH12-SUS-930C617F-CN
VANF-SH12-SUS-930C617F-GN
VANF-SH12-SUS-940C617F-WN
VANF-SH12-SUS-940C617F-BN
VANF-SH12-SUS-940C617F-CN
VANF-SH12-SUS-940C617F-GN

Code Remark: N=N(No Driver) F=F(ON-OFF)

www.nekolighting.com m



NEKO / VANILLA / VANF-SH12-SUS
360° Circular Neon Strip Lighting
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NEKO / VANILLA / VANF-SH06-SM
360° Circular Neon Strip Lighting

3000K

CRI90/2000K

@ e

IP65‘

‘QW

360°

602

b : i@so

2158

LED Power System power LED \oltage CRI CCT Beam System Output Canopy Color

Model Code

9W 11w 24\VDC 90 3000K 360° 600Im White
Black
Chrome
Gold
4000K 360° 650Im White
Black
Chrome
Gold

VANF-SH06-SM-9W-930-WN  VANF-SHO6-SM-930C609F-WN
VANF-SH06-SM-9W-930-BN  VANF-SHO6-SM-930C609F-BN
VANF-SH06-SM-9W-930-CN  VANF-SH06-SM-930C609F-CN
VANF-SH06-SM-9W-930-GN  VANF-SHO6-SM-930C609F-GN
VANF-SH06-SM-9W-940-WN  VANF-SHO6-SM-940C609F-WN
VANF-SHO6-SM-9W-940-BN  VANF-SH06-SM-940C609F-BN
VANF-SH06-SM-9W-940-CN  VANF-SHO6-SM-940C609F-CN
VANF-SHO6-SM-9W-940-GN  VANF-SH06-SM-940C609F-GN

Code Remark: N=N(No Driver) F=F(ON-OFF)
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INDEX

SEAPOINT Series

SEAPOINT
m557

LAKEPOINT Series NEW

LAKEPOINT Fixed LAKEPOINT Adjustable
m579 W581

CARMEL Series

SKYSURFER SSRC CARMEL Round CARMEL Square
W395 W585 m585

CLIFTON Series

CLIFTON
m587

e

RIVA Round RIVA Square
W589 W591

CAMPSBAY Series

CAMPSBAY Single CAMPSBAY Double
W593 W593

LAGOON Series

LAGOON
W595

CRUZ D Series

CRUZ D
m597

NEW

CAPRI Series

CAPRI
W599

NEW

BAY Series

HG601

ASCONA Series

ASCONA
W603

NICE Series

NICE 250S & NICE 250D
WE05

NEW

NICE 500S & NICE 500D
WG07

EXTERIOR RANGE



St. Tropez Series POSITANO Series NEW

St.Tropez
W609

Capetown-Recessed Series

POSITANO 300 POSITANO 600
H619 H619

Capetown Round-Recessed Capetown Square-Recessed

mot me PORTOFINO Series
Capetown-Surface Series

PORTOFINO S PORTOFINO M PORTOFINO L PORTOFINO Adjustable

Capetown Round-Surface Capetown Square-Surface 621 oy o1 603

H613 HG13

AFTERY7 Seri
CALIFORNIA Series

AFTER7 Mini AFTER7 Maxi
WG25 H626

TERARACE Series

CALIFORNIA 12 CALIFORNIA 16
HG615 HG15

DURBAN Series

TERARACE Micro TERARACE Nano TERARACE Mini TERARACE Maxi
G627 HG628 HG629 WG30

DURBAN

w617 EXTERIOR RANGE
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EXTERIOR LIGHTING
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EXTERIOR LIGHTING
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NEKO /
EXTERIOR LED Downlight

S
S
- . [}
6W CRis0 3000k 25° IP67 ko7 CREE < CE Body: Aluminum ®
50,000h@LS0B10 Color: Black 10 \
@106mm
LED Power System Power Input CRI CCT Beam System Output Model Code
5W 6w 220-240 VAC 80 3000K 25° 450im SEAPOINT-830-25° SEAP-8302506F-BN
””””””””””””””””””””””””””””” Remark: With internal Non-Dimmable LED driver
Light Distribution
gy S—
3000K

M SEAPOQINT-830-25°

Dameter Ot Emax
(em)

250 1m 1292k
0100 2m 320K
0153 3m 1350
2203 4m - 79I
0251 5m 50

577
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NEKO /
EXTERIOR LED Downlight

Body: Aluminum

8W CRiso 3000k 30° IP65 CREE < CE Body: uminum

50,000h@LB0B10

LED Power System Power Input CRI CCT Beam System Output Model Code
6 W 8w 220-240 VAC 80 3000K 30° 500im LAPF-8W-830-30° LAPF-8303008F-WW

Remark: With internal Non-Dimmable LED driver

6W 8w 220-240 VAC 80 3000K 30° 500lm  LAPF-8W-830-30° LAPF-8303008F-BB

Remark: With internal Non-Dimmable LED driver

Light Distribution
) —
3000K

LAPF-8W-830-30°
30°

Diameter Height, Emax
(cm)

055 —1m 751
o111 =f2m 188K
0166 —3m 83

0222 ——14m 47Ix

o277 <—5m  30ix
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NEKO /
EXTERIOR LED Downlight

. A CREE = C € Bodly: Aluminum &
‘ 8W |CRI80 3000K 30° IP65 ’ '+30°  50,000h@LBOB10 Color: White/Black 100
Tiltable 2115
LED Power System Power Input CRI CCT Beam System Output Model Code
6W 8w 220-240 VAC 80 3000K 30° 500im LAPA-8W-830-30° LAPA-8303008F-WW
-~ Remark Withinternal Non-Dimmable LED driver
6W 8w 220-240 VAC 80 3000K 30° 500im LAPA-8W-830-30° |LAPA-8303008F-BB

Remark: With internal Non-Dimmable LED driver

Light Distribution
) —
3000K

LAPF-8W-830-30°
30°

Diameter Height, Emax
(cm)

055 —1m 751K
2111 =2m 188ix
0166 ——3m 83ix
0022 ——{4m 47

@277 <——]5m 30k
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NEKO /
IP65 LED Ceiling Light

. UGR CITIZEN CE Body: Aluminum
‘1OW‘CRI90 3000K | 36 <19 ‘IPGS m Color- Black
LED Power System Power Input CRI CCT Beam System Output Model Code
8 W 10W  220-240 VAC 90 3000K 36° 850Im  SSRC-10W-930-36° SSRC-9303610F-BN
””””””””””””””””””””””””””” Remark: With internal Non-Dimmable LED driver
Light Distribution
gy s—
3000K
n SSRC-10W-930-36°
36
Demeter Height,Emax
om)
065 1m 1916Ix
2130 2m  479Ix
2196 3m  213Ix
2261 4m - 120Ix
232 5m  76Ix
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NEKO /
LED Ceiling Light

€ I}

(&)

o CREE = C€ Body: Aluminum & 3

6W CRIB0O 3000K | 55° IP54 IK07 it Color Dark-Grey o 3

80mm
LED Power System Power Input CRI CCT Beam System Output Model Code
5W 6W 220-240 VAC 80 3000K 55° 500im  CARMEL R-830-55° CARR-8305506F-DN
~ Remark Withinternal Non-Dimmable LED driver
CARMEL Round

5W 6W 220-240 VAC 80 3000K 55° 500im CARMEL S-830-55° CARS-8305506F-DN

Remark: With internal Non-Dimmable LED driver

CARMEL Square

Light Distribution

J S—
CARMEL R-830-55° CARMEL S-830-55°
558 553
a a
Height, Emax Height, Emax
Diameter Diameter
(om) (cm)
105 1m 206/ 2103 m  260Ix
@210 2m  52x @205 2m  85x
@315 3m  23x @307 3m  29x
@420 4m - 13x 2410 4m - 16x
@525 5m 8lx @512 5m 10
20° 10° 0° 10° 20° 20° 10° 0° 10° 20°
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NEKO /
LED Ceiling Light

@270mm
Body: Alumi §
3 ‘@=DI1 N oay: Aluminum 05
‘ZSW‘CRISO 3000K 110 IP54‘Ik10 ‘Coison ( e“oom: Dark-Groy &/ @

LED Power System Power Input CRI CCT Beam System Output Model Code
22W 25W 220-240 VAC 80 3000K 110° 2350Im CLIFTON-830-110°  CLIF-830A125F-DN

Remark: With internal Non-Dimmable LED driver

Light Distribution

[ S—
CLIFTON-830-110°
110
o
Height, Emax
Diameter
(cm)
0215 1m 950/
430 2m 231ix
0625 3m 108ix
0838 4m  55ix
0104 5m 34l

20° 10° ©0° 10° 20°
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NEKO /

LED Ceiling Light

14W CRI80 3000K 110° | IP54

PHILIPS c € Body: Aluminum
50,000h@L80B10 Color: Dark-Grey

LED Power System Power Input

14 W

Light Distribution

g
3000K

RIVR-14W-830-110°

Height, Emax
im 410K

2m  103Ix
3m  46lx
26Ix

16lx

220-240 VAC 80 3000K 110°

Code

CRI CCT Beam System Output Model
RIVR-14W-830-110° RIVR-830A114F-DN

1150im
Remark: With internal Non-Dimmable LED driver

www.nekolighting.com
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NEKO /
LED Ceiling Light

o PHILIPS Body: Aluminum
‘14W ‘CRIBO 000K 110° IP54 50,000h@L80B10 C € ‘ ‘ CO|O¥’: Dark-Grey
LED Power System Power Input CRI CCT Beam System Output Model Code
12W 14W 220-240 VAC 80 3000K 110° 1150Im

RIVS-14W-830-110° RIVS-830A114F-DN

Remark: With internal Non-Dimmable LED driver

Light Distribution

J S—
mn
by RIVS-14W-830-110°
110
i [Height, Emax
D'T;":‘;e' m 434
0266
2582 2m 109
0798 3m  48ix
04064 am 27
21330 5m 17K
0°20° 10° 0° 10° 20°80°
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NEKO / CAMPSBAY
LED Wall Light

CAMPSBAY Double
CAMPSBAY Single
BW o CREE = ce Bodly: Aluminum
‘ 1oW CRI80 3000K @ 45° IP65 ‘ K07 50.000BLE0B10 Color: Dark-Grey
LED Power System Power  Input CRI CCT Beam System Output Model Code
5W 6W 220-240 VAC 80 3000K 45° 500im  CAMPSBAY Single-830-45° CAMS-8304506F-DN
Remark: With internal Non-Dimmable LED driver
CAMPSBAY Single
10w 12W  220-240 VAC 80 3000K 45° 1000iIm  CAMPSBAY Double-830-45° CAMD-8304512F-DN
””””””””””””””””””””””””””” Remark: With internal Non-Dimmable LED driver
CAMPSBAY Double
Light Distribution
[ S—
3000K
o CAMPSBAY Single-830-45° o CAMPSBAY Double-830-45°
45 45

Height, Emax Diameter  Height, Emax
Diameter

a
(em) oS—lsm 11
o102 m 272K 2410 4m 17
0304 3m 30K
2205 om 68K 0205 dm G
o102 1m 272K

304 3m 30K 0102 im 272
0205 2m 68l
2410 4m 17k @304 3m 30k
2410 am A7
2510 5m 11 2510 5m 11
200 10° ©0°  10° 20° 20°10° 0°10°20°
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NEKO / LAGOON
LED Wall Light

82mm 65mm
€
E
. CREE = ce @ Bodly: Aluminum
11W CRI80 3000K  100° IP65 K07 50,000h@LB0B10 Color: Dark-Grey ©104mm 101mm
LED Power System Power  Input CRI CCT Beam System Output Model Code

9w 11w

Light Distribution

220-240VAC 80 3000K

100°

950Im

LAGOON-830-100° LAG-830A011F-DN
Remark: With internal Non-Dimmable LED driver

g e
3000K
100°,

20°10° 0°10°20°

LAGOON-830-100°

Diameter  Height, Emax
(cm)

©1390 5m 8lx
o111 4m - 13Ix
0833 3m  23Ix
@557 2m  51lx
0278 1m 203l
0278 1m  203Ix
@557 2m 51
2833 3m 23
o111 4m 13Ix
@1390 5m 8lx
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NEKO /CRUZ D
LED Wall Light N EW

———
160
o Body: Aluminum
‘14W‘CRI80 3000k 120 IPe5 OSRAM CE‘ Color: Dark.Groy [
5 160
LED Power System Power Input CRI CCT Beam System Output Model Code
12W 14W 220-240 VAC 80 3000K 120° 1400lm  RCRUD-830-120° CRUD-830A214F-DN

Remark: With internal Non-Dimmable LED driver

Light Distribution

J S—
120° CRUD-14W-830-120°
o
Diameter [Height, Emax
(em)
@140 <—__|5m 141x
o112 <—{4m 22Kk
o84 —j3m 39K
@56 —jam 89K
28 =1m 855k
28 —1m 855K
56 —jam 89k
84 —j8m 89
o112 —{am 22k
207707 O igroee 2140 <—|5m 4k
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NEKO / CAPRI
LED Wall Light N EW

CREE=

50,000h@L80B10

3000K | 100°| IP65

‘16W ‘CRIBO

q3

Body: Aluminum
Color: Dark-Grey

LED Power System Power

Input

CRI CCT

Beam System Output

14 W 16w

Light Distribution

220-240 VAC 80 3000K 100°

Remark: With internal Non-Dimmable LED driver

CAPI-830-100° CAPI-830A016F-DN

J S—
3000K
100°,
100°

20° 10° 0° 10° 20°

Diameter
(em)
@140
o112
o84
56

CAPI-16W-830-100D

ﬂﬂmmnnmmﬁﬂ

Height, Emax

5m
4m
3m
2m
m

1m
2m
3m
4m

5m

121
19Ix
33Ix
75Ix
301Ix

301Ix

75Ix
33Ix

19Ix
12Ix
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NEKO / BAY
LED Wall Light

9Br ™
IS
IS
S
- . f T
‘ 6w ‘omao 3000K | 90° IP65 ‘IK01 ggg&% CE‘ o Dy 110mm
LED Power System Power  Input CRI CCT Beam System Output Model Code
5W 6W  220-240VAC 80 8000K 90°  430im BAY-830-00° BAY-8309006F-DN

Remark: With internal Non-Dimmable LED driver

Light Distribution

J) S—
BAY-830-90°
90°
o
Diameter  Height, Emax
(cm)
01025 5m  6ix
0884 4m 11k
0634 3m 20K
0415 2m 48l
0206 im 190ix
0206 1m  190ix
2415 2m  48ix
0634 3m 20K
0884 4m 11k
01025 5m 6l
20°10° 0°10°20°
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NEKO / ASCONA
LED Wall Light

90)
£ %,
S
o
oo ©
o :C=pISoN Body: Aluminum
‘10W‘CR|80 3000K  110° IP65 ‘IK10 ‘Coison CE ooy Dark.Groy
LED Power System Power Input CRI CCT Beam System Output Model Code
8W 10W  220-240 VAC 80 3000K 110° 630Im ASCONA-830-110° ASCO-830A110F-DN

Remark: With internal Non-Dimmable LED driver

Light Distribution

J) S—

ASCONA-830-110°

110°

o

Diameter  Height, Emax
(cm)
21357 5m 5l
01085 4m - 8ix
0814 3m 13K
0543 2m 30K
o211 im 119
0271 im 119
0543 2m 30K
0814 3m 13K
01085 4m - 8ix
01357 5m  5ix

20°10° 0°10°20°
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NEKO / NICE 250
LED Wall Light N EW

60
— 250
60|
W R PHILIPS Body: Aluminum
14W ‘CRlBO 3000K | 110° | IP65 50,000h@L80B10 c E‘ ‘ Color: Dark-Grey
LED Power System Power  Input CRlI CCT Beam System Output Model Code
5W 7W 220-240 VAC 80 3000K 110° 650im NICE 250S-830-110°  N25S-830A107F-DN
””””””””””””””””””””””””””””” Remark: With internal Non-Dimmable LED driver
NICE 250 Single
12W 14W  220-240 VAC 80 3000K 110° 1300im  NICE 250D-830-110° N25D-830A114F-DN
Remark: With internal Non-Dimmable LED driver
NICE 250 Double
Light Distribution
[ S
3000K
110° NICE 250S-830-110° “ 1 0°| NICE 250D-830-110°
u Diameter GG EMax 10 Diameter  Height, Emax
cm) o 5m 5k
2235 im  260Ix 2940 4m 8lx
@705 3m 13l
2470 om 65 @470 2m 30K
@235 im 119ix
Q705 3m 29I @ 0235 im 119x
470 2m  30ix
2940 4m  16Ix Q705 3m 13l
2940 4m 8Ix
2117 5m  10Ix 21175 5m 5lx
20° 10° 0° 10°  20° 20°10° 0° 10°20°
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NEKO / NICE 500
LED Wall Light N EW

60
60 500
14W . PHILIPS Body: Aluminum
20W ‘CRlBO 3000K | 110° | IP65 50,000h@L80B10 CE‘ ‘Color: Dark-Grey
LED Power System Power  Input CRlI CCT Beam System Output Model Code
12W 14 W 220-240 VAC 80 3000K 110° 1300Im NICE 500S-830-110° N50S-830A114F-DN
Remark: With internal Non-Dimmable LED driver
NICE 500 Single
18W 20W  220-240 VAC 80 3000K 110° 1800Im NICE 500D-830-110° N50D-830A120F-DN
Remark: With internal Non-Dimmable LED driver
NICE 500 Double
Light Distribution
[ S
3000K

e NICE 500S-830-110°  ,11Q° NICE 500D-830-110°

° Diameter Heioht Emax 110° Diameter  Height, Emax

(em) DCZm 5m 15Ix

Q242 im  533Ix 0967 4m  24ix

Q725 3m  42ix

0484 2m 138 @ I

242 im  381Ix

Q725 3m 591 @242 im  381Ix

0484 2m 95l

2967 4m 33l Q725 3m  42ix

0967 4m  24Ix

01208 5m  21Ix @1208: 5m 15Ix

20° 10° 0° 10°  20° 20°10° 0° 10°20°
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NEKO / St.Tropez

Window Light
§ ‘65
o CREE =+ CE Body: Aluminum /
6W CRIB0 3000K 3° IPB5 IK10 wiVEE~ &Y oo Dark-Groy Jp— s
LED Power System Power Input CRI CCT Beam System Output Model Code
4W 6W 220-240 VAC 80 3000K 3° 300Im St.Tropez-830-3° STTZ-8300306F-DN

Remark: With internal Non-Dimmable LED driver

EEPR LT PR AT -

Light Distribution

I .
)l
- [

g —
3000K
3 ST.TROPEZ-6W-830-3°
s
Diameter  |H
(cm)
04 1m 1038Ix
9 2m  260Ix
213 3m  115Ix
18 4m  65Ix
oz2 5m 42 Ceiling / windows frame mounted light
200 100 07 10° 20° Ideally lighting up the frame of doors, windows, corridors, etc

With its self-balancing system making the un-even surface a proper lighting effect
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NEKO / Capetown-Recessed
Recessed LED Step Light

Capetown Round-Recessed Capetown Square-Recessed
Q
\'\(O@
]
€
=
B
37mm 115mm
- . i 55
45W CRI0 3000k 65° IP65 K07 ‘(EDISON c € Body: Aluminum
‘ ‘ ‘ ‘ 50000180810 Color: Dark-Grey Round-Mounting Box Square-Mounting Box
LED Power System Power Input Cutout CRI CCT Beam System Output Model Code
3W 45 W 220-240 VAC ©@110*55 80 3000K 65° 155Im  Capetown RR-830-65° CTRR-8306505F-DN
Remark: With internal Non-Dimmable LED driver
Capetown Round-Recessed
3W 4.5 W 220-240 VAC110*110*55 80 3000K 65° 165Im  Capetown SR-830-65° CTSR-8306505F-DN

Remark: With internal Non-Dimmable LED driver

Capetown Square-Recessed

Light Distribution

J S—
Capetown RR-830-65° Capetown SR-830-65°
57 57
§ Height, Emax § Height, Emax
Diameter Diameter
(cm). (cm)
90 im 121l 99 im 60k
2179 2m 30l o199 2m  15lx
@358 3m  14ix 0298 3m 7ix
0448 am 8k @397 am a4
0538 5m  5ix 49 5m 2
20° 10° 0° 10° 20° 0 10° 20° 80°
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NEKO / Capetown-Surface

LED Step Light
Capetown Round-Surface Capetown Square-Surface
30mm 302”1
€
£ E
S S
=4 S
. C Body: Aluminum
4.5W ‘cmeo 3000K  65°  IPB5 ‘ iKo7 CGDISON c € ‘ s Al
‘ 50,000GL80B10 Color: Dark-Grey Capetown Round-Surface Capetown Square-Surface
LED Power System Power  Input CRI CCT Beam System Output Model Code
3W 4.5W 220-240 VAC 80 3000K 65° 150lm  Capetown RS-830-65° CTRS-8306505F-DN

Remark: With internal Non-Dimmable LED driver

Capetown Round-Surface

3W 45W  220-240 VAC 80 3000K 65° 170lm  Capetown SS-830-65° CTSS-8306505F-DN

Remark: With internal Non-Dimmable LED driver

Capetown Square-Surface

Light Distribution

J S—

o Capetown RS-830-65° o Capetown SS-830-65°

65 65

° Height, - Height,
Diameter '[9 EMX e
(cm). (em)
90 im 121k 99 im  60ix
o179 2m 30 0199 2m 15k
2358 3m  14ix 2298 3m 7
0448 4m 8l 2397 am A
@538 5m  5lx 0496 5m 2

20° 10° ©0° 10° 20° 0 10° 20° 30°
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NEKO / CALIFORNIA
LED Bollard Lamp

L
CALIFORNIA 12 CALIFORNIA 16
2160mm
A
2120mm
£
£
c 8
§ S
%0 ©
18W €= Body: Aluminum
Rl K IP Goison C€ y
19W CRI80 | 3000 65 K10 5‘0;,00,,@,_80310 Color: Dark-Grey L
LED Power System Power Input CRI CCT System Output Model Code
11w 13W  220-240 VAC 80 3000K 660Im CALIFORNIA 12-830  CA12-830C613F-DN

Remark: With internal Non-Dimmable LED driver

CALIFORNIA 12

17w 19W  220-240 VAC 80 3000K 1220m CALIFORNIA 16-830  CA16-830C619F-DN

Remark: With internal Non-Dimmable LED driver

CALIFORNIA 16

Light Distribution

J S—
CALIFORNIA 12-830 CALIFORNIA 16-830
Height, Emax Height, Emax

Diameter Diameter
cm)
229 im 135lx 0229 im 164Ix
0458 om 34ix 0458 2m 41l
0687 3m 15l o688 3m  18Ix
2917 4m  9x @917 4m 10l
1146 1146

30° 20° 10° 0° 10° 20° 80° RN 30° 20° 10° ©0° 10° 20° 80° [T e

Light Emission 360
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NEKO / DURBAN

LED Bollard Lamp
90mm 128mm
IS
€
o
2
A
— —
= Body: Aluminum
‘sw ‘cmso 3000K | IP65 ‘ 1K07 ggmlj:@&% C€ By it
LED Power System Power  Input CRI CCT Beam System Output Model Code
5W 6W 220-240 VAC 80 3000K 450im DURBAN-830  DURB-830B706F-DN

Remark: With internal Non-Dimmable LED driver

Light Distribution

gy m—
o DURBAN-830

90!

° Height,
Diameter O =max
(cm)
o186 m 230K
0872 om 57
0559 am 26k
o745 am 14K
0932 5m ok

20° 10° ©0° 10° 20°

Anchorage installation Surface installation

www.nekolighting.com m



NEKO / POSITANO NEW

LED

Bollard Lamp

POSITANO 300 POSITANO 600
600
305
o PHILIPS Body: Aluminum
‘ 7W |CRIBO 000K  50° IP65 50,000h@L80B10 c € ‘ ‘ Color: Dark-Grey 157 = 157> 5
LED Power System Power Input CRI CCT Beam System Output Model Code
5W 7W 220-240 VAC 80 3000K 50° 200Im PTO3-830-50°  PTO3-8305007F-DN
Remark: With internal Non-Dimmable LED driver
POSITANO 300
5W 7W 220-240 VAC 80 3000K 50° 200Im PTO6-830-50°  PTO6-8305007F-DN
Remark: With internal Non-Dimmable LED driver
POSITANO 600

Light Distribution

T
3000K

50°

PTO3-7W-830-50°

2195 <——8m

0260 <——]4m

0324 < |5m

Diameter Height, Emax
(em)

265 =1m 85
2130 —om 21k

9lx

5ix

3ix

50°

PTO6-7W-830-50°

Diameter
(em)

280 =

0159 =

239 =

2318 ——]

0398 — |

Height, Emax
m o 77k
2m 19K
3m 9l
am 5ix
5m 3l
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NEKO / PORTOFINO
Projector Light

PORTOFINO S PORTOFINO M PORTOFINO L

(S
[e2)
(o))
3
3
< N
w 20° CREE & Body: Aluminum 3 3
11W  CRI80 | 3000K 22, |IP65 ' IKO7 < C E v 3 3
18W 35 50,0006L80B10 Color: Dark-Grey
LED Power System Power  Input CRlI CCT Beam System Output Model Code
3w 4'W 220-240 VAC 80 3000K 35° 250lm  PORTOFINO S-830-35° PORS-8303504F-DN
”””””””””””””””””””””””””””” Remark: With internal Non-Dimmable LED diver
Cable in 1.5 meters
9w 11W  220-240 VAC 80 3000K 20° 900im  PORTOFINO M-830-20° PORM-8302011F-DN
””””””””””””””””””””””””””””” Remark: With internal Non-Dimmable LED driver
Cable in 1.5 meters
11w 13W  220-240 VAC 80 3000K 20° 1050lm  PORTOFINO L-830-20° PORL-8302013F-DN
”””””””””””””””””””””””””””” Remark: With internal Non-Dimmable LED driver
Cable in 1.5 meters
Light Distribution
[ S—
3000K
PORTOFINO S-830-35° PORTOFINO M-830-20° PORTOFINO L -830-20°
858 20° 20°
= Diameter ~ FfelghtEmax - Diameter ~ FfelghtEmax = Diameter ~ HfelghtEmax
(cm). (cm) (cm)
57 im 5591 234 1m 3120Ix @33 1m 3247Ix
o114 2m  140Ix 067 2m  780Ix 066 2m  812Ix
o172 3m  62Ix 2101 3m  346Ix 299 3m  360Ix
@229 4m  35Ix 0135 4m 195l 2132 4m 203Ix
0286 5m  22Ix 0169 5m  126x 0165 5m  130x
20° 10° o 10 20° 20° 10° 0 10 20° 20° 10 0 10° 20°

Stake for PORTOFINO series projectors
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NEKO / PORTOFINO Adjustable

Beam Angle Zooming Projector Light

3
3
c 3
£
o
N
‘.;
11W CRIB0 3000K 15%60°Zooming IP65 IK07 :(=DISON CE Body: Aluminum
50,000h@LB0B10 Color: Dark-Grey
LED Power System Power Input CRI CCT Beam  System Output Model Code
9w 11TwW 220-240 VAC 80 3000K 15°-60° Max.450lm PORTOFINO A-830-Z PORA-830ZM11F-DN

Remark: With internal Non-Dimmable LED driver

Cable in 1.5 meters

Light Distribution

J S—
" PORTOFINO A-830-Z @15° o PORTOFINO A-830-Z @60°

15 60!

° Height, Ex il LEHIRE
Diameter 00T Diameter | o ETX
(em) (cm)
024 1m 2689Ix 2101 im 770k
47 2m  672x 0203 2m  205lx
@70 3m  299x @305 3m 93K
93 4m 168Ix 2408 4m  55ix
2117 5m  108Ix 510 5m  25lx

20° 10° 0° 10° 20° 20° 10° 0° 10° 20°
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NEKO / AFTER7 Mini

Projector Light
48 102
o0
30° CITIZEN CE Body: Aluminum &
‘5.5W ‘CRIBO 3000K 45° IP67‘ IK10 m Color: Dark-Grey
LED Power System Power LED \oltage CRI CCT Beam System Output Model Code
5W 55W 24V 80 3000K 30° 500lm  AFTER7 Mini-830-30° AFMI-8303006F-DN
3000K  45° 500lm  AFTER7 Mini-830-45° AFMI-8304506F-DN
Remark: Remote 24VDC LED driver is required (Non-Dimmable)
Cable in 3 meters

5W 55W 24V 80 3000K 30° 500lm  AFTER7 Mini-830-30°-H AFMI-8303006F-DN-H
3000K  45° 500lm  AFTER7 Mini-830-45°-H AFMI-8304506F-DN-H

Cable in 3 meters

Accessory: Stake for AFTERY series projectors

Remark: Remote 24VDC LED driver is required (Non-Dimmable)

Light Distribution

J S—
4 AFTER7 Mini-830-30° o AFTER7 Mini-830-45°
80! 45
o o
Diameter Height Emax Diameter Height, Emax
(cm) (cm)
@54 1m 13991 82 m 784ix
0109 2m 350K 0163 2m 196l
0163 3m 155 @245 3m 87
0218 4m 87 0327 4m 49
0272 5m 561 2408 5m  3iix
200 10° ©0° 10° 20° 200 10° ©0°  10° 20°

NEKO / AFTER7 Maxi
Projector Light

o68
207 AN Body: Aluminum e
10W CRIS0 3000K | 30° IP67 | IK10 oridgeluy c € ody:
‘ 50° ‘ 50,000?@80810 Color: Dark-Grey

LED Power System Power LED Vbltage CRI CCT Beam System Output Model Code
9W 10w 24V 80 3000K 20° 850Im AFTER7 Maxi-830-20° AFMA-8302010F-DN
3000K 30° 850Im AFTER7 Maxi-830-30° AFMA-8303010F-DN
3000K 50° 850Im AFTER7 Maxi-830-50° AFMA-8305010F-DN
””””””””””””””””””””””””””” Remark: Remote 24VDC LED driver is required (Non-Dimmable)

Cable in 3 meters

9w 10W 24V 80 3000K 20° 850Im AFTER7 Maxi-830-20°-H AFMA-8302010F-DN-H

3000K 30° 850Im  AFTER7 Maxi-830-30°-H AFMA-8303010F-DN-H
3000K 50° 850Im  AFTER7 Maxi-830-50°-H  AFMA-8305010F-DN-H

Remark: Remote 24VDC LED driver is required (Non-Dimmable)

Cable in 3 meters

Accessory: Stake for AFTERY series projectors

Light Distribution

J S—
AFTER7 Maxi-830-20° AFTER7 Maxi-830-30° AFTER7 Maxi-830-50°
20° 807 50°
o o o
Diameter  HfeightEmax Diameter  Height,Emax Diameter Helght,Emax
(cm) (cm) (cm)
32 1m 4094ix 58 1m 2318ix 288 1m 1379k
065 2m 1024ix o116 2m 570k 0177 2m 345k
097 3m 455 0174 3m 257I 0265 3m 153K
2130 4m 2561 0232 4m 145 0353 4m  86ix
0162 5m 1641 2290 5m  93i 0441 5m 55l
20° 10° ©0° 10° 20° 20° 10° ©0° 10° 20° 20° 10° ©0° 10° 20°
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NEKO / TERARACE Micro

Recessed Ground Light

NEKO / TERARACE Nano
Recessed Ground Light

18°
2W CRIB 3000K 5 IP67 IK10 OSRAM C€

50,000h@L80B10

@40
Top Cover: Stainless Steel ©
Body: Aluminum
Color: Dark-Grey

228
b
18° Top Cover: Stainless Steel
1.5W CRI80 3000K 40° IP67 K10 OSRAM C€ Bodly: Aluminum
65 50,000h@L80B10 Color: Dark-Grey
LED Power System Power LED \bltage CRI CCT Beam System Output Model Code
TW 1.5W 24V 80 3000K 18° 100Im TERARACE Micro-830-18° TEMI-8301802F-DN

Cable in 3 meters

3000K  40° 100Im TERARACE Micro-830-40° TEMI-8304002F-DN
3000K  65° 100Im TERARACE Micro-830-65° TEMI-8306502F-DN

Remark: Remote 24VDC LED driver is required (Non-Dimmable)

Accessory: Pre-embedded Tube

225

Light Distribution

J S—
B TERARACE Micro-830-18° y TERARACE Micro-830-40° o TERARACE Micro-830-65°
18 40 65
- Height, Ex ° Height, Ex ° Height, Ex
Diameter | EMX Diameter 0T Diameter |00
cm) (cm) (cm)
231 m 496ix 269 m 217 0136 im 83
061 2m 124k 0138 om 54k 0273 2m 21k
290 3m 55l 0207 am 24k 0409 3m ok
o121 4m 3 0276 4m 14k 0546 4m sl
0150 5m 20 0345 5m o 0682 5m 3
200 10° 0° 10° 20° 200 10° ©0°  10° 20° 20° 10° ©0° 10° 20°

LED Power System Power LED Voltage CRI CCT Beam System Output Model Code
1.6W 2W 24V 80 3000K 18° 120lm  TERARACE Nano-830-18° TENA-8301802F-DN
3000K 35° 120lm  TERARACE Nano-830-35° TENA-8303502F-DN
3000K 60° 120lm  TERARACE Nano-830-60° TENA-8306002F-DN

Remark: Remote 24VDC LED driver is required (Non-Dimmable)

Cable in 3 meters

Accessory: Pre-embedded Tube

100

Light Distribution

J S—
B TERARACE Nano-830-18° 4 TERARAGE Nano-830-35° o TERARAGE Nano-830-60°
18 35 60
° Height, Er e Height, Ei ° Height, Er
Diameter et Emax Diameter oot Emax Diameter et Emax
(cm) (cm) (cm)
231 im  533Ix @57 m  175Ix 2102 im  87Ix
062 2m  133Ix o114 2m  44ix 0205 2m  22Ix
293 3m  59ix o171 3m  19Ix 2308 3m  10Ix
0124 4m  33ix 0228 4m - 11Ix @410 4m 5ix
0156 5m  21Ix 0285 5m 7Ix 0513 5m 3lx
20° 10 o 100 20° 20° 10 0°  10° 20° 20°  10° 0 10° 20
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NEKO / TERARACE Mini
Recessed Ground Light

55W CRIB0 3000k 9. IP67 IK10 SLEiZEN, CE
45 50,000h@L80B10

Top Cover: Stainless Steel
Body: Aluminum
Color: Dark-Grey

LED Power System Power LED Voltage CRI CCT Beam System Output

Model Code

5W 55W 24V 80 3000K

3000K

30°
45°

500Im
500Im

TERARACE Mini-830-30° TEMI-8303006F-DN
TERARACE Mini-830-45° TEMI-8304506F-DN

Remark: Remote 24VDC LED driver is required (Non-Dimmable)

Cable in 3 meters

Accessory: Pre-embedded Tube

@81

100

Light Distribution

J] —
y TERARACE Mini-830-30° o TERARAGE Mini-830-45°
30! 45
° Height, Ei ° Height, Er
Diameter |00 Diameter | o ET
cm) (cm)
54 1m 1399I 082 im  784ix
0109 2m 350/ 0163 2m 1960
0163 3m 155k 0245 3m 87k
0218 4m 87 0327 4m 49
o272 5m 56l 0408 5m 3
200 10° 0 10° 20° 200 10° 00 10° 20°

NEKO / TERARACE Maxi
Recessed Ground Light

20°
10W GRG0 3000K 30 IP67 IK10 oridgelin C€

50,000h@L80B10

Top Cover: Stainless Steel
Body: Aluminum
Color: Dark-Grey

116

LED Power System Power LED \bltage CRI CCT Beam System Output Model Code
9w 10w 24V 80 3000K 20° 850Im TERARACE Maxi-830-20° TEMA-8302010F-DN
3000K 30° 850Im TERARACE Maxi-830-30° TEMA-8303010F-DN
3000K 50° 850Im TERARACE Maxi-830-50° TEMA-8305010F-DN
”””””””””””””””””””””””” Remark: Remote 24VDC LED driver is required (Non-Dimmable)
Cable in 3 meters
Accessory: Pre-embedded Tube
283
8
Light Distribution
[ S—
3000K
B TERARACE Maxi-830-20° y TERARACE Maxi-830-30° . TERARACE Maxi-830-50°
20 30 50!
° Diameter Height, Emax ° Diameter Height, Emax ° Diameter Height, Emax
(cm) (cm) (cm)
@32 1m 4094Ix @58 1m 2318Ix @88 1m 1379Ix
065 2m 1024Ix 2116 2m  579Ix o177 2m  345Ix
@97 3m  455Ix 2174 3m 2571 0265 3m  153Ix
2130 4m  266Ix @232 4m  145Ix 2353 4m - 86lx
0162 5m  164Ix @290 5m  93Ix 0441 5m 55l
20° 10 0 10° 20 20° 10 10° 20 20° 100 O 10 20°
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Partnerschaft/ Partnership

Headquarters

Factory

German Office / Warehouse
N. America

UK Office

France Office

Beijing Office

Shanghai Office

Distributor

[l e<o uaHNG AG

Switzerland Headquarters

Kreuzstrasse 2, CH-8008 Zdrich, Switzerland
Tel: +41 44 451 80 15
sales@nekolighting.com
www.nekolighting.com

[0 NEKO LIGHTING LTD.

China Factory

Huizhou, PR.China | P.C.: 516057
Tel: +86 755 3669 7712
sales@nekolighting.com
www.nekolighting.com

NEKO LIGHTING GmbH

German Office / Warehouse

Lange Reihe 170, 59071 Hamm, Germany
Tel: +49 2381 8770960
sales@nekolighting.de

www.nekolighting.de

[ \exo LigHTING INC.

Canada Office
3025 Bates Road, Montreal, QC H3S 2W8, Canada

USA Office

132 32nd Street, Suite 313, Brooklyn, NY 11232, USA
Tel: +1 855 LED NEKO (533 6356)
sales@nekolighting.com

[l nexo Lighting Lta.
UK Office
6C Calderdale Business Park, Club Lane,
Ovenden, Halifax, Hx2 8DB
andy@nekolightinguk.com
www.nekolighting.com

[ NExo Lignting
France Office
8 rue du Sentier, 75002, Paris, France
+33 144 50 20 30
sales@nekolighting.fr
www.nekolighting.com

. NEKO Beijing Office

Room 218, Huaxi Loft, 5th Da Yang Fang Road,
Chaoyang District, Beijing, P.R.China

Tel: +86 173 2681 1100

sales@nekolighting.com

[ \Er0 Shenghai Offce
Haiyang Building Room 2811, No. 550, Yan'an East Road,
Huangfu District, Shanghai, P.R.China
Tel: +86 189 2602 8927
jonson@nekolighting.com
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